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PREFACE, 


THE aim of the author, in the present as in the preceding 
volume of this work, has been to present to the reader an 
accurate, useful, and as comprehensive an account as space 
would permit, of the typical and more generally employed 
methods pursued in the extraction of the useful metals 
from their ores; and to offer such explanations as are 
generally received of the scientific principles upon which 
the several operations are based and metallurgical pheno- 
mena depend, without attempting to enter at any con- 
siderable length upon a description of the multifarious 
technical details of the several processes, or the details of 
their numerous modifications, as required by local circum- 
stances, etc. But for such accounts, as also for the records 
of much original investigation bearing upon the numerous 
principles involved in the range of metallurgical science, 
the author would refer the student to the more elaborate 
treatises upon the subject, and.for the study of which, it 
is hoped, the perusal of these volumes may have been 
an advantageous preliminary. 


The subject of assaying, though forming an important 
branch of metallurgical science, does not permit of any 
useful resumé being effected within the space that could be 
devoted to it in the present work, and it has accordingly not 
been touched upon; while, for like reasons, the consideration 
of the details of the numerous mechanical appliances of every 
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day use in metallurgical establishments, euch ak engines, fans, 
rolling mills, etc., and which belong more progrly to the 
sphere of Applied Mechanics, has been avoided. 


The modern chemical notation, nomenclature, and atomic 
weights introduced in the first volume have been continued 
throughout the present part. 


The author has great pleasure in again acknowledging the 
assistance he has derived from such standard works as those 
of Dr. Percy, of Rivot’s Principes Généraux du Traitement 
des Minerais Méialliques, 1872; Kerl’s Handbuch der Metat- 
lurgischen IHuttenkunde; Phillips’ Metallurgy of Gold and 
Stlver; Plattner’s Vorlesungen tiber Allgemeine Huttenkunde; 
various papers distributed throughout the proceedings of the 
different learned societies, and articles in the various scientific 
journals. 


W. iH. G. 
MancHEstTeR; April 1876. 


CONTENTS. 


CHAPTER I. 


CorPpreEer. 


PAGE 
Physical and Chemical Qualities—Impurities in Commercial 
Copper — Varieties of Commercial Copper-——-Copper and 
Oxygen—Copper and pe ecaunee yt and Carbon-—Cop- 
per and Phosphorus—Copper and Silicon—Alloys of Cop- 
er— Aluminium Bronze — German Silver — Phosphor 
ronze—Ores of ed a Sere pi and Standard—Copper 
Smelting: Dry and Wet Methods—Welsh Process, or Cop- 
per Smelting in Reverberatory Furnaces—Calcination— 
sion for Coarse-metal—Calcination of Coarse-metal— 
Fusion for Fine-metal—Roasting of Fine-metal for Blister- 
copper—Refining or Toughening—Calcining Furnace— 
Gerstenhoffer Calciner—Ore Furnace—Analyses of Coarse- 
metal and Ore-furnace Slag— Analyses of White and Blue- 
metal, and of siironaen. Breen he of Blister Copper and 
Roaster-slag—Poling ‘of Copper— Under and Overpoled 
Copper—Analysis of Refinery Slag—Best-selected Copper 

— Bottoms and Tile-copper — Hlimi ination of Fore 

Metals in Copper Smelting —Methods of eid id Smelting 
Proposed by Napier, and by Rivot and Phillips—Copper 
Smelting in Blast Furnaces: Swedish, German, and Rus- 
sian Methods—Swedish Blast Furnace—Black Copper— 
Refining of Black Copper—Copper Smelting in Japan— 
Smelting of the Mansfeld Copper-schist : eld Blast 
Furnace—Refining Hearth—Cupriferous Pig-iron— Wet 
Processes for the Reduction of Copper: Bankart, Escalle, 
Hihner, Henderson, Birkmyre, and Gossage’s Processes ; 
Method Adopted at Alderley Edge—Cement Copper— 
Kernel Roasting — Kiln for Kernel Roasting — Loss of 

Metal in Copper Smelting Operations, . . 8 . 9 


CHAPTER II. 
Leap. 


Properties: Physical and Chemical—Commercial Lead and its 
ee and Oxygen: Plumbous and Plumbic 
—IT,. A 


Zz CONTENTS. 


PAGE 
Oxides, Plumbic Peroxide, and the Red Oxide of Lead— 
Manufacture of Red-lead—Drossing and Colouring Ovens 
—Lead and Sulphur: Plumbic eon Sear pass wth Sul- 
phur and Oxygen — Lead and Phosphorus— Lead and 
Arsenic—Plumbic Carbonate or White-lead : Dutch and 
German Methods of Preparation; Commercial Impurities 
—Lead and Silica—Alloys of Lead—Ores of Lead: Galena, 
Cerussite, Anglesite, Pyromorphite, Mimetesite, etc.— 
Extraction of Lead from the Ore: Methods of Air Reduc- 
tion; Iron Reduction or Precipitation ; Method of Roast- 
ing, with Subsequent Treatment with Carbon, and the 
Method by Iron and Carbon — Air-reduction Processes 
Reactions in—Smelting in the Flintshire Furnace—Flint- 
shire Furnace—-Analyses of Grey-slag—Smelting Galena 
in Derbyshire—Lead Smelting in Brittany and Spain— 
Brittany Furnace—Bleiberg or Carinthian Process of Re- 
duction—Bleiberg Furnace—Cornish Process of Smelting 
—Flowing Furnace—Smelting in the Ore-hearth—Ameri- 
can Ore hearth—Analysis of the Slag from the American 
Ore-hearth—tfron Reduction Processes of Lead Smelting: 
Lead Smelting in Silesia, the Hartz, etc.—Silesian Blast 
Furnace—Lead Smelting with Basic Ferrous Silicate— 
Lead Smelting by Roasting of the Ore, and Subsequent 
Reduction by Carbon or Iron: Freiberg Process—Swedish 
Method of Smelting Galena—Lead Smelting at Pontgibaud 
-——Smelting of the Ores of Commern—Reduction of Oxi- 
dized Ores and Products of Lead—Reduction of Plumbic 
Carbonate, Litharge, Lead Slags, etc.—Furnace for the 
Reduction of Litharge— English Slag Hearth — Spanish 
Slag Hearth—Lead Fume: its Condensation, Analyses of — 
Stagg’s Condenser — Stokoe’s Condenser— Extraction of 
Silver from Lead: Processes of Pattinson, Parkes, and 
Flach—Pattinson’s Pot, Ladle, and Arrangement of Crys- 
tallising Apparatus — Parkes’ sated — Filach’s Zinc 
Process—Softening or Improving of Hard Lead—Analyses 
_ of Hard Leads—Softening Furnace—Sheet Lead—Lead 
Pipes, Rods, etc., . . a er ee ee - 741 


CHAPTER III. 
ZINC. 


Physical and Chemical Qualities—Impurities in Commercial 
Zine—Zince and nek. pene and Sulphur—Zinc and 
Phosphorus—Zine and Arsenic—Alloys of Zinc—Ores of 
Zine: Calamine, Zincite, Blende, Electric Calamine, etc. — 
Extraction of .Zine from its Oresa-— English Method of 
Extraction—Hnglish Zinc Furnace—Belgian Method of 
Extracting Zino-—~The Belgian Zine Farnace— Silesian | 


£ 


ry 


CONTENTS, 3 


PAGE 
Process for the Distillation of Zinc~—Silesian Furnace— 
Carinthian Method of Reduction — Treatment of Zinc 
Fume: Montefiori Furnace—Separation of Lead from Zinc 
——Sheet-Zinc-—Galvanised Iron—Alloys of Zinc and Cop- 
sad Brass, Muntz’s Metal — Calamine Brass — Direct 


paration of Brass—Muntz’s Metal: Preparation of, . 100 


CHAPTER IV. 
MERCURY. 


Physical and Chemical Qualities—Commercial Mercury: Adul- 
terations, Applications of —Water Gilding—Silvering of 
Mirrors—Mercury and Oxygen: Mercurous and Mercurio 
Oxides—Merc and Sulphur: Vermillion, Cinnabar— 
Mereury and Chlorine: Mercurous and Mercuric Chorides 
—Amalgams—Ores of Mercury—Extraction of Mercury 
from its Ores: Methods of —Air-reduction Processes ; 
South American, Almaden, Idrian, Alberti and Fahl Ore 
Processes—Aludel Furnace of Almaden—Idrian Furnace 
and Condensers — Hihner’s Modification of the Idrian 
Furnace—Alberti Furnace—Methods of Reduction with 
Lime, Iron, etc.—Treatment in the Gallery Furnace—The 
Landsberg Process—Bavarian Furnace—Reduction with 
Iron—Purification of Commercial Mercury by Dry and 


Wet Methods, . ' ; é ‘ : ‘ » 459 
CHAPTER V. 
SILVER. 


Physical and Chemical Qualities ——Argentous and Argentic 
Oxides—-Argentic Peroxide—Argentic Sulphide—Argentic 
Sulphate—Argentic Hyposulphite— Argentic Nitrate— 
Argentous and Argentic Chlorides — Argentic Iodide— 
Argentic Bromide—Argentic Phosphide—Alloys of Silver 
Silver and Copper: Effect of Heat upon Alloys of — 
Coinage— Halil Marks— Ores of Silver: Native Silver, 
Silver Glance, Stephanite, Argentiferous Copper Glance, 
Antimonial Silver, Pyrargyrite, Proustite, Fahl Ores, 
Hornsilver, ete. — Extraction of Silver from its Ores: 
Mexican and European Methods of Am ation, Wet 
Methods—-Mexican Amalgamation Method—Freiberg or 
European Method of Amalgamation—Amalgamation of 
ps a Reguius—Amalgamation of Argentiferous Speise 
-~Amalgamation in Kettles, or Hot ie gr onianaae —Wat 
Methods of Extracting Silver: Methods of Augustin and 


Physical and Chemical Qualities—Commercial Gold—Analyses 
of Native Gold— Carat and Standard—Gold Beating— 
Gold and Oxygen: Aurous Oxide, Auric Oxide—Gold and 
Sulphur: Aurous and Auric Sulphides—Gold and Chlor- 
ine: Auric Chloride—Purple of Cassius—Gold and Phos- 
phorus—Alloys of Gold—Gold and Copper: Coinage, 
Dutch-Leaf, etc.—Gold and Silver—Alloys of Gold with 
Mercury, Lead, Antimony, Tin, Zinc, or Platinum — 
Occurrence of Gold: Native Gold, Nagyagite— Gold 
Mining: Prospecting, Pan, Cradle, and Sluice Washing— 
Mining of Gold Quartz—Methods for the Extraction of 
Gold—Amalgamation of Auriferous Quartz—Smelting of 
Auriferous Cagis — Treatment of Auriferous Pyrites— 
Longmaid’s Process — Anossow’s Process — Plattner’s or 
Chlorine Process—Melting of Gold Dust—Separation of 
Gold from Silver and Copper—Wet and Dry Methods of 
Refining Gold—Wet Methods of Gold Parting: Nitric 
Acid Process, and Si bate Acid Process—Dry Methods 
of Gold Parting: Miller’s Chlorine Process, Method by 
Sulphur and Litharge, Method by Antimonic Sulphide, 
Method of Cementation—Sweep Refining, Per 


CHAPTER VII. 
NicKE&L. 


Physical and Chemical Qualities—Analyses of Commercial 
Nickel — Nickel and Oxygen: Nickelous and Nickelic 
Oxide—Nickel and Sulphur: Dinickelous and Nickelous 
Sulphide, Nickelic Disulphide— Nickel and Arsenic — 
Nickel Speise: Analyses of—Ores of Nickel: Kupfer- 
nickel, Nickeliferous Pyrites, Nickel Glance, etc. —Ex- 
traction of Nickel—Alloys of Nickel—Nickel Silver or 
German Silver, ; P ‘ : ‘ ‘ ‘ ‘ 

@ 


& 


CONTENTS, 


OHAPTER VIII. 
Copart. 


Bai, Rear and Physical Qualities—Cobaltous and 
obaltic Oxides — Cobaltic Phosphate -—-Cobaltous and 
Cobaltic Sulphides—Cobalt and Arsenic-——Alloya of Cobalt 
—Ores of Cobalt: Smaltine, Cobalt Glance, Cobalt Pyrites, 
Earthy Cobalt, Cobalt-Bloom, etc.—Extraction of Cobalt 
—Smalts——Safflor— Analyses of Speise—Zaffre or Sapphire 
~~Thenard’s Blue—Rinman’s Green, 


CHAPTER IX, 
ALUMINIUM. 


Physical and Chemical Qualities -— Oxide of Aluminium — 
Hydrated Oxides of Aluminium—Silicates of Aluminium 
—Kaolin, Potter's Clay, Felspathic Rocks, etc.— Occur- 
rence of Aluminium—Preparation of Aluminium—AlLloys 
of Aluminium—Aluminium Bronze: Properties and Pre- 
paration, e ‘ . ‘ 


® e ® e 


PAG 


€5 
¢ 
G3 


351 


ILLUSTRATIONS. 


‘ h 
fis 
‘3. Verbical Section of Ore-Caleining Furnace, 4q ‘ 
2, Plan of the Bed of the Ore-Calcining Fnrnace, + * 
8. Sheffield’s Modification of Calciner, . . ‘ 
4. Vertical Section of the Ore or Melting Furnace, - 2 
§. Horizontal Section of the Ore Furnace, . : : 
6. Swedish Blast Furnace for Smelting Copper, 
7. Plan of the Swedish Blast Furnace, 
8. Vertical Section of Blast Furnace be ie Production of 
Black Copper, . ‘ 
9. Vertical Section through the Twyers of ia by 
10. Vertical Section of the Blast Furnace o Smelting th 





° 
* 


Mansfeld Copper Schist, : ‘ 
11. Plan of the Mansfeld Blast Furnace, , é 
12. Kupfergaarherd or Hearth for Refining Black Goons . 
13. Sectional Elevation of Kiln for Kernel Roasting, . ° 
14, Horizontal Section of do., . ‘ e 


15. Longitudinal Section of the Flintshire imacs, é , 
16. Plan of the Bed of do, « 
17. Horizontal Section of the Bleiberg Furnace, ; : 
18, Longitudinal Section of do., : ‘ 
19. Elevation of the Ore Hearth or Scotch arnnee: ; ‘ 
20. Elevation of the American Ore Hearth, . ‘ 
21. Plan of the Bed of do., 


22. Vertical Section of the a Blast Furnace for soi 


Smelting, 
23. Vertical Section of Blast arouse for Reducing Litharge, 
24, Plan of do., . : ; 4 ; 
25. Vertical Section of the English Slag Hearth, . . 
26. Horizontal Section of do., . : ‘ 
27. Longitudinal Section of Stokoe’s Condlenien, : , 
28. Transverse Section of do., . : ‘ ‘ 
29. Transverse Vertical Section of the Pattinson Pot, , 


30, Plan of the Arrangement of Pattinson Pots, . : 
31. Orystallising Ladle Employed in the Pattinson Process, . 
$2. Pots for Melting the Lead and Zinc in Parkes’ Process, . 


PAGE 


SESRR 


51 
51 


63 
53 


58 
58 
59 
69 
69 
96 


105 
106 
110 
114 
115 


117 
135 
135 
137 
137 
143 
143 
146 
147 
147 
158 


List OF ILLUSTRATIONS, i 


ia. Pade 
$8. Liquation Apparatus of Parkes’ Process, . . . 188 
34. Vertical Sation of Softening Furnace, . ~ ae 6 
35. Plan of the Bad of do., ‘ ‘ ~ 6 
36. Vertical Section of the English Zine Ricbsinse, ° - 168 
37. Longitudinal Section of the Belgian Zinc Furnace, . 13 
38. Vertical Section of do., ‘. j ‘ - 278 
39. Vertical Section of thé Silesian Zine Furnace, . » 277 
. Aludel Furnace for the Extraction of Mercury, . - 204 
41. Aludels shown to a Larger Scale, . ‘ . ~ 205 
42. Idrian Furnace for the Extraction of Mercury, . . 207 
43. Hahner’s Modification of the Idrian Furnace, , *., 210 
44, Longitudinal Vertical Section of the Alberti Furnace, . 212 
45 
46, 


& 


. Transverse do., ; : . - ~ 212 
. Plan of the Alberti Tassiaee. : ;: - 213 


47. Gallery Furnace for the Extraction of Mardiey, : - 215 
48. Bavarian do., ‘ » 217 
49. Section through one of the Retorta in n tho Davariad Furnace, 217 
50. Arrastra or Mexican Grinding Apparatus, ‘ 241 
51. Cask employed in the European Method of Adicanatiogs 248 
52. Freiberg Barrel Amalgamation Apparatus, : - 249 
53. Furnace for the Distillation of Amalgam, . e - 252 
54. Retort for the Distillation of Amalgam, . » 253 
55. Tub used for Lixiviation by Augustin’s Method, . ‘ - 259 
56. Arrangement of Augustin’s Lixiviation Apparatus, - 260 
57. Arrangement of Ziervogel’s Apparatus, . , . 264 
58. Liquation Hearth employed in the Hartz, . ‘ . 272 
59. Vertical Section of the English Cupellation Furnace, . 275 
60. Horizontal Section of do., . , ‘ ; » 275 
61. The Test Frame, . : : . ; . 2276 
62. Plan of the Test, . ‘ ; : A » 276 


63. Vertical Section of the Test, , . ‘ - 216 
64. Plan of the German Cupellation Furnace, . . . 279 
Vertical Section of do., . 279 
66, Vertical Section of Mill for Ruslacnetind eanitstond Pyrites, 305 
67. Furnace for the Preparation of Smalts, . ° - 845 


gi 


METALLURGY. 


CHAPTER I. 
COPPER. 


THE newly fractured surface of copper is of a pale or salmon- 
red colour, possessed of a silky lustre, and presenting a very 
finely granular, or, after hammering, finely fibrous appearance; 
but the presence of small quantities of impurities materially 
influence the colour, lustre, and kind of fracture, as will be 
specially noted when speaking of tough-cake and dry copper. 
Copper has, when heated and rubbed, a peculiar, somewhat 
disagreeable odour, and possesses a peculiar faint nauseous 
metallic taste. This metal is moderately hard, is elastic, and 
sonorous; it is malleable, ductile, and tenacious in a high 
degree; in the last-mentioned respect standing below iron, 
but above gold, silver,* etc. Copper can be hammered or 
rolled into thin sheets, or drawn into moderately fine wire; 
but in these operations the metal is hardened, and requires 
frequent annealing or softening during the processes, which 
softening is effected by heating to redness, and either sub- 
sequently allowing it to cool slowly, or quenching it in cold 
water; the effect of heating and sudden cooling thus pro- 
ducing the reverse effect on copper to that which occurs 
when steel is similarly treated. 

The specific gravity of copper free from cavities is from 
8°91 to 8:95; but the metal, as cooled after fusion in contact 
with the atmosphere, is more or less vesicular, and its density 
is accordingly reduced; while by hammering up to a certain 
point its density may be increased; as also by the application 


* Vol, I., p. 11. 


10 METALLURGY. 


of pressure to the metal while in its fluid state.* As a con- 
ductor of heat and electricity, it is possessed of great power, 
ranking next to silver; but its electrical conductivity is materi- 
ally impaired by the presence of only small proportions of im- 
purities, especially of red oxide of copper (Cu,O), of arsenic, 
or of phosphorus. The specific heat of copper is ‘09515, be- 
tween 0° and 100°C., and its dinear dilatation, according to 
Troughton, is 00001918 for 1°C. Copper melts at a tem- 
perature of about 1091°C. (1996°F.), or above the fusing 
point of silver (1000°C.), and below that of gold (1200°C.). 
It expands on solidification, and is not sensibly volatilised at 
ordinary furnace temperatures, but may be volatilised before 
the oxyhydrogen blowpipe: if heated to a temperature just 
below its melting point, it becomes brittle and coarsely fibrous 
on fracture. When cast in an open mould, the surface of the 
cast ingot does not present any sensible longitudinal ridge or 
furrow on its upper surface, like that presented by an ingot of 
overpoled or underpoled copper respectively. Copper crystal- 
lises in the regular system as cubes, octahedra, rhombic 
dodecahedrons, etc. 

At ordinary temperatures this metal is not altered by ex- 
posure to dry air, but at a red heat it oxidises rapidly; while 
at ordinary temperatures in moist air, in the presence of car- 
bonic anhydride, it becomes rapidly coated with a green layer 
or scale of carbonate of copper “ verdigris.” At a high tem- 
perature, copper decomposes the vapour of water. Cold hydro- 
chloric acid is without action upon this metal; but, when boiled 
with it, hydrogen is evolved, and cuprous chloride (Cu,Cl,) 
remains in solution. Copper assumes the passive condition 
when immersed in very strong nitric acid (specific gravity 
152); but on slight dilution a violent reaction 1s set up 
with evolution of nitric oxide (8 HNO, + 3Cu = 3(Cu2NO,) 
+4H,O0+N,0,). Dilute or strong sulphuric acid is with- 
out action upon the metal at ordinary temperatures; but -on 
the application of heat, sulphurous anhydride (SO,) is evolved, 
and cupric sulphate, with a little free sulphur and cuprous 


* In an experiment made by the author, a specimen of best selected 
Copper. cast ag an ingot in an open mould, indicated a eee gravity 
of 8835, while a preg of the same metal, melted and subjected to 
pressure while in its fluid state, had a specific gravity of 8876, 
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sulphide, remain in the apparatus. Iron, either as wrought 
or cast-iron, precipitates metallic copper from its solutions, but 
the action of cast-iron is more slow than that of wrought 
iron. Copper in its molten state can dissolve and retain on 
solidification a certain amount of the red oxide (Cu,O); and 
pigs of metal thus holding cuprous oxide in solution present 
a longitudinal furrow or depression along their upper surface, 
while the metal, known then as dry copper, breaks of a purplish 
red colour, duller in lustre and void of the fibrous structure 
evidenced in pure copper, while its malleability is much im- 
paired, both in the hot and cold state. The chemical symbol 
of copper is Cu, and its atomic weight 63:5. 

. 1. Impurities in Commercial Copper.—The usual im- 
purities occurring in the copper of commerce are iron, arsenic, 
and silver, in small quantities almost invariably; bismuth 
very frequently, except in Russian and Australian speci- 
mens; fn, antimony, and sulphur occasionally, and lead 
almost invariably in sheet or bolt copper, but not in cake 
copper, with nickel, cobalt, and gold less frequently. The 
variety known in commerce as best selected, is very nearly 
pure; while tile copper and tough-cake usually contain traces 
of arsenic, iron, sulphur, tin, nickel, etc. 

The effect of tron is to render the copper harder and paler 
in colour; sulphur and antimony likewise harden copper, 
make it greyer in colour, and impair its malleability and 
tenacity. Copper containing 10 oz. of antimony per ton is 
stated by Dr. Miller to be quite unfit for use in the prepara- 
tion of brass intended for rolling. Arsenic in small quantities 
hardens the metal, but does not impair its malleability to 
the same extent as antimony; while the presence of bismuth 
deteriorates the toughness of the metal, and produces a red- 
short copper. Red oxide of copper (Cu,O) renders the metal 
both red and cold-short. Small quantities of lead are occa- 
sionally added to copper intended for rolling, but the addition 
of only small quantities (1 to 2 per cent.) of this metal 
renders copper unfit for the manufacture of brass plateand wire. 

2. Varieties of Commercial Copper.—Cement copper 1s 
the name applied to the almost chemically pure variety of 
eopper obtained by the precipitation process as conducted at 
Anglesea, Hungary, etc., described under “Copper Smelting.” 
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Rosette and Japan Copper are commercial varieties of 
copper, the surface of which presents a peculiar red colour, 
due to a coating of oxide of copper formed by throwing water 
upon the surface of the metal while still in a heated state. 
The first variety produced at Ohessy in France, in the Hartz, 
in Sweden, China, etc., is obtained in thin plates or discs, by 
projecting water upon the surface of the cake of fluid metal, 
and removing the crust so formed as quickly as solidified, pro- 
ceeding thus until the whole of the copper is removed in the 
form, of thin discs, which are then immersed in water as quickly 
as possible to prevent their further oxidation. This variety 
contains a considerable amount of the red oxide of copper 
(Cu,O), and has a dull red-short fracture; it requires refining 
before it can be hammered or rolled. The Japanese variety, 
instead of forming discs, occurs as small ingots, each weighing 
about 6 oz., and strongly coloured of a purplish-red tint by 
throwing them into water as quickly as solidified. It is made 
for exportation to the East Indies. 

Bean-shot and Feathered-shot copper are varieties ob- 
tained in the form of small globules and flakes respectively, 
convenient for the brass-founders’ use, and prepared by run- 
ning the melted copper through a perforated ladle into hot 
water for the production of bean-shot; or into cold water if 
feathered-shot be desired. 

Commercial copper possessing its most perfect malleability 
is called tough-pitch copper or tough-cake, since in this state 
it is cast into flat rectangular cakes or slabs convenient for 
rolling or hammering into sheets; such cakes weighing about 
140 lbs., and measuring about 19 in, by,124 in., and 1} in. 
in thickness. 

“ Best selected” is the name applied to the purer varieties 
of commercial copper, as required in the manufacture of brass 

‘for sheets and wire, such metal being especially freed from 
tin, arsenic, iron, and sulphur. The special modification in 
the smelting operations for its production are described on 
page 44; and in one modification of the selecting process, 
the impurities above noted are concentrated in the lower 
portions of the selected pigs; when the less pure copper, 
prepared from these detached lower portions, is known in 
the market as, “bottoms,” or when cast in tile-shaped pigs 
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of the same size as tough-cake, though usually only about 
4 inch in thickness, as “ttle copper.” 

Russian Copper generally contains traces of iron, but 
in other respects is exceedingly pure. The native metal 
occurring in the neighbourhood of Lake Superior is usually 
very free from impurity, but occasional specimens yield 
0003 per cent. of silver. 

Chilian copper, as imported into this country, occurs in 
the form of bars, weighing about 200 lbs. each, having a 
composition analogous to the Welsh “pimple” or “ blister 
copper,” and which accordingly requires to be refined, or 
may be both roasted and refined before it is ready for the 
market. 

8. Copper and Oxygen.— The combinations of copper 
and oxygen of metallurgical importance are cuprous oxide, 
known also as the suboxide or dioxide of copper (Cu,Q), 
and cupric or protoxide of copper (CuO), both of which are 
reduced to the metallic state by heating to redness with car- 
bon or carbonaceous matters, hydrogen, carbonic oxide, or 
metallic iron. 

Cuprous oxide (Cu,O) constitutes the dark-grey or black- 
looking scale, formed when sheet copper is heated to redness 
in contact with the air, as in the annealing of plates during 
the process of rolling sheet copper; or the same oxide results 
when copper and cupric oxide (CuO) are heated together. 
As prepared by these methods, and obtained in thin lamine, 
it transmits a ruby-red light, and melts at a temperature 
somewhat below whiteness; but as prepared by more purely 
chemical methods, as an ingredient for communicating a ruby- 
red colour to glass, it occurs finely divided, and of a purer 
crimson colour. This oxide is soluble in an excess of hydro- 
chloric acid with the formation of cuprous chloride, which 
latter is decomposed by water, sulphuric, phosphoric, or acetio: 
acids, with the formation of cupric salts and the precipitation 
of metallic copper. Cuprous oxide occurs native a8 copper 
bloom, etc., as will be noted under copper ores, etc. Silicates 
of this oxide may be obtained by heating cuprie oxide (CuQ) 
and fine sand, with sufficient metallic copper to reduce the 
cupric to cuprous oxide. Cuprous oxide (Cu,O), heated with 
ferrous sulphide and silica in certain proportions, yields a 


: 
1 , bt “a « yet 4, 
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slag of ferrous silicate, whilst the copper is separated es 
sulphide, thus—. * 

7 -  20u,0 + 28'S + S10, = 270, SiO, +2CuR8. 
of in the old notation, 

| 30u,0-+3FeS +8i0, =3Fe0, Si0, +3Cu,8. : 

Cupric oxide (CuO) is produced when the last oxide is 
reduced to powder and heated to redness in a muffle or other 
oxidising atmosphere; but in the massive form, cuprous 
oxide is not sensibly raised in oxidation by this treatment. 
Cupric or black oxide of copper, when heated to near the 
melting point of copper, liberates oxygen, and a mixture of 
cuprous and cupric oxide remains behind. If silica be 
heated with this oxide, Dr. Percy states that oxygen is liber- 
ated, and a silicate of the red or cuprous oxide is obtained. 

Both oxides combine readily with boracic acid with the 
production of readily fusible borates. 

4, Copper and Sulphur.—These elements have strong 
affinities for each other, simple trituration of the two, when 

_in a finely divided state, sufficing to effect their combination ; 
oe burns in the vapour of sulphur, and when copper and 
sulphur. are heated to redness combination ensues, with incan- 
descence of the mass, and the production of a black or lead- 
grey, compact, readily fusible, semi-metallic looking body, 
constituting cuprous sulphide (Cu,8). There are six com- 
pounds of copper and sulphur tabulated, but only cuprous 
and cupric sulphides are of any metallurgical importance; the 
former constitutes the minerals Copper-glance and Redruthite, 
while the latter occurs native as Indigo copper. 

Cuprous sulphide (Cu,§), called also disulphide of copper, 
when heated out of contact with the air, does not suffer decom- 
position; but with access of air, combustion of the-sulphide 
ensues, with the evolution of sulphurous anhydride (SQ,) 
and the production of cupric oxide; or, if the temperature 
attained be insufficient to decompose any cupric sulphate that 
is formed, then the residue will consist of a mixture of the 
latter with cuprous and cupric oxides and cuprous sulphide, 
Heated to redness in a current of aqueous vapour and but 
little decomposition ensues; but if the temperature be raised, 
sulpburetted hydrogen eacapes and ouproug oxide (Cu,O} 
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remaing; and at a white heat the copper is reduced to the 
metallic state, with the escape of hydrogen, sulphuretted 
hydrogen, ands sublimed sulphur (Regnault). Cuprous sul- 
phide is imperfectly decomposed by heating with metallic 
iron, with the production of copper containing iron and a 
double sulphide or regulus of copper and iron. This sul- 
phide, heated with the proper proportions of cupric oxide, or 
of cuprous oxide, cupric oxide, and cupric sulphate, yields 
sulphurous anhydride and metallic copper, or these bodies, 
along with cuprous oxide (Cu,0) and sulphide, according as 
the oxygen or sulphur is in excess in the mixture. There is 
but little reaction when disulphide of copper is heated in a 
current of hydrogen; but it suffers partial reduction when 
heated to a high temperature with charcoal, lead, or zinc; or 
on fusion with carbonate of soda and charcoal, or with char- 
coal and baryta or lime. Cuprous sulphide is soluble only 
with difficulty in boiling hydrochloric acid. 

Sulphate of copper or cupric sulphate (CuSO, + 5H,0), 
called alse “blue vitriol,” is obtained when copper pyrites is 
roasted with free access of air, or when copper scale is dis- 
solved in sulphuric acid. This salt is held in solution by 
the water flowing through many copper mines, from which 
waters the copper is frequently extracted by the method of 
precipitation with iron. When heated to redness, this salt 
loses its water of crystallization, with the production of a 
white powder, whilst at a higher temperature it suffers de- 
composition, leaving a residue of oxide of copper. 

5. Copper and Carhon. —Copper does not appear to form 
any definite compound with carbon, but if ordinary com- 
mercial copper be melted under charcoal and then recast, it is 
found to have acquired the qualities of overpoled copper, ‘.e., 
it is brittle at a red heat, or no longer capable of being rolled 
into thin sheets; ‘‘ best selected” or electrotype copper does 
not however suffer by this treatment, and Percy considers it 
probable that the effect is not due therefore to any combination 
with carbon, but that ordinary copper retains in its composi- 
tion a certain amount of the red oxide (Cu,O), which acts as an 
antidote or corrective to the other impurities, and is essential 
_ to the malleability of commercial copper; while by treatment 

with carbonaceous matters, the oxide is reduced to the 





| ha p'state and brittleness of the prodinct: enuies? whereas 
ape ce as the electro-deposited metal, cuprous oxide 
‘the other impurities do not exist, and it fusion under 
thareoal is not attended with the same result. ‘The effect of 
fusing commercial copper under carbonaceous matters is the 
same as overpoling in the refining of copper, while an excess 
of cuprous oxide in the metal peta A a to the underpoted 
condition of copper. 

6. Copper and Phosphorus.—These elements combine 

directly under the influence of heat, or by heating copper 
with bone-earth and charcoal. By introducing pieces of 
phosphorus into melted copper, about 11 per cent. of the 
former may be combined with the copper, when the product is 
grey or approaching to whiteness in colour, is very hard and 
brittle at ordinary temperatures; but, with smaller quantities 
of phosphorus, the hardness and fusibility of the copper are 
increased, the metal casts more soundly, contracts on 
solidification, and resists the action of sea water better than 
ordinary copper, from which quality it has been proposed as 
a material for ships’ sheathing; this phosphorised copper 
may be rolled cold, but is brittle when hot, even when con- 
taining only -5 per cent of phosphorus. 

7, Copper and Silicon —A combination of these elements 
results when potassic silico-fluoride, sodium, and copper 
‘turnings are melted together. The effect of silicon, however, 
is to increase the hardness and impair the malleability of the 
metal. With about 4:5 per cent. of silicon, the compound has 

a bronze colour; while with 12 per cent. of this element the 
resulting body is white in colour and very hard. 

Silicates of copper occur native as the mineral chrysocolla, 
occurring along with other copper ores in Cornwall, Hungary, 
Norway, etc. 

8. Alloys of Copper.—Copper unites easily with most other 
metals, and forms the basis of a large number of important 
alloys; with zc it forms the varieties of brass, tomdac, 
Munte's metal, Mosaic gold, pinchbeck, Manheim gold, prince's 
metal, described in the chapter on Zinc; with tim it forms 
~ ee known as bronze, gun and bell metal, described in 

art : 

Copper and arsenic yield an alloy of almost silver white- 
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ness, sometimes. used for dial-plates, scales, etc., while copper 
and “im, in the proportion of about 64 parts of the former 
to 32 of the laster, with a small proportion of arsenic, yield 
speculum metal; and, alloyed with gold and silver, copper 
enters into the composition of the gold and silver coinage of 
this and other countries. The British silver coinage, con- 
sisting of 925 parts of silver with 75 of copper; the French, 
of 900 parts of silver to 100 parts of copper; while the 
Prussian and German coinage are much poorer in the noble 
metals. Our gold coinage consists of 916°6 parts of gold with 
83:4 of copper; the effect of copper in this quantity is to 
harden the gold and silver without materially affecting their 
colour or malleability ; but with larger quantities of copper 
the gold becomes more or less brittle. 

An alloy of 9 parts of copper with 1 of aluminum, known 
as ‘aluminum bronze,” is used in the manufacture of orna- 
mental articles in imitation of gold. The alloy is not so 
heavy, but is harder than gold, and though not rapidly acted 
upon by the atmosphere, yet it does, after a lengthened 
exposure, become sensibly tarnished. 

Copper and manganese yield alloys having the appearance 
and general characters of German silver (Dr. Percy),* The 
alloys of these two metals, containing from 5 to 30 per cent. 
of manganese, are described as malleable and ductile, while. 
possessing considerable tenacity; can be rolled readily and 
are highly elastic in the cold, but become brittle when 
heated, When zinc is added to this alloy, 1t possesses many 
of the qualities of German silver, it can be rolled when 
heated, but it is wanting in many of the best qualities of the 
last-mentioned alloy. 

German silver is an alloy of copper, zinc, and nickel, 
described in Chapter VII. of the present volume. 

9. Phosphor Bronze.— By the addition of 5 parts of 
phosphorus to 1000 of copper, the hardness and tenacity of 
the metal are increased, while the presence of phosphorus in 
larger proportions renders the metal brittle, p. 16. It further 
increases its fusibility, and the phosphorised copper also casts 
sounder, that is, freer from air-holes than does pure copper. 

* Chem. News, xxvii., 249. 
t By are of the British Association, 1870. ri 
—IT e 
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While the presence of minwte proportions, almost traces, of 
phosphorus in the alloy of copper and tin, known as bronze, 
is attended with the production of a body kifown as “‘phos- 
phor bronze,” for which the inventors claim many important 
and remarkable chemical and mechanical qualities.* Bronze 
thus combined with an exceedingly small proportion of phos- 
phorus, the exact proportion being stated to vary with the 
proportion of tin contained in the alloy, is somewhat paler 
in colour than the ordinary bronze. It can be rolled and 
hammered into thin sheets with great ease, is possessed of 
considerable tenacity, specimens submitted for testing having 
withstood a tensile strain greatly in excess of that afforded 
by copper or bronze, and ranging as high as 74,966 lbs., or 
over 33 tons per square inch, thus attaining to the strength 
of mild steel; while after wire-drawing, the above figures 
have been much exceeded. The density and elasticity of the 
bronze are also considerably increased by the addition; while 
the phosphor bronze, when melted, has considerable fluidity, 
filling the smaller details of moulds perfectly, and yielding 
very clean castings. Its powers to resist atmospheric oxida- 
tion, or corrosion from the action of sea water, are stated to be 
much superior to bronze; and it is further stated that it is 
capable of withstanding considerable wear and tear while 
exposed to the action of high pressure steam. 

The application of phosphor bronze, as a material for the 
construction of twyers, has been already noted under “iron ;” 
and the patentees claim for it very superior merit over cast- 
iron, etc., for the construction of wheels and pinions in roll- 
ing mills, etce., which are subject to sudden and violent 
shocks, It has likewise been proposed as a material for the 
construction of ordnance, etc. 

The process for the preparation of phosphor bronze, which 
has been invented by Messrs. Montefiore and Kiinzel, is kept 
secret, though it is understood that they first prepare a rich 
compound of phosphorus and tin,t which is then employed 
for addition to the copper, instead of adding the phosphorus 
directly to the bulk of the copper and tin. 

It has been proposed that the production of such material 


* Journal of the Iron and Steel Institute. 1873. Part IT. 
+ Engineer, Feb. 1872. 
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results, by the presence of almost infinitesimal proportions 
of phosphorus, may be due to the superior affinity of the 
latter for ofygen, whereby it promotes a more intimate 
union between the particles of copper and tin in the bronze, 
by preventing the oxidation of the tin, which otherwise 
always occurs during the melting of the alloy; while that, if 
a greater proportion of phosphorus be added than is required 
for this purpose, its effect is to still further and unduly harden 
the alloy for all but special applications. 

10. Ores of Copper.—Copper occurs very abundantly, and 
in a variety of forms; but many minerals containing it are much 
too poor in copper to allow of its profitable extraction, or do 
not occur in sufficient abundance to permit of their classili- 
cation as ores of copper, and such accordingly will not be 
noted in this place. The ores of copper occur in rocks of 
almost all ages, but most abundantly in the Lias and Permian 
formations, the lodes of Cornwall occurring in Permian and 
older rocks, and the ores are most frequently accompanied by 
eron pyrites and quartz, while in some Cornish mines jluor spcs 
occurs largely. The metal occurs in the native or metallic 
state, also as omide, sulphide, carbonate, chloride, sulphate, 
phosphate, and silicate, etc., of copper. 

Native copper is found in isolated masses, sometimes of 
considerable size, in thin lamin, or im filiform pieces, and 
the copper sand, or barilla occurring in Chili, consists. of 
metallic copper in small grains, mixed with quartz; occa- 
sionally a mass of copper ore will consist of carbonate of 
copper on the outside, enveloping an inner layer of red oxide, 
itself enclosing an inner nucleus of metallic copper. Native 
copper is ductile, malleable, and exceedingly tough: it is 
usually very pure, but is often accompanied by small quan- 
tities of silver; in Chilian varieties the latter occasionally 
amounting to 7 or 8 per cent. of the metal. The chief 
localities of its occurrence in quantity are the United States, 
near Lake Superior, Brazil, Chili, Peru, Siberia, Faroe Isles, 
in some of the Cornish mines, near Redruth, also in North 
Wales, and in smaller quantities not unfrequently along 
with other copper ores in the various localities of their 
_ Occurrence. s : 

The red omide or cuprite (CuO) contains, when pure, 88°78 
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per, cent, of copper, and is found massive or granular; fre- 
quently iron-grey on the surface, but always affording its 
 gharacteristic redish-brown streak. It occurstat Huel Gor- 
- land and other Cornish mines, in New Jersey and the district 
. of Lake Superior, in South America, but most abundantly 
in Australia. | 

The black oxide (CuO) contains, when pure, 79°8 per cent. 
of copper, but it is frequently very impure. It occurs in 
Lake Superior, in Saxony, Chili, and at the Burra Burra 
mines of Australia. 

Green carbonate of copper or Malachite (CuCO, + Cu0,H,O) 
contains 57 per cent. of copper, and is distinguished by its fine 
emerald-green colour, with a lustre inclining to resinous, and 
a streak of a somewhat paler tint than the mineral in the 
mass. It occurs massive in the Ural mountains, in South 
Australia, Siberia, the United States, and South America, 
and incrusting other ores in most copper mines. 

Azurite, Chessylite, or blue carbonate of copper (2CuCO, + 
CuO,H,0), contains 55°16 per cent. of copper, and occurs 
along with the green carbonate of copper in Australia, as 
also in Cornwall, Chessy in France, and in the United States. 

Copper pyrites, or yellow copper ore (Cu,S8, Fe,8,), forms the 
ore from which about five-sixths of the copper produced in 
Great Britain is obtained, its formula shows it to contain, if 
pure, 34°81 per cent. of copper; but its average yield as pre- 
pared for sale is only from 4 to 12 per cent., or usually 7 to 
8 per cent. of copper. This ore is of a brass-yellow colour, 
distinguished from iron pyrites, which it resembles, by its 

inferior hardness; 1t is found associated with quartz, gneiss, 
and clay-slate, and occurs in large quantities ‘hr-€ornwall 
and Devon, accompanied by grey copper ore, galena, blendes, 
copper glance, tin stone, etc.; it occurs also in Sweden, 
Saxony, Cuba, South America, the United States, Australia, 
and elsewhere. 

Vitreous or grey sulphide of copper, Copperglance or fed- 
ruthite (Cu,S), and purple copper, are sulphides of copper 
occurring largely in Cornwall and elsewhere, associated with 
hematite iron ores, and containing variable proportions of 
sulphide of iron: a variety of the purple ore occurs in the 
¢eupriferous shale of Mansfeld, in Saxony, 
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Grey copper ore, fahlerz, or fahi-ore, is a steel-grey or iron- 
black, brittle mineral, occurring both massive and crystallised 
in cubic fornf. It is a cuprous sulphide, in which the copper 
is replaced more or less by iron, zinc, silver, and mercury, 
along with variable proportions of the sulphides of antimony 
and arsenic. The argentiferous fahl-ore contains occasionally 
30 per cent. of silver, and not more than 15 per cent. of 
copper; whilst others contain as much as 48 per cent. of 
copper, with but small proportions of silver. Gold is also 
sometimes a constituent of this ore. Fahl-ore occurs in Corn- 
wall, Norway, Sweden, Saxony, Hungary, the Hartz, Mexico, 
ete. 

Chrysocolla, a hydrated silicate of copper; and Atacamite, 
a hydrated oxychloride of copper, are sometimes employed 
for the extraction of the metal. The former occurs accom- 
panying other copper ores in Cornwall, Saxony, Nova Scotia, 
Chili, Australia, and Lake Superior; and the latter is also 
found in Chili, Australia, Saxony, ctc. 

The ores imported to Swansca from Cuba are known as 
Cobre ores. 

Cuprie sulphate occurs in considerable proportion in the 
waters issuing from certain copper mines, as those of Amlwch, 
Wicklow, the Rio Tinto, and Tharsis mines of Spain, etc. 

11. Ticketing and Standard.—tThe ore, after dressing by 
the miner, is sold to the smelter, at a sale or meeting known 
as a ticketing, prior to which meeting the smelter receives a 
sample of the various ores for assay, and according to the 
produce or yield of the ore, he determines upon the price he 
will give for it; and at the periodical meeting for their sale, 
the smelters each deposit a slip of paper containing the price 
per ton of 21 ewt. which he offers, when the highest offer 
thus made obtains the lot, or parcel, as it is called. The 
standard is the price per ton of the metal as calculated 
from this ticketing or purchase, estimated by adding to 
the price given per ton for the copper (as indicated by 
the assay of the ore), the cost of transport from the mine to 
the smelting works, together with a fixed sum representing 
the cost per ton of smelting an ore of the given produce. 
But the term obviously serves only as a comparison of the 
relative value of copper in the ore at different periods. 
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. ‘The processes of copper smelting, and the “furnaces. em- 
ployed, vary very much with the nature of the ore, and 
the facilities of the locality for supplying coal and fire-clay, 
etc., for the construction of the furnaces, Thus, for the 
reduction of carbonates and oxides of copper occurring in @ 
gangue of clay, and notable by the absence of sulphides, the 
ores are smelted by simple treatment with coke and a flux 
of lime; while ores like the last, but containing copper pyrites 
in addition, are smelted in the Ural districts in blast furnaces 
using wood as the fuel, when the product is an impure metal 
known as black copper, requiring further purification. But 
by far the most important process of ccpper smelting is that 
practised at Swansea, and known as the Welsh process, 
in which reverberatory furnaces are wholly employed. 

The methods employed for the reduction or smelting of 
copper may thus be placed under two classes: (1) Smelting 
or reduction in the dry way, which includes the English 
method of smelting in reverberatory furnaces, and the Con- 
tinental method of smelting in blast furnaces; and (2) the 
extraction of copper in the wet way, in which cuprous solu- 
tions are decomposed by iron with the precipitation of 
metallic copper; or if sulphides be the subject of treatment, 
they are first converted into sulphates or chlorides, and these 
compounds subsequently decomposed by iron, calcic sulphide, 
or lime. 


SMELTING IN REVERBERATORY FURNACES; OR “WELSH 
PROCESS” OF COPPER SMELTING. 


The ore smelted in the Welsh method is chiefly copper 
pyrites, but other and richer ores, consisting’ of cuprous 
oxides and carbonates with native copper, etc., are im- 
ported for mixing with these, and fur introduction at 
various stages of the process; and upon the mixture of ores 
employed depends the number of operations involved in 
the process. As conducted with the minimum number of 
operations, it consists from the first calcination to the re- 
fining of six distinct operations; but this can only be effected 
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when ores, consisting of carbonate and oxide of copper, as 
Australian ores, are available for introduction into the 
furnace charge at the proper stages. 

The smelting charge, consisting of copper pyrites with oxides 
and carbonates of copper, and a gangue essentially silicious, 
is mixed so as to obtain a mixture yielding from 8 to 13 
per cent. of copper; for if poorer than this lower figure, the 
mixture is unprofitably poor from the large proportion of fuel 
required per ton of copper produced; and if above the higher, 
a loss of. copper occurs in the slags. The gangue of the mix- 
ture should also be so regulated as to fuse readily, while yet 
yielding a slag free from copper; or, in other words, the pro- 
portions of lime, ferrous oxide, and silicious matters present, 
should be apportioned so as to afford the desired fusibility. 

If the ore consist entirely ef sulphides, then the smelting 
will involve eight, ten, or even twelve operations, consisting 
of alternate calcinations and fusions, during which arsenic, 
sulphur, and volatile matters are more or less completely 
expelled in the various calcinations, and the iron partially 
eliminated at each fusion in combination with silica, con- 
stituting the slag; and thereby the copper becomes more 
concentrated in each succeeding regulus or matt derived 
from the successive fusions. | 

The Welsh process, as conducted in six stages, involves the 
following operations— 

1. Calcination of the ore with access of air, whereby 
arsenic and volatile matters, as carbonic acid, water, and 
fluorine compounds, are expelled, as also a portion of the 
sulphur, in the form of sulphurous anhydride (SO,), while 
the iron is oxidized, so that, in addition to earthy matiers, 
the calcined product contains iron, copper, silicon, oxygen, 
and sulphur, which are the chief elements concerned in the 
succeeding stages. 

2. Fusion, or melting of the last product with “metal 
slag,” the product of the fourth operation; and sometimes an 
addition is made of small quantities of ores, as oxides and 
carbonates along with fluor-spar. The products are a regulus 
which is granulated by tapping out into water, or is cast 
into pigs, and subsequently crushed between rollers, and 
known as “granulated or crushed coarse-metal,” containing 
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from 30 to 35 per cent. of metallic copper; and “ ore-furnace 
slag,” which should not contain more than | per cent. of 
copper, when it is usually thrown away. « 

3. Calcination of the “ granulated coarse-metal,” by which 
a further portion of the sulphur escapes as sulphurous anhy- 
dride and sulphuric acid. The product consisting essentially 
of cuprous sulphide, oxide of iron, and unchanged ferrous 
sulphide, is known as “ calcined coarse-metal.” 

4. The product of the last operation is melted with roaster 
and refinery slags, along with oxidized ores as oxide and car- 
bonate of copper, whereby a reaction ensues between the oxi- 
dized compounds of copper and the ferrous sulphide, by which 
the iron is converted into oxide, which combining with 
silica is removed as “ metal slag,” this latter containing also 
about 2 per cent. of copper; whilst the bulk of the copper is 
concentrated in a rich regulus or matt, varying in its physical 
qualities, but consisting essentially of sulphide of copper, and 
containing from 75 per cent. to 80 per cent. of copper, con- 
stituting white, blue, fine or pimple metal, according as the 
addition of oxidized bodies was sufficient, insufficient, or in 
excess of that required for the oxidation of the iron present 
in the coarse-metal. 

5. In this the roasting process, the pigs of fine metal from 
the last stage are again calcined at a temperature below the 
melting point of the metal, by which treatment oxides of 
copper and iron are produced; upon which the mass is melted 
and a vigorous reaction ensues between the sulphide and oxide 
of copper, whereby metallic copper is separated, sulphurous 
anhydride escapes, and at the same time the antimony, 
arsenic, iron, silicon, cobalt, nickel, etc., are largely removed 
either as volatile compounds or as silicates in the slag. The 
products of this operation are “blister copper,” containing 
about 95 per cent. of metallic copper and “roaster slag,” rich 
in oxide of copper. 

6. The last or refining operation involves two stages: the 
first has for its object the removal of any residue of sulphur 
and foreign metals from “blister copper” by the action of 
atmospheric air and the silicious matters of the furnace, with 


the production of dry copper and refinery slag, rich in. copper; 
und the second stage, or toughening of the dry copper, ‘consti- 
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tutes the operation known as poling, when the product is 
tough-cake or tough pitch copper. 

As already*noted, if a sufficient supply of oxidized com- 
pounds of copper are not at command, as required for the 
above cycle of operations, then one or more calcination and 
fusion intervenes between the fourth and fifth operation 
above noted. 

The metal and ore-furnace slag, if they contain shots of 
regulus, are remelted for the separation of the metallic por- 
tion, and the regulus so obtained is added with the charges 
in the previous list of operations; but such smelting is not 
added in the general role, since it is only accessary and 
occasional, and is not performed upon the concentrated 
metalliferous product of a previous stage. 

12. Calcination.—This process is conducted in large re- 
verberatory furnaces, called ‘“‘calciners.” These have very low 
roofs, and are built in sizes to calcine from 3 to 7 tons of 
ore at each charge, while the parts which are exposed to the 
heat are built of fire-brick. In the accompanying figures of 
a calciner, calculated to roast from 3 to 34 tons of ore, the 
bed, formed of fire-bricks set in fire-clay, is from 16 to 20 
feet in length, and from 12 to 14 feet in width; but in the 
larger furnaces the length is increased. The roof of the 
furnace (according to its size), has one, two, or three openings 
b b, for the introduction of the charge of ore, which has been 
previously broken into pieces of about the size of nuts. The 
openings 6 b are closed by fire-brick tiles during the working 
of the furnace, and over each aperture is suspended in an iron 
frame a hopper or bin cc, into which the charge is wheeled 
in barrows and subsequently allowed to fall on to the bed, the 
workman spreading it uniformly by the use of a stirring rabble 
inserted through the side or working doors ee, the triangular 
(projections dd serving to prevent the ore from lodging incon- 
veniently between the doors ee. In the bed of the furnace 
and in front of each door is a vertical opening £4, closed by 
a tile during the working of the calciner, but through which 
the calcined charge is raked at the close of the operation 
into the arched vault m below the furnace bed; which latter 
communicates with flues connected with the stack of the 
furnace, whereby any sulphurous or other noxious vapours 
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that may continue to be evolved during the cooling of the 
mass are conveyed away. The fireplace J, Situated at one end 
of the calciner, is separated from the bed /. by the fire- 
bridge g; and at the opposite end of the bed are flues hh 
which carry the reer and products of combustion from 
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Fig. 1.—Vzrtican Section or ORE-CALCINING FURNACE. 
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Fig. 2.—PLaN oF THE BED oF ORE-CALCINING FURNACE. 
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the furnace into a nearly horizontal flue n, into which a range 
of calciners deliver their gaseous products, and which, 
after traversing some distance, opens into a high stack. 
In the calciner, fig. 1, the fire-bridge is shown as built with 
an arch or eurtain, reaching across, and projecting for a. 
short distance over the bed of the furnace, serving thereby 
to prevent the ore near the bridge from being too strongly 
heated, and clotting or fusing into one mass. The fire-bars 
are of the ordinary description, resting on bearers, but 
are covered during the operation of calcination with a layer 
of clinker to prevent their otherwise rapid corrosion, pro- 
duced by the intense heat generated in the combustion of the 
anthracite coal which is employed in Wales. ‘The fire-grate is 
also rather deep, thereby holding a considerable charge of fuel, 
consisting of anthracite coal mixed with about one-fourth of 
_ its weight of bituminous coal, the latter being requisite to 
enable the anthracite to cake together, and yet retain the 
porosity necessary for its combustion; and also from the 
depth of fuel on the grate, the air in ascending from the bars 
through the mass of heated fuel, has its oxygen converted 
into carbonic oxide, which gas is then burnt on the bed of the 
furnace by the excess of air introduced through the opening 
8 near the fire-bridge and other openings in the side doors of 
the furnace, thereby producing a long flame over the bed of 
the calciner, while maintaining a strongly oxidizing atmo- 
aphere above the heated ore in the chamber. 

Fig. 3 is the plan of the bed of a calcmer slightly different 
to the last, inasmuch as there is a passage p built through 
the fire-bridge, which communicates with the interior of the 
furnace by the openings aaa, which passage thus serves to 
cool the fire-bridge, and to supply a current of heated air for 
the combustion of the gasés and oxidation of the ore. This 
plan is known as “Sheffield’s” plan, from the name of its 
inventor. The bed also differs in having circular instead of 
triangular projections between the working doors of the 
calciner. 

Calciners heated by gas, and provided with Siemens’ re- 
generators, have been introduced into the Lancashire copper 
works with reported success. fe 

In conducting the calcination, the charge of ore already 
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warmed by suspension in the hoppers above the roof of the 
heated furnace, is allowed to fall on to the heated bed of the 
calciner, and is then spread in a thin layer ovef its surface. The 
temperature is now gradually raised, and the ore stirred or 
moved about from time to time, care being taken that the 
temperature does not rise sufficiently high to fuse or clot 
the ore, of which there is thé greater tendency in the earlier 
stages of the calcination. By thus heating the ore in an 
oxidizing atmosphere, about one-half of the sulphur along 
with arsenic and a portion of the iron contained in the oro 
are oxidized, with the production of sulphurous anhydride 
(SO,) and sulphates, arsenious anhydride or acid (As,05), 
and oxide of iron, respectively; the sulphurous and arseni- 
ous anhydride, along with smaller quantities of anhydrous 
sulphuric acid produced by the decomposition of the sul- 
phates formed in the earlier stages, escaping along with the. 
gaseous products of combustion into the flue, and so to the 
stack. The calcination is completed in from twelve to twenty- 
four hours, when the product, which is of a brownish-black 
colour, is raked into the vaults beneath the furnace bed, 
where it is cooled by throwing water upon it. The calcined 
ore contains cuprous sulphide (Cu,S), with some cuprous 
oxide, along with oxide and sulphide of iron. . 
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Fig. 3.—Suerrre.p’s MopiricaTion oF CALCINER. 
The gases from the ore calciner form a dense cloud over 
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the region of the smelting works, constituting what is known 
as the ‘copper smoke,” and to prevent the escape of the deleteri- 
ous portions of Which, considerable expense has been entailed 
by the smelters in conducting the fumes or vapours along long 
flues into which water is injected, and finally delivering the 
gases at a considerable height into the atmosphere. The 
gases of the ore calciner consist chiefly of nitrogen, with 
sulphurous and carbonic anhydrides, along with about 9 per 
cent. of free oxygen. 

Many attempts have been made to utilise the large amount 
of sulphur contained in pyritic ores in the manufacture of 
sulphuric acid; and numerous improvements in the calciners 
have been devised for this purpose, amongst which may be 
noted those proposed by Mr, Spence and M. Gerstenhiffer. 
Mr. Spence proposed a calciner with a bed heated from 
beneath and some 50 feet in length, on to which the ore 
was placed at the end most distant from the furnace, and 
gradually moved onwards towards the hottest end of the 
bed, a current of air being passed over the thin stratum of 
ore during the whole time of roasting, while the escaping 
sulphurous anhydride (SO,) is carried to the ordinary sul- 
phuric acid chamber. 

The furnace or calciner of M. Gerstenhoffer, adopted for 
some time by Mr. Vivian, at Swansea, consists of a rec- 
tangular vertical chamber, across which are arranged rows of 
fire-clay bars about 2 feet 6 inches in length and triangular 
in section, these are arranged with their upper faces parallel 
with -the top of the furnace, while the bars of each row in 
vertical height are placed beneath the spaces in the row 
above them, so that no two bars in succeeding rows are 
directly over one another. The ore or regulus is ground 
fine and introduced into a box or hopper on the top of the 
furnace, from which it is supplied to the furnace by grooved 
feed rollers placed in the top of the furnace above the upper- 
most row of bars; so that as the ore is fed in a continuous 
stream it falls on to the top row of bars, piles itself upon 
these, and gradually falls over on to the next series below, 
and so on, thus exposing a large surface for oxidation in the 
passage of the ore from the top towards the bottom; air being 
pat the same time admitted through a series of apertures in the 
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front of the furnace, as also by a current driven in at the 
bottom of the calciner; while the gases escape by an opening 
at the top, from which they are conducted to the sulphuric 
acid chambers. The fireplace is at the bottom of the furnace, 
into which, at the commencement of the calcination, ignited 
fuel is introduced, and the fire maintained until the tempera- 
ture of the furnace has been raised sufficiently high and the 
sulphur evolved from the ore is in ignition, after which the 
combustion of the sulphur is sufficient to continue the pro- 
cess. If the ore clots on the bars and does not fall over on to 
the series of bars beneath, a scraper can be inserted through 
the apertures in front for clearing away the obstruction. 

18, Fusion for Coarse-metal.—The fusion of the calcined 
ore is effected like the last operation in a reverberatory 
furnace, but known as the “ ore furnace,” in which the bed 
is only about one-third of the size of that of the “ calciner,” 
and the proportion of fire-grate area to that of the bed is 
much increased in the ore furnace. The parts exposed to . 
the action of the flame are built wholly of fire-brick. 

The “ ore furnace,” figs. 4 and 5, consists of a more or less 
oval-shaped chamber @, bounded at the sides by low vertical 
walls, from which springs the low arched roof 6, provided with 
an opening for the introduction of the charge from the hopper 
ce. The bed is separated from the fire-grate by a hollow fire- 
bridge, while at the opposite end it communicates by a flue 
d with the stack m At fis an opening, protected as 
shown by two cast-iron plates, and closed by a fire-clay 
slab or quarry, in which is a hole for the inspection of the 
interior of the furnace; and through which aperture the 
slags are withdrawn into the slag moulds situated immedi- 
ately beneath. The fuel, consisting of anthracite with one- 
third of its weight of bituminous coal, is introduced through 
the opening &, not fitted with a door, but closed as in the 
puddling furnace, by the introduction of coal into the aper- 
ture &; and at / is the tap-hole, through which the melted 
coarse-metal is allowed to flow for granulation into a perfor- 
ated tank, which is raised and lowered in a reservoir of water 
by a winch or crane at the side of the furnace. But in 
Lancashire, at St. Helen’s, etc., as also in Swansea, accord- 
ing to the ores employed, instead of running the regulus from 
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the ore furnace into water for granulation, the metal is tapped 
directly into sand mouids, the pigs of metal from which are 
subsequently cfushed under rollers prior to its calcination. The 
bed of the ore furnace is supported upon a brick arch running 
from the ash-pit for the whole length of the bed; upon this 
arch is built a bed of fire-brick, upon which is placed a depth 
of 10 or 12 inch of sand, which is strongly heated and consoli- 
dated by melting on its surface a small quantity of “ metal 
slag,” when a further but thinner layer of sand with slag 
is introduced in the same manner, and thus a comparatively 
impervious bottom is obtained; notwithstanding which, the old 
furnace bottoms still contain considerable quantities of copper. 
The surface of the bed is made to slope from all parts to the 
tap hole f, in front of which the metal collects in a kind of 
basin previous to tapping, 
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Fig. 4.—VerricaL SECTION oF THE ORE FURNACE. 

The charge of the furnace, weighing about 25 cwt., is 
made up of from 17 to 18 ewt. of calcined ore, about 3 cwt. of 
ran ores consisting of oxide and carbonate of copper when these 
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are available, along with 5 or 6 cwt. of slags from the fourth 
operation, the latter being introduced through the opening f 
at the end of the furnace, and occasionally a tittle Auor-spar 
' is added to increase the fluidity of the slags; for if the latter 
be either too thick or too fluid, more or less of the regulus is 
drawn over with it, as it is raked out through the opening /- 
In Lancashire, charges of 3 tons, consisting of 2 tons of cal- 
cined ore with 1 ton of oxidized ores, are frequently treated. 
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Fig. 5.—Horizontan Szcrion or THE ORE FURNACE ON LINE AB. 


The charge of ore, etc., having been introduced into the fur- 
nace by withdrawing a slide in the bottom of the hopper c, and 
spread evenly over the hearth, the openings are then made tight, 
and the temperature gradually raised. The mass is slowly 
melted, attended with ebullition from the escape of sulphurous 
anhydride (SO,), and in about 3} hours the bath is in perfect 
fusion, when it is raked together by the workman, after which 
the temperature is raised still higher to favour the more perfect 
separation of the regulus or matt of coarse-metal from the slag. 
The whole operation is completed in about 5 hours, when the 
slag may be raked out into the sand moulds already mentioned 
(where the small quantity of regulus drawn out along with 
it collects in the lower portion of the blocks of slag, from 
which it is detached and added to the general yield of coarse- 
metal), while another charge is worked off before tapping 
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the furnace; or the regulus of coarse-metal, after raking out | 
the slag, is at once tapped out, by withdrawing the stopping 
of clay and sand’ from the tap-hole, and either run, for granu- 
lation, into the perforated tank contained in the reservoir of 
water, or is cast in pigs to be subsequently crushed between 
rollers. 

In the fusion for coarse-metal the oxides of copper pro- 
duced in the calcination of the ore, as also those introduced in 
the state of raw ore, act upon the undecomposed ferrous sul- 
phide, yielding by double decomposition cuprous sulphide and 
oxide of iron; and a further portion of the ferrous sulphide 
is oxidized by the oxygen of the air passing through the fur- 
nace, attended with the evolution of sulphurous anhydride and 
the production of oxide of iron, this last combining with the 
silica of the slags added to the charge, with the formation of 
a silicate of iron. While if sulphur be present in the calcined 
ore in insufficient amount to convert the whole of the copper 
into sulphide, then a portion of the metal separates as blister 
copper, forming a third and lowest stratum in the furnace, 
and at the same time the slags will contain oxide of copper 
as cuprous Silicate. 

As the result of the fusion in the “ ore furnace” there is 
thus obtained a brittle, non-crystalline, more or less granular, 
vesicular and bronze-coloured regulus, known as “ coarse- 
metal,” which contains about 33 per cent. of metallic copper 
(or about the same proportion of copper as exists in copper 
pyrites). Besides cuprous sulphide, this regulus also contains 
ferrous sulphide, and smaller quantitics of other metals. 
The coarse-metal is accompanied by a hard, brittle, porphy- 
ritic mass, constituting “ ore-furnace slag,” which consists 
essentially of ferrous silicate (2 FeO, SiO,,), but contains also 
embedded angular pieces of quartz, shots of coarse-metal, 
and smaller quantities of other elements, as indicated by the 
accompanying analyses by Le Play. It is not desirable to 
concentrate the copper in this regulus or “coarse-metal” 
beyond about 35 per cent., nor to allow it to fall short of 
30 per cent., these limits affording the best results in prac- 
tice. The yield of coarse-metal is about 55 per cent. of 
the charge. 
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COMPOSITION OF COARSE-METAL. 
@ 


' Copper, - : - - “ - 33°7 
Ni, “ - - w “ * 33:6 
Nickel, Cobalt, and Manganese, - ° 10 
Tin, - . - * - . 0'7 
Arsenic, - - - - ~ “ 0:3 
Sulphur, * - - - - - 29:2 
Slag mechanically mixcd, - » - Ll 
« 99°6 
COMPOSITION OF ORE-FURNACE SLAG, 

Quartz in admixture, - - - - 30°5 
Combined Silica, - - - - 30-0 
Ferrous Oxide, - - - - - 28°5 
Alumina, - - - - 2°9 
Lime, - . - ~ . . 2:0 
Magnesia, “ - - - - 06 
Oxides of Tin, Manganese, Nickel, and Cobalt, 1+ 

Fluorine, - ~ - - 10) o 

Calcium, - . - - Ply 7 

Copper, - - - - - 0°5 
ron, = - - - “ 0:9 20 
Sulphur, . . - - 0G} —— 
100°00 


14, Calcination of Coarse-metal.—The fusion in the “ ore 
furnace” having separated much of the gangue, silicious anc. 
earthy constituents of the ore, the metalliferous portions are 
now more readily acted upon, under the oxidizing influence o 
this calcination. The calcination of coarse-metal is effected ir 
charges of about 3} tons of the dried, granulated, or crushec 
coarse-metal, which is placed upon the flat bed of a furnace 
similar to the “‘calciner” already described; the object of the 
operation being the oxidation of the iron in the coarse-metal 
in order that it may then be removed in the slag at the next 
fusion. The oxidation is attended at the same time with 
the elimination of a further portion of the sulphur as sul- 
phurous anhydride and sulphuric acid; but the calcina- 
tion is not pushed sufficiently far to etfect the removal of 
the whole of the sulphur, a certain amount of the latter 
being required to combine with the copper for the produc- 
tion of a matt of cuprous sulphide or “fine metal” in the 
subsequent fusion, This calcination is also attended with the 
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elimination of aportion of the arsenic and antimony which 

into thd’ matt of coarse-metal in the fusion in the 
ore furnace. The heat during calcination is maintained very 
moderate for the first 6 hours, after which it is gradually 
raised until the completion of the process, which occupies 
altogether from 24 to 36 hours; but it is at no point 
allowed to rise sufficiently high as to fuse the metal; while 
to prevent clotting, and at the same time to expose the 
metal more thoroughly to the oxidizing influence of the atmo- 
sphere, the charge is stirred or rabbled at frequent intervals. 
The “calcined coarse-metal” thus produced, is a blackish 
friable mass, containing sulphides of copper and iron, along 
with oxide of iron; the sulphur being present to the extent 
of about one-half the amount in the coarse-metal before cal- 
cination. 

15. Melting of the Calcined Coarse-metal—In this 
operation, the calcined metal from the previous calcina- 
tion is melted along with products containing oxide of 
copper, such as roaster and refinery slags from the fifth and 
sixth operations; and an addition of ores of copper, consist- 
ing of oxides or carbonates, such as Australian ores, is also 
made when such are available; copper scale from the rolling 
mill, and broken hearths are also occasionally added. The 
furnace employed is similar to the ore furnace, figs. 4 and 8, 
with the exception that the hearth is without a basin, and 
slopes from all parts to the tap-hole. The process is con- 
ducted much in the same manncr as the first fusion, except 
that the temperature employed is somewhat higher in this 
melting, and the operation is about 2 hours longer in dura- 
tion. The charge, consisting of about 1 ton of calcined coarse- 
metal, with 12 cwt. of the slags and ores already mentioned, 
is spread over the furnace bottom, when the doors are well 
closed, and after about an hour fusion commences, and in 
from 3 to 4 hours the charge is well stirred, and the heat 
raised so as to thoroughly melt the charge. When charges of 
50 ewt. are employed, the mixture is frequently made up of 
about 30 cwt. of calcined coarse-metal, 15 cwt. of oxidized 
ores of copper, and about 5 cwt. of roaster and refinery slags. 

During the melting very little sulphurous anhydride (SO,) 
is evolved, the réactions involved consisting mainly of a double 
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decomposition between the ferrous sulphide and the oxidized 
compounds of copper, whereby oxide of iron and cuprous sul- 
phide result, of which the former, combining with silica derived 
from the slags and ores added to the charge, as also from the 
materials of the furnace, passes out in the slag as a fusible sili- 
cate of iron, which is skimmed from the surface of the regulus, 
and drawn out at the end door into sand moulds; while the 
latter or cuprous sulphide constitutes the regulus or matt of 
“fine metal,” which is tapped out into sand moulds. The 
first pigs are the least pure, and if it be intended to pro- 
duce best-selected copper, then the last pigs that are cast, 
along with the upper portions of the pigs first run out, are 
separated and used for that purpose, while the bottoms of the 
latter, being more impure, are then treated separately for the 
production of tzle copper. 

The regulus produced in this fusion varies in composition 
according to the amount of oxidized products at command 
for addition to the melting charge. If oxides or carbonates of 
copper are added in sufficient quantity to decompose the 
whole of the ferrous sulphide in the calcined coarse-metal, 
then the regulus is of a dark bluish-grey colour, with a semi- 
metallic lustre, brittle, and very compact, constituting what 
is known as “ white metal,” which has nearly the composition 
of cuprous sulphide (Cu,8); but if the proportion of oxidized 
compounds of copper be insufficient to decompose the whole 
of the ferrous sulphide, then a larger amount of the latter 
occurs in the regulus, rendering it bluer in colour than the 
previous named, when it 1s then known as “ blue metal ;” while 
a third variety of the regulus known as “ pimple metal” (from 
the pimple like excrescences occurring on its upper surface), 
occurs when the oxidized portions of the charge are in excess, 
which, with the exception of its pimpled surface, is much 
the same in physical qualities and composition as white 
metal, though occasionally it is somewhat redder in colour 
from the presence of metallic copper and cuprous oxide. 
Blue metal and pimple metal always contain metallic copper 
diffused through the mass; in blue metal the copper occurring 
as fine filaments in the interior of cavities, also as fine 
strings and angular particles throughout the mass of the 
regulus, 
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The slag of this melting, known as “ metal slag,” is of a 
dark, bluish-grey colour, sometimes irridescent and semi- 
metallic in lustre; it ig brittle, compact except towards its 
upper surface, where cavities occur as though caused by 
enveloped bubbles of gas; and it may be granular, crystal- 
line, or conchoidal in fracture, and from the sharp edges of 
the fractured fragments it is sometimes called sharp slag. 
In composition, metal slag is essentially a ferrous silicate with 
small quantities of other metallic oxides; and certain pro- 
portions of this slag are usually added to the charge in the 
fusion for “ coarse-metal.” 

The following analysis of white metal, blue metal, and 
metal slag, are by Le Play :— 
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White | Bine Metal. 








Metal. 
COPPON) swensciesccaeiyswueuetesenses Soaeimeens | 774 56°7 
TRON: 2552306 sq Aisa eundaueas rencexeuaavaicenes 07 16°3 
Nickel, cobalt, and manganese, ........ Traces. 16 
Tin and Arsenic, .........,.ceseeececeececees 01 2 
ROU RD cies neo las Paces uae ceueesale 21°0 23°0 
Slag and sand mechanically mixed, 0'3 0°5 

99°5 99°3 





COMPOSITION OF METAL SLAG. 
Silica, 


Alumina, - - - - - 15 
Ferrous Oxide, - ° 2 - 56°0 
Cuprous Oxide, - - - - 09 
Various other Oxides, - - 2.1 
Lime, - - . - - 14 
Magnesia, - - - - 0:3 
Copper, - 2°9 

Slag mechanically mixed { Iron, - - 0°3 
Sulphur, == 0°38 

100°0 


The invariable presence of metallic copper in blue metal, 
which occurs only exceptionally in white metal, together 
with the non-formation of a stratum of metallic copper in 
the furnace, which must occur if metallic copper existed in 
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the free state in the furnace, has Jed to numerous hypotheses 
as to the causes of its occurrence in blue metal. Le Play 
suggested that it was produced by the reactéon of the slag 
and metal after pouring; but since the copper is distributed 
throughout the mass, and not merely along the line of junction 
of the metal and slag, this theory appears untenable. Dr. 
Percy concludes that the metallic copper exists in the metal 
of the furnace, dissolved in the bath of cuprous and ferrous 
sulphides, or blue metal, like graphite in pig-iron, and that it 
separates throughout the mass during cooling and solidifica- 
tion, again entering into a state of solution when the blue 
inetal is remelted, in a manner analogous to the behaviour of 
graphite in pig-iron under similar circumstances. This expla- 
nation would indicate that the proportions of ferrous and 
cuprous sulphides, as existing in blue metal, possessed this 
solvent action upon metallic copper, which cuprous sulphide 
with a smaller proportion of ferrous sulphide, ag existing 
in “white metal,” did not possess. 

16. Roasting for Blister Copper.—The operations up to 
this stage have resulted in eliminating from the copper ores 
the greater portion of their arsenic and iron, and a large pro- 
portion of their sulphur, with the production of a maté or 
reguius of cuprous sulphide, containing also ferrous sulphide 
and smaller quantities of other metals; a certain proportion of 
sulphur having been purposely retained in the product as the 
medium for concentrating the copper, while silica has had the 
effect of gradually withdrawing the iron originally present 
in the ore mixture. But the object of the present operation, 
known as “ roasting,” is to effect the removal of the remainder 
of the sulphur in the form of sulphurous anhydride; and of 
arsenic, antimony, iron, cobalt, nickel, tin, etc., either as 
volatile oxides, or as silicates passing out in the slag, with 
- the separation of a more or less pure metal known as “ blister 
copper.” The active agents in this operation are the oxygen 
of the air and stlica, a quantity of the latter always adhering 
as sand to the pigs of fine or blue metal, and a small quantity 
of quartz is also occasionally added along with the pigs of 
fine metal constituting the charges. 

From 3 to 34 tons of the regulus or metal from the last 
operation are placed on the bed of a reverberatory fur- 
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nace, similar to that used in the last process, except that 
it is not provided with a hopper, the pigs of metal being 
introduced thramgh a side door on to the hearth; and the air 
is also admitted to the hearth during the roasting, through 
two openings in the brickwork across the angles at the 
corners of the bed nearest the fire-grate end, or through the 
fire-bridge, according to Sheffield’s plan of construction do- 
scribed in pages 27, 28. After the insertion of the charge 
the doors are closed, when the heat is raised and the metal 
gradually melts and runs down into the hearth, thereby 
exposing, during the melting-down stage, a large surface to 
the oxidizing action of the air, whereby a proportion of the sul- 
phur is elimated as sulphurous anhydride by the direct action 
of atmospheric oxygen upon the cuprous sulphide, and at the 
same time a proportion of the copper is oxidized, when the 
oxide so formed reacts upon the sulphide in contact with it, 
yielding sulphurous anhydride and metallic copper; thus, 


Cu,S+2Cu0 =4Cu+S0O,. 


In about five hours the charge is perfectly fused, when its 
surface presents the appearance of ebullition, due to the escape 
of sulphurous anhydride as the result of a violent reaction 
between the sulphide and oxide of copper, according to the 
above equation. The slag is now raked out from the surfacs, 
and the temperature is allowed to full slightly by opening 
the furnace door, when the regulus becomes viscous, and its 
surface “rises” from the efforts of the gas within the mass 
to escape through the hardened crust of the surface, thereby 
increasing the surface of metal exposed to oxidation. After 
ten or twelve hours, sulphurous anhydride ceases to be 
evolved, when the heat is again raised, and a further escape 
of sulphurous anhydride takes place, by the mutual decomposi- 
tion of the oxide and sulphide of copper contained in the 
metallic bath, during which stage the bath is rabbled so as to 
more thoroughly incorporate these substances, and in the last 
stage, when the furnace door is closed and the heat is at its 
greatest intensity, the metallic oxides—chiefly iron with any 
oxide of copper remaining undecomposed—unite with the 
silica, with the production of a fusible silicate or slag, known 
as “roaster slag,” which is skimmed off and the metal (blister 
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copper), is tapped into sand moulds. The process thus 
occupies about twenty-four hours for it completion, and the 
product known as blister copper, from its blistered surface and 
vesicular character, is brittle, of a dull red colour, and con- 
tains about 95 per cent. of metallic copper, the residue con- 
sisting of traces of sulphur, arsenic, iron, tin, etc. The 
roaster slag is a scoriaceous, dark reddish-brown mass, often 
rich in oxide of copper, with shots of metallic copper distri- 
buted throughout iis mass, and containing occasionally as 
much as 47 per cent. of silica, derived as already noted from 
the sand adhering to the pigs of fine metal, from the sides 
and bottom of the furnace, und from the quartz sometimes 
added to the charge. Roaster slag is one of the ingredients 
of the charge in the fourth operation or fusion for fine metal. 

The following analyses of roaster slag and blister copper 
are by Le Play— 











Roaster Slag. Blister Copper. 

Silica, - + + +» += 47'5|Copper, - + + 98°4 
Alumina, - - - «= 3:0| Tron, - - = OF 
Cuprous Oxide, - - - 16°99! Nickel, Cobalt, and 
Ferrous Oxide, - - - 28-0 Manganese, - - O08 
Oxides of Nickel, Cobalt, and 

Manganese, - - - O9!|Tinand Arsenic, + 04 
Stannous Oxide, - - - 03 | Sulphur, - - e O72 
Lime and Magnesia, - - Traces 
Metallic Copper, - += «= 2°0 

98°6 100'0 





17. Refining or Toughening. — This, which forms the 
concluding operation in the Welsh method of copper smelt- 
ing, is for the production of commercial copper, known as 
tough-cake copper, from the blister copper of the last operation ; 
and for which purpose from 6 to 8 tons of the pigs of blister 
copper are introduced intoa reverberatory furnace, witha larger 
proportion of grate area than in the melting furnace (figs. 4, 5) 
already described. The furnace is also without hopper in 
the roof, or hole through the bed, and has no side tap-hole, 
while the bed inclines from all parts towards the dished or 
hollowed portion in which the metal collects near the door at 
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the end of the furnace nearest the stack. The cakes of 
blister copper are arranged on the furnace hearth in the form 
of a hollow pile, reaching almost to the roof of the furnace, 
and thus allowing a free circulation of the air amongst them 
during the period of melting down. After introducing tho 
charge the heat is gradually raised, but not too rapidly, the 
object being to oxidize or calcine the metal during this 
earlier stage, and in about 5 hours the metal is beginning 
to melt, and the heat is continued for 12 or 13 hours 
longer, constituting the first stage of this operation, during 
which time the more oxidizable metals, arsenic, iron, tin, 
antimony, zinc, and lead, with sulphur and some copper, 
will have been converted largely into oxides; the arsenic 
and sulphur being converted into arsenious and sulphurous 
anhydrides respectively, and which arc volatilised. 1n order 
to separate the remaining oxides, the temperature is raised 
still higher, and continued for from 3 to 4 hours, when the 
surface of the metallic bath becomes covered with a hard 
scoria or slag, externally dark or almost black in colour, but 
of a reddish-brown colour on fracture; this slig is raked off 
through the end opening of the furnace, and the melted 
metal is then ready for the second stage, viz., poling or 
refining proper. The surface of the metallic bath is now 
covered over with powdered anthracite or ground charconl 
to prevent its further oxidation, and a pole of green wood, 
usually birch, is thrust beneath the surface of the metal, 
when the gases and vapours disengaged by the decomposition 
of the wood thoroughly agitate the fluid metal, and every 
portion of it is brought into contact with the reducing gases, 
whereby any oxide of copper is reduced to the mctuallic state. 
The poling, as this operation is called, is continued for froin 
15 to 30 minutes, during which time samples of the metal 
are taken out at intervals and tested for malleability and 
ductility, by hammering into a plate and bending in a vice; 
and when the tests thus applied indicate that the metal has 
acquired the necessary toughness; and the fracture shows that 
the brick-red colour, with dull granular appearance of under- 
poled or dry copper, has given place to a salmon-red colour 
and a silky lustre, then the poles are withdrawn, the 
anthracite pushed back, and casting of the metal commences; 
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in which operation the copper is ladled from the furnace in 
ladies lined with fire-clay, and cast in various shaped moulds 
of iron or copper, the metal so cast constatuting “ tough- 
pitch” or “tough-cake” copper, or if, instead of casting in 
moulds, the metal be granulated by pouring it into cold or 
hot water, it is known as bean-shot and feathered-shot respec- 
tively. 

The metal before poling commences is in the condition 
known as “dry copper,” that is, it contains a considerable 
amount of cuprous oxide (Cu,O) dissolved in the bath of 
metallic copper, and if examined in the cold state it is of a 
deep-red colour with a tinge of violet, yielding a coarse granu- 
lar fracture, while it is quite brittle and void of the toughness 
characteristic of the final product. If the poling be continued 
too long, even by only a few minutes, the silky appearance 
and bright lustre of the copper gradually disappears, the 
colour becoming decidedly more orange, and the fracture also 
more coarsely granular: at the same time the metal loses its 
malleability and ductility, becoming even more brittle than dry 
copper; the metal in this condition is known as “overpoled” 
copper, to rectify which effect when produced, the surface 
of the fluid metal is exposed, after raking off the scoria, 
charcoal, etc., from its surface, to the oxidizing influence of 
the air from the doors and the fire of the furnace, by which 
exposure its toughness is again restored; and if during the 
lading the metal should ‘become more or less dry from the 
oxidation going on at is surface, the poling is often resumed 
for a short time. 

Pigs of copper in the wnderpoled or dry state always 
show a decided furrow along their upper surface, while in 
the overpoled condition the metal rises in the mould; or if a 
narrow ingot, then the furrow will be replaced by a decided 
ridge running along the length of the ingot, the depth of 
furrow or elevation of the ridge affording an indication of 
the degree of underpoling or overpoling of the metal; while in 
“‘tough-pitch” copper the upper surface of the pigs are flat, 
with the exception of small transverse furrows and ridges. 

The brittleness of underpoled or dry copper may be due, 
in the absence of foreign metals, to the presence of an undue 
amount of cuprous oxide (Cu,O) in the metal, since pure 
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copper is capable of ‘taking up, when in the fluid state, a 
certain proportion of cuprous oxide which it retains on cool- 
ing, and copper#o holding the oxide in solution is notably 
dry. But in the case of overpoled copper two explanations 
have been offered to account for its brittleness, the older one 
considered it to be due to a combination of carbon (from the 
wood used in poling) with the metal after the whole of the 
cuprous oxide present in the dry copper had been removed; 
but the more modern and generally accepted explanation is, 
that since all commercial copper contains more or less im- 
purity, notably sulphur, tin, lead, and antimony, which 
render the metal brittle and red-short, an effect which is 
counteracted by the presence of a small proportion of cuprous 
oxide in the metal (see page 15); and that in overpoled 
copper, the whole of the cuprous oxide (Cu,O) is reduced to 
the metallic state, by the carbonaceous matters and reducing 
gases produced in the poling operation, and brittleness of the 
metal accordingly results; but that, by exposing the surface 
of the melted metal to the action of the atmosphere for a 
short time, an amount of cuprous oxide may be introduced 
sufficient to neutralise the deleterious effects of the foreign 
metals, while the amount of oxide necessary to thus introduce 
will depend upon the proportion of foreign metals present in 
the copper. 

If the blister copper contain large proportions of iron, 
arsenic, tin, etc., the refining is facilitated by the addition of 
a little lead, which is well rabbled with the charge, when the 
scum rising to the surface will contain the oxides of those 
metals along with oxide of Jead, etc.; but after adding lead 
it is necessary to continue the rabbling so as to eflect the 
removal of the whole of the lead (as litharge) from the copper 
prior to casting. 

If the copper be intended for rolling, from 2 to 15 lbs. of 
lead per ton of copper is added to the metal. 

The slag produced in the refining or toughening, and known 
as “refinery slag,” is rich in cuprous oxide, and usually con- 
tains shots of metallic copper distributed throughout its mass. 
It forms a portion of the charge introduced in the fourth 
operation or fusion for fine metal. The following analysis of 
refinery slag is by Le Play. 
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In addition to the six processes tabulated and just de- 
scribed for the production of tough-pitch copper, it is the 
general practice in the copper works to introduce, between 
the fourth and sixth stages previously described, two or more 
supplementary operations, consisting of an alternate roast- 
ing and fusion, which are conducted in furnaces similar to 
those already indicated, and the operations are carried on 
after the manner of the calcinations and fusions already 
described. The subjects of operation in these processes 
are fresh ores of the richer and purer classes along with the 
slags, etc., containing copper, produced in the fourth and 
subsequent operations of the previous smeltings; the regulus 
thus obtained being added to the general yield of fine metal 
from the fourth operation, and passes along with it as the 
charge of the fifth or roasting stage already described. Also, 
if only an insufficient supply of oxidized copper ores be at 
command for addition to the charges of the various opera- 
tions, then the calcinations and fusions require to be repeated 
a greater number of times. Under these circumstanees the 
regulus or blue-metal produced in the fourth fusion or melt- 
ing of the calcined coarse-meta] is not at onco subjected to 
the roasting process, but is again calcined and subsequently 
melted before roasting, whereby the smelting will involve at 
least eight operations instead of the minimum number of 
six operations indicated in the previous pages. 

18. Best-selected Copper.—The copper employed in the 
manufacture of the best kinds of brass, gun-metal, coinage, 
and other alloys is of the purest variety of commercial copper 
known as “ best-selected,” so called since for its preparation 


BEST-SELECTED COPPER. 45 


the pigs of fine metal or other regulus of a similar composition 
undergo a process of selection; whereby the pigs that are 
first tapped out in the melting of the regulus, and which 
contain the greater portion of the tin, antimony, arsenic, 
lead, nickel, etc., and other impurities of the ore, are sepa- 
rated, and treated apart from the pigs cast towards the 
conclusion of the tapping. The former, after roasting and 
refining in the usual manner, yield an impure metal known 
as “bottoms” or “tile-copper;” while the latter yield, after 
the same treatment, an almost pure metal known as best- 
selected copper. Also since the alloy of copper with tin and 
the other foreign metals is more dense than the pure metal, 
the alloy settles to the bottom of the pigs during their 
solidification, and is detached by the hammer from the upper 
portions immediately the metal sets, when the upper por- 
tions are treated for best-selected, while the lower yield 
only an inferior metal known as bottoms. 

The melting and casting is usually repeated a second time 
upon the selected portions of the first cast, and the same 
selection made of the purer portions. In this manner about 
one-fourth of the copper is rejected in the selecting process 
at each melting, so that in the two meltings about one-half 
of the original charge of white metal is treated for best- 
selected, and the other half forms bottoms or tile-copper. 

Another method consists in roasting the regulus of blue, 
fine, or pimple metal, until about one-half of it has melted or 
liquated out, when the melted portion forms the most impure 
metal; since the melted copper in passing through the stan- 
niferous compounds contained in the regulus decomposes 
them, and the reduced tin, etc., alloying with the copper, 
and liquating or sweating out, is drawn off; while the residue 
known as regule, best regule or spongy regule is treated 
separately for best-selected; and if necessary the regule first 
obtained is subjected to a second or a third partial roasting, 
when the regule so obtained is usually free from tin, arsenic, 
etc. Asin the previous method the regulus separated during 
these partial roastings produces an impure metal known as 
bottoms. Best-selected copper should also be prepared ex- 
clusively from the purest copper ores. z 

The dottomseproduced in these processes are very impure 
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and of variable composition, containing from 75 per cent. to 


90 per cent. of metallic copper, the remainder consisting of 
tn, antimony, lead, iron, nickel, manganese, arsenic, and 
sulphur, in very variable proportions. 
19. Elimination of Foreign Metals, etc, in Copper 
Smelting.—As noted above, the selecting process effecta the 
elimination of many foreign metals from the copper; in this 
manner gold and silver are largely if not wholly obtained in 
the bottoms produced in the process, while the copper smelted 
from ores containing these metals, if not subjected to the 
selecting proccss, will contain gold and silver diffused through- 
out the metal. Antimony, also, which occurs in the grey 
antimonial copper ores aud in some of the Australian ores, is 
eliminated in the selecting process passing out in the bottoms, 
but possibly a portion may likewise be volatilised as antimo- 
nious oxide (Sb,O,) during the calcinations of the ore, etc. 
Tin, again, is separated in the bottoms during the select- 
ing process, and occasionally the amount of tin so sepa- 
rated is sufficiently large io give a white appearance to the 
metal forming the bottoms, which is then known as hurd 
metal. The tin is originally present in the ores probably as 
stannic oxide (SnO,), which in contact with copper or iron 
pyrites would probably yield stannous sulphide in the first cal- 
cination of the orc, attended with the evolution of sulphurous 
anhydride; and, as detailed under the selecting process, metallic 
copper coming into contact with stannous sulphides during 
the partial roasting in the best-selecting process, effects a 
reduction of the tin, with the production of a regulus of 
cuprous sulphide, accompanied by an alloy of tin and copper, 
which latter being more dense than the copper sinks and forms 
the lowest stratum or bottoms. Crystals of stannic oxide 
are occasionally found also in the slags produced in copper 
smelting, as also in the stacks of the roasting furnaces. 
Arsenic is usually present in the smelting mixture of copper 
ores, as mispickel, arsenical iron, grey copper ore, etc., and is 
partially evolved as arsenious anhydride (As,O,) in the various 
roastings, and at the same time # portion is retained as basic 
arseniates of iron and copper, which latter compounds, when 
heated to a high temperature in contact with silica, as in the 
several fusions of copper smelting, are resolved into arsenious 
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anhydride, oxygen, and silicates of iron and copper. A further 
portion of the aygenic is possibly eliminated as arsenious fluo- 
ride (which in contact with moisture is resolved into arsenious 
anhydride and hydro-fluoric acid), by the action of hydro-fluoric 
acid and silicic-fluoride upon the ore, since hydrofluoric acid 
(HF) would be produced by the reaction of the sulphuric 
acid, generated by the oxidation of sulphur in the roasting 
process, upon fluor spar (CaF,) sometimes present in the ore 
mixture, while the silicic-fluoride (SiF,) would result from 
the action of hydro-fluoric acid upon the quartz always more 
or less present. Arsenic is also separated in the selecting 
process, passilfg out with the other impurities in the bottoms. 
Nickel and cobalt occur occasionally in considerable quantities 
in copper ores, and unless a special operation be conducted 
for their concentration, these metals will occur partly in the 
refined copper, and partly in the slags and bottoms. Mr. 
Vivian patented a method for the separation of nickel and 
cobalt from ores, slags, or regulus of copper, in which he 
converts these metals into arsenides or speise, while the copper 
is separated as sulphide. For this purpose, if the nickel, cobalt, 
and copper exist in an oxidized state, as in slags or oxidized 
ores, the material is then mixed with arsenical pyrites, and 
sufficient sulphur, in the form of iron pyrites, as is required 
to combine with the copper, along with coal or carbonaceous 
matters, to effect the reduction of the oxides. The mixture is 
then melted and tapped out, when the arsenical compound 
sinks to the bottom of the pigs and is detached from the 
upper portion or regulus of copper, the melting being some- 
times repeated a second or third time for the better separa- 
tion of the two products. The bottoms so obtained contain 
from 1 to 12 per cent. of nickel and cobalt, with from 15 to 
50 per cent. of copper, together with some antimony, iron, 
ete. If the nickel and cobalt do not exist in the oxidized 
state, and are not present in large quantities, then they are 
separated from the copper after the latter has attained to the 
condition of white metal; the white metal being roasted as in 
the selecting process, and an addition of about one-eighth of 
its weight of arsenical pyrites is made at the completion of 
the first stage of the roasting, 7.¢., just before melting down, 
when, on tapping, the speise will occur as bottoms in the four 
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or five pigs of metal nearest the tap-hole. By a second 
treatment of the concentrated nickeliferous product produced 
by either of these methods, Mr. Vivian pr@posed to obtain 
the speise in a marketable form. te 

20. Method of Copper Smelting Patented by Napier.— 
Numerous patents have been taken out for reducing the 
number of operations involved in the smelting of Cornish or 
similar ores, and for the better separation of the tin, anti- 
mony, and arsenic from the product. Of this class is that of 
Mr. Napier, which involves four operations preparatory to 
the refining of the copper, instead of the minimum of five, 
required in the ordinary method. In the first operation of 
Mr. Napier’s process, the mixed ores are calcined during nine 
hours, which operation is succeeded by a fusion, as for coarse- 
metal in the Swansea method, and for this purpose the cal- 
cined ore is withdrawn from the calciner and mixed with a 
quantity of cobre or other rich ore, in proportions judged to 
be necessary for the production of a fusible slag of ferrous 
silicate, and a matt containing from 30 to 50 per cent. of 
copper, the fusion being effected in a reverberatory furnace; 
and, before tapping, the scoria and slag are skimmed from 
the surface, when 120 Ibs. of salt cake (crnde sodic sulphate), 
with 40 Ibs. of slaked lime and 60 Ibs. of coal are added for 
each ton of metal in the charge. The mixture is then well 
rabbled, and after a quarter of an hour the metal is tapped 
into sand moulds, from which, as soon as the metal is soli- 
dified, it is removed and thrown into tanks of water, where 
the pigs rapidly disintegrate and fall to powder. In the 
fusion the salt cake is reduced to the condition of sodic 
sulphide by the coal introduced with the charge, and this 
sulphide combines with the sulphides of antimony, arsenic, 
and tin present in the regulus, the whole of which are then 
dissolved out in the lixiviation. In the third operation, the 
finely divided and dried residue from the lixiviation, ob- 
tained after syphoning off the liquid, is calcined in large 
calciners, having three beds in vertical height, one above the 
other, over which the products of combustion from the furnace 
pss in succession, the material being first introduced on to 
the upper bed, then raked on to the middle, and lastly on 
to the lower bed of the calciner; in this manner about 12 tons 
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of regulus is roasted almost perfectly sweet in from twenty-four 
to thirty hours. The copper exists in this calcined product 
largely as oxide for the reduction of which it is mixed with 
fine anthracite, and at the same time a quantity of ore, free 
from sulphur and arsenic but rich in silica, is added, whereby 
on fusing in a melting furnace, which constitutes the fourth 
operation, the iron is separated as a fusible slag or silicate, 
beneath which is the reduced metal ready for the refining 
process’ Mr. Napier’s method has however been replaced at 
the Spitty works, near Swansea, where it was applied, by the 
old method of copper smelting. 

21. Method of Rivot and Phillips—In the method of 
copper smelting proposed by these gentlemen, the ore is re- 
duced to powder and roasted sweet, when the roasted ore is 
melted in a reverberatory furnace along with lime, sand, or 
slags; and bars of iron are then introduced through apertures 
made for the purpose, into the bath of silicates on the hearth, 
whereby the more oxidizible metal, zon, replaces the copper 
in the silicate, while the liberated copper subsides to the 
bottom of the bath. The copper produced is, however, likely 
to be ferriferous, unless great care be exercised to support 
the bars of iron in the slag out of contact with the precipi- 
tated copper; and also if the ores contain tin, antimony, or 
arsenic, these bodies are likely to occur more or less along with 
the copper to the deterioration of its quality; while the pro- 
cess is further attended with the consumption of iron, about 
equal in amount to that of the copper produced. 


COPPER SMELTING IN BLAST FORNACES. 


The method of smelting in reverberatory furnaces as practised 
in England, is alike suitable to almost all classes of ores, but 
it entails a very large consumption of fuel, and is therefore 
often replaced, where fuel is scarce and dear, or where the 
ores are of a more simple and purer character than those em- 
ployed in England, by the method of smelting in 6last furnaces; 
as also if either very rich or very poor ores be worked alone, 
the method of reduction in the blast furnace appears prefer- 
able. Accordingly, we find the blast furnace in use for 
copper smelting in Sweden, Saxony, Hungary, Russia, etc. 

Re bd Smelting in Sweden,—At the works of 
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Atvidaberg, in Sweden, the ores are poor, yielding only from 
4 to 5 per cent. of black copper, and are divided into two 
classes, viz., “‘ hard” and “soft,” according ay quartz or other 
hard matters preponderate over the metallic sulphides, or 
otherwise. The dard ores contain copper pyrites, zine blende, 
and a little iron pyrites, accompanied by much quartz, fel- 
spar, mica, calespar, etc.; while the soft ores contain a large 
proportion of zinc blende with magnetic pyrites and mag- 
netic iron ore, with smaller proportions of quartz, Silicious 
matters, etc. The smelting of these ores involves four 
operations, consisting of two calcinations or roastings and 
two fusions, exclusive of the retining of the black copper 
produced in the blast furnaces employed in the two fusions. 

1°. The ores are roasted or calcined in pyramidal heaps or 
in kilns, the heaps are about. 30 fect square, and 10 or 12 
fect in height, formed by first laying a bed of wood upon the 
surface of the level ground, upon which is pluced alternate 
Jayers of ore (broken into pieces of the sizc of an egg) and 
small charcoal, the surface being covered over with small 
ore, and ore dust. The wood in the bottom is then ignited, 
after which the heat is maintamed from four to six weeks, 
by the combustion of the chareval and sulphur of the ore; 
with ¢o/é ores the roasting is required tov be repeated for a 
second time, lasting from three to four weeks, for which 
purpose the ore is again brokcn up, siace portions of it, due 
to irregularity in the temperature, will have sintered together, 
while other portions will be perfectly roasted. The kilns 
sometimes employed, instead of the heaps, are bins or stalls 
formed by three walls, a back and two sides, while the top, 
und frout are open, and two of these are generally built 
together in the same line. The kiln is charged in the same 
manner as tho pyramidal heap, with alternate layers of fuel 
and ore, with a continuation of the combustion for a lke 
period as in the heaps. When the ore contains much zinc 
blende, the first stage of the calcination is marked by the 
emission of much smoke, and the surface becomes coated 
with zincic oxide. 

2°. This stage consists in the production of a regulus con- 
taining from 20 to 30 per cent. of copper, obtained by treat- 
ing the roasted ore along with black copper slags from the 
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fourth operation, and, occasionally, also carbonate of lime, in 
a blast furnace, figs, 6, 7, known as the ore furnace, which is 
provided with four, or,in the more recently constructed furnaces, 
with three horizontal twyers a, a,c, 
placed in the arch jf, of the back wall 
of the furnace. The shaft of the 
furnace is rectangular in section, the 
back wall being vertical, while the 
front wall, supported upon the tymp 
iron 6 and an iron girder, rises ver- 
tically for a short distance, then in- 
clines towards the back, and so 
narrows the section of the stack 
towards the top; the hearth projects 
beyond the line of the front wall, 
and the tap-hole is situate at one 
corner of the fore-hearth so formed. 
The hearth is lined with a mixture 
of clay and sand well ramnred in, 
and beneath is a drain for the escape Fig, ¢.—Swenism Buast 
of moisture. These furnaces measure Furnace FoR SMELTING 
from 20 to 24 feet in height, and errer. 
are about 4 fect in diameter at the level of the twyers. 
Smelting in these furnaces is most frequently attended with 
the production of a ferriferous mass or ‘‘ bear,” which collects 
in the bottom of the hearth; and resulting 
from the presence of incandescent carbon, = 
together with the reducing atmosphere of ) 
carbonic oxide in the furnace, whereby a 
proportion of the oxide of iron, formed in 
the roasting of the iron pyrites contained 
in the ores, is reduced to the metallic 
state according to the reactions described 
under iron smelting; and these masses 
accumulate the more rapidly if the roast- 
ing be carried too far, and less slowly Fig. 7. — Pian oF 
if a proportion of sulphur be left in Swepisu Furnace. 
the ore. Indications of the working of the furnace are 
afforded by the appearance of the furnace eye, at the end of 
the slag prolongation of the twyer, under which the furnace 
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is always worked; for if too much slag be added to the charge, 
the nose forms too rapidly, whilst the reverse is the case if 
an excess of fuel be added. The furnace Being at work, the 
regulus and slag collect in the hearth, and at intervals about 
two-thirds of the slag, which is essentially a ferrous silicate 
floating above the regulus, and will not contain more than 
‘25 to ‘5 per cent. of copper, is tapped out into sand beds 
and thrown away, while the remainder is returned to the ore 
furnace with succeeding charges. The furnace is only finally 
tapped when the hearth has become quite filled with regulus, 
which usually happens in from two to three days, when it 
will contain about 5 tons of metal, which is run out into 
sand beds, and when cold it is broken into pieces for roasting 
in the next (third) operation. The fuel employed is either 
coke or charcoal, latterly the former has come into more 
general use, and the practice of using hot instead of cold 
blast has been introduced. Oxide of zine present in the 
roasted ore is reduced in the furnace and the metal volatilised, 
but again becomes oxidized as it passes through the stack of 
the furnace, where it forms a white coating around the throat 
which requires to he detached at intervals. 

3°, Is a series of roastings of the ore furnace regulus, con- 
ducted in kilns formed by a central wall, to which are built 
partition walls at right-angles, so forming a number of ‘rec- 
tangulur bina, back tu back, each capable of holding about 
5 tons of the regulus or matt. The kiln is made up by spread- 
ing a depth of 6 or 8 inches of wood over the bottom, upon 
which is piled the lumps of regulus. When the firing is com- 
pleted the ore is turned over, broken up, and transferred to 
the next bin, and so on for five or six firings, each alike, 
except that in the first firing no fuel beyond the first layer 
is added, whilst in each succeeding charge an amount of 
charcoal, increasing in weight with each firing, is placed in 
the kilns with the regulus; the roasting, consisting thus of 
a series of firings, is completed in from seven to eight weeks. 

4°, Fusion for black copper is conducted in blast furnaces of 
the form represented in figs. 8 and 9.* They are about 17 
feet in height, and 3 feet in diameter at the twyers; and a 
portion of the gases are taken off from these furnaces about 

* Bredberg Bergwerksfreund. 
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8 feet above the hearth. Such a furnace being charged * with 
200 lbs. of the regulus from the last operation, 40 Ibs. of roasted 
thin regulus (a regulus produced in a previous smelting for 
black copper), 29 Ibs. of ore furnace slags, 20 lbs. of cupriferous 
products, and from 10 to 20 lbs. of quartz, according to the 
amount of silica already present in the mixture. The furnace is 
worked with a twyer prolongation or nose, of from 4 to 6 inches 
in length, and the breast of the furnace is clused with sand, 
except a small opening through which the flame blows during 
the working of the furnace. The products of the operation 
are black cupper, so called from its black oxidized surface, 
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Fig. 8.—VeErticaL Srcrion 1N Fig. 9.— Verricar Srcrion 
FRONT oF THE TWYERs. TMROUGH THE Twykrs, 
which correspouds in composition very closely to the “blister 
copper” produced in the Welsh method of smelting; this 1s 
accompanied by a superstratum of thin requlus or mult, vary - 
ing according to the proportion of copper from reddish-blue 
to steel-grey in colour, and containing from 55 to 72 per cent. 
of copper; this regulus, after roasting, being added to the 
charge of the same furnace in subsequent fusions; and form- 
ing the upper stratum is black copper slag, a portion of which 
is also returned to the furnace with future charges; while, 
lastly, there collects in the hearth of the furnace ferriferous 
masses or bears, like those described as occurring in the ore 
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furnace. It is for utilising the waste heat of the furnace, and 
at the same time to prevent as much as possible the forma- 
tion of these masses, that the gases are drawn off from the 
furnace as described. When the melted matters in the 
hearth of the furnace reach almost to the twyers, the slag is 
drawn. off into sand moulds, by removing a portion of the 
breastwork of the furnace, after which the breast is made 
up again and more materials are added to the furnace, with 
tapping of the slag as before, until a sufficient quantity of 
black copper and regulus have collected in the hearth as to 
require tapping-out, which occurs every two or three days; 
upon which the slag and regulus are drawn off close to the 
surface of the black copper, and the metal is tapped into a 
long iron channel divided into a number of compartments, 
forming a series of moulds, in which the copper is cast. 
Any regulus which runs out with the slag will collect beneath 
the first few pigs, which are turned over as soon as solidified, 
and while still hot are broken, whereby the regulus is easily 
separated from the slag. 

23. Refining of Black Copper.—The refining hearth is on 
almost semicircular cuvity, from 2 to 2} feet in diameter, and 
from 15 to 18 inches deep, constructed in a platform of brick- 
work, and lined with a refractory material, as fire-clay and 
sand well beaten down, the blast being supplied at a pressure 
of from 1¥ to 2% lbs, through a copper twyer projecting over 
the hearth, and inclined at an angle of 45° downwards. In 
conducting the process the hearth is first filled level with 
charcon] or coal, and three pieces of black copper placed 
along the sides of the hearth, upon which about 15 ewt. of 
pigs of black copper are placed one upon another, keeping a 
short distance from the twyer. Ignited fuel is then placed in 
front of the twyer, when the whole is covered with charcoal 
or coal, and the blast is gradually let on, so that the metal 
is melted down slowly, exposing thus a large surface for 
oxidation by the blast. When melted down its surface is kept 
covered with charcoal, and the slag, which varies in colour 
according to the oxides that it contains, becoming red towards 
the close of the operation from the presence of oxide of copper, 
is skimmed off two or three times during the process of 
refining; and for this purpose the blast is turned off, the 
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charcoal is pushed back, and water projected on to the 
surface by which the slag is solidified, and may be removed 
as acake. Quartz is occasionally added to the charge if the 
slag is too thick from a deficiency of silicioug matters. The 
progress of the refining is judged by the workman from the 
thickness, colour, lustre, and malleability of the small cyJin- 
der of metal withdrawn upon the end of a pointed iron bar, 
inserted at intervals into the metallic bath, and when the 
copper has attained the required condition, it is ladled into 
ingot moulds. 

In some works of the Continent the English rererberatory 
furnace has been introduced for the refining of the copper. 
In other Continental works, where the black copper is less 
pure than the above and the refining hearth is still used, the 
metal is first refined, and then remelted to toughen the metal 
for rolling and hammering in a similar hearth, with a hori- 
zontal or only slightly inclined twyer, when instead of lading 
the refined metal into moulds its surface is cleared of char- 
coal, etc.; the metul is then allowed to cool down somewhiit, 
and when at the proper temperature. water is sprinkled over 
the surface, whereby a crust is formed which can be removed 
as a thin disc of a rich red colour, constituting ‘ rosette 
copper ;” this operation being repeated until nearly the whole 
contents of the hearth has been removed in thisform. During 
the cooling down, preparatory to sprinkling water upon its 
surface, the phenomenon known as “ copper rain” is observed, 
in which minute shots of copper are thrown up in consider- 
able quantity from the surface of the metal, the occurrence 
or otherwise of the copper rain appearing to depend upon 
the propertion of cuprous oxide contained in the metal; for 
if void, or containing only small quantities of the oxide, the 
rain is very perceptible, while with larger quantitics the 
surface of the metal sets without throwing up any rain. 

The discs of rosette copper obtained in the above manner 
are then remelted for toughening, trial specimens being taken 
out as before to ascertain its degree of toughness; and when 
it has attained the proper condition, it is then ladled into 
ingot moulds. 

The process of copper smeiting adopted at Fahlun and 
other places of Sweden, Norway, etc., do not differ essential] 
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from that described as carried on at Atvidaberg. At Fahlun 
the ores are somewhat poorer than those of Atvidaberg, and 
the soft ores only are roasted, the hard ores mixed with the 
roasted ores passing at once to the blast furnace. 

24. Copper Smelting in Japan.—In the preparation of 
Japanese copper the ore is first roasted in kilns along with the 
required fuel, and the roasted ore is smolted with charcoal in 
small primitive furnaces, supplied with a blast from bellows 
worked by manual labour, the regulusorcoarse-metal soobtained 
(if the ore be rich the coarse-metal is accompanied. by a pro- 
portion of metallic copper, forming the lowermost stratum in 
the furnace) is again roasted and remelted, after which it 
passes to the foundry, where it is refined under a blast of 
atmospheric air, and the refined metal is then melted in 
crucibles and cast under warm water into small ingots of 
about 1 lb. in weight; and in this manner the ingots are 
obtained with a clear bright surface of a rich red colour. 

25. Smelting of the Mansfeld Copper-schist.—The ore of 
this district (Prussian Saxony), is an argillaceous and argenti- 
forous copper-schist, occurring between the lower Permian 
sandstone and the magnesian limestone of the Permian for- 
mation, and constitutes the Kupferschiefer of the Germans. 
It forins a bed 10 or 20 inches in thickness, lying on a sand- 
stone which is also, to the depth of 2 or 3 inches, sufficiently 
cupriferous to be profitably smelted. The schist is largely 
impregnated with bitumen, and contains copper disseminated 
as copper pyrites, vitreous copper, purple copper ore, grey, 
black, and red copper ores, with native copper, and these 
are accompanied constantly or occasionally by a large number 
of other minerals, amongst which are iron pyrites, zinc blende, 
kupfernickel, smaltine and other cobalt ores, with occasion- 
ally galena, etc., besides calcareous, silicious, and argillaceous 
matters in large proportion. The schist is very poor in copper, 
but owing to its argentiferous character, it can be profitably 
smelted if it contain not more than from 2 to 2} Ibs. of 
copper per centner of ore, or from 2 to 3 per cent. of copper, 
the product usually containing about 0°5 per cent. of silver. 
The smelting of this schist is carried on at Mansfeld, Kisle- 
ben, Friedeberg, Sangerhaduse, and other districts of Prussian 
Saxony. ; 
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The smelting of the schist involves some eight or nine 
distinct operations, both the blast and reverberatory furnace 
being employed “in its reduction. The raw ore or schist is 
first hand-picked and then roasted during eight, ten, or twelve 
weeks in pyramidal heaps or in kilns, in the manner described 
when treating of the Swedish copper smelting, the bitumin- 
ous matters often being sufficient to carry on the combustion 
after being once ignited, whilst the less bituminous ores are 
not roasted. In this operation the bitumen and water aro 
largely expelled, and a portion of the arsenic, antimony, and 
sulphur in the schist are also oxidized and eliminated. The 
roasted ore is then mixed with from 5 to 8 per cent. of fluor 
spar, and a like proportion of cuprifcrous slags from the 
subsequent stages of previous smeltings, along with other 
furnace residue; this mixture being smelted in small blast 
furnaces, using coke as fuel. The furnace employed, until 
recently, was from 18 to 20 feet in height, and had two 
twyers placed on the same or opposite sides of the bearth, 
the latter being square in section; while from the top of the 
hearth to the mouth the furnace is cylindrical in section, 
the bottom of the hearth sloping forward. In front of it are 
two pits or receptacles, each communicating with the hearth 
by a separate opening in the front of the furnace, from cach 
of which apertures the regulus or slag flows alternately into 
the basins; for as one receptacle fills, its tap-hole is stopped 
and the other opened, and so on, so that the flow of melted 
matter is continuous, while the supply of ore and fucl to 
maintain it is added continually at the mouth of the 
furnace, 

Latterly, the blast furnace (figs. 10 and 11) has been in- 
troduced; it is 30 fect in height by 6 feet in diameter, and 
is provided at the top with an apparatus for collecting the 
waste gases. These furnaces are driven by hot blast, and 
afford a daily yield about fonr times as great as the former 
furnace. The regulus collects in the hearth of the furnace, 
and is tapped out for granulation therefrom, through tlio 
tap-hole a, along the trough d, into the water cistern b; 
while the slag is tapped from the aperture ¢ at a somewhat 
higher level, at the opposite side of the furnace. The pro- 
ducts of this smelting are coarse-metal or “ diohstein,” con- 
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taining from 30 to 40 per cent. of copper, with from } to } 


per cent. of silver 
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Fig. 11.—PLan oF THE MANSFELD 
BuLAST-FURNACE, 


and a slag which is moulded into bricks 


whilst In its pasty state, 
and then used as a build- 
ing material. The coarse 
metal or Rohstein is 
broken up and roasted 
once or twice in stalls 
or bins, for the separa- 
tion of sulphur, etc., the 
combustion being com- 
menced by a layer of 
brushwood placed in the 
bottom of the bin, after 
which it is continued by 
the oxidation of the sul- 
phur in the ore, and will 
nistally last for from ten 
to twelve days, when the 
fire will have burnt out. 


B BS The roasted regulus is 


smelted, with the addi- 
tion of slags from the 
sccond operation, and of 
quartz in the form of 
sind; the fusion being 
effected in areverberatory 
furnace, resembling the 
Welsh furnace employ- 
ed at the corresponding 
stage, the slag being 
skimmed off froin the 
surface of the melted 
metal through” a side 
door,and the concentrated 
metal, regulus, or “ Spur- 
stein,” as the product is 
called, is tapped out into 
water for granulation. 
The fuel employed in 
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this fusion is a mixture of English coal, with a brown coal 
or lignite occurring in the neighbourhood. 

The three efisuing operations of grinding and roasting of 
the concentrated regulus, and liziviation of the roasted pro- 
duct, for the extraction of sulphate of silver, are (as will be 
subsequently described under the Ziervogel process for the 
extraction of silver) for the desilverization of the metal. 





Fig. 12.—KUPFERGAARHERD, OR REFINING HEARTH FoR 
Biack Correr. 

The desilverised residue, containing about 70 per cent. of 
copper, chiefly as oxide, is mixed with 8 per cent. of clay, and 
sutiicient water to allow of its being monlded by hand into 
balls of some 4 inches in diameter, which are then dried in hot 
chambers, and introduced along with stamped quartz or sand, 
ore-furnace slag, and either from 1 to 2 per cent. of the regulus 
from the previous conduct of this stage, or with iron pyrites 
free from silver, into a blast furnace along with altcrnate layers 
of coke, the furnace being driven by cold blast. The products 
of this operation in ascending order are black or “ blister cop- 
per,” forming two-thirds of the yield; then a layer of a “thin 
regulus” or “ matt,” between the blister copper and the slag, 
which regulus is returned for smelting in the same furnace, 
at a subsequent charge; while upon the top of the regulus is 
the “slag,” forming about 30 per cent. of the yield, and 
which is broken up and sorted for the separation of any 
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regulus it may contain. The blister copper obtained in this 
smelting or fusion is refined, partly in reverberatory furnaces 
and partly in the German refining hearth (fig. 12), holding 
about 5 ewt. of mctal, and in which the metal is refined under 
charcoal hy a blast of air introduced through the twyer d, 
inclined at an angle of about 10° downwards; and when the 
metal has attained the proper condition, determined by trial 
pieces taken out on the end of a bar of ivon, its surface is 
cleared of charcoal, etc., water sprinkled upon it, and the metal 
removed in cakes as “rosette copper,” in the manner already 
described, which rosette copper, if required for hammering or 
tough-pitch copper, is toughened by melting down and poling 
in a reverberatory furnace after the method pursued in South 
Wales. The slags produced in the German refinery towards 
the end of the process are of a deep-red colour, and are ex- 
tremely rich in cuprous oxide. 

26. Copper Smelting in Russia.—The ore smelted at 
Perm, in Russia, is a cupriferous sandstone, yiclding only 
from 2 to 3 per cent. of metallic copper, the metal in which 
exists chiefly in the oxidized state as blue carbonate of 
copper, malachite, chrysocolla (hydrated silicate of copper), 
oxides aud vanadiate of copper, with occasionally a little 
native copper, and rarely vitreous copper and copper or iron 
pyrites. ‘This sandstone is smelted in cupola blast furnaces, 
resembling those described as in use at the Swedish works of 
Atvidaberg, but ditfer in having only one twyer, the smelt- 
ing being effected with charcoal as the fuel, and about 30 per 
cent. of dolonute as a flux, rich refinery slags and slags from 
this same operation being also added to the charge. The 
compounds of copper, iron, ctc., of the ore are thus heated 
in contact with charcoal, and in a reducing atmosphere of 
carbonic oxide, whereby both iron and copper are reduced; 
the iron, as explained under pig-iron, combining with a pro- 
portion of carbon, and in this case, at the same time, taking 
up a quantity of copper; and there thus occurs in the furnace 
hearth “ black copper,” “cupriferous pig-iron,” and “ slag.” 
A furnace charged with the materials as above, smelts from 
34 to 4) tons of ore per day of 24 hours; the metallic pro- 
ducts (black copper and cupriferous pig-iron) being withdrawn 
from the furnace at intervals of 24 hours, while the slag 
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runs out from the fore-hearth as the metal collects. The 
cupriferous pig-iron, forming a stratum above the black 
copper, is rerffoved in discs by sprinkling water upon its 
surface, whilst the black copper is cither removed in the 
same manner, or is ladled out into ingot moulds. 

The cupriferous pig-iron is a whitish, hard, granular body, 
containing from 3 to 12 per cent. of copper, partly in shots 
or grains disseminated throughout its mass, and for the sepa- 
ration of its copper, the discs ure smelted with charcoal in a 
small hearth having a silicious lining, whereby black copper 
and a fusible slag of ferrous silicate results, Should this slag 
be unclean, i.¢., still retain more than °5 per cent. of copper, 
it is melted in the blast or ore furnace along with other 
slags, when there resulis a highly cupriferous deposit or 
“bear,” from which the copper is extracted as from the 
cupriferous pig-iron, by treatinent on a stinall hearth; and 
accompanying the “ bear” is a slag less basic than the former 
one. 

The black copper is refined in a reverberatory furnace, having 
a slightly concave hearth formed of clay and coal-dust, and 
which slopes from the fire-bridge to the opposite end, where 
the slags flow out, and which end is also in communication 
with two circular cavities, into which the metal is withdrawn, 
and from whence it is either taken off in discs or ladled into 
moulds. One or two twyers placed at one side of the furnace, 
opposite the working door, direct a blast of air upon the sur- 
face of the melted metal, whereby the iron is oxidized and re- 
moved in the slag; for facilitating which, either silica (sand) 
is thrown upon the surface of the metal during the refining 
process, or, after the metal is melted, the blast is turned off 
and a quantity of pyritic ores (sulphides of copper and iron) 
along with silicious matters, are introduced and thoroughly 
melted with the charge; when a double decomposition ensues, 
whereby the oxide of copper in the slag and in the metal is 
converted into sulphide, which remains with the copper on the 
hearth, while the iron is oxidized and escapes in combination 
with silica as a flux or slag; and after the removal of the 
slags, the blast is again Ict on, and the refining continued for 
the removal of sulphur, etc., its progress being determined 
by samples taken out in the usual manner. From 2 to 3 
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tons of the black copper is refined at each charge of one of 
these furnaces. 


e | 
REDUCTION OF COPPER BY “ WET” PROCESSES. 


The “wet methods” for the extraction of copper are only 
practicable in districts where fuel is dear, and the ores are 
very poor in copper, or in which the metal exists in a special 
astute of chemical combination, such as very poor sulphides, 
oxides, or carbonates of copper, occurring in a silicious or 
other insoluble non-calcareous matrix or gangue; or where 
the metal exists as a salt of copper already dissolved in 
water, a8 in the waters flowing through certain copper inines, 
eto. The wet methods are also sometimes applied to richer 
ores if they contain silver, which can be extracted at the 
sune operation; while in all cases the copper, precipitated or 
separated by a wet process, requires fusing and refining before 
it possesses sufficient malleability and ductility for application 
to most purposes for which copper is used. JZroz is the usual 
precipitant enploved in these processes, but calcic sulphides, 
ferric chloride, and sulphuretted hydrogen are also employed. 
The wet methods of extraction are pursued at Linz in West- 
phalia, at Nio Tinto, at Schemnitz, and other places on the 

Yontinent, and formerly also at Alderley Edge, Neath, etc., 
in England. 

27, Bankart’s and other Processes.—Bankart’s process 
was for a short time carricd on at Neath, in Glamorgan- 
shire, where the ore operated upon was the rich sulphide of 
copper nuoported from Cubs, such ores yielding about 16 per 
cent. of copper. These Cobre ores were ground to powder 
and roasted in charges of about 2 tons, during 24 hours, in a 
calcining furnace, constructed so that the products of combus- 
tion from the fire might pass along a flue beneath the bed, and 
not over the roasting ore, while air was admitted to the hearth 
through the bridge and at the sides of the furnace. During the 
roasting much sulphur is eliminated as sulphurus anhydride, 
whilst another portion is converted into sulphuric acid, which 
combines with the oxides of copper and iron formed during 
the calcination, with the production of cuprous and ferrous 
sulphates, and on carefully raising the temperature of calci- 
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nation, the ferrous sulphate, which is decomposed at a lower 
temperature than the cuprous salt, is converted first into the 
basic persulphat@and eventually into ferric oxide, with the 
evolution of anhydrous sulphuric acid (SO,), which serves to 
convert a further portion of the oxide of copper into cuprous 
sulphate. When the roasting is completed the charge is 
withdrawn from the furnace, and transferred to a series of 
dissolving vats having }: forated false bottoms covered with 
canvas, the water for sulution being introduced on to the top 
of the roasted ore in the first of the series, and is drawn 
successively from the first to the next below it, and so on to 
the last of the series; a jet of steam along with the water being 
likewise sometimes introduced for the better solution and ex- 
traction of the soluble salts of copper. Tn this manner cuprous 
sulphate and small quantities of ferrous sulphate are dissolved 
out, when the solution so obtained is transferred to the pre- 
cipitating vats, ze, vats contaming fragments or plates of 
cast and wrought tron The sulution passing from the highest 
to the next lower im the series, and remaining for a little 
longer time in each one of the series, from the tirst to the 
last, the solution depositing a proportion of its copper upon 
the surface of the iron plates in each vat; CuSO, + Fe = 
FeSO,+ Cu, the copper so deposited requiring to be de- 
tached at intervals from the plates. The escaping water 
contains ferrous sulphate, and this is separated by crystalliza- 
tion, constituting a bye product of the process. 

The residues from the lixiviation vats after drying are 
mixed with fresh ore, again roasted and passed through the 
same processes of lixiviation and precipitation for the more 
perfect extraction of the copper; this cycle of operations 
being repeated usually three times upon the same ore, with 
the addition of a quantity of a more highly pyritic ore at 
each roasting. The necessity of grinding the ore; the loss of 
copper from leakage, along with the loss in the residual ore, due 
to imperfect lixiviation, and to the presence of oxide of copper 
not converted into sulphate, or which after conversion 
been again decomposed by the use of a too high temperature 
in the roasting operation, the amount thus left in the residue 
being in excess of that thrown away in the ore furnace slug; 
these, together with the great bulk of materials to be operated 
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upon, and the inability of the process to utilise the slag pro- 
duced in the subsequent refining of the metal, have led to a 
discontinuance of the process. e 

In other processes for the conversion of cuprous sulphide 
into sulphate by oxidation, the roasting is conducted in 
mounds, or heaps, or in kilns, as in “kernel roasting,” page 
67, the product being treated either directly with water, 
or first. with sulphuric acid, and then with water; or the 
roasted mass is somctimes treated with hydrochloric acid for 
obtaining the copper in «a soluble form before lixiviation. 

Wet processes have also been proposed by Escalle, Hahner, 
Henderson, Birkmyre, Gossage, Longmaid, and numerous 
others; the first three mentioned converting the copper into 
a chloride before precipitating the copper; and for this pur- 
pose M. Escalle calcines the finely-powdered ore in a rever- 
beratory furnace having two beds, the ore being calcined on 
the one and then drawn forward on to the second, and there 
treated with hydrochloric acid, when the chlorides so obtained 
are separated hy lixiviation, and the copper precipitated as 
sulphide by the addition of calcic sulphides (the residues 
from soda und soap works); when as soon as the whole of the 
copper is precipitnted, and before the other metals are pre- 
cipitated in sensible amount, the addition of calcie sulphide 
is discontinued, and the supernatant liquid is drawn off. 
The cuprous sulphide is then dried, compressed, and smelted 
with charcoal in a blast furnace. 

Hahner and Henderson in their methods propose to con- 
vert the copper into chloride by treating the ore with 
dilute hydrochloric acid, or by heating the ore with sodic 
chloride (common salt), when ferric, antimonious, and arseni- 
ous chlorides are largely volatilised, and from the solution 
of the chlorides of copper, etc., obtained by treating the 
residue with water, the copper is then precipitated by bar- 
iron in the usual manner. Copper and silver are in this 
manner sometimes separated from the residues left after 
roasting pyrites for the manufacture of sulphuric acid; the 
chlorides of copper and silver produced by roasting the 
pyritic residue with.sodic chloride in a reverberatory furnace 
being dissolved ont by treatment with water, since argentic 
chloride (AgCl), although insoluble in water, is seluble in a 
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solution of sodic chloride (NaCl), and from this solution 
the silver is first p#tcipitated as iodide, by the addition of zincic 
iodide, and the copper in the mother liquor is then separated 
by treatment with scrap-iron. 

The Spanish, Portuguese, and Norwegian pyrites imported 
into this country yield, after burning for the manufacture of 
sulphuric acid, residues which are treated by the method of 
Mr. Henderson for the separation of the 4 or 5 per cent, of 
copper which they contain, The burné residues are mixed 
s0 as to contain copper and sulphur in shout equal proportions, 
when from 12 to 15 per cent. of coarsely-powdered rock-salt 
is added to the mixture, which is then ground and sifted, 

Charges of about 3 tons of the mixture of ground ore and 
rock-salt are then carefully roasted or eatledard in roverberatory 
furnaces, which in the Lancashire works are tired by gas; 
the calcination being continued for about six hours, or until 
samples taken from the bearth vield, after treatment with 
boiling water, a residue which, when boiled with hydrochloric 
acid and ammonia then added to the acid solution so obtained, 
affords little or no blue colouration, indicating that the whole 
of the copper has been converted into a condition soluble in 
boiling water. By this calcination the sulphur of the ore is 
oxidized, and if the temperature has been properly regulated, 
then sodic sulphate with cupric chloride result, both of which 
are dissolved out in the hot water. The calcination being 
completed, the charge is now raked from the furnace, and at 
once introduced into large wooden dasieiatiig vats, provided 
with false bottoms, and the caleined product is here treated 
with hot water and the weak liquors obtained towards the 
close of a previous lixiviation; for the calcined product. re- 
ceives some eight or nine successive washings, and it is the 
wash-water obtained in these latter washings that coustitute 
the above weak liquors which are first run into the vats. 

The liquors obtained in the above lixiviation, if they con- 
tain silver, are first treated with a soluble iodide, by which 
the silver is separated as an insoluble iodide, which is allowed 
to settle, after which the filtrate is conveyed direct to the 
precipitating tanks, which are partially filled with scrap-iron. 
The precipitated copper is separated as completely as possible 
from the ifexewith which it is mixed by careful washing, 
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ete., and by this means the product obtained contains from 
70 to 80 per cent. of copper, which is then either smelted 
for blister copper, vr is melted with fine metal and after- 
wards refined. 

Birkmyre rousts the powdered pyrites with sodic nitrate 
with access of air, and precipitates by metallic iron the 
copper obtained in solution on lixiviation of the mass. 

At Adderley Hdye, the ore, consisting of arsenate, carbonate, 
phosphate, and oxide of copper, disseminated in a sandstone, 
is treated with crude hydrochloric acid, when the solution 
obtained by lixiviation of the mass is treated with a salt of 
iron for the precipitation of the arsenic, which thus falls as 
arseniate of iron, after which the copper is precipitated by 
iron plates, the refuse of the manufacture of tin-plate, or old 
tin plates freed from lead. 

28. Cement Copper.-—This is the naine applicd to the 
copper deposited from the waters of certain mines, when such 
is brought into contact with plates of iron. Thus the water of 
the Almwich mine of Anglesea, and the mines of Wicklow, 
Schinilnitz, etc, contain cuprous sulphate in solution, and 
fur the extraction of its copper the water is conveyed into 
pits or tanks containing scrap-iron or iron plates. The water 
that has fullen upon exposed heaps of copper ores, ag well as 
the water prnaped from the mines, is utilised in this opera- 
tion ; and the vats or tanks which, at Anglesca, are about 100 
feet in length, with corrugated or furrowed bottoms, are par- 
tially filled with old iron, such ag tin-plate chippings, and are 
arranged ia terrace form, so that the water flows into the 
top or head pit, from which it is drawn off after the neoces- 
sary interval into the second tank, and so on to the end of 
the series, the number of vats comprised in the series depend- 
ing upon the quantity of water and the amount of copper it 
contains. The water is finally drawn off at the end of ten 
weeks, and the deposited matter is well washed with the 
water, remaining in the hollows of the corrugations in the 
vat bottom; while the mud or schlich obtained is passed into 
pits where it settles into slimes, which, when stiff, are placed 
on the top of the reverberatory furnace for drying, after 
which it is passed through sieves, and then melted. The 
precipitated matter on the floors of the first feu< pits or vats 
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is put together as the best, while that from the middle six 
vats forms the se€ond quality, and that collected from the 
remaining vats contains only about 5 per cont. of metallic 
copper, and constitutes the lowest class. In this process, in 
addition to the copper, an ochreous product is obtained, con- 
taining ferric oxide, etc., along with some copper, and which 
is sold as an ochre. . The copper obtained by this process is 
very pure, possessing a high degree of malleability and 
ductility. 

At Wicklow the water from the mine passes along an 
inclined channel or trough, across which at intervals are 
introduced plates of iron over which the waters flow, and 
deposit the copper from the cuprous sulphate held in solu- 
tion by the waters; the trough being intercepted at intervals 
with deep tanks for the deposition of precipitated matters, 
At Schmillnitz the water is pumped into a series of pre- 
cipitating vessels in which cast-iron plates are arranged like 
lattice-work, the deposition of metallic copper and ferrugin- 
ous matters occurring in the manner already described. 

29. Kernel Roasting.—This is » method of treatment 
adopted (with ores which are poor in cuprous sulphide, but 
much richer in ferrous sulphide, and very free from gangue) 
at Agordo in the Venetian Alps, and elsewhere, for the 
concentration of the cuprous matters in an inner nucleus or 
kernel of the pieces of such ore, while the outer crust or shell 
of the ore, after roasting, consists largely of ferric oxides. 
For this purpose the ore is broken into pieces of some 2 or 3 
inches in diameter, and is roasted either in piles or in kilns. 
The truncated or pyramidal heaps employed each containabout 
200 tons of the ore, which is arrangid upon a layer of wood for 
‘commencing the combustion, the wood itself resting upon a 
layer of ferruginous residues from a previous operation, and 
the whole is covered with a coating of the same matters, or of 
ore which has been once roasted. After kindling the wood at 
the corners of the pile, the combustion proceeds slowly, the 
oxidation of the sulphur in the ore continuing the process 
for from eight to ten months. When completed, and the pile 
has cooled, the pieces of ore on examination are found to 
consist of an outer ferruginous crust, which can be detached 
by the hamWiexfrom an inner nucleus or kernel of copper 
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regulus, consisting of the sulphides of copper and iron; the 
kernels forming from 12 to 15 per cemt. of the original 
volume of the ore, and containing from 4 to 5 per cent. of 
copper, while the original ore contained only about 1-5 per 
cent, of copper. 

The kernels are smelted in small cupola blast furnaces, 
along with other richer ores, containing from 4 to 8 per cent. 
of copper, the metal being subsequently refined; while the 
cruste or shells are treated with water for the extraction of 
any cuprous sulphate which they contain, the residues after 
this treatment constituting when dried the matters which, 
as already noted, form the first layer at the base, as also the 
covering of the heaps or piles, such matters after the second 
roasting in this manner being again lixiviated, and a further 
proportion of cuprous sulphate extracted therefrom, the metal 
thus separated being precipitated from the solution by treat- 
ment with metallic iron. In this process a large proportion of 
the sulphur in the ore is lost, only a small proportion, and that 
mostly in the earlier stages of the operation, being collected 
as it sublimes from the various points in the surface of the 
pile. 

In the more modern practice adopted in kernel roasting, 
the ore is roasted in kilns, figs. 13 and 14. These are 
rectangular chambers enclosed by four walls, in which are 
cavities cc, each communicating with the interior by nine 
channels, which serve for the collection of sulphur during 
the roasting operation. Along the sides and at the corners of 
the kiln also are channels aa, communicating with small 
receptacles 66, for the collection of any sulphur collecting 
on the bed of the kiln. The bottom of the kiln consists of 
a serics of low pyramids, which divide it into a number 
of compartments, the apices of the pyramids being situated 
along the median line of the kiln; while along the edges and 
sides of these pyramids are gutters communicating with others 
leading to the exterior, and these serve for distributing the air 
throughout the mass, as also for the collection of sulphur, 
The front wall of the kiln is taken down and rebuilt at each 
withdrawal and introduction of the charge. These kilns 
roast about 3 tons of ore at a time, the charge, in alternate 
Jayers of large and small ore, being introduce?tnto the kiln 
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after having previously inserted at the corners a quantity of 
wood for commegcing the combustion; and at the apex of 
each pyramid on the bed of the kiln, a sort of perforated chim- 
ney is erected with tho larger pieces of ‘ore, which thus com- 
municates with the different parts of the mass of the charge, 
and distributes the air more uniformly throughout the kiln. 
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Fig. 14.—Horizonrau Secrion oF THE KILN EMPLOYED IN 
KERNEL Roasvine. 

The roasting in kilns occupies from five to six months for 
its completion, and is attended with the collection of a larger 
proportion of the sulphur than occurs when roasting in piles 
is adopted; but the yield of kernels or concentrated regulus 
is much the same as that resulting from the treatment of the 
ore in piles. While the pieces of roasted ore are treated in 
exactly the same manner as in the last method, viz., separation 
and smelting of the kernel, and lixiviation of the crust or rind. 

Pieces of the ore, examined in the earlier stages of this 
process, exhibit on breaking across a thin external layer re- 
sembling ferric oxide, then a shell of matter hke copper 
pyrites, witki~ which is a nucleus of unchanged ore. At the 
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middle stage of the process, the ore shows on fracture an 
inner nucleus of unchanged ore, enveloped in a layer possess- 
ing a somewhat metallic lustre, and resembling purple copper 
ore; and outside of which is a layer having the appearance 
of copper pyrites, while externally is the crust of ferric 
oxide. In the concluding stage of the process the concentra- 
tion is complete, and the pieces of ore exhibit a nucleus of a 
concentrated copper regulus, enveloped in an outer crust or 
shell of ferruginous matter. 

80. Loss in Copper Smelting.—The loss of copper incurred 
in smelting by the Welsh process must be considerable, since 
the ore-furnace slag contains about 0-5 per cent. of copper, 
while the bottoms of the ore furnace, metal furnace, and roast- 
ing furnace, as algo the refinery absorb considerable quantitics 
of the metal, which is, however, to a large extent, subse- 
‘quently recovered; in addition to which there is a small loss 
occurring in the copper rain, and in the particles of copper 
carried over in the smoke. 

By smelting copper in the blast furnace, as practised in 
Sweden, the loss, which amounts to :25 per cent. of the 
weight of ore operated upon, is to be found chiefly in the 
ore-furnace slag, while in kernel roasting the loss amounts to 
about 7°214 per cent., or =/,th of the total amount of copper 


in the ore. 


CHAPTER II. 
LEAD. 


81. Properties— Lead is a bluish-grey, tasteless metal, 
which emits a peculiar odour when rubbod, and which may 
be cut by the knife, or scratched by the nail. Tho freshly 
cut surface presents a metallic lustre, but its brillianey dis- 
appears very quickly when exposed to the atmosphere, owing 
to the formation of a film of plumbous suboxide upon its 
surface; it also leaves a grev streak upon paper. Lead is both 
nudleable and ductile at the ordinary temperature, being 
placed sixth in order of malleability* of the metals, and 
ninth in the order of ductility; but these qualities are very 
materially influenced by the presence of impurities, as pluin- 
bic oxide, etc., in the metal; aud also the metal is consider- 
ably more ductile after rolling, than it is in the cast state; 
while in tenacity this metal is very inferior, a wire 4),th of 
an inch in diancter breaking under a load of 20 Ibs.; yet it 
is tough and flexible, and may be bent backwards and for- 
wards without emitting any sound under the treatment; and 
when gently heated, the metal may he squirted, upon the appli- 
cation of pressure, into the form of hollow tubes or solid rods. 
Lead emits a dull sound when struck with the hammer, but 
if cast in the form of a spherical segment it becomes some- 
what sonorous. It crystallises in octahedra, while if heated 
to a temperature just below its melting point it becomes 
brittle, and assumes the columnar structure like tin under 
like conditions. The specific gravity of lead at U°C. 18 given 
by Kupfer as 11:3303, and by Berzelius ag 11°445; while 
all metals alloyed with it tend to lower its density. Its 
specific heat, between 0° and 100°C. is 0314 (Regnault), and 
its dilation by heat is 000030005 per unit of length for each 
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degree between 0°C. and 100°C. It melts at a temperature 
of about 326°C. (618-8°F.), and is not adapted for taking 
casts, etc., of objects, since it contracts on*solidification and 
cooling; its latent heat is 5-369. Lead is not sensibly vola- 
tilised below a white heat, when heated in closed vessels out 
of contact with the atmosphere; but with the access of air, 
fumes of plumbic oxide are sublimed at a bright red heat; 
and the metal, if obtained in a very fine state of division, is 
pyrophoric. It is a very inferior conductor of heat and 
electricity. Two clean surfaces of the metal, when presented 
together and pressure applied, adhere or become welded; and 
in like manner, lead, in a fine state of division, may be 
welded into a solid mass by applying pressure in a suitable 
apparatus; in like manner, if a perfectly clean sheet of lead 
and another of tin be rolled together, a compound plate 
results in which the constituent sheets are apparently welded 
together. Lead in the massive state is unacted upon by dry 
air or oxygen at the ordinary temperature, but in moist air 
the metal is quickly tarnished, and if heated to bright red- 
ness, it is rapidly oxidized. 

If lead be boiled with water containing free oxygen, the 
water quickly affords an alkaline reaction; but if the water 
be void of dissolved oxygen, then it is without action upon 
lead; in this manner, when lead is exposed to the combined 
action of water and air, the motal is oxidized, and the oxide 
so formed is dissolved in the water, from which it is deposited 
ag an hydrated carbonate by the absorption of carbonic 
anhydride from the atmosphere, so that lead exposed to these 
conditions is subjected to a gradual corrosion. The presence 
of chlorides and nitrates promote this action, while sulphates, 
phosphates, and carbonates exercise a preservative influence 
upon lead; but water containing much carbonic anhydride is 
especially destructive upon lead, and therefore dangerous for 
domestic use after exposure in leaden vessels, since such 
water converts the pluinbic carbonate first produced into an 
acid carbonate which is soluble in water. 

Nitric acid dissolves lead even in the cold with the produc- 
tion of plumbic nitrate and the evolution of nitric oxide; 
while concentrated sulphuric acid, if heated to the boiling 
point, converts the lead into plumbic sulphate with the libera- 
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tion of sulphurous anhydride; but the weak acid in the cold 
is almost without_action upon the metal. Hydrochloric acid 
has little or no attion upon the metal, but acetic acid, or its 
vapour, in the presence of the atmosphere, rapidly attacks 
lead. When lead is heated with cupric oxide, the laticr is 
reduced to the state of cuprous oxide with the oxidation of the 
lead. The chemical symbol of lead is Pb, and its atomic 
weight is 207. 

Commercial lead is frequently almost pure, yet small quan- 
tities of silver, copper, antimony, tin, and sulphur, with 
occasionally iron, arsenic, zinc, and manganese are present in 
it; the impure lead being usually somewhat whiter and less 
soft than pure lead, while these impurities are also injurious 
in its application to the manufacture of white-lead, as in other 
of its technical applications. 

The more important applications of this metal to the 
arts and manufactures are for the production of sheet- 
lead and lead pipes, the former employed by the archi- 
tect as a material for the protection of roofs, the lining of 
water tanks, sulphuric acid chambers, etc., while the pipes 
are of universal application for conducting and distributing 
water or other liquids over different areas; and also owing to 
its comparative immunity from action by atmospheric influ- 
ences, it is adopted in the form of wire for certain horticul- 
tural applications; while this metal is extensively employed 
in the manufacture of a serics of important alloys, as shot, 
Britannia metal, etc. 

382. Lead and Oxygen.—Lead combines with oxygen in 
several proportions, yielding plumbous and plumbic oxides, 
plumbic peroxide, and mixtures or combinations of these 
three; of these plumbic oxide, massicot, or litharge, and the 
oxide constituting miniwm or red-lead, are of considerable 
metallurgical importance. All the oxides of lead are reduced 
to the metallic state upon heating to redness with charcoal. 

Plumbous oxide or suboxide of lead (Pb,O) results as a 
dull black powder when plumbic oxalate is cautiously 
heated without access of air. It takes fire when heated in 
the air; and is rapidly oxidized with the formation of plum- 
bic hydrate, when the moistened oxide is exposed to the 
atmosphere. The grey film mentioned as forming upon the 
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freshly cut surface of metallic lead, is stated by Berzelius ta 
consist of plumbous oxide, 

Plumbie oxide, massicot, or litharge (P40) may be ob- 
tained by heating plumbous nitrate, carbonate, or oxalate 
in contact with tho atmosphere, at a temperature insufli- 
cient to melt the oxide produced, when massicot results as a 
lemon yellow powder. This oxide also occurs native as lead 
ochre, but on the large scale, the products known commer- 
cially as litharge and sassicot respectively, are prepared by 
freely exposing molten lead to the oxidizing influence of the 
atmosphere, whereby, if the temperature be maintained 
below the melting point of the oxide so produced, then there 
results a yellow powder constituting “ massicot,;” whereas, if 
the temperature be raised sufficiently high to melt the result- 
ing oxide, then it assumes the form of a yellow or reddish- 
yellow crystalline mass, known as “litharge;” which two 
products, though differing widely in certain physical quali- 
ties, are yet identical in chemical Compe Ot: An impure 
litharge rosults as described on p. 274, during the English 
and German methods of cupellation. The manufacture of 
massicot is conducted by melting lead upon the flat hearth of 
a kind of reverberatory furnace or oven, which is main- 
tained at a low red heat, while the film of oxide, or massicot, 
is removed from the surface of the molten metal as rapidly as 
it is produced; after which the product so collected is freed 
by grinding and subsequent levigation in the manner described 
on page 78, from any metallic lead which it may retain. 
The ditharge obtained from the cupellation furnace is often 
very impure, being contaminated with ferric oxide, cuprous 
and cupric oxides, silica, antimonious oxide, etc., derived 
from the crude argentiferous lead uncer treatment. mas 

Plumbic oxide may be obtained amorphous or in distinct 
crystalline forms, whilst its colour depends upon its state of 
aggregation, as also if previously fused, whether the cooling 
has been effected slowly or rapidly; since it assumes a reddish- 
yellow colour if cooled slowly, while rapid cooling tends to 
produce the yellow variety; and litharge, when reduced toa 
fine powder as by grinding, assumes a buff* colour, while in 
heating to redness, litharge passes through various shades of 
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red and purple, but recovers its yellow colour upon cool- 
ing. Litharge melts at a red heat to a clear, transparent, 
orange coloured hquid, which rapidly permeates and destroys 
earthen crucibles; it is a powerful base, and constitutes the 
salifiable oxide of lead, it also dissolves in potash, or soda, 
and in barytes or lime water. This oxide is reduced even at 
dull redness by carbon, coke, carbonic oxide, hydrogen, or 
cyanogen; and since plumbic oxide is one of the easily 
reducible oxides, the temperature required for its reduction 
by carbon, being below that at which carbonic anhydride is 
reduced to carbonic oxide by contact with carbonaceous 
matters; it hence follows that carbonic anhydride and noé 
carbonic oxide is evolved in its reduction by carbon. When 
exposed at a low red heat for a considerable time with access 
of air, the plumbic oxide is converted into the higher oxide, 
known as minium or red-lead. Litharge, when heated with 
many metallic oxides, yields fusible compounds, although these 
oxides when heated alone may be perfectly infusible; thus 
fusible products are obtained by heating litharge with iron 
scales, ferric oxide, manganous oxide, stannic oxide, ete. ; 
but these various oxides require different proportions of 
litharge to effect their fusion, thus plumbic and cuprous 
oxides in equivalent proportions yield a very fusible product 
which rapidly attacks the crucible in which it is heated. 
Ferric oxide in like manner requires four times its weight, 
zincic oxide eight times, and stannic oxide from twelve to 
thirteen times its weight of plumbic oxide to effect its fusion. 
Arsenious anhydride also melts with plumbic oxide, yielding 
a characteristic waxy-looking brown-ycllow compound; and, 
if heated with sulphur in not too large proportion, litharge 
acts as an oxidizing agent, evolving sulphurous anhydride, 
and liberating an equivalent of lead,-without any plumbic 
sulphate being produced. Litharge also acts as an oxidizing 
agent when heated along with various metals, yielding an 
oxide of the metal with the separation of more or less 
metallic lead; such a reaction occurring when copper, zinc, 
and notably iron are the subjects of operation. - 

. Plumbie hydrate, or the hydrated plumbic oxide, is pre- 
pared by adding a solution of the- neutral plumbic acetate 
to an excess of ammonia, when this compound falls as @ 
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white precipitate, rapidly absorbing carbonic anhydride if 
exposed to the atmosphere; it gives up jts water on the 
application of heat, yielding the anhydrous oxide. If potash 
be used instead of ammonia as the precipitant, the precipi- 
tated oxide is always mixed with more or less basic salt of 
lead. 
Red oxide of lead, red-lead or minium (Pb,0,) results as 
xbove stated on the oxidation of plumbic oxide, and on the 
large scale it is manufactured by exposing lead at a low red- 
heat upon the hearth of a reverberatory furnace to the 
oxidizing influence of air; when the massicot so produced 18 
ground and levigated for the separation of metallic lead and 
coarser portions, after which it is again exposed to further 
oxidation in a similar furnace for the production of red-lead. 
This oxide being extensively employed as a pigment, and for 
the manufacture of glass, ctc., is hence an article of commer- 
cial manufacture, and the method pursued on the large scale 
will be described in the next article. The red oxide also 
occurs native, associated with other lead ores. Red-lead is 
a bright or orange-red crystalline or granular powder, of 
which the tint varies much according to the method adopted 
und care observed in its manufacture; upon the application 
of heat it darkens in colour, and becomes eventually purplish 
or black, recovering however its original colour on cooling, 
unless the temperature has been urged to strong ignition, when 
this oxide is resolved into plumbic oxide (litharge) and oxygen 
gas. Its specific gravity is 8:62 (Karsten); it is insoluble in 
water, and is a bad conductor of heat and electricity. When 
heated with concentrated sulphuric acid, oxygen is evolved, 
and a residue of plumbic sulphate remains. A small 
quantity of hydrochloric acid decomposes it with the produc- 
tion of plumbic chloride, plumbic peroxide and water; thus, 


Pb,0, +4HCl=2PbCl, + PbO, +2H,0. 


while a larger proportion of hydrochloric acid liberates 
chlorine with the formation of plumbic chloride and water, 


Nitric acid converts it into the soluble plumbic nitrate, and 
@ residue of plumbic peroxide. vee 
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Plumbic peroxide, puce oxide (PbO,) results as above 
noted on the digggtion of the red oxide with dilute nitrio 
acid, when the oxide remaining after the decantation of the 
nitrate, requires washing with boiling water; it is also pre- 
pared by suspending plumbic oxide (PbO) in water, through 
which a current of chlorine is passed, and in a number of 
other ways. It also occurs native as Platinerite. The arti- 
ficial oxide is a brown or puce-coloured powder, which is 
decomposed by heat into the red oxide, or if the temperature 
be increased to redness, then plumbic oxide is formed, in either 
case attended with the liberation of oxygen; when rubbed 
with sulphur it is spontaneously inflammable, burning with a 
bright flame, and yielding plumbic sulphide. Plumbic per- 
oxide mixed with sulphur is a constituent of the mixture 
employed in tipping certain matches. This oxide combines 
with strong bases as putash, when boiled with them, forming 
a class of unstable compounds known as plumbates, the 
plumbic peroxide thus appearing to play the part of a weak 
acid, and is, accordingly, sometimes called plumbic acid. 

33. Manufacture of Red-Lead.— This manufacture ig 
extensively pursued in Derbyshire, etc., for the production 
of red-lead for use as a pigment, and in the manufacture of 

glass. The manufacture involves two stages, conducted either 
in the same or similar furnaces or ovens. The first or dross- 
ang stage operates upon charges of from 1500 Ibs. to 2000 lbs. 
of pure lead, and if the product be only intended for glass 
making, about ,},th of its weight of hard lead is added; but if 
for a pigment where purity of colour is especially desirable, 
then only pure lead is operated upon, since small quantities of 
iron, antimony, or silver in the lead impairs the brilliancy 
and purity of the colour; and such metals also yield an 
inferior product for the glassmakers’ use, imparting an 
undesirable dulness to the glass. The lead for oxidation is 
placed upon the bed or hearth of a low arched reverberatory 
furnace or “drossing oven,” which is everywhere closed 
except at the front end, through which the charge 1s intro- 
duced, rabbling conducted, and the product finally with- 
drawn. The bed of this oven is formed of brick, supported 
upon a bed-plate of cast-iron, and inclines slightly towards 
the medinn line; whilst a line of bricks, running from back 
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to front along each side at a little distance from the side 
walls, forms two long fire-bridges, between which and the 
outer walls are the two fireplaces, which, in some furnaces, 
are supplied with fire-bars, whilst others are without bars; 
and the fuel consumed may be either coal or coke. The 
charge is retained upon the bed of the oven at its front end, 
by a dam formed of the residues of lead and plumbic oxide 
obtained in the levigation of a previous product, and which is 
rammed as a barrier across the bed, between the two fire-bridges, 
The drossing chamber and its two fireplaces can be closed at 
the front or near end by separate doors, and a hook is like- 
wise suspended ix front for the support of the rabbling bar 
during the working of the charge; and also at the front end 
is built a hood, supporting a kind of stack for carrying away 
the guseous products, ete. 

When the lead is melted it is continuously rabbled, 
especially during the earlicr stages of the oxidation or 
dusting, a8 it is called, so as to bring fresh portions of the 
metal under the influence of the oxidizing atmosphere 
maintained in the oven; at the same time, the temperature 
is carefully regulnted so as not to exceed low redness, pre- 
venting thereby the fusion of the massicot or dross produced 
in this stage. The dross, as it forms, is pushed from the 
surface of the metal to the back of the oven; while on to 
the heap so formed the workman projects the molten lead, at 
intervals, so as to expose the metal more completely, and 
thus expedite the oxidation. After about twenty-four hours 
the drossing stage 1s completed, and the metal appears to 
be wholly converted into oxide. The front dam is then 
broken down in order that any metallic lead may be allowed 
to drain out from the mass, while the massicot, after remain- 
ing for some time so as to cool, is raked out into a receptacle 
ut the front and moistened with water, when another charge 
of lead is introduced into the furnace, and the drossing 
operation just described is repeated; or otherwise the ground 
and levigated massicot, from a previous charge, is introduced 
into the same furnace to undergo the last or colouring stage. 

The massicot or dross having cooled, is now ground under 
edge stones to the state of fine powder, which is then levigated 
or washed in a suitable apparatus, whereby the finely-divided 
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massicot, which is of a yellow colour, is carried in suspension 
by the water passisthrough the apparatus and deposited in 
the settling or depositing vessels, from whence it is collected, 
and after drying is returned for the next or colouring stage 
of the process; whilst the coarser and heavier particles, with 
any metallic lead still unoxidized, are left as a general residue 
in the apparatus, and this residue is employed to form the 
dam across the front of the drossing furnace hearth. 

The colouring is either conducted in the same oven as the 
previous stage, or a second furnace known as the colouring 
oven, not however materially different in construction to the 
last or drossing oven, is retained for the concluding stage. In 
cither case the massicot or dross is placed upon the bed of 
the furnace, and carefully heated to a temperature somewhat 
below that employed in the drossing stage, or between 
287°7°C. (550°F.) and 317°1°C.(600°F.), at which heat it is 
kept well exposed to the atmosphere, by continued rabbling 
or stirring for a period of forty-eight hours, or until a sample 
taken from the hearth appears while hot, of a dark red 
colour, changing to a bright red on cooling; upon which the 
furnace is closed and left to cool slowly, the latter condition 
being considered essential to the success of the colouring 
stage; after which the product is drawn from the oven, and 
only requires grinding and sifting to prepare it for the 
inarket. = - 

Commercial red-lead is frequently adulterated with brick 
dust and ferric oxide, but these impurities are readily detected 
by strongly heating the compound; upon which the pure red- 
lead assumes a yellowish tint, while the brick dust and ferric 
oxide retain their red colour. 

34. Lead and Sulphur.—Lead and sulphur readily com- 
bine under the influence of heat; and if sulphur be added to 
melted lead, combination ensues with the production of 
plumbic sulphide (PbS), the whole mass being raised to redness 
by the heat produced. Four sulphides of lead are described, 
but only one, plumbic sulphide, is of metallurgical importance. 

Plumbic sulphide (PbS), as occurring native, constitutes 
“ galena,” the most abundant and important of the ores of 
lead, being that from which the metal is chiefly extracted. 
Plumbic*sulphide is prepared artificially, as above stated, 
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when sulphur is added to molten lead; also by heating plum- 
bic oxide with an excess of sulphur. émobtained by these 
methods it forms a lead or bluish-grey, brittle, granular body, 
which melts at a strong red heat, and at a higher temperature 
may be sublimed, if the access of air be prevented; but if 
very gently heated in contact with the atmosphere, as in 
roasting galena, then pluinbic sulphate, with plumbic oxide 
and a little metallic lead remain behind, while about one-half 
of the sulphur Is removed as sulphurous anhydride; whilst 
if the temperature be increased, the plumbic sulphide and 
oxide contained in the roasted mass decompose euch other, 
with the production of metallic lead and sulphurous anhy- 
dride— 


If plumbie sulphide be heated in the vapour of water, it 
yields sulphuretted hydrogen and plumbic oxide—the latter 
then reacting, as above, upon the plumbic sulphide, with the 
production of sulphurous anhydride, plumbic sulphate, and 
metallic lead. And when plumbic oxide and plumbic sulphide 
are heated together, if the latter be in excess of that re- 
quired for the production of metallic lead and sulphurous 
anhydride, according to the above equation, then the excess 
of plumbic sulphide separates as such; or likewise, if the 
plumbic oxide be in excess, it then remains undecomposcd, 
forming a layer above the separated metallic lead. Again, if 
plumbie sulphide and phunbic sulphate be heated together in 
such proportions that the sulphur and oxygen are present in 
the ratio required for the production of sulphurous anhydride, 
then a double decomposition ensues, metallic lead being sepa- 
rated, while sulphurous anhydride is evolved, thus— 


PbS + PLSO, = Pb, +2S0,; 


and these reactions between plumbic sulphide and plumbic 
sulphate and oxide constitute four important chemical de- 
compositions involved in the smelting of lead. 

When plumbic sulphide is fused with an alkaline carbonate, 
and iron nails or scrap iron is added, the whole of the lead is 
reduced to the metallic state, while without the addition of 
the iron, but one-half of the metal is reduced; and thr reducing 
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action of alkalies or alkaline carbonates is also further pyro- 
moted by the addition of /ree carbon to the charge. Plumbic 
sulphide is completelyPreduced by metallic tron at a red heat 
with the production of ferrous sulphide; but it is important 
for the complcte reduction of the plumbic sulphide that the 
temperature employed be sufficient to melt the ferrous sulphide 
produced; and this method for the reduction of lead is practised 
in the laboratory for the assay of lead ores, and also on the large 
scale in Bohemia, the Hartz, and elsewhere, in the smelting 
of lead, by what is known as the iron reduction process. 
Metallic lead is not separated when plumbic sulphide is 
heated with ferric oxide; but if carbon be introduced with 
the mixture, by which the iron is reduced from the ferric 
oxide, then metallic lead separates as in the previous case. 
Copper also, when heated with galenn, reduces a portion of the 
lead, the products being a regulus of lead and copper, beneath 
which separates a stratum of Jead also containing a little 
copper. Jotassic cyanide, when heated with plumbic sulphide 
(galena), reduces the greater portion of the Jead with the 
production of a potassic sulphoeyanide, and by repeated 
heating with potassic cyanide, the whole of the lead may be 
separated in the metallic state. 

Plumbic sulphide is insoluble in the cold dilute acids; 
but if boiled with dilute nitric acid, it is dissolved with the 
formation of plumbic nitrate and the evolution of nitric oxide, 
whilst the sulphur is precipitated in the form of yellow vily 
drops; but the finely-divided sulphide, when treated with 
concentrated nitric acid, is wholly converted into plumbic 
sulphate. Concentrated hydrochloric acid also decomposes 
plumbic sulphide with the formation of plumbic chloride 
(PbCl,) and the evolution of sulphurctted hydrogen. 

An hydrated plumbic sulphide is precipitated as a black or 
brownish-black precipitate, when sulphurctted hydrogen or 
an alkaline sulphide is added to a solution of a salt of Jead, 
or when the first mentioned is passed through water in which 
an insoluble compound of lead is suspended. 

35. Lead with Sulphur and Oxygen.—Plumbic sulphate 
(PbSO,) falls as a heavy white amorphous powder when 
sulphuric acid, or a soluble sulphate, is added tv a solution of 
& pcs salt of lead; and, as previously stated, it is formed, 

9—1], F 
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attended with the liberation of oxygen, upon the treatment of 
red-lead, or plumbic peroxide, with sulphuric acid ; and it is also 
slowly produced when sulphuric acid ifboiled with metallic 
lead, whilst as the mineral “ Anglesite,” it occurs native in the 
erystallised state. Plumbic sulphate is almost insoluble in 
pire water, requiring about 31,000 parts of water at 15°C. 
to dissulve it; but it is somewhat soluble in strong sulphurie, 
nitric, or hydrochloric acid. It is decomposed, with the depo- 
sition of plumbic carhonate, npon boiling with a strong solu- 
tion of potassic or sodic carbonate. Plumbic sulphate melts 
ata red heat, and if not in contact with silicious matters, 
the fusion is effected without decomposition; but when heated 
with phuabic sulphide it vields metallic lead, as explained in 
the last article; it also yields metallic Iead upon heating in 
a current of hydrogen, thus— 


OPLso, +711, =Pb,+80,4+SH,+611,0. 


When heated with carbon it yiclds metallic lead, and plumbic 
oxide or plumbic sulphide, according to the proportion of 
carbon employed; but if heated with metallic tron, then the 
whole of the lead is reduced to the metallic state. Plumbic 
sulphate is decomposed when heated to redness with potassic 
or sodic carbonate, or lime, yiclding an alkaline sulphate along 
with plumbic oxide; but if potassic cyanide be substituted 
for the carbonate, then the lead is wholly reduced to the 
motallic state. Silica also decomposes plumbie sulphate at a 
red heat, with the production of plumbic silicate, and the 
liberation of sniphuric anhydride (SO,) or sulphurous 
anhydride (SO.) and oxygen; while lead heated with plumbio 
sulphate in equivalent proportions, yields a residue of plumbic 
oxide and liberates sulphurous anhydride, thus— 


PbSO,+Pb=2Pb0+S0,. 


Tt has been proposed to substitute this compound in lien of 
white-lcad in painting, as not being so injurious to the health 
of the workman, but from its crystalline and translucent 
character it does not give the body and opaque whiteness 
which is afforded by whitelead. It is also rapidly blackened 
by sulphurotted hydrogen, as are all the other salts of lead. 

$6. Lead and Phosphorus. — These elements combine 
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directly when phosphorus is projected upon melted lead. A 
phosphide of lead is also produced when lead filings are 
ignited with glacial phosphoric acid, the resulting compound 
having the colour of lead, retaining also its softness, but 
tarnishes quickly on exposure to the atmosphere. 

Various phosphates of Jead may be obtained by the pre- 
cipitation of a soluble salt of lead, by the various forms of 
sodic phosphate under different conditions; and a phos- 
phate of lead also occurs native as the mineral “ Pyre- 
morphite.” The whole of the phosphates aro insoluble in 
water, and all are reduced to the metallic state upon strongly 
heating with charcoa] (Percy); but are not reduced by 
plumbic sulphide. 

37. Lead and Arsenic.—Lead and arsenic alloy together, 
as when arsenious anhydride (As,0.) and molin Jead are 
brought into contact, in which manuer arsenic is added to 
Jead intended for shot-making, the addition of arsenic causing 
the globules of metal to assume a more perfect spherical form. 
Arsenic has the effect of rendering lead, greyer in ¢olour, 
harder, more brittle, less malleable, and more fusible. 

38. Plumbic Carbonate: White-Lead.— When lead is 
exposed to the influence of oxygen, carbonic anhydride, 
and moisture, as on exposure to ordinary atmospheric influ- 
ences, then the metal becomes coated with a white, amor- 
phous, flaky, weakly adherent coating of an hydrated plumbic 
carbonate, which differs, however, both in composition and 
physical characters from the plumbic carbonate obtained by 
the precipitation of a lead salt by an alkaline carbonate, 
inasmuch as the latter is always crystalline and somewhat 
translucent. Hence it is nuch inferior as a material for use 
as a pigment, to which these carbonates are applied under 
the name of “ white-lead” or “ flake white,” since the precipi- 
tated carbonate does not afford the opaque whiteness, or body, 
which is given by the product obtained Ly the direct action 
of carbonic anhydride upon plumbic hydrate, as produced in 
the first-mentioned method; and accordingly the methods cf 
manufacture employed for the production of whitelead for 
the use of the painter, though differing somewhat in detail 
from one another, are yet all processes in which the product 
results from the absorption of gaseous carbonic anhydride, 
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Plumbic carbonates behave like plumbic oxide on heating 
in contact with the atmosphere, yielding thereby a variety of 
red-lead having an orange tint, and hence known as orange 

The substance known as white-lead, ceruse, or flake white, 
is a highly basic plumbic carbonate, or is plumbic carbonate 
with plumbic hydrate, and for commercial purposes it is 
manufactured according to one of the two following methods: 
the older, known as the Dutch method, and which yields an 
excellent product, consists in exposing lead to the combined 
action of carbonic anhvdride, the vapour of water, acetic 
acid, and atmospheric air, aided by a very gentle heat. For 
this purpose plates of lead and trellis-like castings of the 
metal are introduced into and upon a series of pots arranged 
in rows upon a layer of tanner’s spent bark, placed upon the 
floor of a large brick or stonework chamber, the pots which 
are of two sizes being placed in regular sequence—several 
rows of the smaller between each row of the larger; whilst 
upon a flooring of wood resting upon the tops of the taller 
pots Is placed another layer of bark or stable litter, then a 
serics of pots as before, and so on in succession until the 
chamber is filled, the last rows or tier of pots being covered 
with bark, and the whole constituting what is known as a 
stack, Into cach pot is placed a small quantity of very 
dilute acetic acid above which in the larger pots is suspended 
a coil of lead, while upon the top of the smaller vessels is 
placed a scrics of tho trellis-like castings of lead until the 
height of the larger pots is attained. By this arrangement 
the heat from the litter or bark, together with that produced 
by the oxidation of the lead affords the necessary warmth, 
whilst the litter also supplies carbonic anhydride to the mass, 
and atmospheric air has access to all parts of the stack; so 
that the conditions stated above are fulfilled, and in from 
two to four months the lead has become wholly converted 
into white-lead, when the stack is taken down, and after 
grinding, washing, levigating, and drying, the product is 
ground in oil and is then reaily for the market. 

The second method pursued in the manufacture of white- 
lead consists in passing carbonic anhydride through a weak 
solution of plumbic acetate, in which plumbic oxidg (litharge) 
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is suspended; or by passing the same gas through a solution 
of a basic plumbic::»eetate. 

White-lead is also manufactured according to what is 
known as the German method, in which the vapours of acetic 
acid and of water arc passed into a chamber containing thin 
plates of lead, and subsequently air and carbonic anhydride 
are admitted.* 

Commercial white-lead is frequently mixed with heavy- 
spar, gypsum, zincic oxide, ete., these bodies being unaltered 
by exposure to an atmosphere containing sulphuretted hydro- 
gen, and therefore rendering the white paint less liable to be 
discoloured from this cause. Sometimes also finely-divided 
metallic lead occurs in white-lead, when the sample acquires 
@ more or less grey colour. 

39. Lead and Silica.—-Silica melts casily when heated 
with plumbic oxide or with red-Jead, with the formation of 2 
yellow glass of plumbic silicate, of which the composition 
varies with the proportions of silica and plumbie oxide present; 
for silica forms several definite silicates by union with plumbie 
oxide, besides yielding fused masses of plumbic silicate con- 
taining also probably an excess of either silica or plumbic 
oxide. Also the larger the proportion of plumbic oxide, 
the deeper is the colour of the resulting silieate, while the 
fusibility of these silicates decreases with an Inerease mn the 
proportion of silica present. Plumbic silicate is unly very 
imperfectly reduced upon strongly heating with charcoal; Dy. 
Percy addiny,t that after reduction has proceeded to a certiite 
limit, a more or less infusible body, containing plumbie oxide 
and silica, is produced, but which substance is unacted upon 
by charcoal even at « white heat, and hence a portion of the 
lead escapes reduction; but the lead is wholly reduced fran 
all its fusthle silicates when heated along aeith metathe iron; 
and the same result is effected if the plumbic silicate be 
heated with charcoal and ferric oxide, When the plumbie 
silicate (2PbO, Si0,) is heated with sulphur, only a small 
proportion of lead is reduced; but this silicate is largely, 
though yet very imperfectly, reduced upon heating with lime 
and charcoal. 

* Dingl. polyt. J. 
+ Percy. DMetullurgy, Vol. IL. 
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The compound silicates of lead and potash, soda, or lime, 
constitute the different varieties of glasgeknown as potash, 
soda, or lime glass; the first mentioned being characterised 
by a high lustre and greater refractive power than the other 
varieties, and is hence used as an optical glass, whilst the soda 
and lime glasses are frequently tinged also with a greenish 
tint. The refractive power of glass also increases with the 
proportion of plumbic oxide present in the silicate. 

40. Alloys of Lead.—Lead may be alloyed with several 
of the more common metals by simple and direct fusion, as 
with aztimony in the production of type-metal, which alloy 
consists of eivhty-three parts of lead with seventeen parts of 
antimony, to which, for the production of stereotype plutes, is 
added in addition a considerable proportion of tin (see Vol. I. 
p. 21 and 219). Some of the alloys of lead ave of consider- 
able and extensive application to the arts, thus lead is a con- 
stituent of an inferior variety of Britannia metal known as 
“ @ueen’s metal,” applied in Birmingham to the manufacture 
of jugs, tea-pots, ctc.; it also enters into the composition of 

pewter, plumbers’ solder, ete., as will subsequently appear. 

Tho alloys of dead and antimony are harder and more 
fusible than either metal xlone, and are also more oxidizable 
than lead; but the alloy containing three parts of lead to one 
of antimony, although harder than lead, has not acquired 
the brittleness of zinc or bismuth, while equal proportions 
of the two inctals yield a porous and brittle alloy. The 
alloys of lead and antimony have several applications to the 
purposes of the arts. 

Arsenic, as already stated, renders the metal more fusible, 
greyish-white in colour, and more brittle, while for the 
purposes of shot it gives to the globules the quality of assum- 
ing a more truly spherical form. For this last application 
from 30 to 40 Ibs. of arsenic is added per ton of lead, and 
cither metallic arsenic or arsenious anhydride (As,0,) may 
be employed for the purpose, the arsenic being introduced 
into the lead kept molten in a suitable pot, the surface of 
the metal being partially covered with charcoal during the 
operation. 

Homogeneous alloys of copper and lead can only be ob- 
tained with difficulty; for if the alloy of these metals be 
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heated just above the melting point of lead, yet sensibly 
below that of copper, then lead containing a little copper 
liquates out from ns mass, leaving a porous residue of copper 
retaining a small proportion of lead; and this is the principle 
of the old liquation process for the extraction of silver from 
argentiferous copper, according to which the copper was tirst 
alloyed with lead and then subjected to liquation, by which 
the lead, carrying with it the silver, was liquated or sweated 
out from the alloy. In the preparation of the alloy of these 
two metals, it is hence necessary that the copper be titro- 
duced into the melted lead, and that the mixture be well 
stirred during the incorporation, when the alloy sv obtamed 
is rapidly cooled to prevent the separation of the two metals. 
Lead in very small proportions sutlices to impair the ductal- 
ity and malleability of copper, both at ordinary temperatures 
and at a red heat. 

Mercury may be readily alloyed or amalgamated with Jead, 
simple trituration of Jead filmgs with metalic mercury suffiz- 
ing to effect the amalgamation, and the wniun may also be 
effected by introducing mercury into molten Jead. The result- 
ing amalgam has a white colour, and with one part of lead 
to two parts of mercury, the mercury still retaing its 
liquidity. 

Lead and éin by their union afford alloys, as pewter, various 
solders, etc., which have an extensive application to the arts. 
These metals admit of fusion together in all proportions, and 
the resulting alloys have a somewhat darker colour, with less 
brilliancy than tin, they are also generally harder and tougher 
than the latter metal, and wares of the alloys of these metals, 
like pewter, etc., may be fashioned cithur by casting to form or 
by hammering. Pewter, as used for the manufacture of spoons, 
etc., is an alloy of 80 per cent. of lead with 20 per cent. of 
tin; but other metals, as copper, antimony, and zinc, are fre- 
quently added for special purposes, a little copper rendering 
the alloy harder and more sonorous. Plumbers’ solder, as 
above stated, is an alloy of these metals, containing, in coarse 
solder, two parts of lead to one of tin, while common solder is 
formed of equal parts of the two metals, and fine solder con- 
tains two parts of tin to one of lead, the melting point of the 
alloy increasing as the proportion of lead is increased. An 
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alloy of these metals, along with bismuth, constitutes the 
alloy melting at 93-75°C (200°F), and kngwn as fusible metah 
Zine may be melted with Jead in all proportions, but on 
cooling, the alloy docs not remain homogenous, for the zinc 
largely separates as an outer crust; whilst if these alloys be 
maintained in a state of fusion with continual stirring, then the 
lead has a tendency to concentrate itself in the lower end of the 
mass, while the upper end becomes more largely zinciferous. 
The alloys of lead and zine are decomposed at a white heat 
with the volatilization of the zine, carrying along with it a 
small proportion of the lead. The effect of zinc in lead is 
to harden the latter without impairing its malleability, while 
small quantities of lead in zine renders the zine inferior for 
rolling into sheets. As noted above, owing to the lower melt- 
ing point of zine than lead, separation of the two occurs on 
cooling from fusion; and it is further found, that if the lead be 
argentiferous, then the silver is concentrated in the zinciferous 
crust, and the lead largely desilverised; so in this manner zinc 
has been employed for the desilverization of lead by what is 
known as Parkes’ process (sce page 152). In like manner, 
zine ain be employed for the separation of copper from lead ; 
since, in melting the alloy of lead and copper with zine, then 
lowing the temperature to fall as before, it is found that an 
mloy of lead, copper, and zine separates in the form of a 
pasty mass, which floats on the surface of the lead, and under 
proper conditions, the lead will not retain more than some 
02 per cont. of copper. The formation of a readily fusible 
alloy with lead. zine, and Dismuth, has been already noticed. 
Sever forms alloys with Jead in all proportions, and all 
lead contains more ar lexs silver, while the affinities of these 
metals for each other are in constant application to the 
metallurgical treatmeut of argentifercus ores and products. 
The alloys of lead aud silver separate when slowly cooled 
from fusion (Lovel) into an inner core and an outer crust, of 
which the outer crust is much poorer in silver than the 
interior of the mass; and, further, the alloy richest in silver 
renains fluid at a lower temperature than the poorer alloy, so 
that, by properly regulating the temperature, the richer and 
poorer portions may be separated; and practical application 
of this quality is afforded in the Pattinson process for the 
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separation or concentration of silver in the treatment of ar- 
gentiferous lead. In this alloy also, when melted and exposed 
to the action of a bidst of atmospheric air, as in the process 
of cupellation, the lead is rapidly oxidized to the state of 
litharge, while the silver remains unchanged. 

Gold may be alloyed with lead in the same manner as 
silver, yielding.thereby brittle alloys; for very small quanti- 
ties of lead in the gold intended for coinage render it unwork- 
able in the coining process; while, like silver, the gold may 
be separated from lead by cupellation. 

41. Ores of Lead.— Lead occurs as an occasional consti- 
tuent of a very large number of the ores of other metals, 
but the minerals containing this metal as an essential con- 
stituent, in sufficiently large quantity, and occurring in 
sufficient abundance to constitute them ores of lead, are 
exceedingly limited in number, a single ore, viz, “ galena,” 
furnishing by far the greater proportion of this metal; while 
the plumbiferous minerals or ores alinost always contain 
more or less silver, and are accordingly described as argen- 
tiferous or non-argentiferous according as the proportion of 
silver is sufficient or otherwise to pay for its extraction. The 
minerals containing lead, and occurring in sufficient abund- 
ance to be classed as ores of this metal, may be placed under 
two heads—I. Sulphides of lead, and II. Oxycompounds of 
lead, as the carbonates, sulphates, phosphates, oxides, ete , of 
lead. But, besides these twu classes, there are a number of 
minerals which, though not of sufficient importance to rank as 
ores of lead, yet are more or less abundant, and often associated 
with galena, so that they frequently come under the notice 
of the metallurgist, and call for a brief description of their 
qualities in this place. 

At the head of the first division of lead ores consisting of 
the sulphides of lead, occurs “ Gulena,” Plumbic sulphide, 
(PbS), or as it is sometimes called “blue lead,” which is by far 
the most important and abundant ore of lead, containing when 
pure 86°61] per cent. of lead, with 13-39 per cent. of sulphur; 
and which 1s further a most important source of silver, since 
silver, as also gold, are probably invariable constituents of 
all gelenas, though in some cases their quantity may be 
exceedingly small, Galena forms a lead-grey mineral having 
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a streak of the same colour. It possesses a metallic lustre, a 
hardness of about 2:5, and a fine, coarsely- granular, or 
fibrous fracture; and it has been generally considered that the 
moore finely-granular, or, as they are called, steely varieties of 
the ore, are more highly argentiferous than the coarse, large 
grained specimens; and though a comparison of the galenas 
of a certain locality will frequently confirm this view, yet, as 
a general rule applicable to the comparison of a coarse-grained 
galena from one district with a steely specimen from another, 
the rule is doubtless erroncous. Galena occurs crystallised in 
the cubic system, chiefly as cubes and octahedra, and it has a 
very perfect cubic cleavage. The specific gravity of this ore 
ranges between 7°25 and 7°7. When heated before the blow- 
pipe this mineral decrepitutes, then fuses, and finally yields on 
charcoal a globule of metallic lead. 

Galena is very widely distributed over the globe, occur- 
ring in almost every country, and both in the older and 
more recent geological formations. Thus it forms veins 
in the Devonian formation “Ailes” of Cornwall and 

‘ Devon, in the carboniferons or mountain limestones of 
Cumberland, Derbyshire, Flintshire, and the North of 
England, which formation yields the largest proportion of 
the British lead ores; while in Cardiganshire, Shropshire, 
Montgomeryshire, the United States, ete, it occurs in the 
Jower silinian rocks, At Freiberg, avain, it occurs in gneiss ; 
in the county Wicklow, in granite; while Sweden affords 
this mineral in a matrix of granular limestune. In addition 
to these localities, galena also occurs in Scotland—in the Lead- 
hills of Lanarkshire,-——the Isle of Man, largely in Spain, 
Germany, and Northern Italy, and in smaller proportions in 
France aud Belgium; it is also found in Siberia, Algeria, and 
Australia, numerous parts of North and South America, ete. 

As above stated, the pure sulphide contains 86°61 per 
cent. of lead; but gulena is very often impregnated with 
small quantities of other bodies, as silver, gold, blende, iron- 

pyrites, mispickel, sulphide of antimony, jaklore, ferrous 
carbonate, calamine, quartz, dolomite or pearl-spar, barytes, 
Ruorspar, cale-spar, eic.; whilst, more rarely, it also con- 
tains manganese, anthracite, ete. The presence of these 
substances necessarily reduces the percentage of metal in the 
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ore, 80 that the ores smelted in England contain on the avorage 
from 70 to 80 per cent. of lead; but at Freiberg, ores con- 
taining only 40 per cent. of lead are smelted; while, if other 
metals, as copper, silver, or gold, are present in profitable 
proportions, the lead in the ores is then extracted and paid 
for, although its amount may not excced 15 per cent. 
The first-mentiorfed associates of galena, viz., silver and gold, 
are of constant occurrence in it, probably existing as sul- 
phides. The gold is most frequently, however, in very small 
proportions, while silver oceurs in very varied proportions, 
but rarely exceeding 1 per cent., while an ore containing 
25 per cent., or about 82 oz, of silver per ton, is considered 
a very rich ore; and ores assaying only about V05 per cent. 
of silver, and which yield a lead containing not more than 
2 oz. of silver per ton of metal, can be profitably treated by 
the Pattinson process for the extraction of the silver. Besides 
the above-mentioned associates of galena, the rarer minerals 
containing lead, such as plumbic carbonate, chromate, phos 
phate, sulphate, and oxide, are frequently associated with it. 

Plumbic sulphide also occurs in combination with sulphide 
of antimony in the minerals Jamesonite, Boulungerite, and 
Geocronite, and with cuprous sulphide in addition it consti- 
tutes the mineral Bournonte. 

_Of the second class of lead ores or oxycompounds of lead 
enumerated above, the most important and abundant is the 
plumbie carbonate, cerussite, or white-leawl ore, a trausparent 
oF translucent mineral, of a white or greyish colour, with an 
occasional bluish tinge, possessing an adamuntine or vitreous 
lustre, with a colourless streak, and a hardness of from 3 to 
3d. It occurs in fibrous, compact, or earthy masses, as abso 
in crystals of the trimnetric or prismatic system, This ore is 
found in lodes, as also in beds in limestone, usually associated 
with galena; and at Aix-la-Chapelle it is raized in considerable 
quantity, as also in the vicinity of Santander in Spain. It 
likewise occurs in Cornwall, Devon, Yorkshire, the Lead-hills 
of Scotland, connty Wicklow, Westphalia, France, ete. 

Plumbic sulphate or Anglesite (PhSO,) occurs us a white, 
grey, greenish, and sometimes bluish, translucent, or opaque 
mineral, having an adamantine lustre, with a hardness of 
from 2:5 to3. It occurs in cavities, also in lodes crystallised 
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in the trimetric or prismatic system, and is often associated 
with galena and plumbic carbonate, at Anglesey, in Scotland, 
Cumberland, Derbyshire, Hartz, Spain, Germany, France, 
and the United States. This compound, combined with 
‘cuprous carbonate, ete., constitutes Caledonite, and a similar 
mineral is known as Lanarkite. 

Pyromorphite or plumbic phosphate varies in colour between 
green, yellow, and brown, and has a white or yellowish 
streak, It usually contains plumbic chloride as well as 
phosphate, and certain varieties contain also plumbic arseniate. 
In Derbyshire this mineral is known as “linnets” from its 
peculiar colour, The mincral also occurs in the Lead-hills of 
Scotland, in Cumberland, Durham, Yorkshire, Cornwall, 
Wicklow, Bohemia, Saxony, Hartz, France, the United 
States, ete. 

Mimetesite, or plumbic arseniate, is an analogous mineral 
to the last, but contains arsenic acid, in lieu of phosphoric 
acid, as an essential constituent. It forms a pale-yellow or 
brown mineral, with a white streak, occurring at Redruth 
and other mines of Cornwall; also in Devonshire, Cumber- 
land, Saxony, France, Sweden, South America, ete. 

The ores of lead found near the surface often belong to the 
second class or oxycompounds of lead, and are a result of the 
decomposition and oxidation of galena. 

Besides these sulphur and oxidized ores of lead, numerous 
minerals containing lead in large proportion occur, but not 
in sufficient abundance to constitute them ores of lead, of 
such are pliontre chloride, Mendipite, plumbic chromate, etc. 
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On reviewing the various methods pursucd in the different 
Jead smelting districts of the globe, one is struck by the 
variety of methods pursued, the various classes of furnaces 
employed, as well as the difference in fluxes, fuel, ete., em- 
ployed in each district for the common object of soparating 
metallic lead from its chemical combination, and from the 
gangue or vein-stuff with which it is associated. Yet it is 
found, upon further observation, that each one of the various 


methods pursued and furnaces employed, has usually special 
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advantages to recommend it for adoption in the particular 

locality; and that frequently a furnace or method, which in 

one locality ap to work more satisfactorily, and afford ao, 
better result than another working in a different locality, 
would, if transferred to the new district, and worked under 
the altered conditions of ore, fuel, and flux, prove an entire 
failure. The considerations which thus determine the method 
of reduction to be pursued, and the furnace to be employed in 
the smelting of the lead ore of any locality are—1°, the 
nature and yield of the ore to be treated; 2°, the character of 
the gangue, matria, or vein-stuff with which it is associated ; 
3°, the nature of the “material available for use as a fluc; 
and 4°, the nature and abundance of fuel in the district. 

The processes employed for the smelting of lead ores muy 
be classed according to the type of furnace employed, as—- 
1°, the methods of smelting in reverberatory Jurnuces ag pur- 
sued in England, France, and Carinthia; 2°, the methods in 
which cupola furnaces are employed, as practised in the Hartz, 
Silesia, etc. ; and 3°, the methods of reduction in open hearths, 
as in the ore furnace or Scotch hearth, and the American 
hearth; but Dr. Percy* supersedes theso classitications, by 
grouping the various processes employed for the smelting of 
galena or other sulphur compounds of lead, under three types, 
according to the agent employed to effeet the decomposition 
of the ore, and separation of the lead, thus— 

I. “Air-reduction process,” in which atmospheric air, aided 
by heat, form the reducing agents. 

II, The “ron reduction or precipitation procesa,” in which 
iron, or an oxidized compound of iron which under the fur- 
nace conditions yields iron, is employed for the separation of 
the lead. 

III. The method of “roasting with subsequent deoxidation 
of the product by carbonaceous matters;’ while 

IV. For the smelting of the ores of lead, such as car- 
bonates, silicates, and oxides, in which the metal exists 
wholly in the oxidized state, it is necessary to reduce the 
metal either by carbon or trun; or both of these agents may 

be employed. 
“Tercy. Metallurgy, Vol. III, 
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AIR-REDUCTION PROCESSES FOR TITE SMELTING OF 
LEAD ORES. 


In the reduction of lead by this process, the reverberatory 
furnace is extensively employed, examples of which are 
afforded by the /lintshire, the Flowing, the Spanish, and the 
Bleiberg furnaces, to be described in the ensuing pages; while 
the process is also conducted in the ore-hearth, a species of 
blast furnace. But the methods of smelting in the Flowing, 
Spanish, and the Bleiberg furnaces, are not purely and 
entirely air-reduction processes, since tho separation of the 
metal is also partially effected by means of charcoal or iron, 
or both of these agents, as will appear subsequently. 

The air-redietivon processes are particularly applicable to the 
treatment of rich ores, and such as contain a gangue of baryta, 
lime, and sinall quantities of blende; but not to silicious and 
refractory ores, which are better treated by the iron reduc- 
tion methods of procedure. Fur the success of the air 
reduction method, it is necessary that the ore (galena PbS) 
after sorting or picking, and washing, to free as much as 
possible from quartz and other silicious mattcrs (operations 
conducted at the mine), be reduced to powder, and carefully 
roasted with access of air, the mass being continually rabbled, 
and the temperature properly regulated to prevent clotting 
of the ore; the effect of which treatment is to convert the 
plumbie sulphide largely into plumbic sulphate and oxide, 
according to the following equations, thus: 


OPbS +0, --2PhO 4-280,, (1) 
Pbs + 0, = Pbso,. (2) 


so that at the conclusion of this stage, there exists on the 
furnace hearth or bed, a mixture, in variable proportions, of 
plumbic oxide and sulphate, with unaltered phumbic sulphide; 
while upon increasing the temperature of the furnace, the 
plumbic sulphide reacts wpon the plumbic exide and sulphate, 
in both cases liberating sulphurous anhydride (SO,), and 
separating metallic lead, as indicated in the following formule, 


PbSO, + PbS =9Pb+280,. (3) 
2Pb0 + PbS =3Pb+S0,. (s) 
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But since the roasting operations of the first stage can never 
be conducted with the precision necessary to ensure the pre- 
sence of sulphur and oxygen in the mixture, in the exact 
proportions required to form sulphurous anhydride with one 
another, according to the last pair of equations; but either 
the sulphur or oxydized compounds, usually the latter, will 
be in excess, and accordingly remain behind, retaining a 
proportion of lead, which would be lost unless a special 
operation was conducted for its recovery ; and it is tho method 
pursued in the recovery of the metal from this residue that 
constitutes the chief difference in the conduct of the process 
and construction of the reverheratory furnaces employed in 
England, France, and (Carinthia. 

42. Smelting in the Flintshire Furnace.-—-The ore 
smelted in this furnace isa rich galena, assaying from 75 to 80 
per cent. of metal, and occurring in a gangue af calcite, fuor- 
spar, and barytes. The ore, having been carefully separated 
by dressing operations from the gangue with which it was 
originally associated, is charged upon the concave bed 
of the furnace, innuiediately after the working off of a pre- 
vious charge, and while the furnace is yet at a dull red heat; 
for its temperature has fallen considerably during the tapping 
out of the metal, and the withdrawal of the slag produced 
from the previous charge. 

“The Lintshire furnace is of the reverberatory type, 
having the fire-grate @ at one extremity of the bed, from 
which it is separated by a hollow fire-bridee 6, of froin 18 
to 24 inches in width, while the other extremity of the bed 
communicates by two openings or flues g,g, with a larger flue, 
which conveys the guses and lead fumes to a stack of some 
60 ft. in height. The arched roof of the furnace is kept very 
low, and slopes from the fireplace to the fine end, and at # 
point near the middle of its length it is perforated by an 
aperture c, over which is suspended a hopper d, into which 
the charge is introduced, and then allowed to fall when re- 
quired through the opening in the roof upon the bed of the 
furnace, The furnace is supplied with three doors 4, i, upon 
each side. Through those at the front side the charge is 
rabbled, and the lime introduced as required towards the 
conclusion of the operation; while through those at the back 
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side of the furnace the slag is withdrawn after tapping out 
the metal. At the same time, the several doors serve for the 
admission of air at intervals during the first or roasting stage 
of the process; and likewise at the close of the operation the 
doors are opened to cool down the furnace previous to the 
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introduction of the succeeding charge, which object is 
further controlicd by dumpers placed in the flues at the end 
of the bed. Immediately below the middle door, on the 
front side, is placed the tap-hole for drawing off the metal 
from the well of the furnace into an iron pot m, placed out- 
side for its reception, and known as the dad-pot or lead. 
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kettle. The fire-grate is only supplied with one door used for 
the introduction of fuel to the fire, and which opens to 
the back or labourer’s side of the furnace; while over 
the ash-pit, in front of the fire-hole, is built a short flue 
for carrying away any vapours passing in that direction 
during the roasting. An arched vault, jf, runs the full 
length of the bed, communicating with the atmosphere at 
both extremities; and upon this is built a course of brick- 
work known as the cramp course, upon which again is laid 
the brickwork forming a concave hearth, approximately of 
the form of the working bed, which slopes from the two ends 
towards the tap-hole, as also from the back towards the 
front; so that the metal, as it is reduced, collects ina kind of 
well over the tap-hole, at the frout or working side of the 
furnace. But the working bottom of the furnace is formed 
of grey slag, the product of the working of the furnace itself; 

the slag being broken up and introduced into the red-hot fur- 

nace; where, after melting, the furnace is allowed to cool down 

again until the slag assumes a scmi-fluid or pasty condition, 

in which state it is spread over the bricks hy means of rakes, 

paddles, and bars, into a layer of from 6 to 12 1n. in thickness, 

and of the form required to be given to the furnace hottem, 

after which it is left to solidify as the furnace cools. Such a 
furnace bottom requires about 5 tons of slag for its forma- 

tion, The masonry of the furnace is braced together in the 

usual manner by stays and tic-rods; while, in some cases, 

the exterior of the furnace is furmed wholly of iron plates, 

tied together by iron bolts or tie-rods. 

The exact course pursued in the smelting of galena in this 
furnace, and the precise method of inanipulation observed in 
the conduct of the process, differ in their detail as curried on 
at different lead-smelting establishments; as also at the same 
establishment upon a slight variation in the composition of 
the ore, especially with regard to the amount of quartz or 
of lime left associated with the galena; but generally the 
charge employed weighs about 21 cwts., besides a small 
amount allowed for draughtage to compensate for the mois- 
ture in the ore. This charge, as previously stated, is intro- 
duced from the hopper above the furnace, into which it is 
first delivered, on to the red-hot bed of the furnace; when 
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the first stage, or calcination of the ore at a low temperature 
commences; for which purpose the charge is kept upon the 
raised part of the hearth of the furnace above the well, the 
doors being left open for the admission of air, while the 
temperature is carefully regulated by the damper in the flue 
end, so as to raise the heat as high as possible, without 
fusing or clotting the ore; to prevent the latter, and, at the 
game time, tv present fresh surfaces to the oxidizing influ- 
ence of the air, the charge is kept continually stirred or 
rabbled. This (calcination) stage continues for from 14 hours 
to 2 hours, and at the cnd of this time the temperature 
of the furnace is raised by adding more fucl to the fire, and 
so exposing the charge to a higher calcining heat, care being 
taken that the temperature does not increase sufficiently to 
melt the charge. The cilect of this calcination is to oxidize 
a portion of the plumbic sulphide to plumbic oxide and 
sulphate, according to equations (1) and (2) of page 94; so 
that in the next or melting stage, when the doors of the 
furnace are closed and the damper’ raised, whereby the 
temperature of the furnace is raised still higher in order to 
melt the charge, which then runs down into the well of the 
furnace, attended by a kind of ebullition from the escape 
of gases, due toa partial reduction of the lead by the reaction 
of the wndecomposed plumbic sulphide with the oxidized 
products formed during calvination, according to the formulee 
(3) and (4) of page 94. A few shovelsful of slaked lime is 
now thrown into the furnace, in order to stiffen the mixture 
of slags aud undcecomposed ore, which is then raked on to 
the sloping sides of the bed, where it solidifies somewhat, 
and is then broken up and exposed during about an hour to 
a further calcination; upon the completion of which, the heat 
ig again raised, und the charge melted down with the same 
decompositions as occurred in the previous melting stage of 
the process, and by which a further portion of metallic lead 
is separated. The operation of stiffening or setting-up with 
lime, followed by auother calcination, is again repeated, but 
for a shorter periud than before, after which the charge is 
again melted down, and tho slags finally thickened or dried 
with lime, pushed back on to the higher parts uf the bed, 
and the lead ullowed to drain from them into the metallic 
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bath below. The furnace is now tapped into the lead kettle, 
and the slag, known as “grey slag,” is withdrawn in pasty 
lamps through the back doors of the furnace. 

A quantity of coal slack, along with a little live coals, are 
thrown upon the surface of the metal in the lead kettle, and 
are well mixed with the metal, by stirring the mixture with 
a perforated ladle; after which the metal is skimmed, and 
the skimnings containing sulphur, sulphides of lead, and 
iron, with small particles of unreduced ore, are returned to 
the furnace with the next charge. 

The slags, as will subsequently appear, are rich in lead and 
oxidized compounds of lead. Since in the third stage, or 
setting up with lime and recalcination, it is the practice to 
produce a larger proportion of the oxidized compounds of 
lead than is necessary to react upon the undecomposed sul- 
phlide, hence an amount of Jead escapes into the slag as oxide 
and sulphate, the former probably in combination with silica, 
derived from the materials of the furnace, ete. 

The whole operation of working off a charge in this 
furnace occupies from 5 to 6 hours, with a consumption of 
about 12 ewt. of coal per ton of ore, and the production of 
about 5 cwt. of grey slag. The slag is the subject of a 
further treatment in the furnace known as the slag-hearth, 
for-the more complete separation of its lead. 

The action of lime in the above operation has been the 
subject of much speculation, and while it is asserted by some 
metallurgists, that its addition effects the decomposition of 
plumbic silicate and sulphate in the slag, yielding thereby 
plumbic oxide, calcic silicate, and calcic sulphate; yet these 
reactions appear doubtful, so that its chief use would rather 
appear to be to thicken or prevent the too great fusibility of 
the slags, permitting thereby of their better exposure for the 
oxidation of the plumbic sulphide in the calcination follow- 
ing the setting-up stage. 

The grey slag is not always fused, the presence of foreign 
materials in the ores largely determining the fusibility or 
otherwise of the slag. Thus any zine present in the ore, as 
blende, is not reduced during the smelting, but continues to 
accumulate in the slag at each stage of the process, and in 
which it is finally removed from the furnace, except such 
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proportion as may be volatilised during the smelting process; 
and the alumina also present in the ore accumulates in the 
slag as the reduction proceeds; while, as above stated, the 
slag also contains a large proportion of the oxidized com- 
pounds of Icad, as is shown by the following analyses taken 
from Dr. Percy's work, Vol. IIT. 


ANALYSES OF GREY SLAG FROM THE FLINTSHIRE FURNACE. 


Plumbic Sulphide (PbS), - ° ‘90 a 
Plumbic Sulphate (P)SO,), - 9°85 13°269 
Plumbie Oxide (PbO), - . 48°87 04 '375 
Zincic Oxide (Zu), - - - Th2 22°857 
Lime, : - - - - 12-68 11190 
Alumina, - - - : - 3°01 traces. 
Ferrous Sulphate and Oxide, —- ee 10°'780 
Ferric Oxide. —- - - - 2°86 ase 
Combined Silica, . - - 1252 iba 
Phumbic Silicate, . - - oes 12373 
Insoluble Nesidue, = - - - 1°45 sf 
Carbon, = - - - - - Sis 4°821 
Silver - - . - - sie O15 
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The method of lead-smeliing in the Flintshire furnace, as 
above described, thus comprchends four distinct operations:— 
1°. Caleination of the charge at a low red heat, whereby 
a certain nmount of plumbic oxide and sulphate are produced. 

2. Laising the temperature so as to melt the calcined 
products, thereby effecting a reaction between the above 
oxidized compounds and the unchanged ore, whereby a large 
proportion of the lead is reduced. 

3°. Setting-up with lime, and the reduction of any residual 
sulphide; together with the formation of a larger proportion 
of oxidized compounds of lead than is required to effect the 
reduction of the plumbic sulphide. 

4°. Tapping out the reduced lead, and subsequent with- 
drawal of the pasty lumps of grey slag. 

43. Smelting Galena in Derbyshire, etc.—The galena 
obtained in this district is usually associated with plumbic 
carbonate (ccrusite), and baric sulphate (heavy -spar), of 
which the latter, from its great specific gravity, 1s not easily 
separated from the galena by the ordinary mechanical opera- 


LEAD SMELTING IN THE BRITTANY FURNACE, 101 


tions of washing, so that in smelting tke ore it is neces- 
sary, if fluor-spur is not a constituent of the gungue of 
the ore, to add this mineral, with about one-fourth of its 
weight of calc-spar, in order to flux or separate by fusion the 
barytes; and thus, instead of obtaining grey slag as produecd 
at Holywell, in Flintshire, the Derbyshire furnaces yield 
a compact, opaque, yellowish, or brownish slag, which is tapped 
out of the furnace, and is known then as “rez slag,” while 
there remains in the furnace a small quantity of a hetero- 
geneous, porous, and grevish-looking muss of slag, more in- 
fusible than the run slag, and which is drawn out from the 
furnace as at Holywell, in the manner already described, and 
which second slag is hence known as “dren slag.” Tho 
furnace employed in this district is a@ reverberatory furnace, 
very similar to the Flintshire furnace described in the Jast 
Art., except that since a: portion of the slag is fused, two tap 
holes are provided, from oneof which the metal is tapped, while 
the slag is run out from the second; and the furnaces are 
generally somewhat smaller than those cmpleyed in Flint- 
shire, since the charge is about 26 per cent. less in weight; 
but the manipulation observed is much the sane in the two 
cases, dime being emploved as before in sefteng-up, Int the 
run slag is run from its tap-hole previous to the tapping of 
the metal into the lead kettle, while in the Flauitshire 
process, the metal is first tapped out, and the slag after- 
wards raked out through the dvor at the back side of the 
furnace. 

44. Lead Smelting in the Brittany Furnace.—A varicty 
of the Flintshire reverberatory furnace, but with three doors 
along the front side ouly, is known as the “ Brittany fur- 
nace,” from its former use in the province of Bretagne for the 
smelting of a galena, containing from 12 to 18 per cent. 
of iron pyrites. These furnaces are usually built of large 
blocks of granite held together by tie-rods. The Brittany 
furnace, though generally of smaller dimensions, yet otherwise 
resembles the Flintshire furnace ; for the hearth slopes from 
both ends, and from the back of the furnace towards the front 
side, while the lead kettle is situated as before under the 
tapping hole in front of the middle door; but the charge is 
introduced on to the hearth through the side doors, instead 
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of through the roof; and the manipulation pursued in.the 
smelting of galena with this furnace differs somewhat from 
that observed when smelting it in the Flintshire furnace, 
inasmuch as the temperature employed in the Brittany is 
generally lower than in the Flintshire furnaces, and the 
metal is tapped off several times during the smelting opera- 
tion. ae 

The course adopted in Bretagne consists in gradually 
heating the charge upon the furnace hearth until it begins 
to soften, upon which it is vigorously rabbled, when @ 
quantity of metal separates by the reaction of plumbic oxide 
and sulphate with plumbic sulphide, according to the reac- 
tion already formulated; and the metal so reduced is drawn 
off into the lead kettle outside the furnace. This rabbling 
is succeeded by a second period of calcination, lasting about 
two hours, when the mass is again vigorously rabbled or 
stirred, with the reduction of a further quantity of metal as 
before, which is again tapped from the furnace; and these cal- 
cinations, each*one conducted at a higher temperature than 
that previously employed, and followed by stirring, are con- 
tinued for about 13 hours, the reduced metal having been run 
out after each rabbling of the mass; and at the end of this 
period, an excess of oxidized compounds of lead exists in the 
charge, for the reduction of which a quantity of wood and 
coal-slack is thrown into the furnace, when after the separated 
metal his again been tapped off, the charge is subjected to a 
last roasting and stirring before the grey slag is withdrawn 
from the furnace. The grey slag still retains from 35 to 40 
per cent. of lead, chiefly as plumbic sulphate and silicate; 
and after the treatment of the slags in the cupola furnace, 
the total yield of metal by the Bretagne process yet falls 
short of that obtained in England in the Flintshire furnace. 

The lead is generally purified by stirring or poling with 
wood ; the skimmings so produced, and which contain sulphides 
of lead and iron, with sulphur and particles of the unreduced 
ore, being removed as they collect at the surface of the metal. 
But copper, antimony, and arsenic cannot be removed by 
this treatment; and for their removal, when present, it is 
necessary to refine the lead in the manner described in 
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45. Lead Smelting in Spain.—The ores occurring in 
Spain are galenas, containing an average of from 75 to 80 
per cent. of lead; and the method of smelting them is similar 
to that described in the previous articles, except that smaller 
charger are used, and instead of “setting-up” with lime 
after the melting down, it is usual to apply charcoal for this 
purpose. But an essential difference exists between the 
Flintshire furnace and the Spanish furnace or Loliche, inas- 
much as the Boliche is a reverberatory furnace having tico 
arched chambers or hearths, separated from each other by a 
bridge or partition, in which are two flues or apertures of 
communication *“tween the one and the other; while from 
the second chamber passes a sinzle flue to a stack of about 
30 ft. in height. The first or reduction chamber communi- 
cates, at the end furthest from the stack, with a fireplace fed 
from one side of the furnace with brushwood or similar fuel 
occurring in the neighbourhood, for the combustion of which 
class of fuels the furnace appears to be well adapted; and 
the bed of this chamber slopes from the back or fine end 
towards the front, where it forms a cavity or well in which 
the metal collects, and from whence it drains into a circular 
vessel or receptacle outside, from which it ix tapped into a 
channel communicating with a reservoir, and from thence, 
after the mechanical impurities have heen removed hy stirring 
dried leaves, etc, (instead of the coal or wood used in the 
Flintshire process) with the lead, whereby the dirt, ete, rises 
to the surface of the metal as a scum, which is taken off; the 
Inctal is cast into ingots. 

The reduction chamber is only provided with one door, 
situated at the front of the furnuce, and through which the 
charge of ore is introduced by large two-handled scoops; 
while the same door also serves as the working door of the 
furnace, and for the rabbling of the charge. The second 
chamber of the furnace, situated between the last one and the 
stack, is very wide but short; it has no openings except the 
flues, which are placed at opposite sides of its shortest dimen- 
sion, and communicate with the reduction chamber and the 
stack respectively, while its use does not appear to be clearly 
understood, but it is said to regulate or control, in some 
manner, the draught of the furnace. 
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‘The method of procedure in smelting galena in the above 
furnace is very analogous to that already described, the charge 
of ore being spread evenly over the bed of the furnace, and 
calcined, during about an hour and a half, with frequent 
rabbling of the charge during the operation. The charge is 
then melted down, and the residue is set wp with small char- 
coal and again roasted; so that, during the second calcination, 
the plumbic sulphate and oxide produced in the first calcina- 
tion, and remaining undecomposed after the first melting 
down, may be partially reduced by the charcoal to plumbic 
sulphide and metallic lead respectively; while the plumbic 
sulphide so produced is ready to react in the next fusion upon 
any undecomposed plumbic sulphate and oxide in the manner 
indicated on page 94, with the separation of metallic lead. 
After the metal is tapped out, there remains a grey slag, 
analogous to that occurring in the Flintshire furnace, and 
this is smelted in a blast furnace for the recovery of its 
lead. 

46. Bleiberg or Carinthian Process —A method known 
by these names, and analogous to that described in the last 
article, is pursued in the neighbourhood of Bleiberg, in the 
province of Curinthia, in Austria, where it is employed for 
the: smelting of a comparatively pure, but practically non- 
argentiferous galena. The process involves three stages— 
1°*. Roasting or calcination of the ove at a gradually increas- 
ing temperature, for the production of plumbic oxide and 
sulphate. 2°. The liberation of metallic lead, due to an in- 
creaso in the temperature of the furnace, accompanied by 
vigurous rabbling, wherchy the unaltered pluumbic sulphide 
reacts upon the oxidized products of lead in the manner 
already deseribed. 3°) Reductin: by carbonaceous matters of 
the oxidized compounds of lead present in the slag produced 
in the last stage. 

When pure ores, that is, such as do not contain much 
silica, although small quanties of lime, baric sulphate {heavy 
spar), and zine blende may be present, are operated upon by 
this method, it affords a purer and softer lead than other 
methods, with a good yield of metal, and with the produc- 
tion of only a small quantity of slag, which is, moreover, poor 
in lead; but for these results the process entails a large con- 
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sumption of fuel, with a considerable expenditure of time 
-and labour. 

The construction of the Bleiberg reverberatory farnace 
differs materially from any of the preceding. It consists of a 
chambera,measuringabout _ 

10 ft. 3 in. from back to 
front, and about 4 ft. in 
width at the back; while 
from the middle to the 
front or working door b, it 
gradually narrowsasshown. 
The fireplace d is a long 
narrow chamber along one 
side of the furnace, the back 
of which, however, only re- 
ceives the fuel, and com- 
municates with the atmo- 
spherefrom beneath; so that 
the flame passes over thie 
fire-bridge m, along the 
surface of the bed or hearth Fig. 17.—Pia~n or run Den or tue 
of the furnace, and escapes BLEIBERG FuRsace. 

by a flue situated immediately over the working door to a 
chimney ¢, about 27 ft. in height, and which serves for a pair 
of furnaces, usually built together. The bed of the furnace is 
formed by first ramming upou the brickwork a layer of clay, 
of about 6 in. in thickness and shaped to the form of the 
bed, while upon this rests the working bottom, formed of 
lead slags of about the same thickness. The finished hearth 
is hollow or concave from side to side, and slopes gradually 
from back to front, or from the fire-bridge to the flue us 
shown in fig. 18, so that the melted muaterials from all parts 
of the furnace drain down to the lowest point at the front 
end of the bed, where the tap-hole is placed, and from which 
the metal flows from the furnace into a trough 1 placed out- 
side. In front of the working door is a flue p, which commu- 
nicates with the main flue leading to the stack, aud which 
serves to carry off to the latter any deleterious fumes escaping 
from the working door. The fucl employed in this furnace is 
generally spruce and pine woods; but Ly a little alteration in 
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construction, it permits of the substitution of lrown coal in 
lieu of the wood. _ 

The charge of from 3 to 4 cwts. of ore is introduced on to 
the hearth through the door 4 at the front of the furnace, 
and is spread uniformly over the surface of the hearth, 
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Fig. 18.—-LonairceptxaL VrrticaL SECTION OF THE BLEIBERG 
FURNACE. 
where it is exposed to calcination at a low temperature dur- 
ing from 3 to 34 hours; und during this stage the mass is 
frequently rabbled, while at its conclusion the temperature 
is raised, and the charge again rabbled vigorously, when 
mutual decomposition of the plumbic oxide and sulphate with 
plumbic sulphide cnsnes, constituting the second stage of 
the operation, during which ihe separated lead runs from 
the tap-hole into the cast-iron pot placed outside for its 
reception; and when lead ceases to flow, the residue or 
slag remaining upon the hearth of the furnace is either 
thickened by the addition of the ashes and small char- 
coal from the ash-pit, and then drawn from the furnace 
until another charge has been worked off, when the slag from 
the two charges is treated together, or, instead of thus with- 
drawing the first charge, while a second is worked off, the 
slag may be at once treated with charcoal, constituting the 
third stage of the process, in which case the mixture of slag 
and small charcoal is thoroughly rabbled, and the tempera- 
ture raised considerably with the maintenance of a reducing 
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atmosphere in the furnace, whereby the plumbic oxide and 
sulphate of the slag suffer reduction by the carbonaceous 
matters, yielding thereby about 20 per cent. of metallic lead. 
The whole operation of working off two charges of ore in 
this manner, with the separation of metal from the slag pro- 
duced by the first operation, occupies from 21 to 23 hours, 

47. Cornish Process of Lead Smelting.—In Cornwall 
and certain Continental works, an impure galena, yielding 
from 60 to 70 per cent. of lead, and associated with quart: 
and jluor-spar, with sometimes also zinc blende, spathee iron 
ore, fahlerz, etc., is smelted in two stages, conducted in two 
distinct reverberatory furnaces, known as the “ calciner” and 
the “flowing furnace” respectively, of which the former is 
of larger dimensions than the latter. 

The reduction of the metal is effected according to the 
method here pursued, partly by the reaction of the oxidized 
products of lead resulting from the calcination of the 
charge, upon the unaltered sulphide, as in the Flintshire 
‘furnace; but a further decomposition is effected in this pro- 
cess by adding to the charge of the flowing furnace about 
5 per cent. of pieces of serap-tron along with a quantity 
of culm (small anthracite), both of whieh liberate lead from 
the ore; so that instead of metal and slag alone being pro- 
duced as in the previously described processes, there ia, ac 
cording to this treatment, metallic lead, which is first tapped 
out from the furnace; above which is a regelus from which 
a further quantity of lead can he separated by a subsequent 
smelting; while lastly, a fluid slay, practically free from lead, 
and known as run slag, is tapped from the furnace; and, 
further, when smelting the argentiferous ores imported from 
South Ameries according to this process, then a fourth pro- 
duct or speixe is obtained, so that dead, speise, reyulita, and 
slag are successively tapped from the furnace, The Cornish 
method thus forms a connecting link between the air-reduc- 
tion process, us pursued in the Flintshire furnace, and the 
“iron-reduction” process, as conducted in tho blast and 
cupola furnaces to be hereafter treated upon; and as already 
noted, “anthracite” is also added to the charge, so that the 
method of smelting lead in the flowing furnace affords an 
example of a combination of the methods tabulated on p. 93, 
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The Cornish method of reduction is also pursued in North 
Wales, etc., for the separation of the lead from the rich grey 
slags produced in the Flintshire furnace, as also for the treat- 
ment of various other lead residues. The lead obtained by 
this process is however generally hard, and requires softening 
before being ready for use, while any copper present in the 
ore passes into the regulus, or slurry, as it is called. 

The calcining stage of the Cornish process is effected in a 
reverberatory furnace, in the roof of which is an opening for 
the introduction of the charge, previously dried by exposure 
upon the top of the calciner. This furnace has a door at each 
ride, and one at the flue end of the bed; the fire-bridge is 
built hollow, and beneath the bed of the furnace is a vault or 
cave, into which, at the close of the calcination, the roasted 
materials are raked through two openings in the furnace 
bottom, situate one at each side of the furnace, beneath the 
back and front doors respectively. The ore for calcination, 
having been dried on the top of the furnace, is introduced 
through the opening in the rovf, and spread over the bed of 
the furnace, where it is exposed to the heat and oxidizing 
atmosphere of the furnace for from fifteen to twenty hours, 
during which time the charge is frequently rabbled, and a 
hittle lime thrown in as occasion requires, to prevent clotting 
of the ore; and at ihe end of the calcination the charge is 
raked through the opening already mentioned into the vault 
below, when a fresh charge of ore is introduced through the 
roof on to the hed of the furnace. The charge of these 
calciners varics from 25 to 6U ewt. of ore, according to the 
size of the furnace. 

The calcined or roasted ore is introduecd into the “melting” 
or “flowing Jurneace” through the two doors at the hack side 
of the furnace, and is spread over the hearth or bed, when the 
furnace doors are closed and the heat raised, whereby the 
charge of about two tons is melted down in from two to 
three hours, attended with the separation of a certain pro- 
portion of lead reduced by the reaction of plumbic sulphide 
upon the oxidized products—plumbic oxide and sulphate— 
produced during the previous calcination, exactly in the 
manner described with the Flintshire furnace; and if the 
ore be rich, the proportion of lead so sepurated will be con- 
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siderable, and is at once tapped out. The melted charge is 
next dried or mixed with a quantity of lime or culm 
(powdered anthracite), and again spread over the bed of the 
furnace, when from 1 cwt. to 2 cwt. of scrap-iron is intro- 
duced, upon which the doors are again closed and the chargo 
remelted, by which the iron and carbonaceous matters act 
upon the plumbic compounds, with the separation of metallic 
lead ; while a portion of the iron, combining with sulphur, 
yields ferrous sulphide, which, in combination with other 
sulphides present in the ore, form a regilus or matt; so that 
on again tapping the furnace, lead, regulus, and slag run sue- 
cessively from the tap-hole into the lead pot placed outside 
the furnace beneath the tap-hole, the slag being allowed to 
overflow the pot into a guiter which conveys it to a pit 
arranged for its reception. The iron probably also decom- 
poses plumbic silicate, formed during the fusion of the Jead 
conipounds (notably of pluiunbic sulphate), with the quartzore 
gangue with which the ore is associated, yielding thereby a 
slag of ferrous silicate and liberating metallic lead. 

The flowing Jurnace employed in the fusion differs but 
slightly from the Tlintshire furnace already described, the 
latter has, however, six doors, while the flowing furnace has 
only four, viz., two upon each side of the hearth, while the 
working bottom is in both cases formed of lead slags, and in 
the flowing furnace it is concave, sloping from both the fire- 
bridge and fluc-end towards the iniddle, wlile it slopes also 
from the back towards the tap-hule. The hearth measures 
about 14 feet in length and 8 feet in breadth. 

The working off of a charge in the flowing furnace usually 
occupies about eight hours, from the time of charging the 
furnace to the final tapping out of the slag; and the slags 
are usually sufficiently clean to admit of being thrown away, 
since they do not yield more than 1 per cent. of lead. 

48. Smelting in the Ore Hearth.—In the north of England, 
especially in the counties of Durham, Cumberland, Northum- 
berland, and Yorkshire, it is the practice to smclt lead ores, 
or, a8 it is here called, ‘‘ Jouse” in the furnace (fig. 19), known 
as the ore hearth or Scotch furnace, and which consists of a 
rectangular chamber or cavity («) of some 24 inches in length, 
12 inches in breadth, and from 22 te 26 inches in depth, 
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which is lined entirely with cast-iron plates, the bottom bei 
formed of one piece. The cavity or hearth is enclosed by a 

of arched hood (6) for carrying away the fumes, etc., produced 
during the smelting; while through the back of the furnace, 
and resting upon the back-stone (to be presently described), is 
introduced a twyer, through which a blast of air can be main- 
tained. At the front cnd of the cavity or hearth (a) is placed 
the eorh stone (e), surrounded by a ledge on all edges except 
that nearest the hath; while from top to bottom of this 
plate 19 cat a groove, guitcr, or channel, along which the 
lead fluws into the lead pot outside as the hearth fills and 
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overflows with wctal The work stone meclincs from the hearth 
() to the lead pot (2), and its top edge as about 5 inches 
above the buttom of the hicarth, At the hack of the furnace 
13 placed the cast non prism on ducd-stone (+), upon which is 
placed a smuiar cist iron pris (7°), hnowu as the pipe-stone, 
and which projects # short distune over the cavity of the 
hearth; while surmounting the prpe-stone is another cast-iron 
block, known as the wpper duch-stone, and along the sides of 
the furnace, resting upon the he irth bottom, are placed two 
prismatic castiags or beure7e (7), on which rest the extremities 
of the front prisin of cast-1ron analogous to the back stone, but 
which iy known as the sure-stone, vach extrennty of which ig 
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received between two cast-iron blocks placed upon the bearers 

af each side, and known as key-stonea—by moving which back- 
wards or forwards the fore-stone can be moved in the same 
direction. At the sides of the furmace, on the level of the 
key-stones, is an opening through the brickwork, through 
which the workmen clear away any slag adhering to the 
twyer, and also introduces a pent before the nozzle in com- 
mencing and during the working of the furnace. 

The several parts of this hearth are described ag stonea, 
although each is made of cast-iron; and the hearth, as described 
above, is supported by brickwork, or brickwork and rammed 
clay, as shown in the figures, 

The ore or bouse for smelting in the ore furnace is at 
certain works first calcined in a reverberatory furnace, in 
charges of about half a ton at a time, the roasting being 
continued at a moderate temperature during about eight 
hours, while the heat is increased towards the close, so as to 
slightly agglutinate the ore, and so prevent the finer particles 
from being carried into the flue by the mechanicul action of 
the blast in the ore hearth. During the roasting the mass is 
frequently rabbled or stirred, the sulphur with antimony (if 
present) being oxidized, and partially escape as sulphurous 
anhydride and antimonions oxide respectively; while plumbic 
silphate and oxide are produced at the same time, and remain 
in the bouse to be charged into the ore furnace. The ore is 
then raked from the furnace or calciner, and, if necessary, 
thrown into a pit of water, or water is thrown over the heated 
mass, so as to break it up ready for charging into the ore 
hearth. At other works the ore is noé calcined previous to 
smelting, but is charged directly into the ore furnace fur 
reduction. 

Supposing the ore furnace to be cleaned out from a previous 
operation, the rectangular cavity or chamber (a) is filled with 
peat, judiciously arranged around the hearth, since peat, with 
only a small proportion of coul, constitutes the fuel of this 
furnace, which atlords accordingly the only example of a 
metallurgical process in use in England where peat is the 
fuel employed. The peats being properly arranged in the 
hearth, an ignited peat is then placed in front of the twyer, and 
the blast is turned on, whereby combustion rapidly spreads 
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throughout the furnace, upon which a little coal is added, and. 
shortly afterwards a amall portion of the partially reduced ore: 
mixed with slag and cinders, which remains upon the hearth 
at the end of each shift, and which is technically known as 

‘¢ browse” or “ brouse,” is thrown into the hearth, when, after 
the lapse of about half an hour, the temperature having in 
the meantime increased, and lead began to flow from the 
brouse, the contents of the hearth are stirred up and a por- 
tion of the charge is thrown forward on to the work-stone (c), 

and any grey slag is separated, when the residue is returned 

to the furnace and the regular working of the hearth succeeds; 

the charge being thus worked upon a bath of metal contained 

in the bottom of the hearth, and upon which the ore and fuel 
float. But the working requires a careful manipulation of the 

peats which are judiciously placed before the twyer, so as to 

distribute the blast uniformly over the hearth, while the ore 

or bouse is added to the furnace charge in small quantities at 

a time, always introducing it on to that part of the hearth 

which appears hottest, when the work then proceeds regu- 

larly, with the introduction of peat-fuel and bouse as required, 

the workmen stirring the charge with iron bars at intervals 

of about five minutes; whilst at intervals of about twenty 

minutes they throw forward a portion of the charge on to 

the work-stone for the separation, as before, of grey slag, and 
to permit of the breaking up of any large lumps of browse 
that may have collected ; after which the browse, with a cer- 
tain quantity of coal and quick lime, is returned to the fur- 
nace, and a fresh supply of raw or roasted ore is placed on 
the top, while, at the same time, another workman introduces 

his bar into the furnace and detaches any slag, etc., that may 
have attached itself to the twyer. Lead is now freely reduced 
from the ore, and collects in the bottom of the hearth, which 

it soon overflows, and passes along the gutter or channel in 

the middle of the work-stone into the kettle or lead pot (d), 

which, when full, is skimmed, and the metal Jadled out into 

moulds forming pig-lead. In a shift of from twelve hours 

e fourteen hours the above furnace will yield about 2°5 tons 

of lead. 

The method of manipulation, detailed above, is somewhat 
modified in different works—thus, after separating the grey 
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slag on the work-stone, and breaking up any lumps of browse, 
it is the practice in some works (only if the latter shows a 
tendency to become pasty) to spread over it, before returning 
to the furnace, a little slaked lime in powder, and thereby 
prevent ita clotting. 

The temperature employed in the ore furnace or Seotch 
hearth is much lower than that employed in the Flintshire 
and other reverberatory furnaces hitherto described, and the 
reduction of the ore is effected largely according to the reac- 
tions (already described, p. 94) between plumbic oxide and 
sulphate with plumbic sulphide—-the formation of oxidized 
products for effecting these decompositions being promoted 
by the exposure to the action of the utmosphere of the 
heated browse upon the work-stone, in the manner described ; 
while possibly @ smaller proportion of metal may also he 
reduced by the action of carbonaceous matters upon the 
oxidized compounds of lead. 

The slag obtained in this process, though not very large in 
amount, is rich in lead, existing partly vs metallic particles 
mechanically diffused throughout the slag, and also as plumbic 
oxide, sulphate, silicate, and undecomposed sulphide — the 
total amount of lead so retained being found tm a specimen 
of slag to amount to 31 per cent.* of tho slag; while the 
slags generally retain on an average about 10 per cent. of the 
total amount of the Jead in the ore. Other constituents of the 
slag are lime, magnesia, zincic oxide, ferrous oxide, alninina, 
silica, baric sulphate, mechanically mixed carbon, ¢te.,—-the 
whole constituting a very heterogeneous mass of materials. 

The ore furnace cannot be worked uninterruptedly, sinee it 
becomes too hot.f To overcoine which difficulty it has been 
proposed, as in the American hearth, to make the hearth-box 
hollow, and so cool it by blowing air around the hearth. 

The ore furnace is applicable to the treatinent of poor ores in 
districts where peat is abundant, and coal inore or Jess scarce; 
but where coal is cheap and abundant, this furnace cannot be 
applied to the smelting of lead in opposition to the reverbera- 
tory furnace. 

49, The American Ore Hearth.—This modification of the 
ore furnace or Scotch hearth, last described, was formerly in 
* Percy. Metalluryy, Vol. WI. = t Lhid. 
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use'in the United States, Carinthia, Bohemia, etc. It is 
-axtknged so as to heat the blast of air employed in the furnane, 
effécting thereby an economy in the amount of fuel required, 
while, at the same time, the circulation of the blast is made 
of service in keeping down the temperature of the hearth. 
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With these objects, the cast-iron walls of the hearth are made 
hollow, and the blast which is introduced by the pipe (a) is 
made to circulate in the direction indicated by the arrows 
(fig. 21) around the hearth before entering the furnace by 
the twyer at 6. The lead, as it is reduced, collects in the 
hearth (c), as in the last furnace, and, overflowing the hearth, 
flows along a channel in the work-stune (d) to the receiver (e). 

Wood is the fuel employed in this furnace, and the method 
pursued in its working is but #» modification of that last 
described. The hearth (c) being filled with metal, and the 
charge worked upon this bath in the manner described in the 
last article, except that instead of peats, the workman intro- 
duces pieces of wood before the twyer for distributing the 
blast etc., and charges the furnace with raw ore (galena); when 
the smelting is attended with the same cycle of oxidizing and 
reducing reactions as before, care being taken, however, that 
the temperature of the furnace be not sufficiently intense to 
fuse the galena, otherwise the reduction of metal is much 
checked, and hence also the desirability of using a light fuel, 
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as wood, in lieu of the more dense combustibles which would 
afford too great an intensity of heat. The blast is shut off 
while the charge is brought forward on to the work-stone; 
und the charge is reintroduced into the hearth after the 
necessary breaking up, etc., along with a fresh quota of ore, 
before the blast is again turned on—the amount of blast in- 
troduced being coutrolled by a suitable valve opened and 
closed by the workmen as required. 
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The following is given hy Plattner us the composition of 
the slag produced in the Ainercan ore hearth at Bleiberg, lu 
Carinthia :— 


Silica, - - - - - - 5260 
Sulphuric Acid, - - - > - 5:038 
Plumbous Oxide, - - - - 37°710 

‘erric Oxide, = = - - - - 19°500 
Zincic Oxide, - - : 19-200 
Molybdic Acid, - - - . : “$60 
Lime, - : - . - - 8856 
Magnesia and Manpanous Oxide, - - 1417 


Alumina, with traces of Potash, Soda, and} 1-760 
Cuprous Oxide, = - - -j 


ocnabmapelP Heme 


99-201 
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IRON-REDUCTION PROCESSES FOR THE SMELTING OF LEAD ORES. 


The methods of reduction by iron, or by tron-yielding 
materials, a8 iron ores, iron scales, basic ferrous silicates, etc., 
which afford iron by contact with carbonaceous matters in the 
furnace, are employed in Silesia, Saxony, Bohemia, the Hartz, 
Japan, etc., for the reduction of lead from galena, or from 
oxidized products, as plumbic silicates, etc., as well as for the 
treatment of the less pure, quartzose, argillaceous, or more 
refractory ores and products. Such as ores containing, in 
addition to lead, a considerable percentage of zinc, copper, 
antimony, etc., or mure than about 4 per cent. of silica, 
which ores do not readily yield to the air-reduction pro- 
cesses, owing to the formation of plumbic silicate, which 
impedes the reduction im the reverberatory furnace, and 
‘gives rise to residues which are rich in lead; such ores, then, 
are best treated with iron in the blast furnace, since, as 
already stated (pp. 81, 82, and 85), both the sulphur and 
oxy-compounds of lead are completely reduced when heated 
with metallic iron. Both the blast and reverberatory type 
of furnace have been employed in the reduction of Jead by 
means of iron, but the blast or cupola furnace is moré 
eccnomnical, and of wore general application in these methods. 
The blast or cupola furnace generally employed is of small 
dimensions, ranging from 3 to 5 feet in diameter, and only 
from 10 to 20 feet in height. 

The method of lead smelting, as conducted in the “ flow- 
ing furnace,” already described, forms a transitionary stage 
between the “iron-reduction” processes, as pursued largely 
upon the Continent, and the “air-reduction” process gene- 
rally employed in England. 

Two ty pes of procedure are observed in the treatment of lead 
ores, by the methods of reduction by iron, according to which 
the raw ore is either treated directly with iron or ferriferous 
matters, or the ore is first roasted and then treated in the 
blast furnace with troz or iron-bearing materials; the latter 
method being generally applied to such ores as contain large 
proportions of earthy and metalliferous in:purities, and to the 
treatanent of lead regulus. But in either case three products 
are obtained as the result of the smelting operation, viz: 


LEAD sHELTING IN SILESIA. 117 


1° Lead, which is generally sufficiently argentiferous to be 
directly treated by cupellation, for the extraction of its silver; 
2°, a regulus or matt, consisting chiefly of ferrous and plumbic 
sulphides, but retaining also a proportion of silver, and which 
matt is again treated in a subsequent operation ; and 3°, a slag, 
containing variable proportions of lead, according to which 
it is either thrown away, or again smelted for the recovery 
of its metal. 

50. Lead Smelting in Silesia —At Tarnowitz, etc.,in Upper 
Silesia, the method of 
smelting silicious lead ores 
in blast furnaces, employ- 
ing tron as the reducing 
agent, with charcoal, coke, 
or coal as the fuel, jas 
been employed. But cole is 
generally preferred as yield- 
ing a regulus which is 
poorer in lead than when 
charcoal is employed, while 
affording a greater yield ot 
metal, with a shorter dura- 
tion of the smelting opera- 
tion than when coal is 
used as the fuel; but with 
the introduction of more 
perfect blowing apparatus 
coal has been adopted. The 
furnace employed (fig. 22), 
and resembling the slaz- 
hearth described in pp. 136, 
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hhning (a) of fire-brick en- 
closed in an outer wall of pj. 09, Vertican SECTION OF THE 
common brick; the furnace Buast FCRNACE EMPLOYED IN 
is supplied with one in- Upper SI-esta rok THE SMELTING 
clined twyer (6), situated oF Leap. (Joachimsthal). 

at the back of the furnace, and at about 15 inches above 
the level of the fore-hearth. The hearth and shaft (c) are 
rectangular in section to the height d, where it becomes 
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circular, and communicates with a series of chambers for 
the condensation and collection of any fumes that may be 
volatilised, or of arresting particles mechanically carried by the 
blast from the furnace hearth. The hearth (e) is composed of 
a brasque of equal parts of clay and coke dust, and communt- 
cates with the fore-hearth by an opening or eye, through 
which the slags are drawn off; while a communication is 
nade with the bottom of the hearth, for tapping out the 
metal and regulus into separate receptacles placed in front, 
the tap-hole being closed by a plug of clay, except when 
drawing off the metal. 

The mixture of ore, fuel, flux, etc., is Introduced from a plat- 
form m, through an opening near the top of the furnace shaft; 
the charge consisting of ubout 100 parts of raw ore, with 12 
to 15 parts of cust or serap tron, from 12 to 14 parts of tron 
slags or forge scales, and about 30 parts of lead slags; a 
charge of these proportions requiring for smelting about a 
ton of coal per ton of ore. 

The furnace is charged or fed by throwing the ore mix- 
ture against the back side of the furnace, while the fuel 
is introduced towards the front; the effect of the distri- 
bution of the materials in this manner being to form a 
alag-prolongation. or nose upon the end of the twyer, and 
which prolongation, according to its length, affords a dark 
or bright eye or opening at its end, by which the work- 
man is enabled to observe the working, and adjust the 
charges to the requirements of the furnace; thus, if the 
temperature falls, the vose becomes longer and more nearly 
closed at tho end, the “cye” becoming accordingly less 
Juminous, indicating thereby that the burthen ts too heavy, 
4.4, that there is an execss of ore to fuel in the furnace 
charge; while on the other hand an excess of fuel in the 
charge burns away or melts the nose, affording a brighter 
“eye,” and causes the temperature near the front wall to be 
lowered, owing to imperfect distribution of the blast by the 
shorter nose, whereby slag, etc., adheres to and forms accre- 
tions on the front wall impeding the proper descent of the 
charge. 

As above stated, the products of smelting in this furnace 
are a rich fea’, which is at once treated for the extraction of 
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its silver; secondly, a reguius of ferrous sulphide vroduced 
by the reaction of the iron upon the plumbic stlphide in the 
separation of metallic lead, and which regulus also contains 
more or less undecomposed plumbie sulphide with a little 
silver, along with smaller and variable proportions of other 
metallic sulphides, such as those of copper, zinc, antimony, 
nickel, manganese, etc.; this regulus being treated for the 
extraction of its lead and silver by roasting and subse- 
quent treatinent as a roasted ore in the blast furnace; while 
lastly, there results a proportion of s/vy, containing variable 
amounts of lead, and which is classed as e/ean slug, if con- 
taining only about 2 per cent. of lead, and is then thrown 
away; or, if it retains upwards of 6 per cent. of inetal, the 
slag is called wre/ern, and is again smelted, either alone or as 
part of a subsequent furnace charge, serving thereby to give 
the required fusibility in the treatment of the richer ores of 
the «istrict. 

The low blast furnace, descrihed above, was employed in the 
ramelting of such rich ores as occur in fragments, and contain 
from 75 to 80 per cent. of lead, while the poorer ores, and 
the echliech or slimes from the first-mentioned ores, were 
smelted in the high blast furnace; but the method of smelt- 
ing in the blast firnace has been largely superseded at Tar- 
nowitz by the method of reduction in the reverberatory 
furnace. The Silesian low blast furnaces work continuously 
during eight or ten days, when it is found necessary to stop 
the smelting, in order to repair the interior of the furnace. 

51. Lead Smelting in the Hartz —The method of smelt- 
ing here pursued is applicable alike to the treatment of ores 
containing considerable proportions of foreign sulphides, or 
to the smelting of lead regulus. The inethod comprises two 
stages, the first, or roasting, is usnally performed in the district 
of the Hartz in pyramidal heaps, containing from 74 to 150 
tons of ore or regulus, while in other districts adopting this 
method of smelting, the reverberatory furnace is applied to 
the purposes of roasting the ore. In the second stage, or 
fusion, the roasted materials are smelted in admixture with 
silica, slags, and residua from the various operavions in the 
smelting and cupellation of lead, along with scrap-cron or 
granulated cast-iron; but the addition of metallic iron is not 
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now universal, for if the roasting be conducted with consider- 
able care and attention, the necessity of adding iron is 
avoided, and its use has been accordingly discontinued at 
some of the works; and the method has been generally 
superseded by the method of smelting in the Rachette fur- 
nace, employing basic ferrous silicate (finery slags or highly 
ferruginous copper slags) as the reducing agent, as will be 
described in the next article. The fusion is effected in the 
Hartz district in low blast furnaces, employing either coal, 
coke, or charcoal as fuel. 

The roasting of the ore or regulus is usually conducted in 
the district of the Upper Hartz as at Rammelsberg, etc., in 
pyramidal heaps; for which purpose a layer of pine wood is 
first placed upon a level and solid piece of ground, and this 
is succeeded by layers of the ore, broken into pieces of about 
the size of the fist, the smaller pieces being placed in the 
layers near the top of the pile; while above this, and com- 
pleting the pile, is applied a layer of small ore or regulus 
which has been previously once roasted, whereby a tvo rapid 
combustion of the sulphur in the ure is prevented. The heap 
is fired by igniting the wood in the bottom of the pile, when 
the combustion is chiefly continued by the oxidation of the 
sulphur in the ore, a portion of which is sometimes collected 
in the top of the pile by furming a series of cup-like depres- 
sions in the upper surface of the covering of the pile, whereby 
a portion of the sublimed sulphur collects in these cavities, 
and is laded out from time to time. The first firing continues 
for from two to four weeks,* when the pile is broken up and 
the brownish-grey earthy-looking lumps of well roasted ore 
are separated from the raw or imperfectly roasted portions, 
the operations of roasting and separating being repeated again 
and again upon the same charge of ore for some six or eight 
times in succession, and each time with the addition of a fresh 
quantity of wood and rearrangement of the pile, so that the 
more imperfectly roasted pieces are each time put towards 
the base of the pile, and thus subjected to the greatest heat ; 
the total period of roasting thus occupies from fifteen to 
twenty weeks for its completion, each firing being of shorter 
duration than its predecessor. 

* Kerl, Handbuch der Metallurgischen Huttenkunde, 
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The ore or regulus before roasting consists largely of the 
sulphides of lead, iron, copper, zine, ete., of which the first 
mentioned is converted by the roasting into a mixture of 
plumbous oxide and sulphate (p. 80), the ferrous sulphide 
likewise by oxidation becoming ferrous sulphate, and even- 
tually ferric oxide (p. 46, Vol. 1.), while the sulphides of zine 
and copper likewise are converted, as described on pages 14, 
163, respectively, into their respective oxides, 

The smelting or fusion of the roasted product is econdueted 
in a low blast furnace, with the production thereby of—1° 
An argentiferous and frequently auriferone lead. 2? Lead 
regulus, consisting largely of the sulphides of lead and copper, 
with smaller quantities of ferrous sulphide, and still retaming 
also some silver. 3° Lead slays, consisting of a basic silicate 
of iron, with alumina, cuprous and plunbie oxide iu small 
quantities; while magnesia, lime, manganous oxide, zincic 
oxide, antimonious oxide, and sulphur are one or more fre- 
quently present in small quantities. The smelting mixture 
varies much in different works, but a charge employed at 
Rammelsberg consists of 35 ewt. of the roasted ore, 10 ewt, 
of silicious slags, together with from | to 4 ewt. of plumnhi- 
ferous residues, which ingredients are mixed on a floor just 
below the level of the opening in the blast or cupola furnace, 
at which the charge, along with the fuel consisting of either 
coal, coke, or charcoal, is introduced; the addition of serap- 
iron to the smejting mixture being made at certain works, as 
at Clausthal, Altenau, ete; but at Rammelsberg, Andreas- 
berg, ete., the roasted ore or regulus contains sufficient ferric 
oxide to render the further addition of tron unnecessary. 
The charge last deseribed yields from: & to LO per cont. of an 
argentiferous lead, which is subjected to cupellation for the 
extraction of its silver and gold, while the vegy/ia or matt 
produced in the process, and which is still rich in lead and 
often in silver, is again roasted after the manner already 
described, and then resmelted in the cupola blast furnace, by 
which, in addition to lead and slag, a second regulus is ob- 
tained, upon which the process is aguin repeated, the cycle of 
operations being usually repeated upon the resulting regulus 
about four times, when it has becume tvo poor for further 
treatment. 
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The lead obtained by these smeltings usually contains a 
notable proportion of copper and antimony, sometimes also 
arsenic, whereby the metal is rendered somewhat hard and 
brittle. : 

52. Lead Smelting with Basic Ferrous Silicate.—In 
the Hartz smelting districts the reduction of lead from its 
sulphur ores, by the direct action of cast or scrap iron, has 
been largely superseded by the method of reduction with 
basic ferrous silicate; for which purpose the Rachette blast 
furnace is employed, the latter having, as indicated in Vol. 
L., page 89, a Jong rectangular hearth, with a row of water 
twyers along each of its longer sides, and a shaft that in- 
creases in width gradually from the hearth upwards, while 
the two ends or narrow sides of the furnace are exactly 
similar, and each end is provided with a tap-hole for drawing 
off the metal, regulus, and slag in succession. A basic 
ferrous silicate available for this process is afforded by the 
slags of the iron finery, or, as is more generally employed 
in the Hartz, by an analogous product (slag), produced in the 
method of copper smelting pursued in the lower Hartz. 

In France, ete., silicious ores of lead are smelted with 
basic ferrous silicate, the process employed comprising two 
stages; the first stage, or calcination of the ore, being effected 
in a reverberatory furnace, while the second stage, or reduc- 
tion, is effected in the blast furnace, employing basic ferrous 
silicates and lime as fluxes, 

The calcination of the coarsely-powdered ore is effected 
upon charges of about 2S ewt. of ore, introduced from a 
hopper above, on to the red-hot hearth of a reverberatory 
furnace. The charge having been spread over the bed, the 
working doors are closed until the whole mass has attained 
to redness, when rabbling is commenced and continued at 
intervals of a few minutes, so as to expose every portion of 
the charge to the oxidizing atmosphere of the furnace, and 
so to convert the plumbic sulphide into oxide and sulphate, 
with the escape of sulphurous anhydride. During the cat 
cination it iN necessary to maintain the contents of the 
furnace at a dull red heat, and care is required not to allow 
the temperature to rise sufficiently high to soften or agglome- 
rate the ore, otherwise the process is very much retarded; 
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but at the end of the calcination tho temperature is raised 
so as to agglomerate the particles of ore previous to their 
introduction into the blast furnace. The total time ocenpied 
in the calcination and agglomeration of a chargo is about 
8 hours. 

The reduction of the roasted or calcined ore is effected in 
blast furnaces similar to the Castilian furnace, described on 
p. 139, except that they are a little higher than the latter, and 
are charged in at the top, which, for this purpose, is closed by 
a movable plate. The smelting mixture employed in France 
usually consists of calcined ore, grey slags from the reverbera- 
tory furnace, agelomerated lead fume, and hasie ferrous 
silicate (finery slags), the latter constituting about 18 per 
cent. of thé mixture. The furnace being in blast and im 
working order, the above mixture is then jutroduced in 
alternate layers with about 10 per cent. of coke, when the 
metal and slag collect in the coneave hearth of the furnace, 
the slag running out almost continuously through a tap-hole 
made in the fore-hreast of the furnace, and is received in 
waggons from which, after cooling, it is tipped, examined for 
shots of metal, and is then usually thrown away. When the 
hearth is judged to be filled with metal, the slag-hole is teim- 
porarily stopped, and the metal is tapped ont in the usual 
manner into the lead pot, the tap-hole being stopped as soon 
fis the slag makes its appearance, and the lead, after skun- 
ming, is then laded into ingot or pig anoulds. 


LEAD &8MELTING BY ROASTING, AND SUBSTQUENT REDUCTION 
OF THE OXIDIZED PRODUCT IN BLAST AND REVERBERA- 
TORY FURNACES. 


This method of procedure is pursued in ihe very extensive 
lead smelting works of Freiberg, for the treatment of the 
great variety of argentiferous Jead ores occurring in some 
900 lodes of the gneissic formation of the vicinity, and 
which ores are divisible into several classes, according to their 
geological age and the character of the accompanying ganguc 
or vein-stuff. Of the minerals occurring with the galena in 
the various ores of the Freiberg district may be noted, iron 
pyrites, nispickel, zinc blende (ZnS), copper pyrites, vitreous 
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copper, fahlerz, and various ores of silver, together with a 
gangue consisting of quartz, calc-spar, fluor-spar, heavy-spar 
(BaSO,), spathic carbonate, ete., in very variable propor- 
tions. The various ores are mixed together for the smelt- 
ing operation so as to yield on assay an average of about 
40 per cent. of lead, with ‘15 per cent., or about 49 oz., of 
silver per ton of ore; and as will subsequently appear, the 
copper becomes more and more concentrated in each of the 
three regulii obtained im the process, while copper, as also a 
little nickel, are frequently extracted therefrom as auxiliary 
products of the smelting campaign. 

53. Freiberg Process.—The smelting operations pursued 
at Freiberg for the extraction of an argentiferous lead from 
the above ores are conducted in three stages *:—1°, cal- 
clration and smelting of certain eres in blast furnaces; 2°, 
smelting of the requlus produced in the first operation, also 
conducted in the blast furnace; and 3°, smelting in the rever- 
beratory furnace of the slags produced in the previous opera- 
tions, together with certain urgentiferous ores poor in lead. 

The caleination of the ore for treatment in the first smelt- 
ing stave is effected in large double-bedded calciners, in which 
the flame from the fireplace passes over the lower bed, and 
then through an opening or flue at its back extremity on to 
the upper bed, and so forward to the front end of the upper 
bed hefore escaping from the calciner; so that in this manner 
the charge, being introduced at the front end of the upper 
bed, and gradually raked at intervals towards the opposite 
eud, falls from thence through the opening at the rear end 
on to the Jower bed, and is from thence raked forward 
towards the front or tire-bridge end of the lower bed, 
and is thus exposed during its passage through the furnace 
to a gradually inereasing temperature, the final heat of the 
calcination near the fire-bridge being sufficient to aggluti- 
nate or render the mass of ore somewhat pasty; while the 
temperature of the upper bed scurcely exceeds dull redness. 
The ore is withdrawn froin the fire-bridge end of the calciner, 
while fresh ore is being continually added at the front end of 
the upper bed, to supply the place of the charge, as one por- 
tion is withdrawn and the remainder raked forward a step; 

* Percy. Metallurgy, Vol. IIL 
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so that the total charge of the calciner consists of ore in 
various stages of calcination, according to its position upon 
the two beds of the furnace. Dy this method of roasting, 
the ore is exposed for from 8 to 16 hours, according to the 
size and exact construction of the calciner, to the oxidizing 
atmosphere of the furnace; whercby the sulphur is oxidized 
and Jargely expelled as sulphurous anhydride (SO.), while 
the lead, copper, iron, zinc, antimony, ete., exist in the 
roasted product almost wholly in the oxidized state. The 
sulphur remaining in the roasted ore does not usually exceed 
from 4 to 6 per cent. of the mass, and ocensionally falls even 
lower than the former fieure, from which it will he observed 
that the calcination of the ore is here pushed much further 
than is necessary when smelting by the English method in 
the Flintshire furnace, since, as will be observed presently, 
the object of the roasting at Freiberg is to produce oxidized 
products of lead, which are then reduced by the carhonaceous 
fuel of the blast furnace, and not by the reaction of pluatn- 
bic oxide and sulphide upon each other, as oecurs in the 
Flintshire furnace. Jn addition to the oxidized produets 
already mentioned, silica constitutes from 15 tu 20 per cent. of 
the roasted product, which further coutains alumina, lime, and 
magnesia in sinaller proportions, The calemed or roasted 
ore thus contains from JO to 24 per cent. of metallic lead, 
with from 22 to 26 per cent. of inctallic iron, and about 1-5 
per cent. of silver. 

The product of the calcination is then mixed with one- 
third of its weight of the ruasted lead requlus obtained from 
the smelting of the slags, ete., in the third operation tabulated 
above; and to this mixture is added 5 per cent. of fluor-spar 
or dime and a suitable proportion of slugs, the latter serving 
at once to form a “sovse” or slag prolongation of the twyer, 
in the same manner and with a like object to that described 
in the Hartz process, while its addition also serves for the 
separation and economising of the shots of lead and regulus 
that are frequently mechanically entungled in the slag thus 
employed. This imixture of roasted ore and fluxes, along 
with the necessary fucl, are now charged intu a low blast 
furnace, the ore mixture being thrown towards the back wall 
of the furnace, while the fuel (coke) is thrown against the 
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fremt or fore wall, the proportions of ore to fuel or burthen 
of the furnace being regulated, as previously described, actord- 
ing to the indications of the “eye” of the furnace, the proper 
proportion being attained when the “nose” or slag prolonga- 
tion of the twyers measures from 4 to 6 in. in length. 

The blast furnace employed at Freiberg measures about 
£0 ft. from the twyers to the top of the tunnel head, while 
the shaft from back to front at the level of the twyers mea- 
sures about 42 in., and from side to side about 64 in.; and 
the upper portion of the shaft is divided for a certain distance 
from the top by a central wall or mid-feather into two shafts. 
The furnace is supplied with two twyers, introduced through 
the back wall with a slight inclination downwards, and the 
hearth projects beyond the line of the front wall, forming a 
fore-hearth. The shaft is lined throughout its whole height 
with a refractory lining, and the hearth is formed of three 
layers; thus in the bottom is first introduced a layer of slags, 
ind upon this is rammed a bed of clay, while above the latter 
is the working bottom of brasque, well rammed between the 
furnace walls and the dam-plate, and which is further hol- 
lowed out to the form required. The furnace is well drained 
by suitable channels left in the masonry of the structure; 
and it is charged, through a pair of apertures near the top or 
tunnel head, in the same manner as an ordinary cupola fur- 
nace; while the metal, reyulus, and slag, the products of 
the smelting operation in this furnace, are tapped out at 
intervals of about 6 hours through a tap-hole stopped with 
clay, and situate in the lower part of the front wall or breast 
of the furnace, from whence the products are received in 
receptacles placed for their several reception; and in addition 
to the above products a small quantity of speise is also fre- 
quently obtained between the metal and regulus. 7 

Tho reactions in this furnace are essentially deoxidizing, in 
which the carbon added as fuel constitutes the reducing agent; 
for the roasted ore introduced into the blast furnace contains, 
as already noted, lead in combination with oxygen and sul- 
phur, constituting plumbic oxide and sulphate, of which the 
former is readily reducible by carbonaceous matters at 9 
moderate temperature (page 73), so that as this oxide descends 
through the furnace it is quickly and readily reduced by 
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contact with the incandescent fuel (carbon), and the metal 
thereby separated will further alloy itself quickly with any 
metallic silver reduced from the charge either by the direct 
action of heat alone, or by the joint action of heat and car- 
bonaceous matters; whereby an argentiferous lead separates 
as one of tho products of this stage of the smelting; while 
the further proportion of lead existing in the calcined or 
roasted ore, probably as plumbic sulphate, would be reduced 
at the temperature of, and in the reducing atmosphere of the 
blast furnace, to the condition of plumbic sulphide, which, in 
combination with variable proportions of iron, copper, zinc, 
and other metallic sulphides, yicldy the second product or 
“regulus” above noted; while the sidictous matters of the 
charge in contact with the unreduced oxides of iron, copper, 
zinc, etc., combining with these latter, produce thereby @ 
more or less fusible silicate or slay mechanically enveloping 
more or less of the reduced metal and regulus with which it 
comes into contact. 

The lead obtained from this operation, and known as 
“blast-furnace lead,” besides being highly argentiferous is 
notably hard and impure, containing copper, antimony, lron, 
etc., and requircs purification or softening before it is avail- 
able for commercial applicatious. The “regulus” from this 
same operation contains, as its most notable ingredients, 
about 20 per cent. of lead, with 10 per cent. of copper, 40 
per cent. of iron, and -2 per cent. of silver; while the slaga, 
which form a large proportion of the furnace yield, retain 
from 5 to 6 per cent. of lead, with from 5 to 6 oz. of silver 
per ton, and are furmuluted by Percy as having a composition 
represented by 

[Al,0,,Si0, +4(3R0,Si0,)}; 


which becomes, according to tho notation adopted in this 
volume, 
241,04, 350, + 12(2R0,Si0,), 


where RO represents any metallic protoxide. 

The smelting of the regulus obtained :n the last opera- 
tion, and which constitutes the second stage of the process as 
tabulated above, is conducted, in conjunction with roasted 
copper ores, litharge slags, fluor-spar, and slags from the same 
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operation previously conducted, in a blast furnace similar to 
that last described, when there results as before an impure 
lead, much impregnated with copper; a copper regulus sub- 
sequently treated for the extraction of its copper; together 
with a slag consisting essentially of ferrous silicate. The 
regulus obtained in this stage is again broken up, roasted, 
and resmelted, operations intended chiefly for the concentra- 
tion of the copper in a third regulus, and of the nickel and 
cobalt in the speise, each of which products is subsequently 
treated for the extraction of their respective metals. 

The last stage of the Freiberg operations, viz., smelting 
of the slags, obtained in the first operation, is conducted in 
a reverberatory furnace of the ordinary type, differing only 
in minor details of form and construction from those already 
described. The slag to be smelted is treated in conjunction 
with about one-half of its weight of the poorer but argenti- 
ferous and frequently highly silicious and zinciferous ores of 
the district, which could not otherwise be profitably smelted ; 
the lead contained in the slags, amounting to about 6 per cent. 
of their mass, acting as a medium for collecting the silver 
contained in these poor ores. The ores for mixture with the 
charge are used, one-half in the raw state, while the other half 
is previously roasted for the expulsion of sulphur and of zine, 
the former clement, if too largely present, unduly increasing 
the amount of regulus produced, while the latter (zinc) in 
excessive proportions renders the slags too refractory. The 
smelting charge is spread over the furnace bed or hearth and 
all apertures are then closed, by which the temperature is 
raised, and in about 2) hours the charge is melted, upon which 
the mass is well rabbled, the doors again closed, and the 
temperature further increased for some 15 or 20 minutes 
longer, after which the slag is drawn or skimmed off as com- 
pletcly as possible, and another charge of ore and slag intro- 
duced on to the bath of regulus upon the hearth, which is 
treated as the first charge, the regulus only being tapped out 
after every third or fourth charge has been thus worked 
off. 
The products of the slag-smelting are an argentiferous 
regulus of lead, copper, zinc, and iron, accompanied by a slag 
consisting essentially of a ferrous silicate, and which is sufli- 


SWEDISH METHOD OF SMELTING GALENA, 129 


ciently poor in lead and silver to warrant ita being thrown 
away or utilised for building purposes. 

54. Swedish Method of Smelting Galena. —The argen- 
tiferous galena occurring in Sweden, requires a carefully 
conducted mechanical treatment, consisting of breaking wp, 
picking, and washing, before it is ready for treatment in the 
blast furnace; and the products separated at each stage of 
the preliminary operations receive special and specific names. 

The treatment of the ore in the blast furnace, or smelting 
proper, involves two operations known respectively as “raw 
smelting” and “lead smelting.” In the first-mentioned or 
raw smelting, certain poor ores and slimes from the washing 
apparatus are sinelted in conjunction with raw iron pyrites, 
quartz, slug from the next smelting, and certain furnace 
residua, in a blast furnace with one twyer, and employing 
charcoal as the fuel; whereby an aryentijervus regulus ix ob- 
tained, accompanied by a useless sly, consisting essentially 
of a ferrous silicate. 

In the second operation or fread amelting, the richer ores and 
slimes, along with the roasted regulus produced in the first 
smelting, together with abstrich, cupel bottoms, ctc, are 
treated in a blast furnace along with a proportion of slag 
from the same operation previously conducted, and a small 
proportion of roasted iron pyrites; when three products sepa- 
rate, viz., a highly argentiferous lead reduced trom the galena 
by the action of the trun, separated from the oxide of iron 
{roasted iron pyrites) by the cardon of the fuel, and which lead 
is sufficiently argentiferous to permit of its direct cupellation 
according to the German method described in page 278, with- 
out any previous concentration of the silver by the Pattinson 
or other process; but the litharge or abstrich first produced 
in its cupellation is frequently black in colour from the pre- 
sence of antimony and zine. Above this lead occurs a regnulus 
of ferrous sulphide, resulting from the decomposition of 
galena (PbS) by iron compounds, as well as from the presence 
of iron pyrites in the ore; but the regulus also contains In 
addition zincic sulphide, a small proportion of plumbic sul- 
phide, and a little silver. The third product or s/ag is essen- 
tially a silicate of iron, lime, magnesia, and alumina, which 
has no practical application, except for addition in small 
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quantities to the blast furnace charge as a flux, whereby the 
reduced lead is better separated from the extraneous matters 
of the ore with which it is surrounded. 

55. Lead Smelting at Pontgibaud, etc, in France. — 
The special feature of the rich argentiferous galena occurring 
in this locality is its highly silicious nature, which has given 
rise to the special method of treatment here adopted, and 
according to which the ore, after careful dressing and wash- 
ings, is first roasted as completely as possible, for which pur- 
pose it was the former practice to employ large double-bedded 
reverberatory furnaces; the ore being introduced on to the 
upper bed at the end furthest from the source of heat, from 
whence it was gradually raked backwards so as to allow it 
to fall at proper intervals on to the flue end of the lower 
bed, along which it was raked in the same manner towards the 
fire-bridges; but the more recent practice is to employ rever- 
beratory furnaces or calciners, measuring* some 40 fect in 
length, 15 feet in width, and provided with six working 
doors on each side. The ore is charged from hoppers above 
the furnace on to the portion of the bed furthest from the 
tire-crate, where, after the necessary exposure, it is raked 
forward on to the iniddle portion of the bed, and, finally, it 
is advanced on to the portion of the bed nearest to the fire- 
bridge, and which part is alsv about 6 inches lower than the 
other portions. The ore is thus exposed to a gradually increas- 
ing temperature, from the point of its introduction until it 
reaches the fire-bridge, where the heat attained is sufficient 
to agglomerate or melt the ore, which is then tapped ont at 
intervals of six hours, so that in the last-mentioned calciner 
three charges will always be upon the bed at the same time; 
for as the fused ore is tapped out from the end nearest to the 
fireplace, a fresh charge is introduced on to the coolest 
portion of the bed. 

The effect of this roasting has been to oxidize the lead 
present in the ore, with the formation of plumbic oxide and 
« small proportion of plumbic sulphate; while the fusion or 
agglomeration, as the last stage of the roasting, largely effects 
the combination of the plumbic oxide with the silicious 
matters, whereby the Icad occurs in the agglomerated ore, 

* Phillip’s Elements of Metallurgy. 
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to be treated in the blast furnace largely as plumbic 
silicate. 

The roasted and agglomerated ore is next mixed with ahout 
10 per cent. of scrap-iron, 15 per cent. of limestone, tugether 
with a small proportion of fluor-spar, lead slays, and lead 
residua, and treated in a Castilian blast furnace employing 
coke as fuel, whereby the plumbie silicute ie reduced wader 
the influence of metallic trun aud carbonaceuus matters, with 
the production thereby of inctallic lead and a slag of ferrous 
Bilicate ; thus, 


2Pb0, SiO, + Fe= 2FcO, Si0, -} Phy; 


while any plumbic sulphate is at the same time reduced by 
metallic iron with the precipitation of its lead. The blast 
furnace thus yields an Impure metallic lead containing almost 
the whole of the silver originally present in the ore, and a 
slag containing essentially the silicates of iron, calcium, alumi- 
num, magnesium, etc., with the other foreign mutters of the 
ore, and not more than 3 per cent. of lead, utherwise it is re- 
smelted; while, when the ore has been imperfectly roasted, 
a small proportion of regulus will alsu occasiunally separate, 
The fume collected from the flues is subsequently mixed 
with silicious ores, roasted in the ordinary caleiner, and then 
smelted with iron, limestone,and fluor-spar im the blast furnace. 
56. Smelting of the Ores of Commern.—This is a pro- 
cess pursued at Bleiberg, ctc., in Rhenish Prussia, and which 
is analogous in many respects to the process last described, 
the ore under treatment being a gulena distributed through 
sandstone or silictous matters, und which is aecordingly 
dressed as completely as possible for the separation ot mand 
and silicious matters, after which the dressed ore is cudcined 
as sweet as possible by exposing it upon the bed of a rever- 
beratory furnace, after the manner described in the previous 
article. The ore is introduced into the calciner at the 
cooler or flue end, and gradually raked forward tuwards the 
hotter or fire-bridge end of the furnace bed, where the heat 
is sufficient to frit or melt the product, with the production 
as at Pontgibaud of a plumbic silicate, which is then tapped 
out and becomes the subject of operation in a small blast 
furnace supplied with four twyers, and burning coke as fuel. 
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The roasted ore is charged along with about one-half of its 
weight of puddling furnace slags (2Fe0,8i0,), a like amount 
of limestone, and from 8 to 10 per cent. of its weight of 
cast-iron, whereby the melted ore, consisting largely of plum- 
bic silicate, is decomposed, with the production, according to 
the reactions already indicated, of an argentiferous lead, a lead 
regulus, and slug. ~~ 


TREATMENT OF OXIDIZED ORES AND PRODUCTS OF LEAD. 


The reduction of lead from oxidized ores, as oxides, car- 
bonates, sulphates, phosphates (“linnets”), urseniates, etc., 
of lead; or from lead products and residua, as litharge and 
dross from the English cupellation, the abzug and abstrich 
produced during the process of cupellation in the German 
furnace, test-bottoms, and the grey slags produced in the 
Flintshire or other furnace, which, as already indicated, are 
frequently rich in oxidized products of lead, are smelted 
either in small blast furnaces or hearths, or in reverberatory 
furnaces, in either of which carbonaceous matters, or these in 
conjunction with tron or iron-yielding materials, are employed 
as the reducing agents. 

57. Smelting of’ Plumbic Carbonate, etc.— Plumbic 
carbonate and phosphate, intermixed in variable proportions, 
constitute the greenish lumps of ore known in Derbyshire as 
“linnets.” When these compounds occur without any ad- 
mixture of galena (PbS), they are smelted in conjunction with 
various slags, impure litharge, cupel bottoms, etc., either in 
reverberatory furnaces or in small cupola blast furnaces, as the 
Spanish hearth described on page 139. If the reverberatory 
furnace be employed, the ore is reduced to a coarse powder 
and mixed with powdered charcoal, anthracite, or coke, along 
with fluxes, such as lead slags; occasionally also forge-cinder, 
together with fluor-spar—if baric sulphate (heavy-spar) be 
present in the ore—are added to complete the fusion of the 
gangue. This mixture is spread over the hearth of the 
furnace, upon which the doors are closed and the temperature 
gradually raised, while the mass is frequently stirred or 
rabbled; whereupon the lead is reduced by the action of 
carbon and carbonic oxide (CO), and is tapped from the fur- 
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nace from time to time, while the residue left on the hearth 
is frequently still sufficiently plumbiferous to require further 
treatment in the cupola furnace for the extraction of the 
lead therefrom. 

The smelting of these oxidized ores is carried on in Derby- 
shire, etc., in the cupola furnace known as the Spanish 
Slag Hearth; for which treatment the ore is reduced to 
fragments, but not to a fine powder, and in this state it is 
introduced into the furnace along with coke and various lead 
slags, the coke being thrown towards the front of the furnace, 
while the ores, etc., are thrown to the back. The ore is thus 
subjected to the action of carbon, and carbonic oxide produced 
by the action of the blast upon the former, which agents effect 
the complete reduction of these ores at a moderate tempera- 
ture, with the production of a lead free from phosphorus, and 
of a slag, portions of which may be picked out as still retaining 
sufficient lead to pay for its profitable extraction, and which 
are accordingly returned for treatinent in the hearth. The 
lead is either first treated by the Pattinson process for 
the concentration of its silver before cupellation, or it is 
directly cupelled for the extraction of its silver. In addition 
to the lead and slag above noted, a rather large proportion of 
the metal is volatilised as fume, which is however collected 
in the condensers with which the closed top of the furnace 
is connected, and is returned to the furnace for reduction 
with a subsequent charge. 

58. Reduction of Litharge.—The reduction of lead from 
the oxidized products produced during the cupellation of 
lead, as itharge, abstrich, abzugs, and also from the dross 
obtained from the Pattinson pots, skimmings from the soft- 
ening of hard lead, etc., is effected either in reverberatory or 
in blast furnaces, but in either case using carbonaceous matters, 
as charcoal or coal, as the reducing agent. 

In England and France, at Nassau, Tarnowitz, and other 
places on the Continent, a reverberatory furnace is employed, 
in which the bed slopes from all parts towards a tap-hole 
situated either at one sideof the furnace or at one end; and from 
which, in either case, the metal collected at the lowest part of 
the hearth overflows a kind of dam formed in the tap-hole, 
and passes into a cast-iron pot placed outside the furnace, 
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from which it ig ladled at intervals into ingot moulds; whils, 
at the close of the shift or day’s work, this dam is broken 
down, and the separated lead collected on the hearth is 
tapped out into the lead pot before mentioned. 

For treatment in the reverberatory furnace it is not desir- 
able te reduce the litharge to a state of fine powder—the 
decomposition succeeding best when the particles of litharge 
and fuel are in the form of small pieces which lie loosely upon 
the hearth; and it is further necessary that the contact of the 
litharge with the furnace bottom be prevented as effectually 
as possible, for which purpose there is first introduced on 
to the red-hot bed of the furnace, a depth of from 2 to 3 
inches of small coal, which undergoes a process of coking 
during the time that the charge of litharge, mixed with sufli- 
cient coal-slack to eflect its reduction, is being introduced 
into the furnace and spread evenly over the bed of coal first 
introduced. From 5 to 6 cwt. of the smelting mixture is then 
‘introduced into the furnace at once, and the temperature is 
muintained just sufficient to melt the charge, when the litharge 
suffers reduction, and in from 1} to 2 hours lead begins to 
flow over the dam into the lead-pot. The reaction continues 
to the end of the shift, fresh additions of litharge and coal 
being made at intervals to continue the supply of lead; while 
the residue remaining on the hearth after the lead ceases to 
flow, and which contains the ash of the fuel, along with uncon- 
sumed fuel and some unreduced litharge, is then well rabbled 
at intervals; and the temperature is raised so as to induce a 
state of semi-fusion in the mass, with the separation of a 
further small proportion of metallic lead, after which the 
residue, constituting “ litharge slag,” is drawn out from the 
furnace. This product (litharge slag) still retains some unde- 
composed litharge, and probably also shots of metal; and 
for the more complete extraction of the metal therefrom, it 
is subsequently treated in a cupola furnace or in the slag 
hearth. 

The Bleiberg furnace, figured on pages 105 and 106, as 
also slight modifications of it, are also applied on the Con- 
tinent to the reduction of litharge, and of the dross derived 
from the Pattinson pots. 

Instead of the reverberatory furnace above described, it is 
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the practice at Freiberg in Saxony, in Silesia, the Hartz, etc., 
to effect the reduction of 
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oxide by charcoal at a moderate heat, trickles down towards 
the hearth, where it collects. The above distribution of the 
charge facilitates its descent to the hearth, with a minimum 
duration of contact between the blast and the reduced lead, 
since prolonged contact of the two would be attended with 
the reoxidation of the metal. The slags, which should be 
tough, are usually rich in lead, containing from 20 per cent. 
to 30 per cent. of the latter, and are accordingly treated in 
another blast furnace or slag hearth for the extraction of a 
further proportion of their lead. The amount of litharge that 
can be passed through one of these furnaces depends much 
upon its purity—the greater the proportion of foreign matters 
that it contains, the smaller is the quantity smelted during 
the day of 24 hours; but from the purer varieties, such as 
that obtained from the direct cupellation of ore-furnace lead, 
about 90 parts of lead are extracted from 100 of litharge 
treated. 

59. Smelting of Slags in the English Slag Hearth.— 
The slags and waste products produced in tue Fliatshire 
furnace, the ore hearth, ete., contain, as already indicated, 
notable proportions of oxidized compounds of lead; and itis the 
object of the smelting in the slag hearth to extract the metal 
from these compounds, by treating them with carbonaceous 
matters at a higher temperature than is attained when smelt- 
ing the ore in the Flintshire and other furnaces—the latter 
condition being necessary for the recovery of the metal. 

The slag hearth is a small rectangular blast furnace, of the 
type known to the Germaus as the Avumumofen, to the Freuch 
as the Kourneau-d-manche, and to the Spaniards as Pava. The 
hearth measures only about 2 feet 3 inches from back to 
front, and 1 foot 9 inches from side to side, while from tho 
bottom of the hearth to the charging hole is but 3 feet 6 
inches, and from the hearth to the arch, which covers or 
closes the top of the shaft of the furnace, measures from 10 to 
12 feet, but these dimensions vary somewhat in different 
furnaces. The furnace above the hearth is lined with fire- 
brick, except in front, which is closed above the opening (a) 
(figs. 25 and 26), by the cast-iron plate (6), known as the fore- 
stone, and the back of the hearth of the furnace beneath the 
twyer is formed by a cast-iron plate, the sides of the hearth 
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‘being likewise formed by two similar plates, which also carry 
the side walls above them; while the bottom of the furnace 
hearth, which slopes forwards and downwards, is formed of a 
cast-iron bed plate (c). In front of the hearth is a cast-iron tank 
or trough (¢), known as the lead trough, into which the metal 
is run from the hearth; while in front of this again is another 
trough or slag pot (f) for the collection of the slag as it flows 
over from the surface of the metal in the lead trough. 
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In working this hearth it is first slagged out or freed from 
any adhering slag left from the previous shift, and any badly 
corroded spots in the lining, etc., are repaired with clay; after 
which the bottom or bed plate of the hearth is covered with a 
layer of ashes or small cinders to a depth of from 5 to 6 inches, 
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and made to slope like the bed plate from back to front, but 
leaving a space between its upper surface and the lower edge of 
the fore-atone, which space is stopped with clay, with the excep- 
tion of an opening or tap-hole through which a quantity of the 
slag flows during the smelting campaign. A quantity of fuel, 
usually peat, is placed upon the hearth thus prepared, and 
ignited by tho addition of a little burning coal, when the blast 
is turned on and a quantity of coke is then thrown into the 
hearth. This is succeeded by the addition of a little slag ‘or 
browse* from a previous shift, until the necessary temperature 
and working condition have been attained, when the grey slag 
or other residuary product under treatment is thrown into the 
furnace along with alternate layers of coke,——the distribution 
and relative amounts of these materials being regulated by 
the requirements of the furnace, as indicated by its working. 
As the smelting proceeds, the reduced Icad and the accom- 
panying slag descend to the bottom, where the ashes, placed 
upon the bed plate of the furnace, serve as a kind of filter, 
through which the lead percolates and passes out from the 
front edge of the hearth into the tank (e) placed in front for 
its reception, and in the bottom of which is usually intro- 
dued a layer of cinders for further separating the metal from 
any slug passing out along with it. The lead flows from 
tho lead trough (e) into a lead pot, heated by its own fire, and 
from which the metal is ladled into ingots, while the slag 
passing from the hearth along with the lead, accumulates in 
the lead trough, which it overflows and passes to the slag pot 
(7) already spoken of, and in which it collects; but the 
greater portion of the siag produced during the process of 
smelting, passes out from the furnace through an opening 
made by a bar in the clay stopping between the upper sur- 
face of the layer of ashes on the hearth and the bottom edge 
of the fore-stone, and so passes to the second tank or slag pit, 
which contains water for tho sulidification and granulation of 
the slag, thereby facilitating the separation of any shots of metal 
carried over by it. 

At the end of the shift, when materials have ceased to be 
added to the furnace, and lead likewise ceased to flow from 
the hearth, the clay stopping is broken down, and the slaggy 

* Lumps of imperfectly reduced ore and slag. 
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matter remaining on the hearth is raked forward and collected 
for addition as slag-hearth browse atthe commencement of the 
next shift. The shift often lasts about eight hours, of which 
about six hours is employed in the smelting, and two hours 
in cleansing out and preparing the hearth for the ncxt shift. 

The lead produced in this hearth, and which is known as 
““SiaG LEAD,” is always hard and impure, from the presence 
of sulphur, antimony, copper, and iron; since antimony and 
the other metals occurring so frequently in most lead ores, and 
which escape, or are only very partially reduced at the lower 
temperature employed in the previous smeltings, are now 
reduced by the carbonaceous matters at the higher temperature 
prevailing in the slag hearth, and thus become concentrated 
in the metal reduced from the grey slags, etc., produced in the 
Flintshire and other furnaces—whereby the slag lead requires 
accordingly to be softened by one of the methods employed 
for this purpose, as by calcination according to the method 
to be subsequently described in page 156, before it is ready 
for the market. 

The slag known as “ BLacK sLAG” is vitreous, and generally 
sufficiently poor to be thrown away, unless it should mechani- 
cally hold metal in the form of shots, etc., when it requires 
to be returned to the furnace for its separation. 

60. Smelting in the Spanish Slag Hearth.—The furnace 
known as the Spanish slag hearth or Castilian furnace, is a 
small blast furnace, of from 3 feet to 4 feet 6 inches in 
internal diameter, and about 8 feet 6 inches in height. It is 
circular in section, except at the hearth, where it is prolonged 
forward by a cast-iron breast pan, provided with a cinder-bed 
through which the reduced metal filters, and escapes from time 
to time by a tap-hole into a kettle in which the lead is kept 
melted for casting into ingots. The shaft of the furnace is 
surmounted by a rectangular head of masonry supported 
upon four cast-iron columns, and which contains the door at 
which the materials of the charge are introduced, as also the 
aperture by which the gaseous products escape to the flues 
and fume-condensing apparatus, The furnace is provided with 
three horizontal twyers, situated one at the back and one at 
each side of the hearth; and coke forms the fuel employed. 
This furnace has a very limited application, being only avail- 
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able in England for the smelting of the poor and readily 
fusible slags produced in Derbyshire, which thus yield a 
“rough lead,” which requires remelting before sending into 
the market. Carbon and carbonic oxide constitute the chief 
reducing agents here employed, while forge cinder or other 
oxidized product of iron is also occasionally added as a flux; 
and if the slag contain baric sulphate, then fluor-spar is also 
added for the same purpose. The reduction in this furnace 
is exceedingly imperfect, the slag produced being black and 
vitreous, while frequently containing considerable proportions 
of lead. 


CONDENSATION OF LEAD FUME. 


The gaseous current escaping from lead-smelting furnaces 
carries along with it a very large proportion of solid matters 
rich in lead, and unless some method of arresting these sub- 
stances be applied between the hearth of the furnace and the 
stack, the loss of lead from this cause becomes very consider- 
able, besides vitiating the atmosphere in the neighbourhood 
of the works to a serious and unnecessary degree. 

The matters escaping from the furnace are distinguishable 
as “smoke” and “ fume,”—the former comprising the gaseous 
products of the combustion of the fuel, and oxidation of the 
sulphur, etc., in the ore, and will thus contain large proportions 
of sulphurous anhydride; while the lead fume, or solid particles 
volatilised by the heat, or carried out by the blast or draught 
through the furnace, contains (besides carbonaceous matters, 
silica, ferric and zincic oxide, lime, alumina, particles of ashes, 
etc.) considerable proportions of plumbic sulphide, oxide, sul- 
phate, and carbonate, together with more or less silver, and 
which, therefore, if allowed to escape into the atmosphere, in- 
volves a very serious loss of metal, amounting in exceptional 
cases to as much as 10 per cent. of the total yield of the ore. 

At Pontgibaud, about 3°67 per cent.* of the lead contained 
in the ore is subscquently extracted from the fume collected 
from the condensing apparatus connected with the blast 
furnaces there employed; but the lead reduced from ‘ fume,” 
like that from the “slags,” is, however, usually less argentifer- 
ous than that extracted directly from the corresponding ores. 

* Phillips, lements of Metallurgy. 
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Numerous methods have been proposed for retaining and 
collecting this lead fume, amongst which the most simple and 
effective plan is to pass the smoke and fume through a long, 
slightly inclined, straight or tortwous flue, placed between the 
furnace and the stack, which latter must be of sufiicient 
height to produce the draught required for the furnace with 
which it is connected. The flues constructed for this pur- 
pose are of brickwork, arched over at the top, and are of 
large dimensions, measuring as constructed in the north of 
England, as much as 8 feet in height and 9 feet in width, 
while a single flue extends for a length of 4451 yards, or 
more than 34 miles, and examples are recorded of the con- 


denging flue of a single mill measuring upwards of 5 miles 
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in length, while the combined flues of a single work exceed 8 
miles in length. Owing to the large sectional area of these flues, 
the velocity of the gases from the furnace becomes considerably 
reduced, an effect which is further promoted by the cooling 
of the gases in their passage through these flues to the stack, 
and this reduction in velocity favours materially the deposi- 
tion of the very finely-divided solid matters held in suspen- 
sion by the gaseous current from the furnaces; also the large 
surface, exposed by the walls of the fiues, likewise acts by 
friction in arresting the solid particles constituting lead 
fume. The flues are cleaned out at intervals, access being 
obtained to them by taking down a portion of the brickwork, 
when men are able to enter and extract the collected fume, 
which is treated as already described, for the extraction of 
lead, which thus forms in the larger works a considerable item 
of economy, and in many instances more than repaying the 
cost of the condensing arrangement, while at the same time 
freeing the surrounding atmosphere from the poisonous 
vapours of lead compounds. To obviate the expense of 
constructing and maintaining these long flues, which further 
can only be constructed in certain localities where the re- 
quired length can be obtained, as for instance on the side of 
a hill, when the flue assumes a tortuous course along the 
slope; various other plans have been proposed, such as to 

ass the fumes through large condensing chambers, through 
which the direct passage of the vapours from the one side 
to the other is prevented by the introduction of a series of 
diaphragms connected alternately with the top and bottom 
of the chambers, and around which the fumes and smoke 
are required to pass before quitting the chamber at the 
opposite end to that at which they entered; others again 
propose to expose the fume to the action of an artificial 
rdin or steam, or to draw the fumes, etc., through water 
by the application of various methods of exhaustion, and 
to these latter classes belong the condensers of Stagg, Stokoe, 
etc. ; 

61. Stagg’s Condenser.—In this condenser the fume is 
condensed in water placed on the bottom of a large rect- 
angular chamber or cistern, divided into a series of compart- 
ments by a number of vertical partitions connected alternately 
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with the top and bottom of the chamber, whereby the fumes 
and smoke from the furnaces, entering by a flue at one end 
of this chamber, are made to pursue a circuitous course 
through the series of compartments into which it is divided; 
and at each passage, from the bottom of one compartment to 
the next, the fume passes through a definite column of water, 
regulated by the depth to which the dividing partition dips 
below the surface; while the required exhaustion, for drawing 
the fume through the water, etc., is provided by connecting 
the exit flue with one or more air pumps or exhausting 
machines. The water in this manner becomes charged with 
the fume, and is drawn off at intervals into tanks, where 
the fume is allowed to subside. 

62. Stokoe’s Condenser.—This arrangement is in use at 
Langley Mill, at the Keld Head Smelting Works, etc., and 
consists of two rectangular chambers a, each of which is 
divided into compartments by vertical partitions, which 
alternately reuch to the top and dip beneath the surface of 
water on the bottom of the condenser, the chamber being 
further divided horizontally by two floors 66, formed of 
planks about 3 inches square, on which is placed a thin layer 
of faggots, thorns, pebble stones, or other filtering material. 
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The condenser is thus divided into eighteen small cliambers 
or compartments, into each of the upper twelve of which 
access is obtained by small doors cc. On the top of the 
condenser is a water cistern 1, which supplies water to a 
reries of perforated zinc pipes in the upper tier of chambers, 
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and by these means a fine rain is continually falling on to 
the filtering beds. The fan (e) withdraws the fume from 
the furnace along the flue d, and then drives it through 
the whole series of chambers in both condensers, during its 
passage through which it is exposed to the condensing 
action of the fine rain or dropping water previously men- 
tioned, and to the filtering action of the layer of faggots 
upon the floors, which latter are further cleared from the 
condensed fume accumulating on them by the water falling 
as rain upon them, whereby the filtering power of the beds 
is preserved from the choking and stoppage which would 
otherwise occur, while the fume is collected thereby in the 
water m, in the bottom of the condenser, which is drawn off 
at intervals, as in the last arrangement, and the solid matters 
allowed to settle. 


SEPARATION OF SILVER FROM LEAD. 


As already noted, all galenas are more or less argentiferous, 
and during the smelting of these and other ores of lead any 
silver which accompanies them is reduced simultaneously 
with the lead, producing thereby an argentiferous lead, which 
product then becomes the object of a special treatment for 
the separation of the silver. For this purpose three methods 
are or have been generally used, these are the methods of 
“‘ eupellation,” the method introduced by Mr. H. L. Pattinson 
and known as the “Pattinson process,” and the plan proposed 
by Mr. Parkes for the desilverization of lead by means of 
RUNC. 

68. Pattinson Process.—The method of cupellation, 
details of which are’supplied on p. 273 was substantially the 
only operation employed for the separation of silver from 
‘lead, prior to the introduction of the Pattinson process in 
1829; and while it was not considered practicable or profit- 
able to extract, by cupellation, the silver from argentiferous 
lead when the former was present to a less extent than about 
8 oz. per ton of metal, yet, by the introduction of the Pattin- 
son process, the silver can be profitably extracted from lead 
when present only to the extent of from 2 to 3 oz per 
ton of metal, while the lead, after Pattinsonization or de- 
silverization by this method, retains only from } to 2 oz, of 
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silver per ton, and the desilverised lead is further much im- 
proved in quality by the treatment. 

The Pattinson process has for its object the concentration 
of the silver in a smaller proportion of lead, or the separation 
of a more highly from a less highly argentiferous lead; and it 
is founded upon the fact, discovered by Mr. H. L. Pattinson 
of Newcastle, that if an argentiferous lead be melted, and 
subsequently cooled slowly and uniformly, the mass being at 
the same time carefully stirred, there separates a mass of 
small crystals, which may be removed, leaving the more 
fusible metal in the vessel. An examination of the two 
portions reveals that while the crystals are much poorer in 
silver than the original lead, the fluid portion has been 
correspondingly enriched in silver, and thus, by a repetition 
of this process again and again upon the two products, the 
original lead can be divided into two portions, the one very 
considerably impoverished, or retaining but from } oz. to 7 oz. 
of silver per ton, constituting the commercial lead, while the 
other and smaller portion will be considerably enriched, the 
degree of concentration depending upon the richness of the 
original lead treated. For the final separation of the silver 
from the enriched lead, it is subjected to cupellation, and 
since this operation involves a loss of about 5 per cent. of 
the lead treated, the Pattinson process obviously effects a 
considerable economy of lead in the cupellation stage, since 
only about 3, part of the original lead is treated in the cupel 
for the separation of the full amount of silver. 

The products of the Pattinson process then, are—l°, A 
commercial lead much improved in malleability, ductility, 
and softness by the treatment, owing to considerable pro- 
portions of the impurities, as copper, nickel, antimony, 
arsenic, etc., of the original lead either passing into the con- 
centrated rich lead during the crystallization of the metal, or 
are oxidized and removed in the dross or skimmings; 2°, 
a very rich lead for cupellation; and 3°, a proportion of 
dross or skimmings, resulting from the oxidation of the 
metal by the atmosphere during its exposure for the conduct 
of the process. 

For the conduct of the Pattinson process a series of from 
seven to eleven hemispherical cast-iron pots or kettles, a, fig. 

19—11. K 


29, of nbout 5 feet in diameter, and each capable of holding 
about.9 tons of metal, are arranged in a single row along: 
one side of a building; each pot being heated by its own fire 
(2), and supplied with independent flues (c) running quite 
around the bottom of the pot, except at the front, where it 
communicates with the fire 5; each fire is also provided 
with its own damper, so that any pot can be cooled down 

without interfering with the remainder, while the flues, from 

a row of furnaces, all communicate with a common stack. 

d is the level of the floor upon which the workman stands, 

and e is the level of the floor on the opposite side of the pots, 

beneath which is a passage for obtaining access to the fires, 

ash-pits, etc. 
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Fig. 29.—Transvrensk VeErtTICAL Section or THE PATTINSON Por, 


The number and capacity of the pots arranged in one row 
varies in different localities, according to the nature and 
degree of richness of the lead to be treated, thus with poor 
leads, «.¢., such as contain only small proportions of silver, 
it is the practice to remove from any pot a larger proportion 
of the lead as crystals, than is practised when richer varieties 
of lead are the subject of operation; and hence a smaller 
number of pots are required for the treatment of such leads 
if treated alone, although the desilverization is not so perfect 
as when smaller proportions are removed at each stage, and 
a larger number of pots employed; so that while pots of 
10, 12, or 15 tons capacity are employed in the Hartz, 
Silesia, etc., yet in other localities, pots as small as 3 tons 
capacity have been employed. In addition to the lead pots 
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above mentioned, there is built between each pot, as shown 
on fig. 30, 4 smaller pot known as the wash-pot, in which a 
quantity of lead (having the same content of silver as its 
adjoining pot), is kept melted for the purpose of heating the 
crystallising ladles, and cleaning the holes, when they become 
stopped from the solidification of the lead in them, during 
the draining of the crystals. The crystallising ladle above 





Fig. 30.—PLAN or THE ARRANGEMENT OF THE Pattinson Pors, 


mentioned, employed in removing the crystals of lead from 
any pot, is of iron, except from a to 6, which forms a handle 
of wood; the bow! of the ladle is about 18 inches in diameter 
and 5 inches deep, and perforated over its under surface with 
a number of holes of some 4 inch in diameter; but when 
cranes are applied to the working of the pots, then the ladles 
are made of 20 inches in diameter, and 64 inches deep, 


=o b 





Fig. 31.—CRYsTALLIsINnG LADLE EMPLOYED IN THE 
PATTINSON PROCESS. 

In commencing the Pattinson process, tho charge of pig 
lead is introduced into the middle pot of the series to be 
‘employed, which, if the lead contain from 10 to 12 oz. of 
silver per ton of lead, requiring five or six crystallizations 
(Pattinson)* for its concentration, will be the fifth from the 
end, and the charge employed usually weighs from 7 to 9 tons. 
The lead is now melted as rapidly as possible, and heated toa 
temperature a little beyond the point required to effect its com- 
plete fusion; when the fire is withdrawn, and the oxides, etc., 
skimmed from the surface by a perforated ladle, allowing the 
fluid lead to run through while retaining the unfused oxides, 
which ate placed upon one side for subsequent reduction. 
The surface of the metal in the pot being now quite clean, 
the damiper is put down and the whole cooled, to facilitate 


* Percy. Metallurgy, Vol. TIL 
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which, if re ib hot, a small quantity of eaten is cjail 
upon the surface, while, as the metal cools, the workman 
cohtinually stirs the mass with an iron rod, transferring 
any crusts of metal that form on the surface, or become 
attached to the sides, towards the middle of the melted MASA. 
As the temperature falls, the contents of the pot begin to 
thicken, from the separation throughout the mass of crystals of 
a less fusible alloy of lead, upon which the crystallising ladle 
already described, and which has been previously heated by 
immersion in the wash pot already mentioned, is introduced 
by the workman, who pushes it to the bottom of the pot, and 
then raises it up out of the bath by applying his weight at 
the extremity of the long handle; while a pig of lead placed 
on the edge of the pots acts as a fulcrum, upon which 
the ladle can be jerked so as to accelerate and more 
completely drain the fluid metal from the surface of the 
crystallised portion contained in the ladle. When after thus 
thoroughly draining the crystals contained in the ladle, the 
workman transfers the contents of the ladle to the next pot 
on the right, or No. 4; and in this manner, the bath being 
continually stirred to facilitate the cooling and prevent the 
aggregation of the crystals into one mass, the Jead is crystal- 
lised and ladled out until about two-thirds of the contents 
of No. 5 have been transferred to No. 4, when the remain- 
ing one-third is transferred to the next pot on the left, or 
No. 6. After the removal or transference of a ladleful of 
crystals from one pot to the next, the ladle is warmed, 
and the holes cleaned out from any solidified lead by immer- 
sion in the corresponding wash pot, before it is reinserted 
into the metal undergoing enrichment or crystallization. The 
working or crystallising of the contents of each pot occupies 
about two hours. 

The crystallised metal transferred to No. 4 is found 
to contain, approximately, 5 oz. of silver per ton when 
treating lead of 10 oz. per ton in No. 5; while the one- 
third transferred to No. 6 will contain about 20 oz. of 
silver per ton. The pot No. 4, supposing it to be empty 
at the commencement, now contains two-thirds of its 
charge, and this is made up to a full charge by the addition 
of lead, assaying the same amount of silver (i¢, 5 oz per 
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ton), if such be at command; or No. 5 is again charged and 
the concentration repeated, at the end of which, No. 4 will 
contain approximately ¢ + %= 4, or one-third in excess of the 
full charge, and this or a smaller proportion is withdrawn 
before proceeding to the crystallization of No. 4, the portion 
so removed serving to make up the charge of this pot at a 
subsequent crystallization according to the method first indi- 
cated. No. 4 is now treated exactly as No. 5, z.¢., the lead 
is melted, cooled, crystallised, and the crystals drained and 
ladled out, until two-thirds of its contents, yielding only avout 
24 oz. of silver per ton, has been transferred to No 3, and 
one-third containing 10 oz. of silver per ton returned to the 
left, or to No. 5; and in this manner, as each pot becomes filled 
either with metal transferred from the adjoining pot, or by 
the addition of lead of the same assay as that which it 
contains, it is then subjected to the same cycle of opera- 
tions; in every case the impoverished crystals being gradually 
transferred to the next pot on the right, while the enriched 
lead or mother liquor is transferred at each step to the next 
pot on the left; the portion transferred to the right being in 
each case impoverished to the extent of about 50 per cent. 
of its silver, while that transferred to the right 1s enriched 
to a corresponding ammount, until the metal in No. 1, or the 
extreme pot. at the right hand side, and known as the 
“market pot,” contains lead, with only some 10 or 15 dwts. of 
silver per ton, and is sufliciently pure to be directly cast into 
ingots, and sent into the market as commercial lead; while 
the extreme pot at the other extremity of the series will 
usually contain a lead with from 150 to 259 oz. of silver per 
ton, constituting the metal to be subjected to cupellation. 

It is possible, however, to continue the concentration of 
the metal by this process, until the enriched lead contains 
between 600 and 700 oz. of silver per ton; beyond which 
limit, however, it does not appear practicable to effect the 
concentration. To attain the last degree of concentration, at 
some establishménts the manipulation is slightly varied in 
the last stages, according to which, it is the practice, instead of 
lading out the crystals from the last working pot, to continue 
the stirring as before until the metal thickens, then to draw 
the thickened or crystallised metal towards the sides of the 
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. pot, thus forming a cavity in the centre, into which the more 
wid and highly argentiferous lead drains; then by introdl 
the perforated ladle and pressing it down upon the thicken 
metal, the more fluid lead drains, and is squeezed into the 
ladle, from which it is ladled out by a second, but plain or 
nonperforated ladle; and by these means a higher degree of 
concentration is attainable, than by strict adhesion through- 
out to the previous plan. 

The crystallization of the contents of a single pot at once 
is described above; but it is to be understood that two pots 
in the same row are frequently under operation at the same 
time, that is, while the once impoverished lead in No. 4 is 
under treatment, at the same time the once enriched lead in 
No. 6 may be under treatment, each transferring a portion of 
their contents to No. 5, while a further portion pasyes re- 
spectively to Nos. 3 and 7, and so on for the pots higher 
and lowcr in the series, the pots being treated in a regular 
sequence, tlie order of which is regulated so as to obviate as 
much as possible the necessity for adding fresh lead to make 
up the charge of intermediate pots prior to the crystalliza- 
tion of their contents. 

The exact charges and mode of procedure observed in the 
conduct of the Puttinson process, vary at almost every estab- 
lishment; that is, the order in which the pots dre crystallised, 
and the manner in which the charge is mude up to the full 
weight required previous to commencing the crystallization, 
differ at various works; also the exact proportion removed 
in crystals at each stage usually varies between the above 
named limit of two-thirds of crystals to one-third of fluid 
lead, or method of thirds, and seven-cighths of crystals with 
one-eighth of fluid enriched Icad, constituting the method 
by eighths. The latter method, as already indicated, being 
however most generally applicable to the treatment of a lead 
having a low content of silver. 

At the silver-lead works of Tarnowitz, where about 15 tons 
of metal is heated in each pot, the operation of skimming, 
crystallising, and lading out the contents into the two adja- 
cent pots, occupies about 21 hours (Teichmann); but the 
duration of the process is influenced by the purity of the lead, 
since the presence of impurities, such as copper, antimony, 
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-aysenic, etc., cause the crystals to be generally smaller, and 

_the draining slower, attended accordingly with a lengthencd 

duration of the process, and necessitating an increased num- 

a of crystallizations to impoverish the lead to the required 
egree, 

The loss of lead also varies with the quality of the metal 
operated upon; but for lead containing about 8 oz. of silver 
per ton, this loss amounts to some 12 or 14 Ibs. per ton 
(Percy), (exclusive of that converted into litharge), and 
which is subsequently recovered according to methods similar 
to those stated on page 133, for the reduction of litharge. 
Throughout the Pattinson process the heated lead undergoes 
oxidaticn, and a considerable proportion of dross or skim- 
mings is produced, consisting largely of litharge (PbO), 
accompanied by smaller quantities of other oxides resulting 
from the partial oxidation of the foreign metals contaminat- 
ing the original lead. But the amount of skimmings so 
obtained varies with the number of crystallizations to which 
the metal is subjected, and will thus incrcase with the poor- 
ness of the metal; but for a lead assaying the above amount 
of 8 oz. of silvér per ton, the yicld of skimmings will form 
about 20 per cent. of the charge. 

To aid in the manipulation of the heavy ladle employed 
for baling out the crystals, it is not unusual to erect a small 
jib-crane in front of the pots, of such dimensions that a small 
roller at the end of the jib stands a little above the level of 
the top of the pots, and serves as the fulerum for raising 
the bowl] of the ladle with its contents of crystallised 
lead above the surface of the metal, while an arrangement 
at the other end of the jib, directly above the crane-post, 
permits of the ready insertion of the extreme end of the 
handle of the ladle into a kind of cap, so that the ladle is 
held horizontal, and the liquid lead drains from the crystals 
without any further labour of the workman; while the roller 
in front, on which the ladle handle rests, also serves as 
@ convenient support upon which to rock or jerk the con- 
tents for the better and more complete draining of the 
crystallised metal; and by rotating the crane the ladle is 
brought over the next pot, and its contents readily discharged 
into it, 


152 METALLURGY. 


At Rouen and elsewhere, machines have been introduced for 
stirring and crystallising the pots; according to which the pots 
‘are arranged so that a vertical stirrer, driven by a belt, agitates 

ithe metal in the pot; the rotation of the stirrer being con- 

‘tinued until the desired proportion (two-thirds) of the charge 
‘has assuined the crystalline form, when, by opening a slide 
valve in the side of the pot, the fluid, enriched lead, is drawn 
off into another vessel, to be returned to the next melting pot 
for further concentration. 

64, Parkes’ Process.—This is a method of desilverising 
lead based upon the superior affinity of silver for zine than 
lead, and the almost complete separation of zinc from lead 
when the two are melted together, and subsequently cooled 
slowly; whereby if argentiferous lead be fused with metallic 
zinc, the two being well stirred together, and the mass then 
allowed to cool slowly, the zinc will separate largely and form 
a distinct layer or stratum upon the surface of the lead 
beneath, while the zinc crust thus formed will have further 
abstracted almost the whole of the silver from the lead; and 
as the result of the operation, there is formed an highly 
argentiferous crust of zinc, containing also a little lead, and 
beneath which is a layer of poor lead almost desilverised, 
but retaining a small proportion of zinc, rendering such lead 
hard and unfit for most applications without subsequent 
softening or improving. : 

At Llanelly, where this process was introduced, the charge 
of from 6 to 7 tons of argentiferous lead was mélted in the 
iron pot or kettle a, resembling the ordinary Pattinson’s pot, 
while the zinc to be added was melted in a smaller adjacent 
pot 6. After melting the lead, it is skimmed and its tempera- 
ture raised to the melting point of zinc, when from 1} to 2 
per cent. of the melted zinc, according to the content of silver 
in the lead, is poured into the molten lead, the incorporation of 
the two being effected as thoroughly as possible by continued 
stirring of the mixture, after which the fire is lowered, and 
the mass allowed to cool slowly; the thick ring of zine which 
tends to form around the edge of the pot being continually 
removed by a piece of wood, until, when a tolerably uniform 
crust of zinc forms over the surface, it is removed by a per- 


forated ladle, an operation which is repeated upon succeeding 
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crusts until the subjacent lead indicates, upon assay, a sufii- 
ciently low content of silver. 





Fig. 32.—Pots ror Mettina Leap anp Zinc 1nN PARKES’ PRockss. 

The separated crusts of argentiferous zinc, containing 
also a little lead, are 
then heated in the 
liquation retort d, fig. 
33, to a temperature 
somewhat above the 
melting point of lead, 
whereby a quantity of 
argentiferous lead, con- 
taining a little zinc, 
will liquate out and 
collect mm the recep- 
tacle c, and may be 
again returned to the Fig. 33.--LiquaTion APPARATUS FOR 
pot a, for subsequent PARKES’ PROCEsS, 
treatment with a further proportion of zinc; or it may retain 
sufficient zinc to permit of its being remelted, skimmed, and 
then cooled, when a second argentiferous crust will separate ; 
or it may be sufficiently rich te be treated directly for the 
separation of its silver by the process of cupellation. The 
residue collected from the retorts (a) is then mixed with 
limoand carbonaceous matters, as coal, etc., and distilled in 
retorts or crucibles for the separation of the zinc; after which 
the residue remaining contains the silver along with lead, 
some copper, etc., together with certain pulverulent and 
earthy matters. The highly argentiferous lead so obtained 
is then remelted, skimmed, and cupelled for the extraction 
of the silver. 

There is a loss of lead in Parkes’ process amounting to 
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about 1 per cent. of the metal treated. Instead of adding 
the total charge of zinc all at once, as above described, it 
has been proposed to make the addition at two or three 
times, separating a portion of the silver in a zinciferous crust 
between each addition; thus in Carinthia a first addition of 
zinc to the extent of about } per cent.* of the weight of the 
lead is made, the mixture well stirred, and after the neces- 
sary rest and cooling, a first argentiferous crust of zinc is 
removed, when the operation is repeated with the addition of 
about + per cent. of zinc; and, lastly, 4, per cent. of zine 
is added, and a third crust separated. 

The lead remaining in the pot after the separation of the 
zinc crusts is run into a reverberatory softening furnace, the 
bottom of which is a flat iron pan, in which the metal is 
melted, thereby oxidizing the zinc, antimony, iron, etc. ; 
the dross, etc., which rises to the surface being skimmed off 
at intervals, until the lead has acquired the necessary degree 
of softness, as indicated by samples withdrawn from the 
charge. The softening is often finally completed by subject- 
ing the metal to a species of poling, in which a piece of wood 
is inserted into, and kept below the surface of the melted 
lead contained in a suitable pot, similarly to the process de- 
scribed for poling tin, Vol. I, page 204. 

65. Flach’s Method of Desilverization by means of 
Zinc.—A modification of Parkes’ process has been patented 
by the late C. F. Flach, and has been introduced into prac- 
tice at several of the English and Continental lead-smelting 
establishments, with a reported economy over the Pattinson 
process. ‘The modificd process of Flach consists in melting 
the charge of lead in large cast-iron pots, and adding the 
zinc in three successive charges; thus, when the lead is 
melted, about two-thirds of the total charge cf zinc is added, 
and the mixture well stirred; after which the fire is lowered, 
whereupon a zinciferous crust rapidly forms, and is removed 
by skimming with a suitable ladle; the skimming being con- 
tinued until the lead begins to crystallise, upon which the 
heat is again raised, and a second portion of about one-fourth 
of the charge of the zinc is introduced, and the above opera- 
tions of cooling and skimming are repeated, after which the 

* Percy. Metallurgy, Vol, II.’ 
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remaining portion of the zinc is added, with a repetition of 
the same treatment. These zinciferous crusts are then 
- treated in smaller pots for the liquation of a portion of the 
lead, which collects in the bottoms of the pots, while the 
concentrated alloy is skimmed from its surface. Tho con- 
centrated zinciferous alloy thus obtained is now smelted 
along with lead slags and tap cinder in a small blast furnace, 
whereby the zinc is largely volatilised as zincic oxide, while 
a highly argentiferous lead is obtained, which is then directly 
subjected to cupellation for the separation of the silver. 


SOFTENING OF HARD LEAD. 


Lead, as reduced from its ores, is usually contaminated 
more or less with antemony, copper, tin, arsenic, and other 
impurities, the’ extent of impurity varying with the kind 
and quality of ore from which the metal has been reduced; 
thus slag leads, and especially lead reduced from Spanish 
ores, are more or less hard and deficient in malleability from 
the presence of these impurities. Such lead accordingly re- 
quires to be “ softened” or “improved ” to fit it for applica- 
tion to the uses of the arts and manufactures. The metals 
above enumerated as imparting hardness to lead are readily 
oxidizable, and the various methods of softening lead are 
operations for effecting their oxidation, either by atmospheric 
oxygen according ic the manner generally pursued, or by the 
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addition’of oxidizing materials, as alkaline nitrates, chlorates, 
hypochlorites, etc., to the charge. of molten lead to be 
softened. 


66. Softening of Lead by Oxidation—The method of soft- 
ening by atmospheric oxidation or calcination is conducted in a 
reverberatory furnace with a low arch or crown, and fitted with 
a shallow cast-iron bottom a, indicated in figs. 34 and 35, or 
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other bottom, formed so as to be impervious to the percolation 
of molten lead. The charge of from 6 to10tons of lead is either 
melted inan adjoining pot beforeits introduction into thesoften- 
ing furnace proper ; or the pigs of lead may be at once inserted 
upon the hearth of the furnace and there melted, upon which 
the temperature is raised above the melting point of lead,’and 
thereby the more oxidizable metals, as antimony, arsenic, 
copper, tin, etc., along with some lead, are oxidized, and collect 
as a kind of dross or slag upon the surface of the metal, when 
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the temperature is lowered, and the dross is raked or skimmed 
off The heat is now again increased with the production of a 
further proportion of dross, when the temperature is lowered 
as before for its removal by skimming, and these operations 
of oxidation and of skimming off the dross are repeated until 
specimens of the metal taken out for trial exhibit the required 
degree of softness and malleability; the surface of the metal in 
the furnace also generally indicating this condition by present- 
ing a blue iridescent colour and crystalline texture, instead of 
being rapidly covered with a dull bluish-white incrustation 
of oxide of antimony, as presented by the hard metal. 

The duration of the softening process depends upon the 
purity or relative hardness of the original lead. Thus, while 
from eighteen to twenty-four hours will suffice to soften some 
varieties, others and more Impure specimens, such as those 
produced from the smelting of lead slags in the slag hearth 
of Derbyshire, or the hard lead produced from Spanish ores, 
requires considerably longer time +t» soften, the period in 
such cases extending to some fourteen days of constant 
attention. * 

At Freiberg, in Saxony, the softening is effected in a rever- 
beratory furnace, to the hearth of which a blast of air is sup- 
plied by a pair of twyers for the oxidation of the impurities. 

The slag or dross removed from the surface of the metal 
during the softening process differs much in physical qualities, 
but often presents a dull brownish colour, is hard and heavy, 
consisting as previously indicated largely of the oxides of 
antimony, copper, tin, lead, etc., and if treated along with 
carbonaceous matters in a blast or reverberatory furnace, it 
yields a hard lead, from which, however, a proportion of soft 
lead may be obtained by subjecting it to a repetition of the 
above softening process; or such hard metal may be at once 
employed as an inferior metal for the manufacture of bullets, 
inferior type, ete. 


SHEET-LEAD, ETC, 


The chief applications of metallic lead to the arts are in 
the form of sheet-lead for roofing, for the lining of sulphuric 
acid chambers, etc., and as lead piping or rod. Sheet-lead wag 


* Makin, Manual of Metallurgy. 
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formerly prepared by casting the metal in a suitable mould, the 
séquired thickness being regulated by: a strickle resting upon 
the sides of mould, and moved by workmen over the length 
of the sheet, so as to remove the excess of fluid metal; but the 
more modern practice is to cast the metal as a thin slab, which 
‘is then rolled out in its cold state between cast-iron rollers, 
of some 18 inches in diameter, and provided with reversing 
gear, whereby when the sheet or slab has passed through 
the rolls from left to right, by reversing the mill the’sheet 
again passes between the rolls in the reverse direction; the 
apparatus is also provided with a hand wheel actuating screws, 
by which the rollers can be brought closer together, and the 
thickness of the plate reduced at each passage between the 
rolls, As the sheet extends in size beyond the limits of the 
rolls, it is cut up into smaller squares, upon each of which 
the rolling operations are continued until the metal has 
acquired the desired degree of thinness; and for the produc- 
tion of very thin sheets it is a practice, in the last stages of 
the process, to pass two or more thicknesses of metal properly 
prepared through the rollers at once. 
Lead pipes were formerly made by casting the metal in a 
mould around an iron core, and subsequently drawing the 
tube with its core through a succession of steel dies, continu- 
ally diminishing in size, whereby the metal was caused to 
Jjiow along the surface of the core, and thus the length of the 
pipe was increased with a corresponding decrease in its 
diameter; but at many works lead piping, as also the lead 
vod, required for various purposes, as bullet making, etc., is 
prepared by the operation known as “sqwirting” lead, in 
which the metal, contained in a large cylinder, is forced or 
squirted by the action of hydraulic pressure upon the metal, 
through a hole or die-plate of the required size and form, 
fitted in the upper end or cover of the cylinder; and accord- 
ing to this method, by altering the dies through which the 
metal is squirted and the amount of metal operated upon, rods 
of any required length may be readily manufactured. Themetal 
to be manufactured into pipes or rods is melted and poured 
in the desired qua:tity into an iron cylinder, into the bottom, 
of which fits the end of a ram or plunger, the other extremity 
of which fits into a hydraulic cylinder beneath. The aper- 


MANUFACTURE ‘OF LEAD-PIPING, 159° 


ture for the introduction of the metal having been stopped 
by a screwed plug, and a suitable die applied in the upper 
end of the cylinder, the pressure is then applied to the ram, 
and the metal flows or is squirted through the die, which, if 
lead pipe is being produced, is also fitted with a spindle, of 
the size of the inside of the pipe, and around which tho 
metal flows, forming a hollow tube or pipe. The metal in 
the cylinder is kept heated to a point just below fusion 
during the squirting operation, the heat being applied by 
a fire or other heating apparatus applicd around the outside 
of the cylinder containing the lead. 

Lead-rod or lead-wire, owing to the inferior tenacity of 
the metal, could not be manufactured according to the ordi- 
nary methods of wire-drawing, and it is therefore necessary 
to have recourse to the operation of squiriing, and to make 
use of the flowing quality of the metal. 

In the manufacture of lead pipes, rods, etc., the purest and 
softest of lead is not usually required, since the admixture 
of a little antimony or tin hardens the metal, gives to ita 
brighter colour, and enables it to stand wear somewhat 
better. 


CHAPTER IIT. 
ZINC. 


Tris metal, which is known commercially also as “ epelter,” 
is a bluish-white metal, possessing when polished a bright 
metallic lustre. Commercial cast-zinc is brittle and crystal- 
line, but the pure metal is malleable and may be hammered 
into thin leaves at the ordinary temperature; while the com- 
mercial metal is brittle when cold, but becomes malleable if 
heated to a temperature of from 100° C. to 150° C. (212° F. 
to 302° F.) Ata temperature of about 200°C. (392° F.) it 
again becomes brittle, and at 412° C, (773° F.), according to 
Daniel, the metal fuses, while at 1040°C. (1904° F., Deville 
and Troost) it boils. Zinc is hardened by rolling, and 
requires annealing at a Jow temperature to restore its malle- 
ability; but, if heated to a temperature near its melting 
point, the metal then becomes brittle whether slowly or rapidly 
cooled, in which state the metal, when bent, emits a sound 
resembling the “cry of tin,” but somewhat more feeble. It 
is volatile at a bright red heat, the vapours taking fire in the 
atmosphereand burning witha bluish-white flame, with the pro- 
duction of a white powder of zincic oxide (ZnO); but it is not 
acted upon by exposure at the ordinary temperature to dry 
oxygen, though, if exposed to the atmosphere or moisture at 
the ordinary temperatures, its surface rapidly becomes coated 
with a layer or film of a grey oxide, which does not, however, 
increase by continued exposure, but protects the metal from 
further action. If carbonic anhydride be also present, the 
coating is more rapidly formed, and consists then of a basic 
carbonate of zinc. The specific gravity of cast-zinc is 6-862, 
which by pressure, as by forging, rolling, etc., is increased to 
7:21; it contracts but slightly on solidification and cooling 
from the fused state, and this quality, together with the great 
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ease with which two pieces are soldered together, has led to 
its somewhat extensive use for the production of ornamental 
castings, which are in all cases cast in small pieces (although 
some of the ornaments are of considerable size), then soldered 
together, and the connections afterwards dressed off by the 
workmen—zine expands },th of its length by heating from 
0° to 100°C. (32° to 212° F.) Pure zinc dissolves slowly in 
hydrochloric or sulphuric acid, while ordinary commercial zinc 
dissolves readily in these acids at the common temperature, 
with the liberation of hydrogen—the dark grey residue ob- 
tained on treating the commercial metal with these acids 
consisting chiefly of lead. Zinc is also dissolved by nitric acid 
and by digestion in aqueous solutions of the alkalies. It 
also reduces many metallic oxides if melted with them, while 
nearly all the metallic chlorides and fluorides are reduced when 
heated with the vapour of zinc in an atmosphere of hydro- 
gen. When heated with nitre or potassic chlorate, then zincic 
oxide is produced, the action being accompanied by a violent 
deflagration. At a red heat, zinc decomposes the vapour of 
water readily; and at a very high temperature its vapour 
reduces carbonic anhydride (CO,) to carbonic oxide (CO), 
while at a lower temperature zincic oxide is reduced by 
carbon or carbonic oxide—the latter constituting the active 
reducing agent in the extraction of the metal on the large 
scale. Silver, gold, platinum, bismuth, antimony, tin, mer- 
cury, lead, etc., are displaced from their solutions by zine. 
The symbol of zinc is Zn, and its atomic weight is 65. 

67. Impurities in Commercial Zinc.—Arsenic is a fre- 
quent impurity in English zinc, though much commercial 
zinc is free from this impurity.* Bismuth, antimony, copper, 
silver, and tin are not often found in the metal; while won 
and lead constitute the most frequent impurities. The effect 
of tin or iron in the metal is to impair its malleability. 

Iron ranks asthe most importantand mostfrequent impurity 
of zinc—its presence rendering the metal much harder, and 
causing it to become hot and crack during its rolling for zine 
plates. Its presence is also indicated in the fracture of an 
ingot by its greyer appearance and the presence of a number 
of black specs on the faces of the cleavage planes, while the 

* Eliot and Storer. 
19—1, L 
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pure ‘metal exhibits clear brilliant cleavage planes.on frac- 
tang, The zinc may be freed from this impurity by redistil- 
lation, avoiding in this process all contact with iron, : 
Lead, introduced fromthe X cnempean frequently accompany- 
ing. zinc blende, is almost always present in commercial zine 
in amounts not exceeding 1:5 per cent., for although these 
two metals do not alloy well together, yet on melting them 
together, and then allowing to cool, the lead holding about 1:5 
per cent. of zinc will separate and form the lowest stratum; 
while the zinc, with a like proportion of lead, forming a less 
dense alloy,-occurs ag an upper layer. In this manner the 
zinc intended for rolling is comparatively freed from lead, the 
pigs or ingots of zinc being melted upon the bed of a rever- 
beratory furnace made to slope down to a deep cavity, well, 
or sump at the flue end of the hearth, and into which the metal 
flows as it melts—the temperature employed being insufficient 
to ignite the zinc. The metal separates in this well into two 
layers, the lowermost containing the lead, while the upper is 
zinc comparatively free from lead—the latter being ladled, 
through an opening at the end of the furnace, into ingots of a 
size convenient for rolling purposes. Sulphur is most gene- 
rally present in small quantities in commercial zinc. 

68. Zinc and Oxygen —Zine, as already stated, if heated 
to a temperature a little above its melting point, takes fire 
and burns with a bluish-white flame, with the production of 
zincic oxide (ZnO), formerly known as flowers of zinc, lana 
philosophica, etc., which compound is yellow while hot, 
though white when cold. Zincic oxide also occurs native, 
as zincite or red sinc ore. Zincic oxide is reduced to the 
metallic state at a strong red heat by either carbon, carbonic 
oxide, hydrogen, or tron; and if heated with sulphur then zincic 
sulphide is formed with the evolution of sulphurous anhy- 
dride. Zincic oxide combines with silica in definite propor- 
tions with the production of difficultly fusible silicates, which 
are reducible by carbon (Percy); and with boracic acid this 
oxide yields readily fusible compounds. Zincic oxide consti- 
tutes the pigment known as szinc-white, used for the protec- 
tion of iron from rust, and proposed as a substitute for white 
lead, since it is not. blackened by exposure to sulphuretted 
hydrogen, but it lacks the body and opacity of the former, 


ZINC WITH PHOSPHORUS. 163 


This compound is prepared on the large scale by conveying 
the vapours of zinc, distilled from clay retorts, into chambers 
through which air is kept in circulation, when the metal 
burns, and the oxide, with more or less metallic zinc, is de- 
posited in a series of condensing chambers. 

69. Zinc and Sulphur.—These elements have not very 
powerful affinities for each other; but, by projecting a mix- 
ture of sulphur and finely divided zinc into a red-hot crucible, 
combination takes place with incandescence (Percy); but a 
considerable proportion of the zinc remains uncombined and 
merely mixed with the sulphide. Zincic sulphide (ZnS) also 
results when zinc turnings and cinnabar (HgS) are strongly 
heated, or when zincic sulphate is heated with sulphur or 
carbon; and, as an hydrate, it is precipitated from neutral or 
alkaline solutions of soluble salts of zinc as an amorphous 
white powder, when an alkaline sulphide, as ammonium 
sulphide, is added thereto. As prepared by the dry methods, 
zincic sulphide is a white or yellowish-white powder which 
is practically infusible (Percy), and tends to diminish the 
fusibility of other sulphides or regulii when combined with 
them ; if roasted with access of air, sulphurous anhydride is 
evolved, and the residue contains zincic oxide and sulphate— 
the latter suffering decomposition at a full red heat, leaving a 
residue of zincic oxide. But this sulphide is a substance diffi- 
cult to roast absolutely sweet, although it has but little 
tendency to clot, and thus permits of a somewhat high tem- 
perature being employed in the earliest stages of the roasting 
process. Zincic sulphide is decomposed when heated to red- 
ness with metallic iron, the zinc being volatilised while 
ferrous sulphide remains; similarly, carbon and stcam effect 
the decomposition of zincic sulphide ; and a mixture of zincic 
sulphide and oxide heated to a high temperature reduce one 
another aftcr the manner of the corresponding copper com- 
pounds.* Zincic sulphide is readily oxidized by fusion with 
nitre or sodic nitrate. This compound occurs native in the 
ore known as “ blende” or “ black jack.” 

70. Zinc with Phosphorus. — ‘These elements combine 
‘under the influence of heat, yielding a sublimate having a 
metallic lustre and vitreous fracture, while the presence of 

* Percy, Vol. I. 
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small quantities of phosphorus diminishes the fusibility of 
zinc, and at the same time imparts to the metal a colour and 
lustre resembling that possessed by lead. 

71. Zinc with Arsenic.—Union of these elements occurs 
readily without fusion, the application of a gentle heat 
sufficing to effect the combination, and, like phosphorus, its 
presence renders the fusion of the metal more difficult. The 
occurrence of arsenic in commercial zinc is noticed under the 
impurities of the metal. 

72. Alloys of Zinc.—Zinc is of extensive application to 
the arts, as an element entering into the composition of a 
large and important series of alloys, to which, when pre- 
sént in certain proportions, it communicates a degree of 
hardness without impairing the malleability of the alloy; 
while in larger proportions it often induces brittleness in the 
product. Zinc also lowers the melting point of the metals 
with which it is alloyed, and renders them less alterable by 
exposure to the atmosphere; but owing to the low melting 
point and volatility of zinc, the preparation of its alloys 
requires considerable care to prevent unnecessary loss of the 
metal. 

With copper, it forms the numerous varieties of brass, 
Muntz metal, etc., described at page 183; and with fn in 
addition, it constitutes the varieties of bronze, tombac, etc., 
already described.* Alloyed with from 40 to 60 parts of 
copper and 20 to 30 parts of nickel, it yields the different 
qualities of German silver. 

Zinc and lead do not alloy well together; if the two metals 
be melted together and then left at rest, the alloy separates 
into two portions or layers, the upper one a plumbiferous 
zinc containing about 1:2 per cent. of lead (Matheisen), and 
a lower or zinciferous lead containing about 1°6 per cent. of 
zinc. 

With mercury zinc amalgamates readily, especially on the 
application of a very gentle heat; and, with the addition of 
tin, in the proportion of 50 parts of mercury, 25 of zinc and 
25 of tim, it forms the amalgam employed for the rubbers of 
electrical machines. 

Zine alloys readily with tim upon fusion of the two metals, 

“Vol. I, page 209. 
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the alloy being harder than tin but less ductile; it also readily 
alloys with silver, gold, platinum, and palladium, but the sub- 
stances so produced are of little or no practical application to 
the arts. 

Zinc also enters to the extent of about 1 per cent. into the 
composition of the English bronze coinage. 

73. Ores of Zinc.—Zinc is said to have been found in 
Australia in the native state, but its chief forins of occurrence 
are the carbonates, oxide, sulphide, and silicate of the metal, 
which, though tolerably abundant in certain localities, are not 
widely diffused; and their occurrence in England cannot be 
considered as extensive, although ores of zine occur in the 
limestones of Cornwall, Devonshire, Somersetshire, Derby- 
shire, and Cumberland, as also in Flintshire in Wales. 

Calamine, or the native zincic carbonate, is, when pure, 
colourless or quite white with a pearly lustre, but owing to 
the presence of oxides of iron, etc., it usually occurs as a 
brown or buff coloured iineral, giving a white streak and 
an uneven or conchoidal fracture. It forms by far the most 
important and abundant ore of zine. It is found in Belgiun, 
Silesia, Carinthia, Westphalia, Poland, Hungary, Siberia, 
France, Spain,and the United States; occurring also in several 
counties of England, in the Lead-hills of Scotland, and in parts 
of Ireland, Jt contains, when pure, 52 per cent. of the metal, 
but it is usually accompanied by oxide of iron, carbonates of 
lime, magnesia, iron, and cadmium, along with baric sulphate 
and clay, and is often associated with blende (ZnS), galena 
(PbS), and the hydrated silicate of zinc, known as electric cala- 
mine. Calamine occurs in veins, beds, and pockets, usually 
traversing the limestones of Devonian, Carboniferous, or 
Oolitic age. 

Red zine ore, zinciée, or oxide of zinc, occurs both amor- 
phous and crystallised. This mineral in its pure state is quite 
white; but as occurring generally, it has a red colour, due to 
the presence of the oxides of manganese and iron, and more 
especially of the former, which thus imparts to the mineral 
its characteristic colour. This ore occurs largely in New 
Jersey in the United States, wherc it is raised and smelted, 
the oxide being here associated with willemite, franklinite, 
blende, etc., and the ore after treatment with anthracite dust 
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for the extraction of zinc, leaves a highly manganiferous 
residue, which is smelted in blast furnaces for the production 
of speigeleisen. 

Bilende, or zincic sulphide (ZnS), known to the miners also 
as “‘black jack,” occurs both massive and crystalline. It has a 
vitreous lustre and conchoidal fracture; it varies in colour 
from white, to yellow, brown, greenish, and almost black; it is 
rarely free from sulphide of iron. Blende usually occurs as a 
highly lustrous, black, brownish-black, or yellowish mineral, 
sometimes possessing a reddish tint from admixture with 
galena (PbS); but the pure zincic sulphide is perfectly white, 
and like most other zinc ores, it is most frequently accompanied 
by cadmium, while iron and copper pyrites, with galena, are 
frequent associates of the mineral; it sometimes contains 
antimony in addition, and may be sufficiently argentiferous 
to render profitable the extraction of its silver. The pure 
zincic sulphide contains 67°03 per cent. of zinc; but blende con- 
tains on an average only from 45 to 60 per cent. of the metal. 
Blende is an abundant ore of zinc, occurring in the limestones 
and sandstones of Cornwall, Devonshire, Derbyshire, Wales, 
the Isle of Man, Perthshire, the Lead-hills, and some dis- 
tricts of Ireland; also in Hungary, Bohemia, Carinthia, the 
Hartz mountains, and other places on the Continent ; likewise 
in New Jersey and the Unitcd States. 

Electric calamine, or basic hydrated zincic silicate, occurs 
in tolerable abundance, associated with the ordinary calamine 
or zincic carbonate, with lead ores and with blende; but 
owing to the difficulty of its reduction it is not smelted in 
this country for the extraction of zinc, though it is worked 
in Hungary, Silesia, Poland, Spain, the Hartz, etc. 

Willemite is an anhydrous zincic silicate, which occurs at 
Vieille Montagne in Belgium, at Stolberg in Carinthia, New 
Jersey, etc. 


EXTRACTION OF ZINC FROM ITS ORES. 


Zinc is always extracted by a process of distillation, the 
metal volatilising, as already noted, at a bright red heat, or 
about 926:5°C. (1900°F.); and when calamine or blende is 
the ore opcrated upon, the reduction is always effected from 
zincic oxide (ZnO), the dlende undergoing a preliminary 


ENGLISH PROCESS FOR THE EXTRACTION oF zINc. 167 


roasting or calcination for the elimination of its sulphur; 
while calamine is not always roasted, since the carbonic anhy- 
dride (CO,) is expelled by the heat of the furnace during the 
earlier stages of the distillatory process. Yet it is the usual 
practice to calcine calamine, sinoe, after calcination, the ore 
is left less compact, and therefore more readily acted upon by 
the carbonaceous matters employed for its reduction, and at 
the same time the calcination expels moisture which would cool 
the retort, besides probably carrying off a proportion of zincic 
oxide mechanically suspended. The distillation is carried on 
either per descensum, as conducted in the English method of 
reduction, where the zinc vapour is drawn downwards from 
the bottom of the pot or crucible to the condensing apparatus ; 
‘or per ascensum as practised in Silesia, etc., where the vapour 
of the metal passes out from the uppermost point of the 
crucible or retort to the condensing apparatus. The principal 
works for the extraction of zinc in England, are located at 
Swansea, Shefficld, Birmingham, Llanelly, Bristol, Wigan, 
and Wrexham. 

74, English Process for the Extraction of Zinc. —If 
blende (ZnS) be the subject of operation, it is first picked as 
free as possible from galena (PbS), then stamped or crushed 
between iron rolls, and afterwards carefully washed to sepa- 
rate earthy matters. The ore thus prepared is roasted or 
calcined in a reverberatory furnace or calciner of some 10 ft. 
in length and 8 ft. in width, or in a furnace of which the 
bed 1s divided into three steps, on to which the ore is pro- 
gressively raked from the flue to the bridge end of the 
furnace, in which case the total length of the bed attains to 
35 or 40 ft., with a width of from 8 to 10 ft.; while a third 
variety of calciner consists of two beds, one above the other, 
the ore being first introduced on to the uppermost floor, the 
flame and products of combustion passing over the first floor, 
and then over the second before escaping by the stack; and 
the ore, after exposure for a certain length of time on the 
upper bed, is raked through an opening between the two on 
to the lower bed, where the calcination is completed. The 
flat bedded calciner first named operates upon charges of 
from 15 to 20 ewt. of blende, which is spread over the bed 
of the furnace and stirred at frequent intervals, the roasting 
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being continued for from 12 to 20 hours, during which time 
sulphurous anhydride continues to be evolved and. zincic oxide 
remains, thus, 


ZnS + 30=Zn0+S0,. 


If calamine be the ore under treatment, it is either directly 
introduced into the distillatory apparatus, or it is first reduced 
to a coarse powder and subjected to a preliminary calcination 
by which water and carbonic anhydride are expelled, and the 
zincic oxide with earthy matters remaining, is obtained in 
a form readily reducible to powder. 
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Fig. 36.—VerticaL SECTION oF THE EnGLisH Zinc FuRNACE. 
The English furnace for the smelting of zinc is (including 
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the cave) about 40 feet in height, and has externally the 
form and appearance of the ordinary glass working furnace. 
It consists of a lower portion or cave B, fig. 36, octagonal 
in plan, and which contains the receivers and condensing 
apparatus. The roof of the cave forms the floor of the 
chamber ©, in which are placed the pots, usually six in 
number, placed three upon each side of the fireplace a, which 
runs along the middle and across the furnace; the chamber 
C is closed by the low arch 6, in which are openings dd for 
the introduction of the charge into each pot, and which open- 
ings also act as flues, whereby by inserting or withdrawing 
a slab or quarry, which can be placed over each, communica- 
tion 1s opened or closed between the chamber C and the dome 
A, which surmounts the whole, and by these means a little 
back pressure can be maintained in C, so that in case of the 
walls cracking, the flame rushes out, and cold air does not 
obtain access to the pots, which are thus prevented from being 
cracked by this cause. The dome A acts as a chimney to 
the furnace, and also serves to better retain the heat of the 
furnace. The arched openings f/f, which are bricked up with 
large pieces of brick during the working of the furnace, are 
for the introduction and withdrawal of the pots ee; and in 
the dome A are corresponding arched openings hh. The 
openings at the ends of the fireplace are not closed by a door, 
but are looseiy stopped with coal piled up in the opening. 
The pots or crucibles e e are 4 feet in height, and 2 feet 6 
inches in diameter, with an opening or mouth at the top for 
the introduction of the charge, which is afterwards closed by 
a loose cover, and the bottom of each pit is perforated with 
a hole to which is connected the condensing apparatus, con- 
sisting of the sheet-iron conical tubes d/, nn, supported by the 
rods mm, from eye-bolts in the side walls, whereby the flange 
on the top of the tube / is placed in contact with the bottom af 
the pot, so that the axis of the tube coincides with the centre 
of the hole in the bottom of the pot; while beneath the lower 
extremity of each of the condensing tubes is placed an iron 
dish or receiver p, into which the metal falls as it is distilled. 

The crucibles or pots are made of Stourbridge fire-clay, old 
pots freed from vitreous matters, together with glass-house 
potsherds, the whole being reduced to powder, and kneaded 
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with water after the manner described for the mayufacture of 

the crucibles for melting steel, except that the zine pots are 
moulded wholly by hand in a wooden mould, with a special 
contrivance for obtaining the form given to the top of the 
crucible. 

After the pots have been inserted in the furnace, the aper- 
tures ff are bricked up, and the top piece Z of the condensing 
apparatus is coated with clay, both on its inside and outside, 
and fixed in position against the bottom of the pots. If the 
furnace be cold, and the pots are all new ones, the whole is 
gradually heated so as to vitrify the surface of the pots 
(which have been sprinkled with river sand for that purpose), 
and so prevent their cracking during their working; but if the 
furnace is alrcady heated, and a defective pot is required to 
be replaced by a new one, the fresh crucible is first heated to 
redness in a reverberatory furnace, and transferred while still 
hot by means of tongs to its position in the smelting furnace. 
The pots are then ready for charging, for which purpose the 
hole in the bottom of the crucible is first loosely stopped by 
introducing a few pieces of wood, which, carbonising, prevent 
the passage of the powdered ore down the pipes and so into the 
receiver, but are yet sufficiently permeable to allow the gases 
and vapour of zinc to pass downwards, or the same purpose 
may be accomplished by first introducing into the crucibles a 
few lumps of coke. On the stopping so introduced, the charge 
of 3 or 3$ cwts. of calcined blcnde or calamine, or a mixture 
of the two, is introduced into each pot or crucible, along with 
about 2 cwt. of coke or anthracite, the ore and reducing 
agent being placed in alternate layers, it not being necessary 
to mix the ore and coke or coal before their introduction into 
the pots, since the reduction of the metal is not essentially 
effected by carbon, but by carbonic oxide. When the pots 
have been thus wholly charged, the lids or covers of the 
crucibles are luted on and the temperature gradually raised. 

The vapours which first appear at the bottom of the short 
tube Z, burn with a brown colour, from the combustion of cad- 
mium, which very frequently accompanies zinc ores, and which, 
being more volatile than the zinc, distils over in the earlier 
stages of the process. This brown blaze is succeeded, as the 
temperature attains to whiteness, by the blue or bluish-white 
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fiame of carbonic oxide containing vapours of metallic zing, 
when the longer condensing tubes n, about 8 feet in length, 
are connected to the tube /, whereby the flame is extin- 
guished and the zinc is condensed, and gradually falls down 
into the receiver placed beneath. When zinc ceases to be con- 
densed, the residues remaining in the crucibles are withdrawn 
through the hole in the bottom ef the pots, and the pots are 
then ready for recharging. If a condensing tube becomes 
stopped by the condensation of the metal and deposition of 
zineic oxide within it, the obstruction is at once removed by 
detaching the pipe m, and inserting a red-hot iron into the 
tube to melt the solidified zinc, which then falls down 
into the receiver; while occasionally an explosion occurs in 
the cave or vault from the ignition of the mixture of oxygen 
and carbonic oxide in the condensing tubes. 

A furnace of the capacity above described will work off 
about 5 tons of ore per fortnight, yielding in the same time 
about 40 cwts. of zinc, and the crucibles will last about four 
months before requiring renewal; but it will be necessary in 
the interval to plaster over cracks or leakages with fire-clay, 
introduced through apertures in the openings ff, without the 
necessity of removing the pots from the furnace. 

' The English method of extracting zinc eutails a very small 
expenditure of manual labour, but it involves a much larger 
consumption of fuel than is required in the Belgian or Silesian 
processes, to be subsequently described, and also any electric 
calamine accompanying the zinc ore entirely cscapes reduc- 
tion; for these reasons this method of smelting zinc has 
been almost entirely superseded by the Belgian method of 
reduction. 

Carbonic oxide is always produccd in the reduction of 
zinc, thus, 

ZnO +C=Zn+CoO, 

attended perhaps by a small quantity of carbonic anhydride 
(CO,); since, whether carbon or carbonic oxide forms the 
active reducing agent in the preparation of this metal, the 
high temperature required for the reduction is sufficient to 
immediately convert into carbonic oxide, by contact with 
the excess of carbonaceous matters always present in the 
crucible, any carbonic anhydride that might be first formed. 
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The zinc, as obtained above, is known as “rough zinc,” for, 
as collected in the receiver, it does not form a solid cake, but 
consists of a non-homogeneous mass of metal, enclosing zincic 
oxide and other mechanical impurities between its particles, 
and for the separation of which the rough zinc is melted, for- 
merly in cast-iron pots, but latterly clay vessels have been sub- 
stituted, since zinc melted in contact with iron takes up a 
proportion of the latter, and the quality of the zine, especially 
for rolling, is thereby impaired. These melting pots are each 
heated by their own fire placed beneath the pot, and the molten 
metal is well stirred, when the oxide with the impurities rise 
to the surface and form a scum, which is skimmed off, and 
constitutes what is known as “ sweeps,” the sweeps being 
returned to the smelting crucibles at the next charge. After 
this treatment the surface of the zinc is left clean, and the 
metal is laded into open moulds forming cakes or ingots, as 
required for commerce. 

75. Belgian Method of Extraction.—This method, now 
largely carried out in England and elsewhere, is adopted at 
the Vieille Montagne Company’s works in Belgium, and is 
the method by which about one-fourth of the zinc occurring 
in commerce is prepared. The ores adapted to this process 
are the carbonates, silicates, and oxides of zinc, or a mixture 
of these is more usually employed, the ore before smelting 
being roasted or calcined—a process conducted at the Vieille 
Montagne Company’s works in open-topped kilns, from which 
the products of the calcination are withdrawn through open- 
ings in the sides of the kiln which are connected with a 
suitable flue; but the small ore is usually calcined in rever- 
beratory furnaces. 

The calcined ore is then ground to powder, and mixed 
with half its weight of small coal or carbonaceous matters, and 
the mixture of ore and reducing agent so obtained is (after 
slightly moistening to prevent its blowing away) introduced 
by a suitable ladle into the series of cylindrical fire-clay 
retorts a, figs. 37 and 38, which are closed at one end, and 
arranged with their open extremities or mouths to the front, 
in an arched vertical chamber well braced together by iron 
standards and tie-rods, each furnace or chamber containing 
from sixty to eighty of these retorts, arranged in eight tiers 
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of frem eight to ten in a tier. The retorts are from 39 to 
42 inches in length, and from 6 to 8 inches in external 
diameter, and their posterior or closed extremities rest upon 
notches built in the back wall of the furnace, while ledges of 
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cast-iron are arranged in the front of the chamber for the 

support of the front ends of the retorts, the rear ends being 

supperted as shown, at a higher level than are the front, so 
that the retorts incline downwards from the back to the front; 


174 METALLURGY, 


while to the mouth of each retort is luted a simple bellied fire- 
clay nozzle or condenser c, about 12 inches in length, to the 
front extremity of which is again fitted a more conical iron 
tube d, which latter serves to condense and collect the 
“fume” or crude zincic oxide (ZnO) which passes over along 
with the zinc during the distillation, and which is detached 
by the workman from these nozzles or receivers at intervals 
of about two hours, and is returned to the retorts with a 
subsequent charge. The fireplace (e) ig situate beneath the 
lowest row of retorts, while coal is the fuel employed, and 
the products of combustion pass through openings in the 
roof of the fireplace, then around and between the various 
retorts, before escaping by the two flues h h from the top of 
the retort chamber to the stack /; four such furnaces being 
nsually arranged in a group with the stack between them, 
the latter being divided by partitions into as many compart- 
ments or flues as there are furnaces in the group, so that 
each furnace can be controlled by its own damper. 

It is obvious from the arrangement of the furnace, that the 
retorts will not be equally heated, but that the temperature 
of distillation will decrease from the lower to the upper tiers 
of retorts; and to maintain a regularity of the process in 
different parts of the furnace, the retorts in the lower tiers 
are charged more heavily than those in the upper rows; 
thus, while the lowest retorts receive a charge of 28 lbs. of 
ore and reducing agent, those in the upper rows receive but 
16 lbs. of the mixture; also, the less refractory materials as 
“zinc fume” from the nozzles, etc., and ores containing much 
oxide of iron, are introduced into the upper retorts, since the 
latter class of ore would give rise to the production of a fusible 
ferrous silicate at the tempcrature attained in the lower 
retorts; while the more refractory zinc ores are also introduced 
into the lower tiers, and the lowest tier of all is occupied 
by empty retorts, somewhat thicker than those to be charged, 
which thus serve to protect those of the next row from the 
intense local heat immediately over the fire. 

In introducing new retorts into the furnace, the retort- 
chamber is first raised to a high temperature, and then the 
retorts, also previously heated to redness in a separate fur- 
nace, are introduced and fixcd in their places, when the 
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nozzles {e) are connected to the retorts, and the charge of ore 
and, coal introduced by a suitable scoop through the nozzle 
into the retort, when, after a short time, the blue flame of 
carbonic oxide is observed burning from the mouth of c; but 
after a further short interval the transparent flame becomes 
more opaque, luminous, and of a greenish-white colour, due 
to an admixture of burning zinc, with the escaping carbonic 
oxide, and at this stage the conical sheet-iron pipe (d) is 
attached, when the distillation proceeds as described, the 
greater part of the zine condensing in the hollow or belly 
of the nozzle c, from which it is ladled or raked out at in- 
tervals of about two hours, in quantities of a pound or two at 
once, 

The process thus involves a considcrable expenditure of 
manual labour, while its consumption of fuel is only from 5 to 
6 tons of coal per ton of zine produced, which is little more 
than one-half the amount required in the Silesian process, and 
about one-fourth of that used in the old English process; but 
the residue left in the retorts on the completion of the distil- 
lation retains about 10 per cent. of zinc, in combination with 
silica derived from the clay retorts, and from which the zine 
cannot be separated by this process, but is lost from the diffi- 
culty attending the reduction of zincic silicate. 

The charge being worked off, the residues are raked well 
out into a pit in front of the furnace, and recharging imme- 
diately commences, two charges being worked off during the 
twenty-four hours; and the furnaces are thus worked con- 
tinuously, until requiring to be stopped for repairs, which, 
on an average, will occur at intervals of about two months. 

The rough metal obtained by this method of distillation 
requires, before it is ready for the market, to be remelted for 
the separation of the zincic oxide, etc., with which it is accom- 
panied, and which rises to the surface on remelting, forming a 
scum which is removed as long as it forms; after which the 
metal is cast into ingots, weighing from 70 Ibs. to 80 Ibs. 
each, in which form it is sent into commerce. 

At the works of the Vieille Montagne Company the ore is 
first washed for the separation of clay, etc., which accom- 
panies the calamine more or less, after which it is calcined in 
the manner already described, the ore losing by this treat- 
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ment about 25 per cent. of its weight, and it is then treated in 
the Belgian furnace in the manner just described. 

76. Bilesian Method of Extraction.—The chief difference 
between this and the Belgian method last described, exists in 
the construction of the furnace and retorts; for in the Silesian 
process the retorts are supported throughout their whole 
length, and a greater heat may be thereby attained without 
fear of the retorts collapsing than is permissible in the Bel- 
gian process, thus rendering it practicable to smelt poorer ores 
by the Silesian process than can be profitably employed for 
treatment by the previous methods; while the residues left in 
the retorts, instead of containing some 10 per cent. of zinc, as 
in the Belgian process, do not retain more than perhaps 5 per 
cent. or 6 per cent. of metal. In consumption of fuel and 
expenditure of manual labour, the process stands intermediate 
between the Belgian and old English methods of reduction; 
and by the application of the Siemens’ regenerative furnace 
to the process, the consumption of fuel has been somewhat 
further reduced. 

The ores employed in the Silesian process are, as before, 
chiefly oxides, carbonates, or sulphides of zinc, which may be 
profitably smelted if they contain not less than about 20 per 
cent. of metal. The ore is first calcined as thoroughly as 
possible in a reverberatory furnace having two tiers or floors 
one above the other, or with a single bed divided by a step 
into two portions; the ore being first roasted for about twelve 
hours on the bed having the lowest temperature, when rt is 
exposed for a like period to the higher temperature of the 
other portion of the bed, the furnaces being heated either by 
their own fire or by the waste gases from the smelting fur- 
nace, and the ore loses during calcination about 2 per cent. 
of zinc. 

The calcined ore is broken up into small pieces, and mixed 
with about one-tenth of its weight of “ sween,” and one- 
half of its weight of carbonaceous matter, as coal or coke, the 
mixture being then introduced into the series of Q-shaped 
retorts or mujfles (a a, fig. 39), measuring about 3 feet in 
length, by 1 foot 6 inches in height, and 8 inches in width, and 
each weighing, when dry, about 200 lbs. The retorts whick 
are made of a mixture of Stourbridge or other guod fire-clay, 
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mixed with the powder of old pots or muffles freed from slag. 
and vitreous matters, are formed by hand after the manner 
described for the preparation of the Belgian retorts, and like 
them require careful annealing before use. Near the upper 
extremity of the front end of each muffle is attached the 
curved clay condensing tube 8, at the angle or bend of which 
is placed the movable plate c, capable of removal for an ex- 
amination of the interior of the muffle and the introduction of 
the charge of ore and carbonaceous matters; while, at the same 
end of the muffle, beneath the condensing tube, is sometimes 
placed a second opening for withdrawing the residues, etc., left 
in the retorts at the completion of the distillation, and which 
is luted up during the conduct of the process. To the end of 
6 is attached a cast-iron tube, at the extremity of which isa 
sheet-iron prolongation, which conveys the metal and products 
of distillation to a chamber (j/) below the level of the bottom, 
and in front of, the retorts, where the zinc is collected as it con- 
denses. From 20 to 28 of these muffles are usually arranged, 


OM a” é “aL: 







+ 
EEE 17 kt, Wo cy} 


ead wes nae 


dae i: =F 


Fig. 39,—SEcTION THROUGH ONE OF THE MUFFLES IN THE SILESTAN 
Zinc FURNACE. 
as shown in fig. 39, in two rows, back to back, in a rect- 
angular and nearly square furnace, the muffles resting upon 
platforms of brickwork built along the sides of a central fire- 
grate, and sloping slightly from the fire towards the front end 
of the muffles; and the fireplace does not pass quite through 
19—11. a 
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the furnace, but is stopped at some distance from the back. 
The sides or faces of the furnace are divided by vertical bricks 
or tiles, on which abut small arches, into a number of equal 
rectangular and arched compartments, each holding a pair of 
muffies; and the closed extremities of the muffles are placed 
nearest the fire. In the arch &, enclosing the furnace 
chamber, is an opening (/) from each compartment or pair of 
mufiies, which communicates with one of the two flues (n 7) 
running along the top of the furnace, and which lead to the 
stack at the back of the furnace; or, instead of these openings 
and flues on the top of the furnace, the gases and flame from 
the fire, after circulating around the muffles, are withdrawn 
in the later Silesian furnaces through openings in the brick- 
work, on which the mufiles rest, downwards into flues below, 
instead of above, as indicated in the figure; which latter 
arrangement has the advantage of heating the muffles beneath, 
as well as above—whilst, in the former method, the heat is 
applied wholly from the top sides of the muffles. In the arch 
or roof of the furnace (4) also are openings, closed by mov- 
able tiles, through which the workmen obtain access with 
mops and fire-clay lute, to lute up any cracks that may occur 
in the retorts during the working off of a charge. The front 
of the chambers or recesses in which the retorts are placed 
are closed during the working of the furnace by sheet-iron 
doors, each provided with a peep-hole for observing the tem- 
perature of the furnace. 

The charge for each retort or muffle averages about 103 
Ibs., made up of 65 lbs. of calcined ore, 6 lbs. of sweep or 
skimmings of crude zincic oxide from the remeltings, 23 Ibs. 
of finely-powdered bituminous coal, and 9 lbs. of coke; but 
the muffies near the front end of the furnace being subjected 
to a higher temperature than those in the rear, they are 
made to receive a proportionately larger weight of mate- 
rials, so that the whole of the retorts may work off their 
charge in the same time, which, including the cleaning out 
of the muffles and their preparation for receiving the suc- 
ceeding charge, occupies about 24 hours; while a retort will 
last from 8 to 12 weeks, according to the part of the furnace 
in which it is situate, before requiring to be replaced by a 
new one. 
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When the retorts are all charged, the temperature is cradu- 
ally raised, the first effect of which is the expulsion of a little 
moisture; this is succeeded as the heat increases by carbonic 
oxide (CO) and a little zincic oxide (ZnO), accompanied by 
some finely-divided zinc; when, after about 5 hours, the tem- 
perature having gradually increased, the blue flame of carbonic 
oxide burning at the nozzle of the condensing tube becomes 
more luminous and greenish-white in colour, as described in 
the previous methods—which appearance is succeeded, after a 
short interval, as the temperature continues to rise and attains 
to whiteness, by drops of the metal condensed in the nozzles; 
after which the distillation, if properly conducted, goes on 
uninterruptedly for about 12 hours, when the operation will 
be completed. 

Instead of the elbow-shaped condensers, with their iron 
appendages as described above, some Silesian furnaces, as at 
Stolberg, etc., have been fitted with condensing apparatus after 
the manner of the Belgian condensers, consisting of a clay 
nozzle some 2 feet in length, egg-shaped in vertical section, 
and in which is a depression or belly in the middle of its 
length; and in the lowest point of which is a hole from which 
the metal can be drawn off at intervals as the cavity fills; or, 
in the absence of the hole, the metal can be ladled out through 
the mouth as the cavity fills with the condensed metal. 

77. Carinthian Method of Reduction.—In this process, as 
formerly carried on in Carinthia and Hungary, the distilla- 
tion is “ per descenswm,”—the furnace consisting of an arched 
chamber, in which a large number of conical clay tubes or: 
retorts are placed vertically, and with their widest end 
upwards; while at their lower ends they are fitted with 
collars which fit against cach other, and so form a closed 
bottom to the furnace, supported upon a trellis-work of 
iron bars, below which is the condensing apparatus. The 
bottom of each cf these tubes is first stopped with small 
pieces of charcoal, on which is introduced the charge, con- 
sisting of calcined calamine or roasted blende, with powdered. 
charcoal and lime, mixed together with a solution of wood 
ashes and common salt—the charge filling each tube to within 
4 inches of the top, which space is filled with charcoal, the 
upper pieces being washed with a clay lute for closing the 
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top. The furnace is heated by the flame from a fire fed with 
wood, and the charge is worked off in from 30 to 40 hours; 
but a large loss of fuel is entailed from the necessity of cool- 
ing down the furnace before recharging after each charge is 
worked off. 

78. Treatment of Zinc Fume.—<As already indicated there 
collects in the flues, passages, and condensing apparatus em- 
ployed in the distillation of zinc, considerable quantities of a 
grey dust or condensed fume, containing zincic oxide (ZnO), 
with finely-divided metallic zinc, along with arsenic and cad- 
mium, which latter, being more volatile than the zinc, pass 
over and are condensed, especially in the earlier stages of the 
process. Frequently, also, lead and iron occur as constituents 
of the fume, along with alumina (A1,0,), lime (CaO), carbo- 
naceous matters in large proportion, and sulphuric acid in 
smaller proportions. 

This fume is either added to the smelting materials and 
returned at once to the distillatory apparatus, or, as at Blei- 
berg and elsewhere, the fume is first treated in what is 
known as the “Montefiort furnace” for the separation of any 
zinc that exists in the metallic state, and the residue, after 
this treatment, being alone returned as a constituent of the 
smelting charge of the ordinary zinc furnace. The Monte- 
fiori furnaces consist of a series of vertical cylinders or tubes 
of fire-clay, each about 8 inches in diameter and closed at 
one end; these are placed vertically, with their open ends or 
mouths upwards, on the two sides of a vertical wall within 
a rectangular chamber heated by a fire placed beneath the 
level of the platform supporting the cylinders, while the 
flame and products of combustion obtain access to the cham- 
ber through apertures in the arched roof of the fireplace, 
To the bottom of each cylinder is attached a tube at right 
angles to the length of the cylinders, which tube is bell- 
mouthed inwards, and opens beyond the outer walls of the 
chamber; and when the pots or cylinders are charged with 
fume, a clay stopper or piston, fitting the cylinder, and con- 
nected with an iron bar passing through an opening in the 
fiat roof of the furnace, is placed upon the contents of each 
cylinder; so that by this means the fume is heated to the 
melting point of zine without access of air, while pressure can 
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be applied as required to the top of the piston, whereby the 
particles of metallic zinc are melted and collected in the 
bottom of the pot, from whence it can be withdrawn by 
extracting a clay stopper placed in the lateral tube pre- 
viously mentioned. But the metal so obtained is still very 
impure, from the presence of arsenic, cadmium, etc. 

79. Separation of Lead from Zinc.—Ores of lead in larger 
or smaller quantity, frequently accompany zinc ores, especially 
as plumbic carbonate in calamine, or as galena (PbS) in 
blende (ZnS), while the zinc produced from such ores not 
unusually contains considerable proportions of lead, which 
it is desirable to separate as perfectly as possible from the 
zine intended for rolling into sheets, etc.; and for this pur- 
pose, the plumbiferous zinc is subjected to a species of liqua- 
tion, in which the pigs of zinc are heated on the sloping bed 
of a reverberatory furnace to a temperature below that at 
which the zine will ignite, when, as the pigs melt and run 
down into the well or swmp prepared at one end of the fur- 
nace bed, the lead, in virtue of its superior specific gravity, 
collects in the bottom of the well, while the zinc, largely 
freed from lead, forms an upper layer from which the metal 
is ladled and cast into ingots as it collects, 

80. Sheet-Zinc.—Much of the zinc of commerce is em- 
ployed in the form of sheets, and for their manufacture the 
pigs of zinc, as prepared at the smelting establishments, re- 
quire to be remelted in a reverberatory furnace, in the hearth 
of which is a cavity into which the melted zinc drains, and 
from which it is laded into moulds of a size and form con- 
venient for rolling into sheets. These slabs are then heated 
to about 212°F. (100°C.) or a little beyond, and are rolled 
in the rolling mill to the thickness required. 

81, Galvanised Iron.— The commercial article known 
under this name is an iron plate coated superficially with 
zinc; the iron, as already noted, giving rigidity and strength 
to the plate, while the zinc prevents the corrosion or rusting 
that occurs on the exposure of sheet-iron to atmospheric 
influences; but owing to the great ease with which zinc is 
attacked by acids, galvanised iron is not adapted as a con- 
structive material where it would be exposed to acid vapours. 
In addition to plates, the process of galvanising is applied to 
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chains; links, and other articles requiring to be protected from 
corrosion; the coating of zinc being also rendered more firmly 
adherent if the articles of iron be first coated with a layer of 
tin after the usual manner of tinning. 

. The coating of zinc was originally deposited upon the sur- 
face of the iron by galvanic agency, and hence the name; 
but this method has given place to the more simple method 
of coating the cleaned surface of iron by simple immersion 
in a bath of melted zinc, the surface of the latter being kept 
covered with sal-ammoniac (NH_,Cl) in order to prevent oxida- 
tion, and at the same time to dissolve any zincic oxide that 
may be formed; and by this treatment the plate is covered 
with a thin, firmly adherent coating of metallic zinc, while a 
definite alloy of zinc and iron probably exists along the line 
of junction of the two metals. The bath of zinc in which 
the operation is performed becomes gradually impure from 
the presence of iron, small proportions of which are dis- 
solved by molten zinc, and its effect is to render the metal 
less fusible, brittle, and hard. The ferriferous alloy collects 
in pasty masses at the bottom of the bath as the proportion 
of iron increases, and it may be largely separated by the use 
of a perforated ladle. The ferriferous zinc thus separated is 
less lustrous than the pure metal, presents a somewhat scaly 
aspect on fracture, and exhibits numbers of grey or black 
spots throughout its fractured surface. The zinc is in a great 
measure recovered from this alloy by a special distillation. 

Galvanising of the iron wire, such as is employed for 
fencing, signal wires, etc., is performed with great rapidity, 
the rolled wire being annealed at the same operation; and 
for this purpose the rolled wire is drawn through a furnace 
of sufficient length, that the wire in its passage through it is 
heated to redness, while the heated wire, as it passes out from 
the furnace, is directed by guide pulleys through a reservoir 
of dilute sulphuric acid (pickle), which has the effect of 
clearing off any scale, and on leaving the pickle it passcs 
through a quantity of sand, whereby the wire is obtained 
with a clean metallic surface for the action of the bath of 
metallic zine into which the wire is next introduced, In 
this manner, while one end of the iron wire is still passing 
through the furnace for annealing, the other extremity is at 
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the same time being wound on to a drum in its galvanised 
or zinc-coated state. 
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Copper, when alloyed with zinc in various proportions, 
gives rise to a large number of important bodies, which are 
of extensive application in the arts; but of these the most 
important are brass and Muntz’s metal. Other alloys, formed 
by the union of these metals, are Zombac, consisting of 84 
parts of copper with 16 of zinc; Pinchbeck (3 parts of copper 
to 1 of zinc); Princes’ metal (5 parts of copper to 1 of zine); 
Mannheim gold, only another variety of Pinchbeck; Bath 
metal contains copper, and about 22 per cent. of zinc; but 
the exact composition of these latter alloys is exceedingly 
various, and the different names are applied by various 
authors to alloys having the same composition. 

The alloys of copper and zinc range in colour between 
copper-red, reddish-yellow, yellow, and bluish or greyish- 
white, according to the proportion of zinc contained in the 
alloy, paleness of tint attending an increase in the proportion 
of zinc employed. They are homogeneous, generally brittle 
at a red heat, and require more frequent annealing while being 
hammered or rolled into sheets, ctc., than does pure copper; 
while an excess of zinc in the alloys renders them brittle at 
all temperatures, and with the increase in its proportion the 
melting point and specific gravity of the alloy are lowered, 
thus a brass containing 25 per cent. of zinc melts at 954°4°C. 
(1750°F.). Aich’s, sterro, and Gedge’s metal are varieties of 
brass containing, in addition to copper and zinc, small pro- 
portions of iron, while sterro-metal contains tin in addition. 

82. Brass.—This name is applied to most yellow alloys of 
copper and zinc, but ordinary brass is an alloy consisting of 
2 parts of copper with 1 part of zinc, when it is almost 
golden-yellow in colour, is harder than copper, and accord- 
ingly resists wear better, is very malleable and ductile, any 
proportion between 50 and 37 per cent. of zinc alloyed with 
copper affording a brass which is sufficiently malleable to roll 
into good sheets; but the metal is hardened by hammering or 
rolling, and requires to be frequently annealed during these 
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processes to prevent its cracking at the edges; it can be 
drawn out into very fine wire, but at a red heat it is very 
brittle. The fractured surface of an ingot broken while hot is 
coarsely fibrous, while if broken cold the same ingot exhibits 
a finely granular fracture. Brass is rapidly tarnished by ex- 
posure to atmospheric influences, though it is not so readily 
tarnished and blackened as copper, and, by continued exposure 
to vibration, a crystalline structure is induced in the alloy 
whereby considerable brittleness results. It may be readily 
stamped or cast into a variety of ornamental forms; it has also 
an extensive application for castings used by the engineer, 
etc., since it yields a much more close and compact casting 
than copper, and thus forms a material resisting wear much 
better than the latter. Ornaments made of brass are capable 
of receiving a rich dead yellow surface by treatment with 
dilute nitric acid, the immersed article being allowed to 
remain in the acid (dipping liquid) until the adherent scale 
is readily rubbed off, when the brass, after washing with 
water, is then introduced into nitric acid a little stronger than 
the last, and in which it remains until the surface presents 
a white or creamy appearance, from the presence of adherent 
bubbles of gas; after again washing in water and roughly 
drying in sawdust, the articles arc immersed for a few seconds 
in strong nitric acid, after which they are washed in water 
containing a little cream of tartar or argol, and are finally 
dried in hot sawdust. 

The addition of about 2 per cent. of dead is made to brass 
intended for rolling, filing, or working in the lathe, but its 
tenacity or adaptability for wire-drawing is diminished 
thereby; while for engraving purposes its hardness is in- 
creased by the addition of a small proportion of tin. Iron is 
objectionable in brass, since it increases the hardness and 
impairs the lustre, tenacity, and malleability of the alloy. 
The alloy known as “ Dutch metal” isa variety of brass con- 
taining a larger proportion of copper than the ordinary alloy, 
and which is capable of being hammered into leaf of less than 
su.go0th of an inch in thickness, in which form it is em- 
ployed instead of gold leaf for the gilding of cheap articles. 
A. common variety of brass contains equal parts of its two 
constituents, copper and zinc. 
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88. Calamine Brass—The variety of brass known as 
“calamine brass,” since “calamine” (zincic carbonate) was 
employed in its production, instead of metallic zinc as now 
generally adopted, was for a long time looked upon as a 
superior variety of the alloy, and the process of ‘cementa- 
tion” by which it was produced constituted the only method 
employed for the manufacture of brass; but at the present 
time few, if any, furnaces now occur in England in which 
calamine brass is produced. 

The furnace employed in the preparation of calamine brass 
consists of a circular tire-brick chamber, contracted at the top 
to about one-third of the greatest diameter of the furnace; 
while the bottom of the furnace is formed of a cast-iron plate 
with 12 circular holes arranged symmetrically around a cen- 
tral and somewhat larger hole, the latter serving to rake out 
the ashes and clinker into the ash-pit below. To each of the 
smaller holes is applied a cast-iron conical tube or twyer about 
6 inches in height, and the space between these several cones 
is then filled up to the level of their upper edges with fire-brick 
and fire-clay. The floor thus prepared constitutes the furnace 
bottom upon which are placed the pots or crucibles in which 
the charge is melted, the conical twyers above mentioned 
serving as air-holes for the introduction of air from without 
to the interior of the chamber for the combustion of the fuel 
in the furnace, while the circular aperture in the top serves 
as the chimney for the furnace, and is kept more or less 
closed, as required during the operation, by a movable plate 
or tile placed above it. Several of these furnaces are usually 
built together, and over such a group is raised a chamber or 
dome of brickwork resembling the ordinary glass furnace. 

The crucibles in which the brass is melted are arranged 
concentrically around a central or king-pot, the latter being 
sometimes larger than the rest, and capable of holding about 
120 Ibs. of metal, while the other pots only hold about 84 lbs. 
each. 

The mixture with which the pots are charged consists of 
100 Ibs. of calamine or blende, previously ground fine and 
calcined sweet, together with 40 lbs. of ground coal; which 
ingredients, upon intimate mixture, are passed through a 
sieve of 8 holes to the inch, after which it is damped and 
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passed through a sieve of only 4 holes to the inch, when it 
is finally mixed with about 66 Ibs. of dean-shot copper, and 
is ready for charging into the crucibles. 

The crucibles, already at a red heat from a previous opera- 
. tion, are lightly charged with the above mixture, the mouths 
of the crucibles being then closed by placing across them 
large pieces of coal, while the smaller pieces of fuel are put 
around and between the sides of the several pots, care being 
taken to keep the air-holes in the bottom of the furnace well 
open. The cover is now placed partially over the mouth of 
the furnace, when the coal undergoes, during the first stage, 
a process of coking, upon the completion of which the cover 
is placed further over the furnace mouth for a short time. 
The heat is now gradually raised by a proper regulation of 
the draught, effected by withdrawing the cover as required 
from the mouth of the furnace, and, in about ten hours, the 
zine will have been reduced from the calamine and alloyed 
with the copper, upon which the pots and their contents 
are ready for withdrawal. For this purpose the central or 
king-pot is usually tirst taken out, after which the side pots are 
successively withdrawn, and the contents of each, after well 
stirring with an iron rod, are emptied into the king-pot, and 
the crucible at once reinserted into the furnace for a repeti- 
tion of the process, which thus goes on continuously as long 
as required. The brass is thus collected in the king-pot, 
which is then skimmed to clear it from dross, etc., and the 
metal poured therefrom into moulds suitable for the purposes 
to which it 1s to be applied. 

84. Direct Preparation of Brass.—This method is either 
conducted in black-lead erncibles, heated in small furnaces 
similar to the steel-melting furnaces, F, page 162, Vol. L., or 
the metals are melted upon the hearth of a reverberatory 
furnace; the latter method being applied more especially to 
the preparation of the various yellow metals, employed as 
sheathing, etc., and the manner of its conduct is described 
in the ensuing article upon Muntz’s metal. 

In the direct preparation of brass, the copper is first intro- 
duced into the crucible and carefully melted, keeping the 
heat only just sufficient to maintain the copper in a state of 
fusion; and, when in this condition, the required proportion 
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of zine, after allowing for the loss which always occurs from 
volatilization, is cautiously added to the molten copper. But 
since it generally occurs in practice that it is desirable to 
utilise a proportion of old brass, this latter, to the extent 
of about one-third the charge, is first introduced into the 
crucibles, and upon this is placed alternate layers of zinc, 
copper, and powdered charcoal, always completing the charge 
with a layer of the latter, for the charcoal serves to reduce any 
oxide that may be formed by oxidation during the melting, 
The furnace is then supplied with coke, and in about four 
hours the charge will be meltcd and the alloy ready for cast- 
ing; and for this purpose the metal is skimmed and then 
poured into the required moulds: if for slabs intended 
for rolling, the moulds are of cast-iron, and are previously 
warmed, and the surface dusted over with charcoal; while 
sand moulds are employed in the production of brass cast- 
ings, such as are required by the enginecr, etc. When brass 
is ready and at a suitable tempcrature for pouring, its surface, 
on withdrawing from the furnace, emits a bluish-white lam- 
bent flame, due to the slight waste of zinc going on at the 
surface of the alloy at this temperature; and the quality of 
brass castings depends much upon the temperature at which 
they are cast. 

85. Muntz’s Metal.— This is a varicty of brass which 
presents a finely granular fracture, and admits of being rolled 
at a red heat; it is extensively applied to the sheathing of 
ships, etc., since it is said to keep a cleancr surface than 
copper sheathing. Muntz’s metal or yellow sheathing is 
described in the original spccification as consisting of three 
parts of copper to two of zine, and thus differs from ordinary 
brass in containing a larger proportion of zinc, while it is 
now the usual practice to add about one per cent. of lead to 
the alloy; and the nails or bolts employed in fastening it 
down are made a little harder by the addition of tin, such 
bolts having, according to Dr. Percy, a composition consisting 
of 8682 per cent. of copper, with 3-88 per cent. of zinc, and 
9:30 per cent. of tin. ; 

The preparation of Muntz’s metal may be conducted in the 
ordinary crucibles employed in brassfounding; but it is now 
more generally made in reverberatory furnaces, the copper 
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being first introduced and melted, when the required amount 
‘of zine is gradually added, and the two metals thoroughly 
incorporated. When the requisite amount of zinc is supposed 
to have been added, test or trial samples (proofs) are taken from 
the furnace and hammered or rolled while hot, and afterwards 
broken, in order to judge of the condition of the metal from 
the appearance of its fracture; and from the appearance of 
this trial specimen more zinc is added, as may be required, 
until the trial piece indicates the proper condition, when the 
alloy is tapped out into a ladle lined with clay, from which it 
is laded into suitable ingot moulds. 

The exact proportion of zinc cannot be at once added to 
the charge, since the loss by volatilization is considerable, 
and also very variable, and hence the necessity of determin- 
ing the condition of the metal by actual trial pieces taken 
from the bath; while this uncertainty is further increased by 
the addition to the charge of old sheathing and yellow metal, 
which likewise loses a proportion of its zinc during the fusion. 

In the neighbourhood of Swansea, etc., yellow or Muntz’s 
metal is manufactured by melting the copper on the bed of a 
reverberatory furnace, while the zinc is melted separately in 
a small kettle at the end of the furnace, heated by the waste 
heat from the furnace; and when both metals are ready for 
mixture, the zine is laded into a receptacle in front of the 
furnace, into which the copper is then tapped, the incorpora- 
tion and alloying of the two being attended with an abundant 
escape of white fumes of zincic oxide with a consequent loss 
of zinc, which loss is stated, however, to be less than when 
the mixture is effected by introducing both metals into the 
furnace. 

Sheets of Muntz’s metal are annealed after rolling, and 
then immersed in a pickle of dilute sulphuric acid for the 
removal of the scale and oxide of copper thus formed, afzer 
which they are scoured with sand, and then washed and 
dried before packing for the market. 


CHAPTER IV. 
MERCURY. 


.86. Physical and Chemical Properties.—This metal, 
known also as quicksilver, has an almost silver-white colour, 
is tasteless and inodorous when pure, possesses a strong 
metallic lustre, and constitutes the only metal which, at 
ordinary temperatures, exists in the liquid state; but unlike 
ordinary liquids, it runs off without wetting ordinary non- 
metallic surfaces, while with many metallic surfaces the 
mercury unites with the metal, and deposits a film of an 
amalgam upon it. Ata temperature of — 39:44°C. (Hutchins), 
it solidifies with considerable contraction in volume, to a tin- 
white, ductile, and malleable mass, that may be beaten out 
with the hammer, cut by the knife, and even welded, while 
jts fracture under these conditions is distinctly granular in 
appearance; and at a temperature variously estimated at 
between 346°C. and 360°C. (654°4°F. and 680°F.), the metal 
boils and assumes the form of a colourless vapour; various 
experiments have also shown that the metal is more or less 
volatile, either in air or vacuo, at all ordinary temperatures. 
The densify of mercury varies much with the temperature, 
owing to its high co-efficient of expansion for heat; while the 
regularity of this expansion for equal increments of heat 
between certain limits, as from 0°C. to 100°C. (32°F. to 
212°F.), renders it peculiarly well fitted for the construction 
of thermometers or instruments for registering the sensible 
heat of bodies, the increment of its expansion for each degree 
Fahrenheit corresponding to :00011 (Dalton) of its bulk at 
32°F; the density of the metal at 4°C. is given by Regnault as 
13-596, and the density of mercury vapour referred to air as 
unity is 6-7 (Brineau), though theoretically its vapour density 
would be 6-933. The specific heat of this metal is 03332 in 
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the liquid state, or (03192 when in the solid state. Mercury 
is unaffected by exposure to alr, oxygen, hydrogen, nitrogen, 
nitrous or nitric oxide, carbonic anhydride, or alcohol, and 
the first-mentioned thus forms a ready method of detecting 
any considerable amount of impurities in the commercial 
metal, since, on briskly shaking a quantity of mercury in a 
flask of air or oxygen, the baser metals are oxidized and 
form a grey pellicle upon the surface of the mercury, or if 
present in considerable proportion the oxides mixing with 
the metal reduce the whole to'a grey pulverulent mass. By 
agitating or rubbing mercury with water, ether, sugar, or 
fatty matters, the metal loses its metallic lustre and appear- 
ance, or is deadened, and the whole is converted into a grey 
mass, or powder, of minute globules of mercury, between 
which are interposed strata or films of the fatty or other 
matters, so as to obscure from the eye the metallic character 
of the mercury mixed in the mass. If mercury be main- 
tained in contact with the atmosphere at a temperature just 
above its boiling point, the metal is slowly oxidized to mer- 
curic oxide. Mercury also readily combines with gold, silver, 
tin, lead, bismuth, cadmium, and zinc, but not so readily with 
aron or copper, yielding thereby an interesting class of. bodies 
known as amalgams; and its application for the amalgamation 
of gold and silver in the extraction of these metals, will be 
treated of in the chapters on these metals. Mercury does 
not decompose water, but Wiggers and others state that the 
metal is dissolved to a small extent upon continuous boiling 
with water; and with chlorine, bromine, iodine, or sulphur, 
the metal may be directly combined at ordinary temperatures. 
Hydrochloric acid is without action upon mercury, even when 
the concentrated acid is heated with the metal; but nitric 
acid dissolves it, with the evolution of nitric oxide, and the 
formation of mercuric or mercurous nitrate, according to the 
proportion and concentration of the acid employed; while the 
metal is scarcely affected by dilute sulphuric acid in the cold, 
but if the concentrated acid be heated with mercury, then 
sulphurous anhydride is copiously evolved, and mercuric 
sulphate is formed. Thus— 
Hg +2H,.80, = Hg8SO, +2H,0+80,. 

As already stated, mercury and chlorine unite at the ordinary 
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temperature, but their union is much more rapid at the 
volatilising point of the metal. All the compounds of mer- 
cury are either decomposed or volatilised by heat, and all 
yield metallic mercury on fusion with sodic carbonate. 

The commercial metal, unless specially purified, is frequently 
contaminated with small quantities of the volatile metals, 
zinc and bismuth, which are sometimes associated with the 
ores of mercury, and distil over with the latter in its extrac- 
tion; while lead, antimony, tin, and bismuth, are also added 
as adulterations of the metal, but the comparative purity of 
the metal is readily observed by allowing a drop of it to run 
down an inclined surface, when it ought to roll as a perfect 
sphere, and not elongate or drag a tail behind it; or on shak- 
ing in a bottle or flask, along with air or oxygen, it should 
retain its metallic lustre unimpaired, and without the depo- 
sition of any grey or black powder, while further, when 
dissolved in nitric acid, and the solution evaporated to dry- 
ness ‘and ignited, the metal, if pure, leaves no residue of 
oxide. The atomic weight of mercury is 200, and its 
chemical symbol Hg (Hydrargyrum). 

The chief applications of mercury are in the amalgamation 
processes for the separation of gold and silver from their ores, 
or the gangue with which they are mixed; in the construc- 
tion of barometers, thermometers, and other philosophical 
instruments; and for the purposes of gilding, plating, etc. ; 
while the metal and its compounds are of considerable appli- 
cation in pharmacy and anatomy. 

87. Water Gilding.—Before the introduction of the pro- 
cess of electro-plating or electro-gilding, it was the practice 
to gild ornamental articles of copper, bronze, etc., by a pro- 
cess known as water or wash-gilding; a process depending 
upon the facility with which gold may be amalgamated or 
dissolved in mercury, and the ready manncr in which the 
latter metal is subsequently expelled upon the application of 
heat, so that bodies whose surfaces have been suitably pre- 
pared and coated with the gold amalgam, and afterwards 
gently heated, are thus left coated with a thin adherent film 
of gold, the mercury having been driven off by the heat. For 
the purposes of water-gilding, the gold amalgam is first pre- 
pared by very gently heating some 6 or 8 parts of mercury 
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with one of gold, whereby a fluid amalgam is obtained which 
yields, on pressure and filtration through wash-leather, a 
pasty mass or amalgam containing about 2 parts of mercury 
to 1 of gold, the excess of mercury having been expelled by 
the pressure, and this resulting amalgam is the one employed 
in gilding; but, before its application, the surface of the object 
to be gilded requires to be thoroughly cleaned, and for this 
purpose it is first heated to redness in a charcoal fire, then 
plunged into dilute sulphuric acid, rubbed with a hard brush, 
and washed with water, occasionally also being afterwards 
immersed for a few minutes in strong nitric acid, when it is 
again washed and dried. The surface thus cleansed is then 
amalgamated or coated with a film of mercury, by rubbing 
or washing it with a solution of mercurous nitrate, after 
which the gold amalgam is applied by pressing or rubbing 
the article upon the pasty amalgam, which thus attaches 
itself to the prepared surface. The article is then washed, 
and the mercury expelled by heating over a charcoal fire, 
the surface being kept uniformly coated during this opera- 
tion by a continued rotation and brushing with a soft brush, 
the heating being continued until the surface assumes a dull 
yellow colour, when the article is removed and polished upon 
a revolving brush slightly damped with vinegar, or upon a 
wet burnisher of hematite. A mixture of bees-wax, red- 
ochre, cupric acetate (verdigris), and alum is then applied for 
the removal of the last traces of mercury remaining on the 
surface, and at the same time to impart a redder shade to the 
surface ; after which the article is burnished, washed with 
dilute nitric acid, then with water, and finally dried. 

88. Silvering of Mirrors.—The silvering of mirrors, re- 
flectors, etc., is effected by coating one surface of the glass 
plate with an amalgam of tin and mercury containing about 
20 per cent. of the latter. The silvering is effected by first 
carefully covering the surface of a perfectly smooth slab or 
stone, somewhat larger than the size of the plate to be 
silvered, with a sheet of tin-foil, taking care to remove all 
creases therefrom, and to expel all air bubbles from beneath 
the tin by carefully smoothing it over with a brush, while 
around the slab or table is placed a gutter or channel for 
collecting the excess of mercury as it runs off; and the table 
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itself is swivelled upon an axis, so that it can be inclined 
at any angle with the vertical by actuating a screw. The 
table is now placed perfectly horizontal, and the tin-foil is 
amalgamated with mercury by pouring a small quantity of 
the latter upon the surface of the tin, over which it is spread 
by means of a piece of flannel; upon this surface is then 
poured a very thin layer of mercury, after which the plate 
of glass, perfectly clean and dry, is very carefully pushed 
forward from one edge across the table, so as to prevent 
any air getting between the amalgam and the glass, and at 
the same time the plate carries before it the superfluous 
mercury; aftcr slightly inclining the table to drain off the 
excess of mercury, a series of heavy weights are placed upon 
a blanket covering the plate, and it is allowed to stand thus 
weighted for about 24 hours, after which the inclination of 
the table is gradually increased from day to day so as to 
drain away the iercury. After the weights have been re- 
moved, the silvered plate is placed upon a sloping table, the 
upper edge of which is gradually raised until the table 
attains to the vertical position. 

89, Mercury and Oxygen.—These elements yield by com- 
bination two oxides known as the mercurous and mercuric 
oxides respectively. 

Mercurous oxide (Hg,O), known also as the black oxide, 
is an unstable body obtained as a brown-black, inodorous, 
and tasteless powdcr on the addition of an excess of caustic 
potash to a solution of a mercurous salt; or by treating 
tinely-powdered calomel (Hg,Cl,) suspended in water with 
an excess of the same re-agent; in either case the precipitate 
requires well and carcful washing to free it from potash, 
which washing must be accomplished in the dark, since this 
oxide is resolved into mercuric oxide (HgO), and metallic 
mercury on exposure to sunlight. Mercurous oxide is in- 
soluble in water, and is resolved into its elements on 
heating to redness; it forms a detonating mixture with phos- 
phorus, and it is decomposed on treatment with phosphorous 
acid, phosphuretted hydrogen, or when boiled with an aqueous 
solution of potassic iodide, in each case yielding metallic mer- 
cury. It is soluble in acids, producing thereby a series of 
mercurous salts. 
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Mercwric owide, or red oxide of mercury (HgO), is the 
most important oxide of mercury; it is produced when mer- 
cury is heated to its boiling point, and exposed for a consider- 
able time to the influence of atmospheric air or oxygen, care 
being taken that the temperature be not raised sufficiently high 
to again decompose the oxide; it is also prepared by heating 

‘mercurous or mercuric nitrate at a gradually increasing tem- 
perature, until nitrous fumes cease to be evolved; or in the 
wet way by adding an excess of potash to a mercuric salt, 
and afterwards carefully washing the precipitate. Mercuric 
oxide varies somewhat in physical characters according to 
its mode of preparation, but, as generally occurring, it is a 
crystalline, granular, or scaly powder of a bright or brick-red 
colour, changing to yellow on pulverization, the tint decreas- 
ing in intensity with the fineness of the powder; while the 
precipitated oxide is of an orange yellow colour. This oxide 
has a disagreeable metallic taste, is highly poisonous, and is 
but very slightly soluble in water. On gently heating, its 
colour changes to vermillion red and then to black, recover- 
ing its original colour on cooling; but by exposure to a red 
heat it is resolved into oxygen and the vapour of mercury, 
which latter condenses in the cool part of the apparatus, and 
is partially reoxidized by the heated oxygen. Chlorine decom- 
poses this oxide at a red heat, with the evolution of oxygen 
and the production of mercuric chloride, but at a lower tem- 
perature hypochlorous acid and mercuric chloride are pro- 
duced. It is reduced to mercurous oxide by ferrous salts or 
ferric hydrate, and is soluble in acids, producing thereby a 
class of mercuric salts. The commercial oxide is frequently 
contaminated and adulterated with basic mercuric nitrate, 
cinnabar, brick-dust, nunium or red-lead, or with nitre. 

90. Mercury and Sulphur.— Mercury forms two com- 
pounds with sulphur, known as mercurous and mercuric sul- 
phides respectively ; the former, obtained as a black precipitate 
when sulphuretted hydrogen or ammonic sulphide is passed 
into a solution of a mercurous salt, is not of metallurgical 
importance. 

Mercuric sulphide (HgS) is metallurgically the most im- 
portant compound of mercury. As native cinnabar it con- 
stitutes the chief ore of the metal, and the pigment known 
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as vermilliion is a crystalline form of the same body 
obtained commercially by the sublimation of the amorphous 
substance. When mercury and sulphur are rubbed tqgether 
for a considerable time, there results a black powder, con- 
stituting the amorphous variety of mercuric sulphide; and 
this, if heated in a closed vessel, yiclds a crystalline sublimate 
of a red colour (cinnabar), which, if again pulverised, produces 
a dirty red powder; while the black amorphous sulphide is 
also precipitated on the addition of an excess of sulphuretted 
hydrogen to a solution of a mercuric salt, which precipitate 
on drying, and subliming as before, again yields cinnabar. 
The vermillion of commerce varies much in tint and purity 
of colour, slight differences in the details of its manufacture 
impairing or improving its colour, and hence the products of 
certain localities are especially prized: thus the vermillion 
imported from China, Holland, ctc., is of superior quality. 
The method of preparation of the last-mentioned variety, as 
pursued at Amsterdam, consists in gradually adding about 
370 lbs. of mercury to 50 Ibs. of sulphur kept melted in an 
iron pot, the mixture being eflected by careful stirring with 
an iron spatula, after which the fused charge, consisting of 
mercurous and mercuric sulphides with an excess of sulphur, 
is poured on to an iron plate, then broken up on cooling, and 
distributed among a number of small jars, cach capable of 
holding about 14 lb. The product is then sublimed in earthen 
vessels, about four feet in height, closed at their lower ends, 
and glazed on the inside, of which three are placed in a fur- 
nace constrected so that the flame plays around and heats the 
cylinders to about two-thirds of their height; when the lower 
ends of the cylinders have thus attained to redness, the con- 
tents of one of the small jars previously mentioned is thrown. 
into each vessel, an operation attended with the inflammation 
and volatilization of the excess of sulphur, the flame, on the 
introduction of each fresh portion, rising for a short time to 
a considerable height above the mouths of the jars, and upon 
the subsidence of which, a smooth cast-iron plate is placed 
upon the mouth of each vessel for a short time, before the 
addition of the contents of another small jar, the emptying 
of the jars in this manner continuing for from 30 to 36 hours. 
When the cylinders have received their full charge they are 


196 METALLURGY. 


covered over, and the heat maintained during a further period 
of 36 hours, ozcasional stirring of the mass being effected 
with a bar introduced through an aperture in the covering; 
and the sublimate of cinnabar collected on the cover plates, 
after the addition of each jar to the cylinder, is detached as 
it collects; while at the conclusion of the process, the cylinders 
are withdrawn from the furnace, broken up, and the cinnabar 
collected around their upper portions is detached, and, along 
with that from the covers, then requires to be ground, sifted, 
washed and dried, to fit it for the market. The Chinese 
method* of preparation consists In subliming in an earthen 
vessel a mixture of one part of sulphur with four parts of 
mercury, the vessel being covered with an iron plate, kept 
moist and luted on. The heat is continued for some 24 hours, 
upon which the vessel is broken up after cooling, and the 
purer separated from the inferior portions of the sublimate, 
the purer portions being pounded and sifted into a large 
vessel containing water, when a scum rises to the surface, 
which is poured off along with the water. The washing is 
twice repeated, when the sediment or residue in the bottom 
requires drying, and is then ready for sale. 

Various wet methods are also described for the preparation 
of vermillion: thus the black sulphide obtained by the precipi- 
tation of a salt of mercury with sulphuretted hydrogen, is 
converted into the red variety by heating it with an alkaline 
persulphide; the same product likewise results on treating 
the black powder produced by the trituration of sulphur with 
mercury, with a solution of potash, and heating at a carefully 
regulated temperature of from 45°C. to 50°C. during several 
hours, then washing, and separating any metallic mercury by 
levigation. 

Mercurve sulphide, or cinnabar, may be obtained crystallised 
in forms of the hexagonal system. It is transparent, of a 
eochineal red colour with a scarlet powder, which, by heating 
in a retort, or out of contact with the atmosphere, becomes 
brown and then black, again recovering its scarlet colour on 
cooling if the heat has not been too long continued; but in 
contact with the air the sulphide burns with a bluish flame, 
yielding sulphurous anhydride and metallic mercury. Nitric 

* N. Edinburgh Journal of Science. 
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acid has only a feeble action upon it in the cold, while aqua- 
regia attacks it vigorously with the production of mercuric 
chloride (HgCl,). If heated with charcoal, iron, tin, anti- 
mony, or several other metals, it yields inetallic mercury; 
caustic alkalies, alkaline carbonates, and lime also liberate 
mercury at a red heat, with the formation, in the case of the 
latter, of a calcic sulphide and sulphate, thus— 


4H eS +4000 = 41g +- 3CaS + CaSO,. 


It is also reduced by heating in hydrogen, with the libera- 
tion of sulphuretted hydrogen. The commercial varieties of 
this compound are frequently adulterated with brick-dust, 
ferric oxide, red-lead, cte. 

91. Mercury and Chlorine. — These clements combine 
slowly at the ordinary temperature, but more rapidly under 
the influence of heat, combining in two proportions, yielding 
thereby a mercurous and mercuric chloride respectively. 

Mercurous chloride (Wg,Cl,), known also as calomel, is a 
white, tasteless, inodorous, and heavy powder, becoming dark 
grey on exposure to light, and acquiring a yellow tint on the 
application of heat; it volatilises below redness without pre- 
vious fusion, and is practically insoluble in water. It is of 
extensive application in medicine. Mercurous chloride may 
be prepared by a variety of both dry and wet methods; it 
results on the trituration of four parts of corrosive sublimate 
(HgCl,) with three parts of mercury, the rubbing being con- 
tinued until the inercury entirely disappears ; while the process 
is facilitated by moistening the mixture with water or alcohol, 
but the product so obtained requires sublunation, with subse- 
quent pulverization and washing with hot water, to entirely 
free it from the wercuric chloride which may have sublimed 
along with it. The dry method, more usually adopted for its 
preparation, consists in subliming a mixture of equal parts of 
mercurous sulphate and common salt, when double decompo- 
sition occurs, with the production of sodic sulphate and imer- 
curous chloride, according to the following equation— 

Hg,S0O, +2NaCl= Na,SO, + Hg,Cl, ; 
but according to whichever method prepared, it stall requires 
careful washing with warm water, or a little alcohol, to free it 
from other and soluble mercurial compounds with which the 
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sublimate is contaminated. Mercurous chloride may be pro- 
duced in the wet way by precipitating a mercurous salt with 
a soluble chloride, or by dissolving mercurous oxide in hydro- 
chloric acid. am 

Mercurie chloride (HgCl,), or corrosive sublimaie, is a white 
or colourless, translucent, crystalline body, possessing a dis- 
agreeable metallic taste; it is more volatile than the mercurous 
chloride, and is soluble in water, alcohol, and ether. It is a 
very powerful poison; it is decomposed upon heating with 
arsenic, antumony, bismuth, zine, tin, lead, iron, or copper, 
with the production of mercurous chloride (Hg,Cl,) and mer- 
cury, or an amalgam of mercury with the excess of the other 
metal, along with a chloride of the metal employed; thus if 
antimony be employed, the products are antimonious chloride 
and metallic mercury; and tin heated with mercuric chloride 
yields a sublimate of stannic chloride, and a residue of mer- 
curous chloride with stannous chloride. 

Mercuric chloride occurs native, but may be prepared arti- 
ficially by heating mercury in an excess of chlorine gas, by 
dissolving mercuric oxide in hydrochloric acid, or, as is more 
general on the large scale, by the decomposition of mercuric 
sulphate, by heating it in admixture with an equal amount 
of common salt at a gradually increasing temperature, when 
the mercuric chloride sublimes and condenses in the cool part 
of the apparatus, according to the following formula— 


HgSO, +2NaCl=Na,SO,+HeCl, ; 


while to prevent the formation and sublimation at the same 
time of a small proportion of mercurous chloride (Hg,Cl,) 
(calomel), a little peroxide of manganese is added to the mix- 
ture, or a mixture of mercury, sodic chloride, peroxide of 
manganese and water, may be triturated together and subse- 
quently subjected to heat, when mercuric chloride sublimes, 
and the sulphates of soda and manganese remain behind; thus, 


Hg +2NaCl+ MnO, + 2H,S0, = HgCl, + Na,SO, + MnSO, +2H,0. 


This compound also results when mercuric oxide is dissolved 
in hot hydrochloric acid, the crystals of mercuric chloride 
separating as the solution cools. This salt is extensively 
used for the preservation of anatomical specimens, and wood 
is sometimes soaked in an aqueous solution of this salt to 
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prevent its rotting in situations where its surface cannot be 
protected by paint, etc. 

92. Amalgams.—Mercury unites with most of the metals 
if brought into contact with them, especially if the metals 
be in a fine state of division, the union sometimes, as with 
potassium, sodium, bismuth, cadmium, tin, sine, etc., occurring 
at the ordinary temperature, while other mctals require the 
assistance of heat, and the bodies resulting from the union of 
mercury with another metal constitute a somewhat extensive 
series of bodies designated “ amalgams,” some of which are 
of extensive application in the arts. To such belong the 
amalgams of mercury and tin cmployed in the silvering of 
mirrors; mercury with gold and silver employed in gilding, 
and the amalgam with tin, gold, and silver used in dentistry. 
The amalgams exist sometimes in the fluid state, at others 
they assume the solid form, but generally the liquid amalgam 
is but a solution of the solid and more definite combination 
of mercury and another metal, in an excess of mercury, which 
excess can be frequently separated by simple pressure through 
chamois leather, the solid amalgam Jeft therchy in many cases 
appearing to have a definite atomic composition; and this 
has led to the consideration of the true solid amalgam as hav- 
ing an atomic chemical constitution, in which however, the 

chemical affinities hetween its constituent metals are only 
very feeble. The amalgamation of silver or copper is attended 
with considerable diminution in bulk, but generally the union 
is accompanied by little or no diminution in volume. The 
consideration and description of the amalgams produced by 
mercury? with the metals antimony, bismuth, and platinum, 
are treated of in Vol. I. 

The amalgamation of mercury with tron cannot be readily 
and directly effected; but by introducing sodium amalgam, 
containing one per cent. of sodium, into a clear saturated 
solution of ferrous sulphate, a viscid amalgam is obtained, 
which, in small globules, is attracted by the magnet. 

Sodiwm combines with mercury readily at the ordinary 
temperature, the union being attended with the production 
of heat, light, and a hissing sound. The amalgam may be 
prepared by the trituration of the two metals in a dry mortar 
fitted with acover. When the amalgam contains about 30 
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parts of mercury to 1 of sodium, it forms a compound which 
is liquid at a moderate heat, but at the ordinary temperature 
yields a granular, tolerably hard solid, which may be filed 
into a powder, while with one per cent. of sodium it is viscid, 
and consists of a solid and liquid portion. This amalgam 
is employed as a medium for effecting the amalgamation of 
iron, platinum, etc.; it is also exported for the amalgamation 
of gold and silver, in which application it is said to facilitate 
the amalgamation, and to prevent flouring of the mercury. 

An amalgam of copper results when copper-foil is intro- 
duced into a solution of mercuric nitrate; upon triturating 
mercury with common salt and cupric sulphate; by treating 
a solution of cupric sulphate with sodium amalgam, and in a 
variety of other ways. This amalgam possesses the peculiar 
property, that, when left to itself for a few hours, it hardens, 
so that it may be pulverised, while its pasty and elastic 
character can be again restored by continued kneading or 
pounding of the amalgam, although its density remains the 
‘same both in the hard and soft states. 

Zine is slowly amalgamated with mercury by triturating 
zine filings with mercury at the ordinary temperature, but 
the combination is effected most readily if the temperature 
be raised, the amalgamation of these metals being usually 
effected by pouring a fine stream of mercury into zinc melted 
at the lowest possible temperature, while keeping the melted 
metal constantly stirred. The amalgam of these metals, con- 
taining about 20 per cent. of mercury, is sometimes employed 
for coating the rubbers of electrical machines. Itisa tin-white, 
granular all oy, brittle, and pulverulent, burning at a red heat. 
It decomposes neutral salts of manganese, iron, chromium, 
‘cobalt, nickel, and copper, and liberates hydrogen when 
immersed in caustic potash. 

Zin and mercury unite readily even at ordinary tempera- 
tures, but much more vigorously at the melting point of tin, 
the resulting amalgam having a tin-white colour, and is more 
or less brittle and granular, according to the proportion of 
mercury present. An amalgam of these metals is employed 
in the silvering of mirrors. 

98. Ores of Mercury.— Mercury is often found in the 
native state, also as iodide and chloride, and in union with gold 
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and silver as amalgams; but its combination with sulphur, 
constituting cinnabar, forms the most important ore of the 
metal, and that from which almost the whole of the mercury 
of commerce is obtained; yet, mercury has also of late been 
collected from certain fahl-ores containing silver, copper, etc., 
accompanied by more or less mercury. 

The ores of mercury occur in both ancient and modern geo- 
logical formations; thus while the deposits at New Almaden 
in California occur in rocks of cretaceous age, and at Idria 
in limestones of jurassic age, yet many deposits of this metal 
occur in rocks of silurian age. 

Mercury often occurs native as globules disseminated 
throughout its ores or gangue, the mines of Almaden, Idria, 
Hungary, and Sweden, thus yielding the native or virgin 
metal. The native metal is almost pure, sometimes, however, 
containing traces of gold and silver. 

The native mereuric sulphide, or cinnabar, is a cochineal or 
brownish-red transparent mineral, possessing an adamantine 
lustre, a scarlet streak, and a hardness of from 2 to 2°5. It 
erystallises in hexagonal forms, but by sublimation it is 
obtained in fibrous masses; it is sectile, has a subconchoidal 
fracture, a specific gravity of from 8-0 to 8-1, and changes 
upon heating from red to brown, and then to black, recover- 
ing its scarlet colour on cooling, provided the temperature 
employed has not been too high, This mineral often occurs 
nearly pure, yielding from 75 to 85 per cent. of mercury; 
while varieties found at Almaden, Idria, etc., contain from 
40 to 50 per cent. of gangue or foreign matters, with from 
40 to 50 per cent. of mercury. The more inportant mines 
in which cinnabar occurs are those of Idria in Llyria, and 
Almaden in Spain: at the former it occurs disseminated 
through a bituminous schist, limestone, or grit; while at 
Almaden it is found in veins traversing a micaceous schist. 
Other localities in which it occurs are Bavaria, Bohemia, 
Hungary, the Ural and Altai mountains, China, Japan, 
Mexico, Southern Peru, Coquimbo, Chili, and California. 

The native compound of silver and mercury, known as 
“amalgam,” is a silver-white, opaque, brittle body, which 
occurs either massive, or crystallised in forms of the regular 
system. It has a silver-white streak, a conchoidal fracture, a 
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hardness of from 3 to 3-5, and a specific gravity ranging between 
10‘5.and 14. Specimens from Afferent locs ities vary widely 
in somposition, containing from 13 to 36 per cent. of silver, 
with from 87 to 64 per cent. of mercury, and at other times 
it i#‘also associated with gold. Amalgam is found in the Pala- 
tinate, Hungary, Sweden, Spain, Dauphiné, Chili, Peru, etc. 

' Mercurous chloride, or horn-quicksilver, is found associated 
with cinnabar at Idria, Almaden, the Palatinate, etc., where 
it occurs crystallised or granular, of a dirty white or ash-grey 
colour, with a yellowish streak. It has a hardness of from 
1 to 2, and a specific gravity of 6:-482. Jodides and bromides 
of mercury are also found, but more rarely. 

Selenides or selenio-sulphides of mercury, of a steel or lead- 
grey colour and metallic lustre, also occur occasionally, accom- 
panying other ores of mercury, in Mexico, the Hartz, etc. 


EXTRACTION OF MERCURY FROM ITS ORES, 


The methods employed in the extraction of mercury are 
all processes of distillation, in which the ore, mixed with 
lime, iron, iron and lime together, or ferric oxide (smithy 
scales), is heated in a closed distillatory apparatus; or as still 
pursued at Almaden and Idria, where the ore occurs dissem- 
inated in a schistose rock, rendering it necessary that large 
quantities of the materials be opcrated upon, it is heated 
alone in an apparatus admitting an amount of air sufficient 
to convert the whole of the sulphur contained in the ore into 
sulphurous anhydride; while in the former case, where lime 
is used, the sulphur is removed in combination with lime, as 
calcic sulphide and sulphate, according to the e¢uation of 
page 197; and if ferric oxide be employed, then ferrous 
sulphide and sulphurous anhydride result. The method 
pursued in extracting the metal thus depends upon the nature 
and amount of the foreign matters contained in the ore, and 
also whether the ore be in the state of powder, or is more or 
less massive, and also upon the cost of fuel, etc. Yet all the 
methods pursued may be classed under one of two classes, 
viz. 1°, air reduction processes, in which the decomposition 
is effected by roasting the ore, either in sounds, kilns, or 
reverberatory furnaces; 2°, reduction of the ore (cinnabar) by 
means of lime, tron, iron scales, etc. 
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AIR REDUCTION PROCESSES. 


94. Huancavelica or South American Process.—The ore 
here treated by the air reduction process is cinnabar, more or 
less diffused through sandstone. The furnace or kiln employed 
consists of a small shaft resembling a small blast or cupola fur- 
nace, and which is built of any common refractory material 
that occurs in the neighbourhood; the fireplace, in which the 
herbage is consumed as fuel, is situated in the bottom of the 
furnace, and its arched roof contains numerous openings 
through which the smoke and heated gases ascend, while 
immediately above the arch is an opening or doorway, closed 
during the working of the furnace, but opened at the con- 
clusion of the distillation for the withdrawal of the spent. 
residues. Just below the top or mouth of the furnace a 
number of channels (usually three in number) open into the 
furnace, and each of these is connected with a series or 
system of earthen pear-shaped vessels or condensers known 
as “aludels,” in the hollows of which the mercury, volatilised 
from the charge of materials in the furnace, condenses and 
is collected, since the top of the furnace or stack is closed 
after the furnace has been lighted and begun fairly to burn. 

The furnace is charged by piling the larger pieces of ore 
upon the perforated arch over the fire, upon which picces 
are laid the smaller fragments, and so on to the top, the 
smalls (powdered ore) being moistened with water and 
roughly moulded by women into bricks, which are then 
piled in the furnace; but it is necessary, in charging the 
furnace,*that the materials be arranged so as to secure @ 
draught through it. When the furnace is thus charged, and 
while the top is still uncovered, a fire is made in the fire- 
place, when, as soon as the lower portion of the furnace has 
become heated and a draught through the furnace thoroughly 
established, the top is closed by stones and earth, when the 
smoke and other volatile products are thus compelled, to pass 
through the system of aludels already mentioned, where the 
meroury is condensed and collected. The reduction is thus 
effected by the agency of heat and air, the latter oxidizing 
the sulphur, converting it thereby wholly into sulphurous 
anhydride, with traces of sulphuric acid. ‘The charge of ore is 
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32 quintals, and the time of working each charge, including 
the titne of charging, is about twenty-four hours; but the 
average yield is only from 12 to 15 lbs. of metal per quintal 
of ore, a loss to the extent of almost one-half of the metal 
contained in the ore arising from defective construction of 
furnaces, the want of repairs, whereby cracks and fissures are 
allowed to exist in the structure, together with an imperfect 
roasting or exhaustion of the ore, the upper portions of the 
charge frequently being scarcely acted upon; but the method 
requires less time and fue] than when fluxes are employed 
and the distillation effected in closed retorts. 

95. Almaden Process. — This process, pursued at the 
Almaden mines of Spain, differs from the last described only 
in the construction of the furnace, which consists of a square, 
round, or polygonal furnace, or heating chamber a, fig. 40, 
about four feet in diameter, and divided near the middle of its 
height by a perforated brick arch into two chambers a, 6, the 
lower one of which forms the fireplace, while the charge is 
introduced into the upper one, or ore-chamber as it is called. 
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Fig. 40.—ALune, Furnace EMPLoyED AT ALMADEN. 
The charge is introduced partly through the door at the back 
of the furnace, and partly through the opening ¢ in the roof, 
while the lower chamber further communicates with a stack d, 
situated near to and at one side of it, and with which the fire igs 
put into communication on first starting the furnace, so as to 
get up the draught; but when active combustion has com- 
menced, this communication is closed by a damper, and the 
gaseous products of combustion pass upwards through the 
chamber above containing the ore, and from thence through 
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openings m into the system of earthenware condensers called 
“aludels,” each measuring about 18 inches in Jength; these 
being arranged in rows of chain-like order upon the two 
slopes of brickwork e, /, of the arched terrace or aludel bath, - 
along the lowest point of which, and running its full length, 
is the bottom channel or 
gutter g, for the collec- 
tion of the metal escap- 
ing from an aperture 
made in the under side Tig. 41.—ALUDELS SHOWN TO A 

of the lowest aludels of LARGER SCALE, 

the series. The uncondensed products which pass through the 
aludels are conveyed into the large chamber h, in the bottom 
of which is placed a tank of water, the gases and vapours 
on their entry being deflected by the screen & to the bottom 
of this chamber, whereby the removal of any condensable 
portions is effected before the gases make their escape to 
the atmosphere through the short chimney w in the roof of 
the chamber. The total width of this arrangement of fur- 
nace and condensers is about 65 feet; and the fuel consumed 
in the fireplace 6 is brushwood, etc. The arrangement of 
aludels comprises from 500 to 600 of these latter vessels, 
arranged in twelve rows on each slope of the aludel bath or 
terrace, as is shown in fig. 40, the small end of each aludel 
being inserted and luted into the larger extremity of its suc- 
cessor, the operation of luting their joints with clay, and 
emptying of each vessc] separately at the conclusion of the 
distillatjon or firing lasting about twelve days, is necessarily 
a work occupying considerable time, and thus renders the 
process exceedingly extravagant in the item of labour. 

The charge to the extent of some 10 or 14 tons is assorted 
so as to yield about 10 per cent. of its weight of mercury, and 
is introduced into the ore-chamber a, by placing upon the per- 
forated arch of the fireplace, or floor of the chamber, the poorer 
portions of sandstone broken into the largest pieces, upon 
which are then placed smaller fragments of richer ore, above 
which again is placed the smaller pieces of poor ore, and finally, 
at the top is introduced the dross, soot, etc., collected from 
the aludels and condensing chambers, along with the smalls 
(fine powdered ore), the latter being moulded with clay and 
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lime into bricks, Care is taken in charging, as in the pre- 
viously described process, that the materials are so disposed 
as to permit of a current or draught passing upwards from the 
fire through the ore, and so into the condensing arrangement 
of aludels. When the furnace is thus charged, the aperture c 
in the roof, the charging doors, etc., are closed and luted, 
upon which the fire is lighted by opening a communication 
with the stack d, which, as soon as combustion has fairly 
started, is closed by a damper, and the firing then continued 
during about twelve days, during which time the flame and 
air pass through the ore-chamber, whereby the sulphur of the 
ore is converted into sulphurous anhydride, accompanied by 
a little sulphuric acid, while the mercury volatilises and is 
largely condensed in the hollows of the several aludels, of which 
those forming the lowest portion of the series, situated over 
the channel or gutter g, are provided with an aperture to allow 
of the escape of the collected metal into the channel which 
communicates by a pipe with a receiver beneath. When the 
process or firing is completed, the whole is allowed to cool, and 
the aludels are then removed singly and their contents emptied 
into the central channel g, and so conveyed to the receiver. 

This process, as already noted, is wasteful in labour and 
fuel; also, if the ore mixture be toc rich, there is a consider- 
able loss of mercury, attended with injury to the health of 
the workmen. 

The metal collected from the receivers and condensing 
chambers is much contaminated with mechanical impurities, 
as soot, dross, dirt, etc.; and for the separation of these, the 
metal is poured upon the upper end of the floor of a room 
which inclines slightly from one end to the other, so that 
the metal, in running slowly down to the receivers, deposits 
upon it a large proportion of these mechanical impurities. 

96. Idrian Process.—The ore occurs at Idria in limestone, 
or in a bituminous schist or slate, and the furnace employed 
forms a building about 180 feet long and some 30 feet high, 
consisting of a central portion or furnace proper, with the . 
air passages for supplying air for the combustion and oxida- 
tion of the charge; while upon either side of this furnace is 
erected the condensing arrangement of six chambers, a, a, a, 
etc., communicating with each other by openings situated 
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alternately near the top and bottom of the chambers, whereby 
the current of gases and.condensible vapours are made ‘to 
circulate up and down through each chamber to the end of 
the series, the last one being often provided with a number 
of inclined projecting boards or ledges placed upon the walls, 
so as to reach from one side almost to the opposite one, the 
connections being made alternately with one wall and then 
the other, thus dividing the tower into a very tortuous flue, : 
The gases and vapours, in passing from the furnace, are intro- 
duced into the condensing chambers, where their velocity is 
considerably reduced, owing to the large size of the condensers 
with relation to the flues from the furnace, which reduction 
of velocity favours condensation, and also permits the adhesive 
action of the walls to come more into action for the separation 
of any solid particles which may be carried along with the 
gaseous current; while the projecting ledges in the last tower 
are kept continually moist by a current of water flowing 
over them, and here are arrested the last portions of solid or 
condensible matters before the gases escape to the atmosphere. 





Fig. 42.—Ipnian FuRNAcE AND CONDENSING CHAMBERS, 


Each of the chambers, a, a, is provided with an opening at the 
top, which is kept closed during the working of the furnace, 
as is also an outlet from the bottom by which the condensed 
metal is conveyed to the main tank. The bottom of the con- 
densing towers is formed of iron plates or of stones, which 
slope from the sides towards a median line, and also from 
back to front towards the opening, for the withdrawal of the 
condensed mercury. The furnace itself consists of a chamber 
divided vertically by three perforated brick arches into four 
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partments, the arches serving to support the different 
ieties of ore in the furnace: thus the lowest chamber b 
constitutes the hearth where the fuel is consumed, ¢, c, d, d, 
being arched passages or flues conveying warm air to the 
furnace and to the materials in the upper chamber for the 
oxidation of the sulphur and bituminous matters in the 
ore; while the upper chamber communicates by two lateral 
passages, f, 7, with the series of condensers. In e are placed 
the largest pieces of ore, of varying degrees of richness, from 
the poorest, yielding only about 1 per cent. of mercury, to the 
pure sulphide yielding 80 per cent.; the poorest, however, 
being first introduced so as to be nearest the fire. Upon the 
second arch are deposited the smaller pieces and fragments of 
ore from the mine, these being still sufficiently large to permit 
of the free ascent of the gaseous current through the furnace ; 
while upon the uppermost arch are placed a number of earthen 
trays or pots filled with the fine powder or schlich obtained 
from the washings, along with the dust and condensed cin- 
nabar collected in the condensers, and returned to the furnace 
for redistillation. In this manner the furnace contains, when 
charged, altogether about 55 tons of materials, yielding from 
8 to 10 per cent. of mercury. 

The materials for the charge are introduced through side 
doors into each of the chambers, which doors are luted up when 
the charging is completed, and remain so during the conduct 
of the process, which usually continues from 24 to 30 hours. 

The furnace requires five or six days to cool down, after 
the distillation is completed, before the apertures gre opened 
for withdrawing the condensed mercury, and the chambers 
entered to brush down the mercury, cinnabar, and mercurial 
soot collected upon the walls of the condensers; the last named 
operation being attended with considerable injury to the 
health of the workmen, owing to the inhalation of mercurial 
vapours producing salivation and nervous tremblings. 

The process is conducted by charging the furnace and 
closing all apertures in the manner described, when a brisk fire 
of timber (usually beech) is made upon the hearth, whereby the 
furnace will attain to a cherry redness in some 12 or 15 hours, 
when the air from the side chambers or flues, c, c,d, d, and 
geses from the furnace are drawn by the draught over the 
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heated ore, whereby the sulphur of the ore is oxidized with 
the separation of the mercury, which, at the temperature pfo- 
duced by the heat of the furnace and the combustion of the 
sulphur in the ore, is vapourised, and passing along with the 
gaseous current by the flue ff enters the condensing cham- 
bers, and is there collected in the manner detailed above. 
The temperature for a certain period at the commencement 
of the process continues to rise, owing to the combustion of 
the sulphur in the ore, and the condensation accordingly 
extends further along the series of condensers, large quan- 
tities of mercury being collected towards the end of the series, 
while at the commencement and conclusion the major portion 
of the metal condenses in the first tower from the furnace. 
hee whole period of volatilization extends over about twelve 
ours. 

The mercury collected in the receivers from the condensing 
chambers is then filtered through cloth for the separation of 
its mechanical impurities, after which it is placed in cast-iron 
bottles, holding from 60 to 70 lbs. each, and is then ready 
for exportation. 

97. Hahner’s Modification of the Idrian Furnace—The 
Tdrian process as last described 7s not continuous, but requires 
to be stopped for about five days after working off each charge, 
to allow the furnace to cool down before admitting of the 
removal of the spent ore, etc.; and to obviate this, the modi- 
fication of Hiahner has been introduced within the past few 
years at New Almaden in California. Hahner’s furnace 
consists of a circular reduction chamber a, about 3 feet 8 
inches in diameter, and 18 feet in height, communicating 
near its upper end with a serics of six condensing chambers, 
b, 6, the refrigeration of which is further promoted by making 
the roof to form the bottom of an iron tank, cooled by water 
circulating through it; or of iron plates kept cool by a stream 
of water, while the walls of the chambers are cvated with a 
stucco of mortar and fine sand, so as to present a hard and 
non-absorbing surface, since in the Idrian arrangement it is 
found that much mercury is absorbed by the walls, and lost 
through cracks and fissures. The communication between 
the reduction chamber and the first condensing chamber is 
controlled by a stop or sluice valve c, while the circulation in 
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the condensers is as described in the Idrian furnace, com- 
munication between the chambers being made alternately at 
the top and bottom of the division walls; while the current 
ig maintained by the draught from a chimney, built in three 
tiers, in each of which are formed ledges or terraces, kept 
cool by a flow of water over them, and so arresting the last 
portions of the condensible matters. 
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Fig. 43.—Haunerr’s MopirtcaTion oF THE IpRIAN sci 


The ore, broken into picces of the size of the fist, is intro- 
duced into a hopper in the top of the reduction chamber, 
from whence, by the withdrawal of a slide in the bottom, it 
is allowed to fall into the chamber; so that the charge of 
about 7 cwt. of ore, along with from 3 to 5 per cent. of char- 
coal, requiring to be charged every 45 or 50 minutes, can be 
introduced into the reduction chamber without any commu- 
nication being made between the atmosphere and the furnace; 
while the spent ore is withdrawn from the bottom of the 
chamber or furnace by an arrangement of movable bars, 
whereby the spent materials fall out by their own gravita- 
tion, or are assisted by a rake. 

Before the furnace is ready for its regular and proper 
charges of ore and charcoal, as given above, it is necessary 
that the temperature of the furnace chamber be first gradu- 
ally raised, and for this purpose a layer of bricks and waod 
is first placed upon the fire-bars so as to check the draught, 
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and fale the ore from falling through; a layer of brush- 
wood is next introduced, upon which is placed a layer of 
poor ore, then a layer of coal, which is covered by a layer of 
rich ore, succeeded by alternate layers of ore and fuel; this 
method of charging proceeds for about a couple of days, 
when the chamber will have become thoroughly heated, and 
the hopper charges of ore and charcoal begin to be introduced, 
and the ordinary continuous working of the furnace proceeds. 
The smalls obtained in working this process are treated in the 
Alberti furnace, described in the ensuing paragraph, since 
finely-divided ore can only be treated in the Hihner furnace, 
after mixing it with clay and moulding it into bricks. 

98. Alberti Process.—This process is especially adapted 
to the treatment of smalls and poor ores, having been intro- 
duced at Idria for the working of ores containing but about 
1 per cent. of mercury. The apparatus employed* consists of 
a reverberatory furnace consuming wood as its fucl, and which 
is connected with a series of large iron tubes and condensing 
chambers for the collection of the mercury and mercurial 
compounds volatilised during the roasting of the ore. The 
furnace a, figs. 44 and 46, has a sloping bed or hearth, divided 
during the working into three steps, on to which the ore is 
progressively raked from the flue towards the bridge end, and 
is thus subjected to a gradually increasing temperature; at 
the front end of the hearth is an aperture communicating 
with a chamber beneath, into which the ore is raked after 
having been transferred along the full length of the bed; 
while in the roof of the furnace, at the farthest end, is 
situated a hopper (6) fitted with a slide, by withdrawing which 
the charge falls on to the coolest portion of the hearth, where 
the ore undergoes calcination during a few hours, when‘ it 
is raked forward to the middle portion of the hearth, and a 
further charge of ore is introduced from the hopper on to 
the cooler portion just vacated, and so on, the ore being thus 
calcined or roasted in three stages at a progressively increas- 
ing temperature. The gases and mercurial vapours from the 
hearth pass into the, small brick condensing chamber c at 
the base of the stack, into which open two long, wide, cast- 
iron tubes d, passing backwards and inclining slightly down- 

* Annales des Mines, Vol. V., 5th Series, 
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wards to a second condensing chamber of brickwork e, 
divided into an upper and lower storey; the vapours after 
circulating in the lower chamber e pass into the upper storey f, 
and from thence forwards along another iron tube g, opening 
into an upper chamber A, at the base of the flue, stack, or 
tower built above the furnace, and which is divided by 
a series of partitions, fig. 45, communicating alternately at 
the top and bottom, into a very tortuous course or flue, 
along which the products must circulate before reaching the 
atmosphere. The furnace is covered with a hood for the 
protection of the workmen; while the refrigeration of the 
condensing tubes d, g, of which there are two in the lower 
row and one in the upper, is promoted by running water 
upon their exterior from a series of jets communicating 
with a water tank situated above them. 
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Fig. 46.—PLAN OF THE ALBERTI FURNACE. 

About 3 tons of ore are treated at once in this furnace, 
which is introduced on to the hearth from the hopper in 
quantities of about a ton at a time, a charge of 1 ton being 
introducedeeach time that the portion nearest the fire-bridge 
is raked down into the chamber beneath, and the other por- 
tions each raked forward a stage. The doors and apertures 
are all closed and luted during the calcination or roasting, 
except at intervals, when they are opened to allow of the 
turning over of the charge. 

The condensing arrangement of the Alberti furnace is much 
more perfect and scientific than those previously described, 
for by passing through the large chambers at ¢, ¢, etc., the 
velocity of the current is considerably diminished, favouring 
thereby the deposition of metallic or other matters carried in 
suspension; also the adhesion of the various surfaces upon 


S14 : METALLURGY. 
¢ 


the condensed particles is made effective; and in this manner 
54 is found that about 95 per cent. of the yield of mercury is 
eollected in the lower of the iron tubes of the apparatus, and 
from which it is run into proper receptacles; while a large 
proportion of mercurial soot, containing metallic mercury 
along with vermillion or cinnabar, etc., is collected from the 
tubes, flues, and chambers, which is dried, and the metallic 
particles separated as perfectly as possible by raking it over 
an inclined plane so Jong as the metal continues to run out, 
after which the residue is returned to the furnace to be 
reworked with a subsequent charge. 

The Alberti furnace is worked uninterruptedly for a period 
of six months, when the pipes are cleaned out, their lower 
ends having become almost stopped with an agglomerated 
dust or deposit containing from 40 to 50 per cent. of mer- 
eury, mixed with carbonaceous matters, etc., and the work- 
men who then enter the chambers to clean them out are 
clothed especially for the purpose, so as to be as impervious 
as possible to the deleterious action of the mercurial vapours. 

99, Fahl-ore Process.—Fahl-ore, fahlerz, or grey copper 
ores frequently contain considerable proportions of mercury, 
which it is the object of this process to separate and extract. 
Accordingly in Hungary, whore this process is pursued, the 
roasting of the copper ore is effected in mounds or heaps of 
some 40 feet in length, and so constructed as to admit of a 
moderate supply of air to the ore, for which purpose the site 
is first covered with a layer of simall ore, upon which is 
superposed a layer of the larger pieces of such ore as has 
been already once roasted but not completely, upon this 
again is placed a quantity of wood aud coal, then ore again; 
while the outside is formed by a coating of the powdered 
ore, which serves alike to check the passage of air through 
the pile, as also to arrest the particles of mercury as the 
latter is volatilised by the heat. The heap thus formed is 
then fired by igniting projecting pieces of the timber and 
coal of the pile, whereupon the sulphur of the ore breaks 
into combustion, with the production of sulphurous anhy- 
dride, when the heat produced by the fuel and burning sul- 
phur volatilises the mercury, which is condensed and collected 
in the small ore forming the outer cover of the pile. The 
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operation thus proceeds for about three weeks, when the 
outer covering is taken down, sifted, and carefully washed, 
for the separation of the metal from the finer portions of ore 
with which it is associated. 


METHODS OF REDUCTION WITH LIME, IRON, ETC. 


These methods constitute by far the most scientific and skil- 
ful processes employed for the separation of mercury from 
its ores, permitting of the application of closed retorts for 
the distillation, with more perfect separation of the metal 
and exhaustion of the ore, while not necessitating the same 
exposure of the workmen to the poisonous influences of 
mercurial vapours; notwithstanding which, these processes 
are as yet only employed in the smaller works for the ex- 
traction of the metal, the great mines of Almaden and Idria 
still retaining the old, wasteful, and unhealthy processes 
already described. 

100. Treatment of Mercurial Ores in the Gallery Fur- 
nace,—— This furnace is em- 
ployed in the duchy of Deux Yj i aN 
Ponts, where cinnabar or mer- Yor L 
curic sulphide, associated with Y/7/iPtna ae a 
sandstone, is reduced by mix- ZBI" TLi alge Talk i 
ing it with about 20 per cent. i Wa 7 en 
of its weight of lime, and Poo wee fi 
then distilling this mixture |“ ll 
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mercury which distils over, Fig. 47.—Gatirry FURNACE FoR 


Ser Woe 
thus-— THE EXTRACTION OF MERCURY. 
4HgS + 4Ca0=38CaS + CaSO, + 4Hg. 
The gallery furnace, fig. 47, contains from 30 to 50 of these 


pear-shaped vessels or retorts, a,a, arranged in two rows, 
with their closed extremities towards the median line of the 
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‘ome ‘above the other, so that the flame and heated gases from 
the opal fire made on a grate, c, running the full length of 
the furnace between the two rows of retorts, but below and 
not in contact with them, passes upwards, around, and 
between the several retorts before escaping through the aper- 
tures shown in the arched roof of the gallery. Each of these 
retorts receives about 70 lbs. of the mixture of ore and lime 
(or if the ore be sufficiently calcareous in itself, then of the 
moistened ore alone), which charge occupies about two-thirds 
of the capacity of the vessel, at the same time the receivers 
d,d placed outside the gallery, and into which the necks of the 
retorts are received, are each half filled with water. As the 
distillation proceeds, the mercury is condensed by the water 
and collects in the bottom of the receivers, while the water 
itself becomes charged with a black powder known as black 
mercury, consisting of undecomposed: sulphide and finely- 
divided mercury, which is collected, dried, and again dis- 
tilled with a fresh portion of lime. When the charge of the 
retorts is exhausted, z.¢., has ceased to yield any metal, the , 
contents of the several receivers are then emptied into a 
common receptacle or basin placed over another vessel put to 
receive the water as it overflows, whereby the mercury is 
collected in this basin and largely separated from the water, 
which overflows into the receiver below, carrying with it the 
whole of the black mercury. 

Iron or iron scales can be equally well employed to effect 
the decomposition of the ore in this furnace, but no material 
performs this function more efficiently than lime. ¢ 

101. The Landsberg Process.—The method of treatment 
in the gallery furnace last described is obviously attended 
with loss of metal, and the expenditure of a considerable 
amount of manual labour in charging and recharging so 
many small retorts, with the luting of the several joints, etc., 
and to obviate this, at Landsberg in Bavaria, the apparatus 
illustrated in figs. 48 and 49 has been introduced; the ore, as 
in the lust-mentioned process being reduced to a coarse powder 
and mixed with quicklime, is then introduced, in quantities 
of from 5 to 7 cwt., into each of the cast-iron retorts a, a, 
measuring about 7 feet in length, and arranged in groups of 


‘end each row further vontaing two tiers, a, 6, arranged 
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fieas in each of the arched furnaces of brickwork, which are 
built. several together. The charge is introduced from the back 
of the retort, the end being closed by a movable iron cover, 
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Fig. 48.—BavARIAN FURNACE For THE TREATMENT OF ORES | 
CURY. 

while to the front ex- 
tremity of each retort is 
attached a condensing 
pipe ¢, dipping beneath 
the surface of water con- 
tained in the slightly in- 
clined main or pipe d, 
the last mentioned being 
kept cool by a current of 
water continually circu- 
lating afound it; andf ll ltl i cil 
the pipe d conveys thei nah a ah 
mercury from the wholes LOCK b i al 
of the retorts to a locked in i i" 
cistern m, in which the il I dl \ 
float serves to indicate Cc 
the height of mercury Fig. 49.—Srcrion THROUGH ONE \Y SS 
collected. The retorts Rerorrs or THE BavaRIAN FURNACE. 
and the main d are each provided with safety valves to pre- 
vent accident by the sudden expansion or contraction of the 
air or vapuurs within the retorts. The retorts are built in 
masonry in the manner shown, after the manner of ordinary 


S 


SS 


Bn 


fs 


UH 


= F We i 2 





218 METALLURGY. 


gas retorts; the fireplace 7, at one extremity, being situated 
beneath the central retort, which is protected from the direct 
action of the flame by fire-tiles; while a system of flues directs 
the gaseous current under and around each retort before it 
passes by the exit flue g to the stack, of which one serves for 
three furnaces or nine retorts. In working this furnace the 
temperature is maintained as uniformly as possible at a red 
heat, avoiding any sudden changes which might crack the 
retorts, etc., each charge being in this manner worked off in 
about three hours. 

A variety of this retort, fitted with conical vertical receivers 
cooled by water running over their outer surface, is in use in 
certain parts of California for the treatment of the richer ores 
occurring there. 

102. Reduction with Iron—At Horzowitz, in Bohemia, 
this iron reduction method is pursued, the ore being mixed 
with smithy scales, and the mixture placed in iron dishes 
arranged one above another upon a vertical axis beneath 
an iron bell, the lower edge of which dips beneath the surface 
of water; fuel is then placed around the exterior of the bell 
constituting the furnace, when the heat produced is sufficient 
to effect the decomposition of the ore, and to distil the mer- 
cury which condenses and collects in the water in which the 
apparatus stands. 


PURIFICATION OF COMMEROIAL MERCURY. 


Commercial mercury is, as already noted, frequently con- 
taminated with zinc, bismuth, antimony, tin, and other im- 
purities; the two first mentioned being derived from their 
ores which are sometimes associated with the ores of mercury, 
and these metals being volatile like the mercury, they distil 
over along with, and are then dissolved in it, while the other 
metals mentioned are also soluble in mercury, and are some- 
times added as adulterations; but since for many scientific and 
other applications to which mercury is applied, it is required 
to be perfectly pure, various methods have accordingly been. 
applied for the separation of these several impurities. 

As observed above, the operation of simple redistillation 
will not suffice to separate it from the volatile metals, zinc 
and bismuth; but if the surface of the metal contained in the 
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retort (of glass if for small operations, and earthenware or 
wrought iron, if upon a large scale) be covered with a layer 
of clean iron filings or turnings to the extent of. about one- 
sixth the weight of the mercury, and the vessel then carefully 
heated by well bedding it in a sand bath, while the stout 
paper or canvas extremity of the neck or pipe from the 
retort is made to dip beneath the surface of water in the 
receiver, the latter being still further cooled by placing it in 
a large vesscl also filled with water, or through which water 
circulates, then the heat of the bath is sufficient to boil the 
mercury, which distils over and is condensed in the water, 
while the other metals are retained by the layer of iron 
filings; but the mercury in the receiver, after pouring off the 
water, is yet generally covered with a thin film of oxide, with 
traces of ferric oxide, but these are readily removed by treat- 
ing it with a little hydrochloric acid, after which the mercury 
18 well washed and dricd at a gentle heat. 

Instead of the method of purification by cron, it is better 
to substitute for the latter coarsely-powdered cinnabar, which 
is added to the extent of about one-tenth the weight of the 
mercury, and the redistillation then proceeded with; in this 
manner the cinnabar suffers decomposition with the libera- 
tion of its mercury, while the foreign metals are largely con- 
verted at the same time into sulphides which remain in the 
retorts. Another method is to make the redistillation with 
the addition of a mixture of vermillion (the sublimed mer- 
curic sulphide) or mercuric chloride with half their weight 
of lime; or the same effect is produced by redistilling the 
metal with mercuric oxide. 

In lieu of the above dry methods of purification various 
wet methods are proposed, and amongst the most important 
reagents employed for the purpose may be noted sulphuric 
or nitric acid, and a solution of mercurous nitrate ; but these 
methods obviously will not effect the removal of gold, silver, 
platinum, or other metal insoluble in these menstrums, but 
recourse must then be had to distillation to effect their elimi- 
nation, If sulphuric acid be employed, then to the mercury 
contained in a flask or other vessel is added an equal weight 
of the éoncentrated acid, and the mixture is repeatedly stirred 
or shaken, when the action continues for several hours, or is 
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even prolonged in some cases to from five or seven days, the 
addition of fresh acid being made at intervals, so long as 
sulphurous anhydride continues to be evolved, or the acid 
continues to become turbid, since these actions only arise 
from the solution of foreign metals in the acid, pure mercury 
not being attacked by mere digestion with sulphuric acid in 
the cold. 

If nitric acid be employed to effect the desired elimination, 
then the mercury is digested for some hours with the acid 
diluted with from 6 to 8 parts of water; the mixture of acid 
and metal being contained in a flat bottomed dish or basin, 
and muintained at a temperature of about 55°C. (131°F.), 
with frequent stirring or agitation of the mixture. The acid 
in this manner dissolves out most of the foreign and more 
readily oxidizable matters, while very little of the mercury 
is dissolved. When all action has ceased, the solution is 
decanted from the purified metal, and the latter requires 
only to be washed and dried. 

When mercurous nitrate is substituted for the acids, then 
the mercury requires to be boiled for some hours with the 
mercurous nitrate dissolved in a small quantity of water. 

Other methods of purification consist in agitating the metal 
with a solution of ferric chloride (Ulex); and an old method 
of Dr. Priestley, frequently adopted on the small scale, is 
to shake in a bottle a small quantity of the metal along with 
a little powdered loaf sugar, whereby the mercury becomes 
finely divided, and the foreign metals, as lead, etc., are exposed 
to the oxidizing influence of the air, which separate thereby 
as a grey powder, which is then separated from the inetal by 
filtration through a cone of paper having a small aperture at 
the bottom, so that the mercury filters through, while the 
sugar retaining the foreign oxides remains in the cone, 


CHAPTER V. 
SILVER. 


108. Physical and Chemical Qualities. —'This metal is 
remarkable for its pure metallic whiteness, the rare metul 
iridium, although classed as a white metal, being inferior to 
silver in this respect; and Foucault states that the light trans- 
mitted through silver leaf is of a bluish or bluish-green colour. 
Silver has a very powerful metallic lustre, and in malleability 
and ductility it is only exceeded by gold, silver admitting of 
being hammered into leaves of not more than +,¢/57th of an 
inch in thickness; but by hammering and wire-drawing, the 
metal becomes more or less brittle, and requires more frequent 
annealing than gold under the same conditions; while in 
hardness it stands between gold and copper, the hardness of 
gold, silver, and copper being as 4 to 5 to 7:2, the hardness of 
silver increasing, however, with the presence of any impurity 
in the metal. 

The specific gravity of silver in the cast state is 10:53, 
which is increased under the coining press to 10°57, and in 
the finely divided state, as obtained by precipitation, its 
specific yravity is 10°62. This metal is possessed of consider- 
able tenacity, a wire 1 sq. m.m. in diameter requiring at 0°C. 
a weight of 62°12 Ibs. to break it, and if heated to 100°C. then 
51-3 lbs. suffices, while at 200°C. the same wire broke under 
a load of 40°96 Ibs. avoirdupois. It melts at a white heat, or 
at a temperature estimated by Pouillet at 1000°C. (1832°F.), 
and by Morveau at 1034°C. (1893-2°F-.), its latent heat of 
fusion is 21:07°C., and specific heat between 0°C. and 100°C. 
is 05701, while its dilatation per unit of length is 000020826. 
At very high temperatures, as in the Voltaic arc, the metal 
is slightly volatilised, its vapour in the oxyhydrogen blow- 
pipe being of a pale blue colour inclining to purple. 

Silver, when occurring ip crystalline forms, crystallises in 
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the regular system usually as cubes. It is one of the best con- 
ductors of both heat and electricity, is not acted upon under 
ordinary conditions by exposure to the air at any tempera- 
ture, the tarnished surface so rapidly formed on articles of 
silver exposed to the atmosphere being usually due to a 
film of argentic sulphide formed on the surface, owing to the 
presence of traces of sulphuretted hydrogen in the air; but if 
the metal be kept in a state of fusion for a considerable time 
in contact with the air or oxygen, it is capable of absorbing 
about 22 times its own volume of oxygen, which it again 
liberates at the moment of solidification of the metal, the 
evolution being attended with the projection of the metal 
into a number of protuberances or craters on the surface of 
the silver, constituting the phenomenon of spztting or vegeta- 
tion; but the presence of small quantities of copper pre- 
vents this absorption and spitting of silver, while perfectly 
pure silver, if heated to redness, absorbs and retains when 
cold 545 of its volume of oxygen, the metal thus affording 
an example of what is known as the “occlusion” of gases. 
But if pure silver be melted beneath a layer of 3 or 4 inches 
of common salt (NaCl) or potash, the metal sets with a clear 
bright surface, showing that oxygen was not absorbed and 
evolved again on solidification under these conditions; while 
if nitrate of potash or soda be substituted for the sodic 
chloride (NaCl), the same phenomena of spitting recurs, and 
by suitably heating with nitre the metal acquires the orna- 
mental rough dead surface known as “‘ frosted silver.” Silver 
alloyed with as much as one-third of its weight of gold, still 
retains the power of absorbing oxygen and spitting ‘on cool- 
ing, but larger proportions of gold prevent the action (Percy) ; 
and further, if silver wire be heated and cooled in hydrogen 
it occludes -211 of its volume of the gas. Silver melted on 
charcoal in a jet of oxygen burns with a conical flame, with 
the production of argentic oxide (Vanquelin), and also if 
heated in the air, by the passage of the electric spark, oxida- 
tion ensues. . 
Water is without action upon silver at ordinary tempera- 
tures, but there is a notable disengagement of hydrogen if 
steam be passed over silver heated to whiteness, when the 
metal also spits during cooling, Silver, in a fine state of divi- 
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sion, when heated with cupric, plumbic, or manganic oxides, 
or with arsenic or antimony, is oxidized, the oxide produced 
remaining mixed with the excess of the other oxides, or in 
combination with arsenic or antimonic oxide, if either of these 
metals be employed; and thus although the oxide of silver 


_’ eannot exist alone at the temperature here employed, yet, in 


conjunction with these oxides, the argentic oxide resists reso- 
lution into its elements. 

Silver decomposes sulphuretted hydrogen at the ordinary 
temperature, the metal becoming coated thereby with a brown 
or black film of sulphide of silver, the ornamental articles of 
what is known as oxidized silver are tarnished by a thin film 
of sulphide of silver, produced by boiling the article in a 
‘solution of potassic sulphide, and then removing the brown 
colouration from the prominent parts by brushing or wiping 
over them, whereby the tarnish or colouration is removed 
from such parts, and they appear with the lustre of silver. 
Silver combines with chlorine, bromine, and iodine, at the 
ordinary temperature; dilute sulphuric acid does not act 
upon the metal, but the stronger acid is decomposed when 
heated along with it, yielding sulphurous anhydride (SO,) 
and argentic sulphate, according to the following equation — 

2Ag+2H,S0O,=Ag,S0, +20H, +80, ; 
and hydrochloric acid has little or no action upon the metal 
unless boiled with the finely-divided silver; but hydrochloric 
acid gas is decomposed by silver at a red heat, with the forma- 
tion of argentic chloride and the liberation of hydrogen; 
while nitr’c acid is its best solvent, dissolving silver at the 
ordinary temperature, with the liberation of nitric oxide 
(N,O,), and the formation of argentic nitrate (AgNO,)— 

6Ag + 8HNO, —6AgNO, +4H,0+N,0,. 

Alkaline chlorides convert metallic silver into chloride, 
which is dissolved in an excess of the alkaline solution; while 
cupric, ferric, and mercuric chlorides are reduced by silver 
to cuprous, ferrous, and mercurous chlorides respectively, 
according to the following equations— 

2CuCl, + 2Ag=2AgC01+Cu,Cla, 


Fe, Cl, +2Ag =2AgC1+2FeCl,, 
Hell +9 Aa—VA01) 4 He-Cl,¢ 
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and silver kept fused, and in contact with sodic chloride, 
(NaOl) suffers a loss in weight; while, if the metal be heated 
to bright redness, in contact with common salt, and with 
access of the air, argentic chloride is formed. The atomic 
weight of silver is 108, and its symbol is Ag. 

104. Oxides of Silver.—Silver forms three oxides, known 
respectively as argentous oxide (Ag,O), argentic oxide (Ag,0), 
and argentic peroxide (Ag,O,). 

Argentous oxide (Ag,0) is prepared by heating argentic 
mellate, oxalate or citrate to a temperature of 100°C. (212°F.) 
in a current of hydrogen, when brown salts of this oxide are 
produced, which are dissolved in water, and from which solu- 
tion argentous oxide is precipitated as a black powder on the 
addition of caustic potash. 

Argentic oxide (Ag,O) is the salifiable oxide of silver; it 
is prepared by heating argentic carbonate to a temperature 
of 200°C. (424°F.), or it may be precipitated as a brown 
powder, becoming black on drying, by the addition of argentic 
nitrate to a hot saturated solution of baric hydrate. Argentic 
oxide, freshly precipitated from any of its solutions, rapidly 
absorbs carbonic anhydride from the air; it gives off the whole 
of its oxygen if heated below redness, and is completely 
reduced by carbon at a temperature below that at which it 
gives off its oxygen when heated alone. It is soluble in 
alkaline cyanides, hyposulphites, etc., but not in potash or 
soda, and by treatment with ammonia it yields the explosive 
compound known as “fulminating silver.” Aqueous hypo- 
chlorous acid converts this oxide into argentic chloride, with 
the evolution of oxygen; chlorine gas likewise decomposes 
this oxide at the ordinary temperature, with the formation of 
argentic chloride and the liberation of oxygen. 

Argentic peroxide (Ag,O,) is obtained by the electrolysis 
of a solution of argentic nitrate, when this oxide is deposited 
in the form of black acicular crystals on the positive pole. 

105. Argentic Sulphide (Ag,S).—This is the only com- 
pound of sulphur with silver; it occurs native as silver glance, 
or vitreous argentic sulphide, and may be prepared artificially 
by heating silver with an excess of sulphur, when combina- 
tion, accompanied by incandescence, occurs at a temperature 
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upon the material of the crucible as occurs with the corre- 
sponding lead compound; metallic silver also decomposes 
sulphuretted hydrogen at the ordinary temperature, with the 
production of argentic sulphide; and this sulphide is also pre- 
cipitated from the solutions of silver salts on the addition of 
sulphuretted hydrogen.’ The artificial sulphide, after fusion, 
is of a lead or dark-grey colour, feebly metallic in appearance, 
is somewhat malleable, and so soft that it may be cut with a 
knife. The specific gravity of the artificial product is 6°85 
(Karsten), and of the native variety from 7-196 to 7-365, the 
latter crystallising in the regular or cubic system. Argentic 
sulphide is practically fixed, if heated with the exclusion of 
air, even at a high temperature. It is not oxidized by expo- 
sure to the air, but if heated with access of the air it is slowly 
decomposed, yielding sulphurous anhydride and metallic 
silver; but if ignited in hydrogen or steam it is largely 
decomposed, and if the latter be employed the silver remains 
in hair-like threads, resembling native silver. This sulphide 
is insoluble in water, ammonia, or anmmonic carbonate, in 
potash, soda, sodic sulphate, potassic cyanide, and potassic or 
sodic carbonate; it is attacked by chlorine when heated with 
the gas, chloride of sulphur being evolved, and if the tempe- 
rature be high enough, argentic chloride remains; dilute 
hydrochloric acid is without action upon the sulphide, but 
the stronger acid attacks it, the sulphide becoming coated, 
however, with a layer of argentic chloride, which prevents 
the further action of the acid. 

Metallic silver fused along with argentic sulphide retains 
a certain’proportion of the latter, and the fused sulphide is 
decomposed by tron; but if the argentic sulphide contain also 
cupreous sulphide, complete separation of the silver cannot be 
effected in this manner. Lead and copper act in a similar 
manner to iron, but less perfectly. Argentic sulphide in the 
presonce of common salt, air, and moisture, yields argentic 
chloride; also, this sulphide when treated with cupric chloride 
yields argentic chloride, cupreous chloride, and sulphur, thus: 


Ag,S+2CuCl, =2AgC1+Cu,Cl, +8. 


And the cupreous chloride so formed will, with access of air, 
produce a greenish deposit of an oxychloride of copper, and 
19—11, 
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it is upon this reaction that depends’ the preliminary treat- 
ment of the ore (argentic sulphide) in the Mexican amalga- 
mation process for the extraction of silver. 

106. Argentic Sulphate (Ag,SO,).—This salt is prepared 
by treating grain silver, or silver filings, with strong boiling 
sulphuric acid; it forms a colourless, anhydrous, and inodo- 
rous body, crystallising in the prismatic system; only spar- 
ingly soluble in water, but more soluble in dilute sulphuric 
acid. Its specific gravity is 1:25. Ata strong red heat it 
is decomposed into sulphurous anhydride and oxygen, which 
escape, and a residue of metallic silver; and if treated with 
carbon at a red heat the metal is reduced, while sulphurous 
anhydride (SOQ,) and carbonic anhydride (CQ,) im equal 
volumes are given off. Silver is precipitated from solutions 
of this salt by metallic copper. 

The liquor known as “ stripping liquor,” employed for dis- 
solving the silver from old plated articles, consists of 3 Ibs. 
of sulphuric acid diluted with 1 lb. of water, and containing 
in solution 14 oz. of nitre, the liquid being used at a tempe- 
rature of from 38°C. (100°F.) to 93°3°C. (200°F.), when the 
silver dissolved by this liquor is then precipitated as chloride 
by the addition of common salt. 

107. Argentic Sulphite (Ag,SO,).—This is a colourless 
salt prepared by adding sodic sulphite (Na,SO,) or sulphurous 
anhydride to a soluble salt of silver; it is only slightly soluble 
in water, and undergoes no change froin exposure to the 
light. If heated to 200°C. (392°F.) with water, it is decom- 
posed, yielding argentic sulphate and metallic silver. It 
forms double salts with alkaline sulphites. 

108. Argentic Hyposulphite (Ag,S,O0,).— This is an 
exceedingly unstable compound, but it forms two series of 
double hyposulphites with the alkaline hyposulphites: thus 
argentic oxide, bromide, and chloride are completely dissolved 
in sodic-hyposulphite, with the formation of a sodio-argentic 
hyposulphite of the formula Na,Ag,S,0,. The silver in 
these hyposulphites can only be detected by hydrochloric 
acid on heating the solution, and adding the acid occasion- 
ally, when argentic chloride is precipitated in a form readily 
freed by washing from the other salts. 

109, Argentic Nitrate (AgNOU,),—This salt constitutes, 
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when fused, the “ lunar caustic” of the surgeon. It is obtained 
on the solution of silver in nitric acid, from which solution 
it crystallises in colourless anhydrous crystals, belonging to 
the trimetric or prismatic system; it is soluble in water, 
yielding a neutral solution. This salt melts at 219°C. 
(426°F.); in contact with organic matter, or on exposure to sun- 
light it rapidly blackens, from the reduction of metallic silver. 
Lead, tin, cadmium, copper, antimony, and mercury, separate 
silver from aqueous solutions of this salt. Phosphorus has a 
like effect; and carbon, also if immersed in its solution, slowly 
reduces the metal—a reaction presumed to be due to the 
presence of hydrogen in the carbon; and the salt also suf- 
fers decomposition by fusion in an iron vessel. Argentic 
nitrate is frequently adulterated in commerce by plumbic, 
potassic, and sodic nitrates. In the preparation of argentic 
nitrate by the solution of silver in nitric acid, if the silver 
contain also copper, this passes into solution, imparting, if in 
quantity, a greenish tint to the solution; and to separate 
which, hydrochloric acid is added, by which the silver is 
precipitated as argentic chloride, which is separated and well 
washed; when after digestion of the washed precipitate with 
a solution of potash, by which it is converted into argentous 
oxide (Ag,O), it is then again washed to frec from potash 
and dissolved in nitric acid, by which means the pure salt 
is obtained. 

110. Chlorides of Silver —Silver and chlorine exert power- 
ful chemical affinities for each other, combining with one 
another at ordinary temperatures, and by their union yield- 
ing two chlorides known respectively as argentic chloride 
(AgCl) and argentous chloride (Ag,C1). 

Argentic chloride (AgCl) occurs native as horn silver, in 
waxy masses or crystallised in different forms of the cubic 
system; the same chloride is also precipitated as a white 
curdy precipitate when hydrochloric acid or a soluble chloride 
is added to a soluble salt of silver (except the hyposulphite), 
water containing but sysa$50g pth of hydrochloric acid be- 
coming turbid on the addition of a solution of argentic nitrate ; 
this chloride also results when chlorine or hypochlorous acid 
is passed over heated silver, or on passing hydrochloric acid 
over silver heated to redness. Argentic chloride is partially 
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decomposed by exposure to sunlight, with the separation of 
chlorine and the formation of a dark-grey or nearly black 
argentous chloride (Ag,Cl). The amorphous chloride has a 
specific gravity of 5:°501, which after fusion ‘becomes 5°548. 
At a temperature of about 260°C. (500°F.), argentic chloride 
melts to a thin yellow liquid, which solidifies on cooling to a 
translucent waxy mass, resembling horn silver in appearance, 
and which, when cooled in mass, may be turned in the lathe. 
Argentic chloride is volatile at a strong red heat, and is 
insoluble in water, nitric acid, sulphuric acid, or dilute hydro- 
chloric acid; it is, however, soluble in 200 parts of strong 
hydrochloric acid, or in 600 parts of the same diluted with 
twice its amount of water, but is again deposited on cooling or 
evaporating; while by boiling with sulphuric acid, the chlo- 
ride suffers Gecomposition. Argentic chloride is also readily 
soluble in ammonia, from which solution the silver is precipi- 
tated as argentic sulphide (Ag,S) on the addition of sulphuret- 
ted hydrogen; it is soluble in hot solutions of sodic chloride 
and in sodium hyposulphitc, potassic or sodic cyanide, as also 
in a solution of tartaric acid, in a cold solution of mercurous 
nitrate, and in the soluble sulphites. _ Argentic chloride is 
readily decomposed by heating in a current of hydrogen, the 
reaction being accompanied by the evolution of hydrochloric 
acid, and the separation of metallic silver; weak alkaline 
solutions do not affect argentic chloride, but by boiling the 
freshly precipitated chloride with a solution of potash, having 
uw specific gravity of at least 1:25, and continually stirring, 
then potassic chloride and black oxide of silver Ag,O) are 
produced, this constituting Gregory’s process for the pre- 
paration of the latter. In the presence of organic matters, 
as cane or grape sugar, glucose, etc., argentic chloride is 
reduced to the metallic state, and the chloride is also reduced 
by fusion with sodic or potassic carbonates, with the elimina- 
tion of oxygen and carbonic anhydride; thus— 


2AgC1+Na,CO, =2Ag + 2NaCl+ CO, +0; 


and by heating to the melting point of silver with lime and 
carbon, the metal is again reduced, 


4AgCl1+2Ca0+C=4Ag+2CaCl, +C0,, 
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Also at a white heat charcoal and steam effect the same re- 
duction; thus— 


2AgC1+H,04+C=2Ag+2HC1+CO.' 


Zine or iron in contact with water separates metallic silver 
from argentic chloride, the reaction being much promoted by 
acidifying the water with hydrochloric acid, and the injec- 
tion of steam; it is also reduced by tin, antimony, lead, bis- 
muth, and copper. Argentic chloride, heated in a current 
of carbonic oxide, yields metallic silver and carbonic dichloride 
(COCI,); it is also decomposed in smal] proportions if heated 
with sulphur, with the formation of a sulpho-chloride of 
silver, Plumbic sulphide, and probably other sulphides melt 
and combine with argentic chloride; while litharge (PbO) 
melts in all proportions with argentic chloride, and if 
plumbic sulphide be added to the melted mixture, metallic 
silver is reduced. Argentic chloride is reduced by powdered 
resin, this constituting the dry method devised by Mohr for 
the preparation of fine silver, in which argentic chloride is 
mixed with one-third of its weight of powdered resin; the 
mixture being introduced into a crucible and heat applied, at 
first gently, and subsequently sufficiently strong to melt the 
silver, the reducing agent in this reduction being the hydro- 
gen of the resin. 

Argentous chloride (Ag,Cl) is obtained by treating argen- 
tous oxide with hydrochloric acid, or by precipitating a soluble 
argentous salt with chloride of sodium, or, as already stated, 
it results on the exposure of argentic chloride to sunlight. 
This salt *is resolved into argentic chloride (AgCl) and 
metallic silver if heated to the melting point of argeutic 
chloride. 

111, Argentic Iodide.—This compound occurs native, but 
may be prepared artificially by treating silver filings with 
iodine, or may be precipitated by the addition of a soluble 
iodide to argentic nitrate. As precipitated by an excess of 
potassic iodide(KT), it forms a pale yellow compound sensibly 
affected by exposure to sunlight; while if the argentic nitrate 
be in excess, the precipitate is darker in colour, becoming pale- 
grey, and eventually black on exposure to sunlight. Argentic 
iodide (AgI) is insoluble in water, scarcely soluble in am- 
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monia, and is insoluble in cold solutions of alkaline chlorides, 
while sodic-hyposulphite dissolves it readily. It is decom- 
posed, like the chloride, by the action of zinc, etc., in acidi- 
fied water; it is not decomposed by dilute nitric acid; but, 
if heated with strong nitric or sulphuric acid, it suffers de- 
composition with the separation of free iodine. 

112, Argentic Bromide,—Argentic bromide occurs native 
as Bromargyrite, a mineral of a greenish-yellow colour, with 
considerable lustre; it is also precipitated as a yellowish- 
white precipitate when potassic bromide is added to a solution 
of argentic nitrate, while bromine and silver in a fine state of 
division combine at ordinary temperatures. This compound 
is only slightly acted upon by exposure to daylight; it melts 
below a red heat with the production of a reddish fluid, 
which forms a ycllowish, horny-looking mass on cooling; it 
is insoluble in water, is soluble in ammonia, though not so 
readily as the chloride, and is readily soluble in sodic-hypo- 
sulphite or potassic cyanide. 

118. Argentic Phosphide.—Phosphorus and silver unite 
ata red heat. If phosphorus be placed upon silver heated 
to redness, the whole fuses, the silver taking up phosphorus, 
a portion of which is again separated as the fused mass 
solidifies (Pelletier), This compound is also formed by 
fusing silver with glacial phosphoric acid and charcoal, or 
by heating finely-divided silver in the vapour of phosphorus. 
Phosphuretted hydrogen precipitates silver in a fine state of 
division when passed into a solution of argentic nitrate (Rose). 

114, Alloys of Silver.—The presence of only smull quanti- 
ties of arsenic in silver renders the latter brittle and liable to 
crack when rolled, though this metal is not so destructive of 
the malleability of silver as it is in the cases of gold or 
copper. 

Silver and copper combine when melted together in any 
proportion, the resulting alloys being comparatively homo- 
geneous, though ingots of the alloy are not absolutely identi- 
cal in composition throughout; but in such as contain from 
50 to 300 parts of copper per 1000 the interior of the ingot 
is usually the richest in silver, while if the copper form from 
300 to 900 parts per 1000, then the exterior of the ingot is 
the most highly argentiferous, and the alloy containing 
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28-107 per cent. of copper and 71-893 per cent. of silver 
gives an almost perfectly homogeneous alloy (Levol). These 
alloys are white in colour until the copper amounts to 50 
per cent. of the alloy, while the tint becomes more and more 
red with the increase in the amount of copper above this 
limit. The effect of copper is to increase the hardness and 
elasticity of the alloy, the hardest mixture consisting of about 
5 parts of silver to 11 of copper; the ductility of these alloys 
is considerable, but still inferior to pure silver, while their 
specific gravity is less than the mean of the metals employed 
in their preparation. When heated in a muffle or other 
oxidizing atmosphere, the alloys of these mctals ave super- 
ficially oxidized, with the production of variously-coloured 
films on the surface, according to which a crude estimate of 
the amount of copper in the alloys may be determined; thus 
pure silver, when heated in the muffle, becomes dull white in. 
colour, while if alloyed with 50 parts of copper per 1000 it 
becomes dull greyish-white; with 100 parts of copper per 
1000 it assumes a dull greyish-white colour with black fringes 
along the edges; while with 120 to 140 parts of copper per 
1000 the alloy becomes grey and almost black; and if the 
copper reach 160 parts per 1000 of the alloy it is rendered 
quite black by the trexntment. Silver does not oxidize on 
the application of heat; but on heating the highly cupri- 
ferous alloys of silver both metals are oxidized, and also on 
heating such a body with sulphur both metals combine with 
this element, although the copper does so in the largest 
proportien. 

The chief and most important applications of the alloys 
of silver and copper are for the purposes of coinage and for 
the manufacture of ornaments, cutlery, etc., for which uses 
pure silver is too soft to withstand the necessary wear, and 
it is hence alloyed with copper to obtain the required hard- 
ness. The British silver coinage contains 11 oz. 2 dwts. of 
Jine silver and 18 dwts. of copper per lb. Troy; or it contains 
925 parts of silver per 1000, which standard was introduced 
by Edward I. This alloy has a specific gravity of 10-3, and 
is designated sterling or standard silver, the English standard 
thus containing 925 parts of jive silver per 1000, or contains 
18 dwts. of copper per Troy lb.; and in commerce the purity 
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of silver is referred to this standard, reports upon other speci- 
mens being made in terms of pennyweights better or worse 
than the standard. Thus the French coinage, which contains 
24 dwts. of copper per Jb. Troy, is thus stated to be worse 
6 dwts. (24-18=6); while the Indian rupee contains only 
12 dwts. of copper in the Troy lb., and would accordingly be 
described as better 6 dwts. The French have three standard 
alloys, that employed for coinage containing 900 parts of 
silver per 1000; a second containing 950 parts of silver per 
1000 is employed for medals and plate, while the third, con- 
taining only 800 parts of silver per 1000, is employed for 
jewellery. Messrs, Elliot & Storer have detected consider- 
able proportions of lead in the coinage of different countries ; 
thus an English shilling dated 1816 contained °484 per cent. 
of lead, and a five franc piece, dated 1852, contained ‘428 
per cent. of lead. 

In England all sterling silver goods are marked at offices 
appointed for that purrpose with what is known as the 
“ Hall Mark,” consisting of a Lion passent, indicating 11 oz. 

2 dwts. of fine silver in the Troy lb.; or by Britannia if 
containing 11 oz. 10 dwts. of silver per Troy lb.; in addition 
the place of manufacture is denoted by heraldic arms, the 
year by a letter used throughout that year, and changed 
from year to year; and lastly with the Queen’s head, indicat- 
ing that the duty has been paid. Of the heraldic arms 
employed to indicate the place of manufacture, London is 
indicated by a Leopard’s Head, Birmingham by an Anchor, 
Chester by a Sword between three Wheatshcafs, Sheffield 
by a Crown, and Exeter by a Castle with three Towers. 

Gold and silver occur native alloyed in various propor- 
tions; and artificial homogeneous alloys of these metals may 
be formed in almost all proportions. All native gold con- 
tains more or less silver. 

Lead and silver may be melted together in almost all pro- 
portions, with the production of apparently homogeneous 
alloys, except in large masses, which, when cooled ‘slowly, 
are not uniform throughout; the interior of the mass being 
more highly argentiferous than the exterior. Lead impairs 
the malleability of silver, and the alloys of these two metas 
have no direct application in the arts, 
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Mereury slowly dissolves silver at the ordinary tempera- 
ture, but much more rapidly and perfectly on the applica- 
tion of a gentle heat; and in either case the combination is 
attended with considerable contraction in volume, and the 
production of a soft, granular, or crystalline white amalgam, 
readily miscible with an excess of mercury, but which excess 
can be separated from the pasty amalgam by squeezing it 
through wash-leather. These amalgams if heated to redness 
give off their mercury, the silver retaining, however, soime- 
times traces of mercury. A native amalgam of mercury and 
silver occurs crystallised in the Palatinate, in Dauphiné, 
Hungary, Sweden, Spain, Chili, ete. 

Nickel, when alloyed with silver, yields hard, greyish-white, 
and magnetic alloys. Such.an alloy, containing 10 per cent. 
of nickel, constitutes the Swiss coinage. 

An alloy containing 4 parts of silver to 1 of sxe consti- 
tutes Déppler’s reflector mctal. The alloys of these metals 
have a bluish-white colour. 

Palladium and silver combine in almost all proportions, 
with the production of alloys mpable of recciving a fine 
polish, and which were formerly employed for the graduated 
and polished scales of philosophical instruments. 

115. Ores of Silver.—Owing to the comparatively high 
value of silver, and the facility with which it is extracted from 
the ores or minerals containing it, the separation of silver 
is rendered profitable although the mineral contains but an 
exceedingly small percentage of the metal; and thus, while 
certain of the silver ores in their pure state contain a very 
high percentage of the metal, yet the ores usually treated in 
the smelting-works of Europe and America contain only a 
small proportion of silver. Thus the Mexican ores contain 
on an average but °25 per cent. of silver, and are considered 
rich if the proportion of silver attain to ‘5 per cent.; and in 
Europe the ores worked at Clansthal in the Hartz contain 
only about ‘098 per cent. of silver on the average; while at 
Freiberg ores containing but -05 per cent. of silver may be 
profitably worked; and further, if the ore contain upwards 
of 35 per cent. of lead or 5 per cent. of copper, the silver is 
extracted, if it form not more than ‘01 per cent. of the ore. 
The ores of Joachimsthal, which average the richest in 
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Europe, generally contain from 2 to 3 per cent. of silver, 
rarely exceed 10 per cent. (Lamborn). 

Silver occurs in the native state, in combination with sul- 
_phur, chlorine, bromine, and iodine, as also in combination 

with other metals, as arsenic, antimony, etc., and with mer- 
‘eury as a native amalgam, whilst also frequently occurring in 
minerals essentially ores of other metals, occurring thus in 
ores of lead, copper, zinc, etc., constituting argentiferous 
galena, grey copper ores, blende, etc. This latter class of ores 
frequently containing, as above stated, sufficient silver to 
render its extraction profitable, when such minerals are also 
considered as ores of silver. The ores of silver occur in veins 
traversing gneiss, granite, clay-slate, quartz, calc-spar, mica- 
schist, etc., and are usually associated with ores of lead and 
copper, blende (ZnS), spathic iron ore, brown haematite, 
pyrites, ores of nickel and cobalt, heavy-spar, quartz, earthy 
carbonates, etc. The ores of silver are more or less abun- 
dantly distributed over all parts of the world; and the metal 
has thus been worked in Peru, Chili, Colorado, Nevada, 
Mexico, United States, and other parts of the American 
continent; in Norway, Sweden, Saxony, Hungary, Tran- 
sylvania, Brittany, Spain, etc., ctc. 

Nate silver is rarely found perfectly pure, but usually con- 
tains also gold, copper, platinum, or other metals in larger or 
smaller proportion, and is itself always present in small 
quantities in native gold. Native silver occurs in laminated 
or filamentous masses, or capillary and in grains minutely dis- 
seminated through silver ores and other ininerals;+ occasion- 
ally also massive, or crystallised in cubes and other forms of 
the regular system. It has a silver-white colour and streak, 
a metallic lustre, and a specific gravity of from 10:1 to 11:1, 
with a hardness of from 2:5 to 3. Native silver is often 
associated with iron in ferruginous rocks, as in Mexico, Peru, 
and Chili, and with native copper, as in the Lake Superior 
district of North America; it also occurs in Peru, Kongs- 
berg in Norway, in the Hartz, the Urals, Freiberg in Saxony, 
and Schemnitz in Hungary. 

Silwer-glance, or vitreous argentic sulphide (Ag,S), some- 
times occurs crystallised in cubes, octahedrons, and other 
monometric forms, but more frequently in the massive state. 
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This mineral has a dark lead-grey colour, with a metallic or 
glassy lustre, a conchoidal or uneven fracture, and may be cut 
with a knife, having a hardness of about 2°5. It possesses.a 
certain amount of malleability and elasticity; is fusible at 
the temperature of an ordinary flame, and its specific gravity 
ranges between 7-196 and 7:365. The pure sulphide contains 
87°1 per cent. of silver, but it rarely occurs pure as an ore, 
being often associated with the sulphides of lead, copper, iron, 
zinc, antimony, arsenic, and tin, or with the ores of nickel and 
cobalt; so that the ore containing this mineral as its source 
of silver, yields much smaller proportions of silver than the 
pure sulphide. Silver-glance constitutes one of the richest, — 
most abundant, and usual forms of occurrence of silver, ” 
occurring in veins, and sometimes in large masses, in the 
Hartz, Saxony, Bohemia, Norway, Hungary, Mexico, Peru, 
Chili, Nevada, Siberia, etc. 

Britile silver-glance, stephanite, brittle silver ore, etc., are 
names applied to a sulphantimonite of silver (5Ag,8,Sb,S,) 
forming a valuable ore of silver containing, when pure, 71 
per cent. of this metal. It occurs massive, compact, dis- 
seminated or crystallised in trimetric forms, possessing & 
black or iron-grey colour and streak, with a metallic lustre, 
a hardness of from 2 to 2°5, specific gravity 6:299, and an 
uneven fracture. It decrepitates and fuses readily on charcoal 
before the blowpipe, evolving fumes of antimony and some- 
times also of arsenic, and yields a button of metallic silver. 
This ore accompanies other ores of silver at Freiberg, Schnee- 
berg, eta, in Saxony; Schemnitz in Bohemia; Kremnitz 
in Hungary; Andreasberg in the Hartz; and in Mexico, 
Peru, Chili, Nevada, etc. 

Argentiferous copper-glance, Stromeyerite or sulphide of 
silver and copper (Ag,§,Cu,8), is a mineral of a dark steel- 
grey colour, with a shining streak, a hardness of from 2°5 to 3, 
and specific gravity of from 6-2 to 6-3. It occurs massive, as 
also crystallised in trimetric forms. The pure ore would 
contain 53:08 per cent. of silver, but it is usually more or 
less mixed with copper-glance, and henco yields but from 
3 per cent, to 30 per cent. of silver. 

The mineral known as Antimonial Silver contains, whe 
pure, 77 per cent. of the metal, and has a white colour an 
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streak, with a metallic lustre, an uneven fracture, a hard- 
ness of from 3°5 to 4, and specific gravity of from 9°4 to 
9°8; it fuses readily, evolving antimonious fumes, and 
yielding a button of silver. It occurs in the Hartz, 
Dauphiné, South America, ete. 

Pyrargyrite, dark red silver ore, or ruby silver, has a 
composition represented by 3Ag,S,Sb,8,, and occurs massive, 
granular, or crystallised in forms of the prismatic system. 
It varies in colour between black and dark redness, with a 
red streak, is transparent or opaque, has an adamantine 
lustre, a hardness of from 2 to 25, and a specific gravity of 
from 5:7 to 5‘9. This mincral occurs with calcite, galena, 
etc., in the Hartz, in Mexico, Chili, Saxony, Norway, Hun- 
gary, Spain, and also in Cornwall. 

Proustite, or light red silver ore (3Ag,8,As,8,), much 
resembles the last in physical characters, occurring granular 
or crystallised in forms of the prismatic system, is subtrans- 
lucent, and possesses an adamantine lustre, with a cochineal 
red colour and streak. It has a hardness of from 2 to 2°5, and 
a specific gravity of from 5:422 to 5:56; it is soluble in nitric 
acid, and is analogous to pyrargyrite in composition, with 
the substitution of arsenic for the antimony in the latter. It 
is found in Saxony, Bohemia, Baden, Dauphiné, Spain, 
Mexico, Peru, and elsewhere. 

Fahl-ores, Fahlerz, Tetrahedrite, are names applied to a 
class of minerals consisting of sulphantimonites and sulphar- 
senites of silver and copper, containing also iron, tin, lead, 
and mercury, and which aré sometimes very rich ip silver, 
containing occasionally as much as 1400 oz. of silver per ton 
of ore; but the more usual content of these ores is from 2 per 
cent. to 10 per cent. of silver. These ores occur granular, 
crystalline, compact, or crystallised in forms of the mono- 
metrio or cubic system, and varying in colour between steel- 
grey and iron-black, with a streak usually of the same colour 
as the mineral, with a hardness between 3 and 4°5, and a 
specific gravity of from 4°5 to 5-1. A variety of fahlerz is 
known as Polytellite. These ores occur at Andreasberg in the 
Hartz, Kremnitz, in Hungary, Saxony, Sweden, Transylvania, 
South America, Cornwall, etc. Freibergite (4Ag,8,Sb,8,) is 
another variety of these fahl-ores. | 
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Polybasite is a, sulpharseno-antimonite of silver and copper, 
possessing an iron-black colour and streak, metallic lustre, a 
hardness of from 2 to 3, and a specific gravity of 6-214, which 
occurs massive, disseminated, or crystallised in the hexagonal 
system, in Saxony, Hungary, Cornwall, ete. 

Horn-silver, or argentic chloride (AgCl), occurs as a soft, 
pearl-grey, or’ greenish-white, waxy, or horny-looking mass, 
which is translucent’ on the edges, and may be cut with the 
knife, its hardness being only from 1 to 1‘5. It has a resinous 
lustre, a shining streak, and a specific gravity of from 5-4 to 
5°5. It fuses in the flame of a candle, and is readily reduced 
to the metallic state on charcoal before the blowpipe. This 
compound is also found crystallised in cubes, octabedrons, 
and other monometric forms. Argentic chloride contains, 
when pure, 75°25 per cent. of silver, and occurs accom- 
panying other silver ores somewhat abundantly in Peru, 
Chili, and Mexico, and less frequently in Saxony, Kongsberg, 
in the Hartz, Norway, Cornwall, ete. 

Bromargyrite, or argentic bromide, is a mineral of a yellow 
or greenish colour, with a strong lustre; it is soft and sectile, 
with a specific gravity of from 5 to 6. Jt occurs accom- 
panying argentic chloride in the mines of Mexico, Chili, 
cte. 

Todargyrite, or argentic iodide, is a soft, sectile, yellow, or 
yellowish-green translucent mineral, occurring in lamellar 
flexible plates, or crystals belonging to the hexagonal system, 
possessing a resinous lustre and yellow streak; it is readily 
fusible kefore the blowpipe, to the flame of which it imparts 
a red colour, and if conducted on charcoal, the silver is 
reduced. It contains, when pure, 46 per cent. of silver, and 
occurs in Mexico, Chili, Coquimbo, Spain, etc. 

A. compound of silver and mercury known as “Amalgam” 
occurs native, crystallised in cubes and other monometric 
forms, as also in the massive or amorphous state. It is a 
brittle body of a silver-white colour and streak, having a 
conchoidal fracture, a hardness of from 3 to 3:5, and varying 
in specific gravity from 10°5 to 14. This body has a very 
variable composition, for while some specimens agree with a 
formula of AgHg, others again have a composition repre- 
sented by Ag,Hg. It is found in the Palatinate, in 
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Dauphiné, in Hungary, Sweden, France, Spain, Chili, Ata- 
cama, Coquimbo, etc. 

Of other minerals containing silver, and which are avail- 
able as ores of silver when they occur in sufficient quantity, 
may be noted Brongniardite 2[Pb,Ag,|8,Sb,8,; argentic 
carbonate or Selbite (Ag,CO,); Zellurie silver (Ag,Te) ; 
Naumannite, or argentic selenide (Ag,Se); Sternbergite 
3[Fe;Ag]8,Fe,S,, or containing nearly equal proportions of 
silver, sulphur, and iron; Polyargyrite, containing antimony, 
sulphur, zine, lead, iron, and silver; Xanthocone, a compound 
of silver, arsenic, and sulphur, containing 64 per cent. of 
silver when pure; Miargyrite (Ag,S,Sb,8,); bismuthic silver 
(AgBi). Blende, tron pyrites, nuspickel, etc., occasionally 
contain sufficient silver to render its extraction profitable; 
while argentiferous galena is the subject of general treatment 
for silver, the facility with which the silver may be concen- 
trated in the lead and subsequently separated by the process 
of cupellation, rendering its extraction profitable if it be 
present to the extent of not more than from 2 oz. to 3 oz. 
per ton of lead, and a similar remark extends to the extrac- 
tion of silver from certain copper ores. 


EXTRACTION OF SILVER FROM ITS ORES. 


The great variety of processes still employed for the ex- 
traction of silver, in different parts of the world, and each 
one possessing advantages over the others for the treatment 
of the ores of particular localities, are rendered neces- 
sary by the great diversity existing in the associates of the 
metal, and also of the very large amount of materials that it 
is necessary to operate upon, owing to the argentiferous 
minerals often occurring minutely disseminated through 
large proportions of an earthy matrix or gangue, and in 
others more or less intimately mixed with ores or compounds 
of other metals, as galena, copper ores, etc. The methods 
employed for the separation of metallic silver from its ores, 
or metallurgic products in which it exists in notable quantity, 
may, however, be classed under three heads, viz.— 

L The different methods of amalgamation as employed in 
Mexico, Saxony, and elsewhere, based upon the solubility of 
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metallic silver in mercury, and the subsequent ready expul- 
sion of the latter on the application of heat to the amalgam. 
These methods include, 

1°. The Mexican methods of amalgamation in heaps. 

2°, The European system of amalgamation in casks, known 

also as the “ barrel process.” 

3°. The methods of amalgamation in kettles or pans. 

Il. Various wet methods, for the extraction of silver from 
its sulphides by first converting them into chloride or sulphate, 
which is then dissolved out by water, solution of common 
salt, or other suitable solvent, and the silver subsequently 
deposited by precipitation from the solutions so obtained, 
these methods including— 

1°. “Augustin’s” method, by which the ore or cuprous 

regulus is converted into argentic chloride, which is 

then extracted by a solution of sodic chloride, and 

the silver afterwards precipitated by metallic copper. 

2°, The method of “ Ziervogel” for the conversion of 
argentic suiphide into sulphate, which is subse- 
quently dissolved out by hot water, and the silver pre- 
cipitated as cement silver as in the Augustin process. 

3°. The method of “Von Patera,” by which the argentic 
* sulphide is converted into chloride, which is then 
dissolved out. by a solution of sodic hyposulphite, 

from which the silver is reprecipitated as argentic 
sulphide frecd from other metals, the sulphide being 

_ then reduced by the application of heat. 

III. The methods in which the silver is concentrated in a 
quantity $f lead, from which it is subsequently separated by 
the process of cupellation. The silver in argentiferous copper, 
copper matts, or other regulus, which was formerly separated 
by amalgamation methods, etc., is now separated by these 
methods, and very rich silver ores are also treated by these 
methods; while, in fact, all silver ores may be treated by 
fusion with galena or other lead-yielding product, with the 
separation of a larger proportion of silver than is effected by 
the amalgamation processes; but owing to the scarcity of 
fuel in certain localities, this method cannot be applied, and 
the methods of amalgamation are there accordingly more 
convenient and economical, 
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AMALGAMATION METHODS FOR THE EXTRACTION OF SILVER. 


The amalgamation methods, though entailing a consider- 
able waste of mercury as will subsequently appear, do not 
require the expenditure of much fuel, and the processes are 
therefore especially suitable to the requirements of countries 
like Mexico, Peru, etc., where fuel and water are scarce, and 
means of transport expensive. These methods are also 
adapted to the treatment of refractory ores and such as con- 
tain but smal] prop:~tions of silver, while the operations 
involved are more simple, and the extraction of the metal is 
more rapid, than in smelting methods; but these (amalga- 
mation) methods are not applicable to the treatment of ores 
containing any considerable proportion of lead or copper, 
since both of these metals are lost when the ore is treated by 
amalgamation; and further, the ores for amalgamation should 
be as free as possible from bismuth, nickel, and cobalt. Like- 
wise the amalgamation methods are attended with a larger 
loss of gold in the case of auriferous silver ores than when such 
ores are treated by smelting processes. But the more modern 
and wet methods of Augustin and Zicrvogel have, to a large 
extent, supplanted the amalgamation works in Europe. 

116. Mexican Amalgamation Method.—Previous to the 
discovery of California, Mexico was the chief seat from whence 
we derived our supplies of silver, and the metal was wholly 
extracted by the amalgamation or “ Patio” process. This 
method, invented by Bartholomé Medina about 1557, is, 
with only slight modifications, the method still pursued for 
the extraction of this metal in Mexico and other silver- 
yielding districts of America. 

‘The.ores of Mexico are chiefly sulphurous ores, accom- 
panied by smaller quantities of native silver, by argentic 
chloride, bromide; and iodide, with some more complex com- 
binations of silver with antimony and arsenic, the ore 
yielding on an average about -25 per cent. of silver. 
Before the argentic sulphide (Ag,S), etc., can be acted upon 
by the mercury it is necessary to convert it into chloride or 
into metallic silver, so that the first portion of the process 
has for its object the conversion of argentic sulphide (Ag,S) 
into argentic chloride (AgCl), which, on gubsequent treat- 
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ment with mercury in the amalgamation, is resolved into 
mercurous chloride (calomel) and metallic silver thus— 


2AgC]+2He= He, Cl, +2Ag. 


The ores are first picked for the separation of the richer 
portions known as colorados, consisting of chloride, bromide, 
and. iodide of silver, with native silver, from the portions 
containing silver in combination with sulphur, antimony, 
and arsenic; while a still poorer portion is separated and 
rejected as worthless. The richer portions are treated separ- 
ately, and occasionally undergo a concentration by washing 
before treating for the extraction of the silver. 

The sorted ore is then stamped under stamps usually driven 
by water or mule power, and then ground with water to a fine 
powder or mud in a grinding apparatus known as an “arras- 
tre” or “tahona.”’ ‘The stamps resemble the Cornish stamps 
employed for breaking tin ores, the stamp-heads being of 
wrought iron, and weighing from 100 Ibs. to 200 Ibs. each, 
and are raised by cams on a shaft moved by water-power or 
driven by mules. Each stamping-mill contains 9 heads, giving 
27 strokes per minute, with a fall of 22 inches, and the 
stamped ore falls on to a sieve formed by a strong hide per- 
forated with numerous holes of about half an inch in diameter, 
which is stretched over a pit on each side of the stamps. 
The arrastra, fig. 50, is a shallow pit of from 9 to 12 feet 
in diameter, and about 
1 foot deep, consisting 
of a circylar bed of 
porphyry or other 
hard stone, set on 
end, smoothly dressed, 
and surrounded by a 
wooden tub. In the 
centre of the pit is 
pivotted a vertical 
shaft a, towards the 
lower extremity of 
which are attached Fig. 50.—Anrastra oR Mexican GRIND- 
four radial arms, to InG APPARATUS. 
each of which is tied or attached by chains, a large more or 
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less - rectangular hyritic stone 8, by which the grindi 
is effected, the ae ot a of the vertical shaft, and with it @ 
these stones, being effected by mules attached to the pro- 
longed extremities of two of the arms, or to an independent 
one inserted for this purpose, the mules making from 34 to 
4 revolutions per minute. The ore from the stamping-mills 
is treated in this mill with the addition of a little water 
from time to time, and the grinding continued until a very 
fine mud or powder is produced, each arrastra grinding about 
10 quintals (1 quintal equals nearly 100 Ibs, avoirdupois) of 
ore in the course of 15 hours. It is usual to place several 
of these arrastras in one shed or house, arranged in two 
rows, along the sides of the building, 

The ground ore is now removed to provisional tanks formed 
of masonry or rough boards propped up by large stones, the 
joints being luted with clay and horse-dung, in which the ore 
undergoes spontaneous evaporation from the heat of the sun, 
After drying in this manner it is removed to the court-yards 
or patios of the smelting establishment, the floor of which is 
paved with stones, the joints of which are cemented to pre- 
vent the collection and loss of mercury in the crevices. Here 
the ore is placed in a heap, pile, or torta, of dimensions vary- 
ing with the amount of the materials, a pile containing 50 
tons measuring about 50 feet in diameter, and is made from 
10 inches to 12 inches high. Upon the top of this heap is 
sprinkled from 1 per cent. to 5 per cent. of common salt 
(NaCl), which is allowed to melt gradually, taking care not 
to use too much water in the operation, and te mix the 
materials so as to render the heap as homogeneous as pos- 
sible, the pile being trodden by horses, or mules, moving 
over it for scveral hours. The horses begin at the circum- 
ference and passing round, gradually work towards the 
centre, while a number of men shovel in and turn over the 
ore at the circumference, this trampling and mixing of the 
materials being known as a repaso, The mixture is now 
allowed to remain at rest for twenty-four hours or longer, 
when the process of incorporation or mixing with “ magistral” 
ensues, the magistral being a substance produced by the 
roasting of yellow copper ore, or sulphide of copper and iron, 
at a carefully regulated and low temperature, so as to produce 
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as mich cupric sulphate as possible, From 1 per cent. to 
2 per cent. of this substance is now mixed with the ore, the 
incorporation being effected as before by the trampling of 
horses, while the mass becomes warm and spongy from the 
double decomposition. between the cupric sulphate and sodic 
chloride inthe mass. When the mixture is completed, mer- 
cury is added by squirting it from a leather or canvas bag 
over the surface of the heap, not more than two-thirds of the 
total amount of mercury to be added being made at the first 
addition, and this is mixed as before by a repaso or trampling 
of horses, mules, or men, or, latterly, a machine has been 
introduced for effecting this mixture. 

Samples of the mass are taken at intervals for assay by 
washing in a vanning bowl; and when the assays show that 
the process is progressing too slowly, then the addition of 
a further quantity of magistral is made; or if it be too 
active from the presence of too much magistral, as indicated 
by the very grey and subdivided state of the mercury, it 
is retarded by the introduction of lime, chalk, or ashes; 
while when the assay indicates that the whole of the 
mercury has been taken up, which happens after a period 
depending upon the nature of the ore, the purity of the 
ingredients added, the temperature, ctc., a second addition of 
.mercury is made to the extent of about three-eighths of the 
quantity originally added, the mixture being effected by the 
trampling of horses, and specimens taken for assay as before ; 
while fresh additions of mercury in continually sinaller 
amounts are made, until the assays show that the whole of 
the silver has been amalgamated with the mercury, which 
usually occurs on from the 25th to the 50th day, according 
to the above conditions of ore, temperature, clevation of 
place above the sea-level, etc. In this manner an amount of 
mercury, from four to six times the amount of the silver to 
be extracted, is added to the mass, a somewhat larger propor- 
tion being added than is necessary to complete the reaction in 
order to obtain a fluid amalgam, and prevent loss from the 
escape of a fine dust of an amalgam of silver and mercury, 
which exists in the earlier stages of the amalgamation, when 
there is an insufficiency of mercury present in the pile. 

The amalgamation being completed, the heap or torta, as 
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it is called, of ore or mud is transferred to large deep circular 
stone vats, where it is mixed with a further quantity of mer- 
cury, and a considerable proportion of water, the latter also 
running through the tank the whole time; while the mixture 
is agitated by a revolving paddle turned by mules. By this 
treatment the heavy amalgam, together with other heavy 
metalliferous matters, collect in the bottoms of the vats, while 
the lighter earthy impurities are held longer in suspension by 
the water, and are carried off by it. 

The fluid amalgain thus obtained from the vats is squeezed 
through strong canvas bags, by which the excess of mercury 
necessary to retain the liquidity of the amalgam is forced out, 
and is returned to the next amalgamation; while there remains 
behind a solid or pasty argentiferous amalgam containing 
about one-sixth of its weight of silver, this is compressed into 
triangular segments, which are transferred to the burning- 
house for the separation of the mercury by the application of 
heat to the amalgam. 

The burning-house consists of an iron stand or grate, with 
a hole through its centre, and upon which are placed the 
segments of the amalgam, six of the latter when placed 
together forming a circular disc or annulus, with a hole 
through the ceutre; the iron stand communicates by a pipe 
from its centre with a vat or reservoir of water placed beneath 
for condensing the mercury, as it distils downwards on the 
application of heat. The pile of amalgam, placed upon one 
stand, and weighing from 600 Ibs. to 2000 lbs., is covered 
with an iron or copper bell (capellina), measuying about 
3 ft. 6 in. in height, 1 ft. 6 in. in diameter, and 2 in. in 
thickness, which is suspended by a chain from above, the lower 
edges of the bell being luted down to prevent the escape of 
mercury except into the condensing vat beneath. Around 
the bell a loose open wall or brick cylinder is built, leaving 
an open annulus around the bell, in which a charcoal fire is 
made and maintained, when in about 8 hours (though this 
sometimes extends to 16 or 20 hours), the whole of the mer- 
cury is volatilised and condensed in the tank beneath, leayv- 
ing a mass of spongy silver upon the stand, which only 
requires to be fused upon a cupel to fit it for commerce, 

The reactions involved in the Mexican amalgamation 
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process are not well understood; but the first object in the 
process is to convert the argentic sulphide (Ag,S) into chlo- 
ride, effected by exposing a mixture of argentic sulphide and 
common salt to the action of air and moisture, as in the first 
stage of the process, when an amount of argentic chloride is 
produced; and, again, on the addition of magistral, the active 
constituents of which are cuprous and ferrous sulphates, 
double decomposition ensues, with a rise of temperature and 
the production of cupric chloride (CuCl,) and sodic sulphate, 
thus— 
CuSO, +2NaCl= CuCl, + Na,S0,; 


while the cupric chloride so produced, in the presence of 
cuprous sulphate and sodic chloride, converts argentic sul- 
phide into chloride, probably in the following manner :— 
Ag,5S + 2CuCl, =2AgC]1+Cu,Cl, +83 
while the resulting cuprous chloride (Cu,Cl,), together with 
a further proportion probably formed by the reaction of 
silver upon cupric chloride, thus— 
2CuCl, +2Ag=2ApC1+Cu,Cl,, 


in the presence of air and sodic chloride, reacts upon a further 
portion of argentic sulphide, with the production of argentic 
chloride and a greenish-white residue of oxychloride of copper, 


2Ag,8+4Cu,Cl, +0, =4AgCl + 2(CuCl, + 30u0) +58. 


The argentic chloride formed, as the result of these reactions 
between argentic sulphide, sodic chloride, and cupric chloride 
from the magistral, is then acted upon by the mercury added 
for the amalgamation, with the production of mercurous chlo- 
ride (Hg,Cl,) and metallic silver (p. 241), which amalga- 
mates with the excess of mercury present. 

The loss of mercury in this process, or, as it is called, 
“consumed mercury,” amounts to from one-fourth to twice 
the weight of the silver extracted, the loss arising from the 
reduction of the argentic chloride by mercury as above noted, 
when the mercurous chloride (calomel) so produced is entirely 
lost; a further portion assumes a very fine state of division in 
the ore, known as flowring, and is mechanically lost; while if 
a portion of the copper should still exist in the state of cupric 
chloride (CuCl,) from the addition of too much magistral, 
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then, when the mercury is added, a further loss is introduced 
from the reduction of cupric to cuprous chloride (Cu,Cl,), 
with the consequent formation of mercurous chloride (Hg,Cl,); 
and thus for the economical success of the uperation, the mass 
should be as free as possible from cupric chloride when the 
mercury is added. To avoid the Joss from the production of 
calomel (Hg,Cl,), it has been proposed to use a copper amal- 
gam instcad of pure mercury, by which it was thought to 
reduce the argentic chloride by the copper, while the silver 
so reduced should at once be taken up by the mercury, but 
the results attending its use have not been satisfactory. In 
lieu of the magistral, roasted iron pyrites is sometimes added, 
but a material containing copper is preferred; while instead 
of roasting copper pyrites for the production of magistral, it 
has been proposed to utilise the cupric sulphate produced in 
the “parting house,” described when treating of gold. 

The loss of silver in the Mexican method of amalgamation 
is also considerable, amounting to from 3th to }th of the 
total amount in the ore. 

117, The Freiberg or European Method of Amalgama- 
tion.—The method formerly pursued at Freiberg, and still 
carricd on in Hungary, Spain, and some parts of Mexico, 
Nevada, California, etc., differs from the last described, inas- 
much as the chlorination of the ore is effected in the dry way 
by roasting the ore in a reverberatory furnace with common 
salt; and the decomposition of the argentic chloride so pro- 
duced 1s effected by means of zon, while the amalgamation 
is conducted in revolving casks, instead of in heaps exposed 
to the atmosphere as in the Mexican process. This method 
of amalgamation involves a larger expenditure of fuel and 
water power than the Mexican plan, and both these agents 
are abundant in the localities where it is employed, but it 
requires the expenditure of much less labour with a decreased 
consumption of mercury. 

The ores treated at Freiberg by this process are of several 
classes, in which the silver amounts to from 15 to 200 oz. per 
ton of the ore. They occur in combination with sulphur, and 
are accompanied by tron pyrites, with the sulphides of copper, 
lead, and bismuth, and occasionally also antimony and arsenic; 
but the presence of iron pyrites is essential to the success of 
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the process, and requires to be added if not present in sufii- 
cient quantity; while the ores should not contain more than 
from 3 per cent. to 5 per cent. of lead (galena), or about 1 per 
cent. of copper, the ores containing these metals in larger 
proportions being much more conveniently and economically 
treated by dry smelting as described under lead, etc. The 
process is not therefore applicable to the treatment of argen- 
tiferous galenas, blendes, or copper pyrites, or to ores con- 
taining more than 1 per cent. of arsenic. 

The treatment of ores of silver by the Freiberg process 
involves four operations, viz. :— 

1°. Roasting with cominon salt in the presence of a sufti- 
clent quantity, about 25 per cent. of iron pyrites. 

2°. Grinding of the roasted product. 

3°. Decomposition by wrought tron, and amalgamation in 

-revolving barrels or casks. 

4°, Distillation of the silver amalgam. 

The ores having been reduced to powder and mixed together, 
so as to contain an average of from 30 to 40 oz. of silver per 
ton when treating poor ores, or from 90 to 130 oz. when 
treating richer ores, with sufficient pyrites (as determined 
by @ previous assay) to carry on the necessary reactions, are 
mixed with from 5 to 10 or 15 per cent. of common salt 
(NaCl), and trausferred in charges of about 4} cwts. to flat 
bedded reverberatory calewners ; that known as the Hungarian 
furnace having a bed formed in two steps, the higher one 
being nearest the stack, while near the stack and over the 
furnace are chambers (soot chambers or condensers), through 
which tht gaseous current passes before reaching the stack, 
and in which metallic particles, etc., carried over with the gases, 
are deposited and collected. ' 

The roasting is conducted in two stages, in which the 
utmost care is required to properly regulate the temperature. 
The ore mixture is charged through a funnel-like tube on to 
the upper step or bed of the furnace, where it is roasted in 
an oxidizing current at a temperature gradually raised to red- 
ness, by which means water vapour and sulphurous anhydride 
are evolved, along with fumes of the oxides of arsenic and 
antimony, if these metals be present in the ore; while the iron 
pyrites is converted largely into ferrous sulphate. On the com- 
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pletion of this stage the temperature is raised, and the last 
named salt is decomposed, as described in Vol. I., p. 43, with 
the evolution of sulphurous anhydride (SO,) and sulphuric 
anhydride (80,), the latter by combination with the silver 
compounds producing argentic sulphate, which resists a much 
stronger heat than ferrous sulphate, without undergoing 
decomposition; while in the next stage, conducted on the 
lower bed of the furnace, the argentic sulphate thus produced, 
and the common salt (NaCl) added with the charge, react 
upon each other with the production of argentic chloride and 
godic sulphate, 
Ag,SO, +2NaCl=2AgCl+ Na,SO,, 

an intimate mixture of the materials being maintained 
throughout, by continued rabbling or stirring of the mass 
through a side door of the furnace provided for the purpose. 

The ore loses about 10 per cent. of its weight during the 
roasting process, and the product, which has a brown colour 
from the presence of ferric oxide, etc., now contains the silver 
almost wholly in the state of argentic chloride, with a little 
metallic silver; and, besides the earthy matters of the ore, it 
contains in addition cupric and ferric chlorides and sulphates, 
with common salt and sodic sulphate. It is now ground ex- 
ceedingly fine, any clots that may have been formed during 
the roasting being ground and put aside for recalcination 
with common salt. The ore, after grinding, passes through a 
fine sieve or bolting-cloth, and is then conveyed to the amal- 
gamating barrels. 

The reduction of the ar- 
gentic chloride by s¢rap iron, 
and the amalgamation of the 
silver with mercury, is effec- 
ted in strong rotating wooden 
casks a, fig. 51, measuring 
about 3 ft. in length, and 
1 2 ft. 9 in, in maximum dia- 
a Ee ~Ometer, which are fixed upon 

j horizontal axes 6,6, and ro- 

tated by the spur-wheel c, 
Fig. 51.—Cask usep in THE Evro- fixed at one extremity of the 
PEAN Mrruop or AMaLGamation, casks, and which gears witb 
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» driving wheel d, fig. 52, keyed to a shaft driven by water 
power, while a suitable arrangement permits of the barrels 
being readily thrown in and out of gear so as to stop or start 
the rotation as required. The casks are well hooped and 
strengthened by iron bands, while the bung or stopper e, for 
closing the aperture employed for the introduction of the 
charge, is formed in two parts, viz:, an outer annulus and a 
central plug, both of which are withdrawn for the introduc- 
tion of the ore and water into the casks, while the central 
part only is withdrawn for the introduction of the mercury, 
and withdrawal of the amalgain after the manner to bo 
described. About 20 of these 
barrels are arranged In one ma- 
chine, while over each barrel, and 
resting upon the upper floor of the 
amalgamating houses, is placed a 
hopper or chest f, fig. 52, contain- 
ing the proper amount of orc re- 
quired for one charge of the 
barrel. The chest f communicates 
with the barrel or cask by the 
funnel-shaped tube g, terminated 
by the flexible hose h, which is 
inserted into the aperture in the 
cask, and so the powdered ore is 
introduced; while a tank & holds 
the amount of water required for 
each charge of the barrel, which 
it emptid&S by a pipe into the cask, 
and the mercury contained in a 
reservoir is connected with the Fig. 52.—Frerserc Barren 
apparatus by the trough 6. AMALGAMATION APPARATUS. 

In charging the casks, they are placed with the aperture 
6 in a vertical position, and about 35 gallons of water suc- 
ceeded by about 10 cwt. of the roasted ore, and finally from 
80 to 100 or 110 lbs. of wrought iron, in the form of small 
bars of about 14 in. square and 3ths in. thick, are introduced. 
The stopper or bung is then screwed in and secured as shown, 
after which the barrels are set in rotation, at the rate of from 
14 to 16 revolutions per minute, and the rotation continued 





fot ia period of from, 1} to seinge orn pie? aged 
woluble. saliw: formed the roasting operation are dis. 
solved «ut by the water. —-- 

. After vevolving for some time the temperature gradually 
ise, and a double decomposition ensues between the argentic 
chloride and the wrought tron, by which ferrous chloride is 
formed, and metallic silver liberated; and at the same time 
ferric and cupric chlorides, present in the mother liquor, are 
reduced by the iron to the state of ferrous and cuprous chlo- 
rides respectively. The contents of the casks are now in a 
state of perfect incorporation, and should have the consist- 
ency necessary to allow of its thorough mixture and the ready 
amalgamation of the silver with the mercury without being 
too fluid, otherwise the mercury falls directly to the bottom 
of the barrel without becoming thoroughly incorporated with 
the charge, which should now occupy about two-thirds of the 
capacity of the barrel. The rotation is now stopped, and the 
central plug of the stopper e withdrawn, when about 5 cwt. 
of mercury is run from the trough 6 into cach barrel; and 
after reinsertion of the stopper, the whole is again set m 
motion at the rate of from 16 to 20 revolutions per minute, 
the speed of rotation being important, for if too slow the 
materials adhere to the sides of the cask so firmly that no 
subseqent movement suffices to detach it, while if too quick, 
the action proceeds with increased rapidity, and the tem- 
perature rises too high, a temperature of about 32°C. (90°F.) 
appearing to be best suited to the process. 

When the amalgamation is judged to be complete, the 
rotation is stopped. The casks are then almost ‘filled up 
with water and the motion resumed, but more slowly, for 
about two hours, so as to better collect into one mass the 
dispersed globules of amalgam, when the revolution again 
ceases and the casks are turned with the bung or stopper 
e¢ downwards, so that on withdrawing the central portion 
of the bung and inserting into the aperture a leather tube 
fitted with a stop-cock and mouthpiece, the amalgam can 
be drawn off into the trough m, which conveys it to a tank 
where it is agitated or stirred continually by a rotating ver- 
tical spindle carrying vanes or arms; and by this treatment 
the heavy amalgam is separated as soreunly as possible 
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roma the uncombined mercury and other residues socom- 
panying it. | oan | 
The residue left in the casks, after drawing off the amal- 
gam, often retains from ‘008 to ‘016 per cent. of silver; it is 
emptied into the middle trough or channel », and passes in 
its course through an iron grating or sieve to separate the 
pieces of iron from the argentiferous mud, etc.; when the 
latter, if it holds upwards of 4 oz. of silver per ton, is, after 
well washing to separate the earthy matters as‘ thoroughly 
as possible, then dried, re-roasted, and again amalgamated. 
The mother liquor obtained from the casks, as also from the 
washing of the mud, contains sodic chloride and sulphate, 
ferrous and manganous sulphates, with small quantities of 
phosphates, etc. 

The amalgam obtained in the above manner is introduced 
into strong canvas bags as in the Mexican process, when, on 
the application of a gentle pressure, a fluid amalgam of mer- 
cury and silver containing from ‘003 to -005 per cent. of the 
latter exudes through the material of the bag, and is again. 
used. in # subsequent amalgamation; while a pasty or semi- 
solid amalgam consisting of about 84 per cent. of mercury, 
with from 10 to 12 per cent. of silver, about 5 per cent. of 
copper, together with traces of tin and lead remains, and is 
subjected to the fourth or distilling operation. 

The decompositions carried on in the amalgamating barrels 
are not confined to the reaction between argentic chloride 
and metallic iron, but other metallic chlorides produced 
during the roasting process are also reduced by the iron, and 
pass in farger or smaller proportion into the resulting amal- 
gam, while any metallic copper thus separated immediately 
reacts upon argentic chloride, with the formation of cuprous 
chloride, and the precipitation of metallic silver; and it is 
desirable that these reactions, especially the reduction of 
argentic chloride, ferric chloride, and cupric chloride, to 
metallic silver with ferrous and cuprous chlorides respec- 
tively, be as complete as possible before the addition of the 
mercury, otherwise a loss of mercury occurs from the pro- 
duction of calomel in the same manner as described in the 
Mexican plan of amalgamation, p. 245. 

The distillation of the amaigam was originally conducted 
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per descensum in an apparatus (fig. 53) consisting of small 
brick furnaces, several of which are built together. In the 
bottom of these is an iron drawer or 
receiver containing an iron basin filled 
with water, in which rests the foot of 
an iron tripod or stand carrying a 
number of flat dishes (usually five), 
which are each charged with about }$ 
cwt. of the amalgam. Over the tripod 
is placed an iron bell, and around the 
upper portion of this, and between it 
and the masonry (the top being closed 
by a sliding iron plate) was made a 
Fig. 53.—Furwace ror charcoal fire, by which the heat was 
THE DIstTILLaTIoN oF gradually and carefully raised, only at- 
AMALGAM. taining its maximum after the lapse of 6 
or 8 hours; while care is taken that the temperature be never 
allowed to become sufliciently high as to volatilise any of the 
silver along with the mercury; yet if the temperature be too 
low, the silver is only imperfectly freed from mercury, and a 
loss of the latter is entailed. The mercury distilled from the 
amalgam in this manner is condensed in the water in which 
the apparatus stands, cooling of the latter being further 
promoted by the circulation of cold water around it. ‘The 
spongy metallic mass left in the dishes after this treatment 
is often very impure, containing but about 75 per cent. of 
silver, the residue consisting largely of copper along with 
lead, bismuth, zine, and antimony in variable proportions; 
and to free it from these impurities it is melted either in 
crucibles or on the bed of a reverberatory furnace, and stirred 
or rabbled with an iron rod, by which means the oxides of 
arsenic, bismuth, zinc, and antimony escape largely as white 
fumes, while a proportion of the oxidey of copper and lead 
collect as a scum on the metal, and are removed before cast- 
ing the metal into ingots; the silver now contains about 
98 per cent. of the pure metal, but for the complete separa- 
tion of the impurities, especially of copper, it is alloyed with 
a further quantity of lead, and subjected to the operation of 
cupellation. 
To overcome the difficulty arising from cracking of the 
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bells and the incomplete separation of the mercury in the 
above distillatory apparatus, won retorts, fig. 54, have been 
substituted, These are 
formed of an iron body 
a, of the shape of a cruci- 
ble of about 11 inches in 
diameter and 20 inches in 
height, to which is fitted 
a hood or neck 8, and a 
condensing tube ¢, both of Fig. 54. —Retort ror THE Distit- 
iron, the latter passing LATION OF AMALGAM. 

through a cistern (d) of water for keeping it cool; but it 
is advisable to supersede the latter by making the tube (c) of 
sufficient length and diameter to condense the mercury without 
recourse to the cooling by water. The crucible of the retort 
is heated by a charcoal fire, when the mercury distils off and 
collects as in an ordinary distillation in a receptacle e, at the 
end of the condensing tube. The crucible is lined internally 
with a coating of lime, as is also an iron plate placed within 
the retort, and to which the spongy silver adheres when the 
distillation is completed. For this apparatus the charge is 
about 4 cwts. of the amalgam, from which the mercury is 
distilled in about 10 hours. 

Another form of the cast-iron retort consists of a cylinder, 
the front end of which is fitted with a movable cover which 
is affixed when the charge of amalgam has been introduced, 
while from the highcst point of the rear or closed end of the 
retort tke mercurial vapours are conveyed downwards by a 
pipe, which is cooled by the circulation of water around it. 

The silver obtained as the result of these distillations is 
still alloyed with small proportions of various other metals, 
and is hence subjected to a preliminary refining by melting 
the metal in a crucible, with its surface covered with char- 
coal, the latter, along with dross, etc., being subsequently re- 
moved from the surface by a perforated ladle, and the opera- 
tion repeated until the surface of the melted metal becomes 
perfectly clear, upon which it is cast into ingots, and is then 
ready for the mint. 

In the European method of amalgamation the loss. of 
mercury amounts to from 20 per cent. to 25 per cent, of the 
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amount of the fine silver produced, or about ‘05 per cent. of 
the weight of the ore amalgamated, thus effecting a consider- 
able saving in mercury over the Mexican plan of amalgama- 
tion; while the loss of silver in the Freiberg (European) pro- 
cess is only from 5 per cent. to 9 per cent. of that contained 
in the ore, as against from 12 per cent. to 25 per cent. lost 
in the Mexican method. 

118. Amalgamation of Copper Regulus.— If copper 
regulus, z.¢., the product produced in copper smelting corre- 
sponding to the Welsh jine metal, or the black - copper 
obtained in the Mansfeld and other continental copper 
smelting works, contain upwards of -025 per cent. of silver, 
it may be extracted by the European method of amalgama- 
tion; for which purpose the regulus is heated to redness in 
a reverberatory furnace having a bed of cast-iron, and broken 
when hot by stamps, reheating and stamping again being 
repeated until the material is sufficiently fine; after which 
it is ground between stones to a fine powder, and then 
roasted in charges of about 4 cwt. each on the bed of a 
reverberatory furnace, the mass being continually rabbled 
during the roasting. When this roasting is completed the 
mass is raked from the furnace, allowed to cool, and mixed 
with from 7 to 10 per cent. of common salt, and a like amount 
of calcic carbonate, which mixture is made into a paste with 
water, then dried, and finally reduced to a fine powder, when 
it is roasted a second time at a much higher temperature 
than before. The argentic chloride so produced is usually 
decomposed by copper or iron in casks similar co those 
already described for the Freiberg process, and in which the 
amalgamation is effected, the treatment and amalgamation 
of the roasted regulus being conducted after much the saje 
manner as that already described; while the silver is refined 
as before by fusion in black lead crucibles. But the silver 
from highly argentiferous copper matts or regulii is always 
extracted by treatment according to the wet methods of 
Augustin or Ziervogel. 

119. Amalgamation of Argentiferous Speise-—The com- 
pound of nickel, cobalt, iron, arsenic, and antimony, with 
bismuth and other metals, frequently containing also sulphur, 
and which constitutes the spevse produced in the Saxon works 
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during the manufacture of smalts, often contains from 10 grs, 
to 100 oz. of silver per ton, and this is usually extracted by 
the amalgamation method, for which purpose the speise, after 
being ground to powder, undergoes a preliminary treatment, 
by which a portion of the arsenic and other volatile elements 
are volatilised in the form of arsenious anhydride, etc. The 
residue from this roasting is sifted to separate clotted and un- 
oxidized portions, and after again grinding to a fine powder 
is mixed with about 8 per cent. of common salt and 2 per 
cent. of ferrous sulphate, and then roasted as in the Freiberg 
process, when the resulting product, containing the silver in 
the form of argentic chloride, is treated in barrels or casks 
along with wrought iron, and subsequently amalgamated after 
the European method of amalgamation. The loss of silver in 
this treatment amounts to about 15 per cent. of the amount 
originally contained in the speise, while the waste of mercury 
is only about 15 oz. per ton of material operated upon. 

_In Upper Hungary the treatment is somewhat different. 
The speise, containing about ‘28 per cent. of silver, is mixed with 
2 per cent. of limestone and roasted for about 5 hours on each 
of the hearths of the Hungarian furnace described on p. 247, 
after which the roasted ore is sifted, mixed with 1 per cent. 
of lime and 7 per cent. of common salt, and again roasted 
during about 6 hours; when after cooling, grinding, and 
tmaixing with a further proportion of lime, it is made into a 
paste with a solution of common salt, then introduced into a 
cask along with metallic copper and rotated at the rate of 
about twenty-five revolutions per minute during five hours, 
on the completion of which an addition of mercury to the 
extent of about one-third the weight of the ore is made, and 
the rotation continued at the rate of some eighteen revolu- 
tions per minute during a further period of fifteen hours. 
The amalgam thus produced affords, after squeezing out the 
excess of mercury, a granular mass containing about 18 per 
cent. of silver. 

120. Method of Amalgamation in Kettles.—In this 
method, known also as the hot amalgamation, the ores are 
treated in kettles with copper bottoms, whereby the silver is 
precipitated from its chloride, bromide, or iodide, and subse- 
quently amalgamated by the addition of mercury; the 
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method is, however, only applied to the treatment of certain 
comparatively rich ores containing chloride, bromide, and 
iodide of silver, accompanied also by native silver, and is 
chiefly in use in South America. 

The ores are crushed and ground to a fine powder, concen- 
trated if necessary by careful washing, and then mixed with 
a large proportion of water, thus forming a thin mud which 
is introduced into fetiles or boilers provided with copper 
bottoms.* The contents of the kettle are now heated to 
boiling by a wood fire maintained in a fireplace beneath the 
kettle, when from 10 to 15 per cent. of common salt is 
thoroughly mixed with the charge, after which a quantity of 
mercury is added and incorporated with the mixture by 
continuous stirring, the temperature of the contents of the 
kettle being kept up throughout the process, while samples 
of the amalgam are removed at intervals, and from their 
examination the attendant determines when the amalgama- 
tion is completed, as also whether any and how much more 
mercury it is necessary to add to complete the operation, the 
whole treatment usually lasting from five to six hours. The 
amalgam thus obtained is treated according to the methods 
already described by distillation in iron retorts, the silver 
produced requiring, as before, to be fused and refined before 
casting into ingots for commerce; while the earthy residues 
left after the separation of the amalgam frequently retain 
sufficient silver to render them worth treatment by the 
method of amalgamation in heaps. 

The consumption of mercury in this process ig usually 
somewhat less than the weight of the silver extracted, in 
which respect it thus stands intermediate between the 
Mexican and European plans of amalgamation. 


WET METHODS FOR THE EXTRACTION OF SILVER. 


For the treatment of argentiferous metallurgic products, 
as copper or other regulus, mattis, speise, etc., and of such 
ores as are suited to the amalgamation processes, wet methods 
of extraction have largely superseded the older methods of 


* Lamborn, Metallurgy of Silver, 
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liquatton and amalgamation; the wet processes being alike 
more simple, less costly, and more rapid than the processes of 
liquation and amalgamation, besides exceeding these opera- 
tions in the completeness of the extraction of the silver, and 
in being much mre healthy for the labourers employed upon 
them, while avoiding the large loss arising from the con- 
sumption of mercury in the amalgamation processes, and not 
requiring the amount of fuel necessary for the methods of 
liquation or fusion with lead. The ores for treatment by 
the wet methods should not, however, be too rich in silver, 
and at the same time they are required to contain but small 
proportions of lead, zinc, antimony, or arsenic, especially if 
for treatment by the process of Ziervogel; while the presence 
of either cuprous sulphide or iron pyrites is necessary to 
produce the reactions of the roasting stage of these processes. 

The more important wet methods for the extraction of 
silver from ores, regulus, etc., are— 

I. The method of Augustin, in which argentic chloride, 
formed by roasting the ore or regulus with common salt, is 
extracted by a solution of common salt, and the silver precipi- 
tated therefrom by metallic copper. 

II. Ziervogel’s process, in which, by a careful roasting of 
the ore or regulus, the iron, copper, etc., are converted into 
oxides, while the silver is converted into the soluble szlphate, 
which is then extracted by warm water, and the silver separ- 
ated by precipitation. 

III. Von Patera’s method, in which the silver is converted 
into chlowide after the manner employed by Augustin, and 
the argentic chloride then dissolved out by a cold solution of 
sodic-hyposulphite (Na,8,O,); from which solution the silver 
is again precipitated as sulphide by the addition of sodic- 
sulphide, and the silver extracted from this sulphide by 
heating in a retort or muffle. 

121. Augustin’s Method of Extracting Silver. — This 
method, employed in Saxony, Hungary, Swansea, etc., for 
the extraction of silver from copper regulus, argentiferous 
copper ores, argentiferous pyrites, etc., depends for its success 
upon the production of argentic chloride by the careful roasting 
of the cuprous product with common salt, after the manner 
and according to the reactions described under the Freiberg 
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process of amalgamation, page 247, together with the solu- 
bility of the argentic chloride so produced i in a hot solution of 
common salt; from which solution the silver can be precipi- 
tated by metallic copper. This process, accordingly, differs 
from the Freiberg or European method of amalgamation 
only in the method of extracting the silver from the argentic 
chloride produced in the roasting operation; Augustin 
substituting a solution of common salt for the mercury 
employed in the amalgamation process. 

The argentiferous copper ores are smelted, as in the 
ordinary course of copper smelting, for the production of a 
regulus or mati containing from 60 to 70 per cent of copper, 
with from °4 to ‘5 per cent. of silver, such a regulus contain- 
ing, as usual, iron with small quantities of antimony, arsenic, 
etc.; but it is desirable that the matt to be treated by this 
process should be as free as possible from these latter ele- 
ments. The regulus is broken up and stamped while in a 
moist state, or is ground between rollers to a very fine powder, 
which is then passed through a sieve of some 1500 or 2000 
meshes to the square inch. The finely-powdered regulus 
is now transferred, in charges of from 4 to 12 cwts., to the 
hearth of a reverberatory furnace, where it is roasted during 
five hours; in the first stage of which, lasting from two to 
two and a half hours, the temper ature 1s car efully regulated 
so as not to rise too high, while the mass is kept continually 
stirred, and during this period sulphurous anhydride 1s copi- 
ously evolved ; while in the second stage, lasting from two to 
three hours, the heat, gradually rising in the previcus stage, 
now becomes considerable, and is attended with the evolu- 
tion of white fumes of sulphuric anhydride (SO,), produced 
chiefly by the decomposition of the ferrous and cuprous sul- 
phates formed during the oxidation in the first stage. The 
roasting again requires considerable care that the temperature 
be raised sufficiently high to decompose the whole of these 
sulphates (especially the ferrous salt), converting them into 
oxides whilst leaving the argentic sulphate undecomposed. 
The ore is thus roasted quite sweet, and a portion taken out 
for trial from near the fire-bridge should, on treatment with 
water and common salt, leave on filtering a solution having 
a faint blue tint; but if any green colour is discernible, it 
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indicates the presence of ferrous sulphate, and the roasting 
is not completed. The roasted mass, which has now a 
brown, earthy appearance, is raked from the furnace, allowed 
to cool, and then ground to a fine powder under rolls; after 
which it is again introduced, but in smaller charges, into the 
calciner or reverberatory furnace, where it is roasted for a 
short time, and then mixed with about 5 per cent. of com- 
mon salt, and the roasting continued, with frequent stirring, 
during a further period of about three hours. By this means 
the silver is converted into chloride, according to the reac- 
tions already explained, page 248, when the mass is with- 
drawn from the furnace to be lixiviated. 

The hixiviation of the roasted and chlorinised ore is con- 
ducted in tubs or barrels oe 
a, fig. 55, possessing false 
bottoms, formed by plac- 
ing upon the true bottom 
of the tub a wooden cross 
6, on which is placed a 
perforated disc or board, 
which is again covered with 
a layer of twigs or straw, 
over which is again 
stretched a linen cloth, the 
whole forming a kind of 
filter; while communicat- 
ing with the space between 
the trugqand false bottoms 
is a cock e for drawing off Fig, 55.—Tour usrp ror Lrxrviation 
the solution. A series of IN AuGusTIN’s Process. 
these vats are arranged in tiers, while into each vat or tub 
of the top tier is introduced about 8 cwt. of the materials 
still heated from the roasting process, and on to this is directed 
from the tank a, fig. 56, along the trough 5, a hot and toler- 
ably strong solution of common salt, which is distributed over 
the surface of the charge by the small pipes c, c, and through 
a perforated top, thus rendering the solvent action as uniform 
as possible, by preventing the formation of channels within 
the mass. The materials for lixiviation being hot, steam is 
generated in the tubs, and the finely-divided argentic chloride 
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is dissolved by the solution of brine, which solution filters 
through the false bottom of the vat, and is then drawn off 
through the stop-cock into a settling vat placed above the 
uppermost tub @ shown in the figure, and whore any particles 
mechanically held in suspension are allowed to subside; after 
which the liquid is drawn off into the first of the serics of 
precipitating vats placed on the tier immediately below the 
last. The precipitating vats are similar in construction to 
the first described, except that there is placed upon the false 
hottom a layer, some 6 or 7 inches in depth, of cement copper, 
which decomposes the argentic chloride, with the production 
of cuprous chloride and the precipitation of metallic silver; 


ie 





Fig. 56,—ARRANGEMENT OF THE VATS FOR THE AUGUSZIN OR 
ZIERVOGEL Process. 

the precipitation of the whole of the silver being ensured by 
withdrawing the liquor from the last tier to a second tier 
(d) of precipitating vats placed immediately below; and after 
remaining here some time, the mother liquor is drawn off 
into the last tiers of vats e, f, containing metallic iron, and in 
which the cuprous chloride formed in the previous reactions 
is decomposed, with the deposition of cement copper, and 
the production of ferrous chloride. 

The solution of brine is passed over the charge of roasted 
materials in the first or lixiviation tub, so long as it dis- 
folves out any argentic chloride, as determined by the non- 
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deposition of a silver coating upon a plate of copper introduced 
into the stream running from the stop-cock. And the cement 
copper deposited in the last vats is returned at intervals to 
the precipitating vats, whereby the same copper is made to 
do duty for two or three times; while the brine escaping from 
the last tubs is exposed to the atmosphere for some time, hy 
which a great portion of the ferrous salts are oxidized, with the 
deposition of the iron in the form of a basic ferric salt, and the 
sodic sulphate produced during the roasting of the ore with 
common salt is either separated by evaporation or reconverted 
into common salt by the addition of cuprous chloride. The 
brine thus freed from iron and sodic sulphate is also returned 
to the reservoir h at the top, where it is heated and again 
used for a subsequent lixiviation. 

The residues from thelixiviating vats consist largely of oxide 
of copper, and should not contain more than ‘035 per cent. 
of silver, when they arc at once treated by fusion for the ex- 
traction of their copper; but if the residues are found to con- 
tain more than this limit of silver, they are re-roasted and 
again lixiviated before treating for the extraction of their 
copper. & is a drainer on to which the contents of the 
vessels (x) are emptied after the lixiviation is completed, so 
as to completely drain off any liquid portion. 

Instead of drawing off the brine from the bottom of the vats 
in the manner described, an improved plan is adopted at Swan- 
sea, in which a tank is divided into four compartments, the 
brine flowing into the first compartnient, which it fills, aud then 
overflows the partition into the second compartinent through 
which the liquid descends and passes by a communication in 
the bottom to the third compartment, through which it 
rises and overflows the partition into the fourth; scrap ar 
cement copper being placed in the second and third com- 
partments, after the manner described in the use of the vats. 

The cement silver obtained from the precipitation vats is 
contaminated with particles of copper, from which it is freed 
by treatment with dilute hydrochloric acid. The silver is 
collected after every 8 or 10 days, dried, and transferred to 
the refinery before being forwarded to the mint. 

The loss of silver in this method of treatment is from 8 to 12 
per cent. of the assay produce of the regulus under treatment. 
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122, Ziervogel’s Method of Extracting Silver. — This, 
which forms the most simple and economical plan for the extrac- 
tion of silver, was introduced in 1857 at the Mansfeld works 
for extracting the silver from the argentiferous copper schist 
occurring in the district; and it has almost entirely superseded 
the method of Augustin previously in use, notwithstanding 
that it labours under the disadvantage of requiring that the 
ores be pure, and tolerably weiform both in composition and 
character; while the roasting, which constitutes the most im- 
portant stage of the process, requires very considerable skill 
and care for its satisfactory performance, so that, as will be sub- 
sequently noted, a combination of the methods of Augustin 
and Ziervogel has been adopted at Swansca and other dis- 
tricts for the extraction of silver from argentiferous ores. 

The Ziervogel process is not well adapted to the extraction 
of silver from ores containing lead, zinc, arsenic, or antimony, 
being inferior to the method of Augustin for the treatment 
of such ores, since in the former (Zicrvogel) process in- 
soluble arsenates and antimoniates of silver are produced 
in the roasting and escape decomposition, causing thereby a 
loss of silver to the extent of about ‘0015 per cent. of the 
weight of regulus treated. 

For treatment by the Zicrvogel process, the copper schist 
is smelted ds in the ordinary process of copper smelting, so 
as to give a regulus or fine metal containing from 60 to 70 
per cent. of copper, with 6 or 7 per cent. of iron, and from 4 
to 5 per cent. of silver, and which is then subjected to treat- 
ment by the Ziervogel process proper, involving, as noted 
above, two distinct operations: 1°, roasting of the finely- 
divided regulus until the iron, copper, etc., are converted 
into insoluble oxides, while the silver remains as a soluble 
sulphate; and 2°, lixwiation of the roasted mass with warm 
water, whereby the argentic sulphate is extracted, and sub- 
sequently treated with metallic copper for the precipitation 
of its silver. 

The regulus is ground to a fine powder under granite rolls, 
and sifted through a sieve of from 1300 to 1500 meshes to the 
square inch, after which the charge of from 5 to 6 cwt. as em- 
ployed at Mansfeld, or of about 12 cwt. adopted at Swansea, 
consisting of fresh regulus mixed with about one-sixth of its 
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weight of the imperfectly desilverised residucs from a previous 
tr eatment, is transferred into a long reverberatory furnace, 
where it is roasted with the greatest care; or double-bedded 
furnaces have been used for this purpose, in which the upper 
bed formed a closed chamber or muffle heated from beneath by 
the flame passing over the lower bed, and from above by the 
flame deflected backwards and forwards in its course through 
a series of depositing flues or chambers built over it, and in 
which any particles mechanically carried over by the current 
of gases through the furnace are deposited, but the mechanical 
ditticulties attending the use of this furnace have prevented 
its general adoption. The temperature of roasting is at first 
very moderate, during which the charge is frequently stirred 
and the heat gradually raised, while in about 14 hours the 
mass will have attained a cherry-red heat which is continued 
during about 10 hours, when the roasting approaches comple- 
tion; or if the double-bedded furnace be employed, the first 
stage of about 5} hours is conducted upon the upper bed, 
wlhicn the mass is raked through an apcrture on to the lower 
bed where the roasting is completed. 

Trial samples are withdrawn from the furnace towards the 
end of the operation and dissolved in water, when, if the 
solution shows a faint blue colour without any tinge of grecn, 
the operation is consider ed complete. 

The roasting, as in Augustin’s process, is attended: in the 
earlier stages with the evolution of sulphurous anhydride, 
succeeded towards the end, as the temperature increases, by 
white fumes of sulphuric ‘anhydride (SO.); while a loss of 
about Y per cent. of the silver originally present occurs 
during the roasting process. 

On the completion of this roasting, the charge which is of 
a dark colour, not clotted, but forming a pulverulent powder, 
is transferred for lixiviation to a series of tubs with false 
bottoms, and arranged in tiers (fig. 56), as described under 
the last article; while at Swansea, tanks, instead of tubs or 
barrels, are employed for this operation. The charge of from 
4 to 5 cwt. of the roasted product, previously allowed to cool 
down, is introduced into each of the 10 tubs (A) of the upper- 
most tier, when water, a little sulphuric acid, and the mother 
liquor from a previous lixiviation, after the separation of its 
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copper and reheating by steam to about 87°C. (188°F.), are 
introduced on to the surface of the materials in the vats. 
These liquids, percolating through the mass of roasted powder, 
extract the soluble compounds, amongst which is argentic 
sulphate, about 24 hours being thus required for the extrac- 
tion of the soluble salts from each charge, while the presence 
of a little free sulphuric acid in the solution prevents the 
formation of basic salts. The solution, as it collects in the 
botton of the vats, 1s drawn off into the first compartment 
(B) of the simple setéling vats, from which it passes onwards 
into the second division C, separated from B by a partition 
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Lig. 57.—ARRANGEMENTS OF ZTERVOGEL’S APPARATUS. 
which does not reach quite to the top, and over which the 
liquid flows from B to C; from C the solution is distributed 
into the ten precipitating vats E, each provided like A with 
false bottoms, upon which are placed some 10 Ibs. of granu- 
lated copper, and about 24 ewt. of blister copper in bars ; and in 
these vessels the silver is precipitated as cement silver, while 
the liquid passes into the wooden trough F, on the bottom 
of which is a layer of small pieces of copper. The liquors are 
now introduced into the tubs G, also with false bottoms, and 
upon which is placed a little granulated, together with small 
bars of copper, after passing over which the desilverised 
finids are conveyed by a gutter a to a pan where they are 
reheated to 87°C., again raised to the top of the apparatus, 
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and used again in the lixiviation of a farther charge intro- 
duced into the lixiviating vats. The vat N is employed for 
washing and treating the residues from G. 

The silver almost wholly collects in the first of the preci- 
pitating vats, only a small proportion passing on to the lowest 
tier, and the deposited silver is collected therefrom at intervals 
of about 24 hours, when it usually contains about 20 per cent. 
of impurities, consisting of calcic sulphate, cupric sulphate, 
metallic copper, etc., of which the two former are extracted 
hy repeated washing of the deposit, while the latter is largely 
removed by acting upon the metal with dilute hydrochloric 
acid; when, after refining by fusion, the silver is ready for 
forwarding to the mint. 

The loss of silver in the Ziervogel process amounts to from 
6 to 7 oz. per ton of the regulus treated; but the refined 
copper produced at Mansfeld from the residues, after treat. 
ment by amalgamation and Augustin’s process, yields from 
0388 to -0631 per cent. of silver,* whilst in 1861, with the 
introduction of the Ziervogel process, the refined copper con- 
tained only -0215 per cent. of silver. 

123. Extraction of Silver by the Combined Methods of 
Augustin and Ziervogel— At Swansea, a combination of the 
methodsof Ziervogel and Augustin is adopted in the treatment 
of certain classes of argentiferous copper ores, afcording to 
which plan the ores are first roasted as in the Ziervogel pro- 
cess for the production of argentic sulphate, which is extracted 
as thoroughly as possible by means of hot water, when there 
is usually left in the residues about 20 oz. of silver in the ton, 
for the eXtraction of which the residues are dried and care- 
fully re-roasted with an admixture of about 3 per cent. of 
common salt, when the argentic chloride so produced is ex- 
tracted by a solution of brine (NaCl) according to Augustin’s 
method, and by this means a further proportion of from 12 
to 14 oz. of silver per ton of matcrial is extracted, leaving 
from 6 to 7 oz. per ton which is lost. 

124, Loss of Silver in its Extraction.—The loss of silver 
in treating the matts produced in the smelting of the argen- 
tiferous copper schists of Mansfeld, amounts to nearly 10 per 
cent. of the silver present, if treated by the amalgamation 

* Phillips’ Metallurgy of Gold and Silver, 
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process; by Augustin’s process to about 8 per cent.; while in 
Ziervogels process the loss forms less than 1 per cent. of the 
silver originally present in the regulus. - 

125. Von Patera’s Method of Extracting Silver.—This 
method, applied to the rich ores of the Joachimsthal district 
of Bohemia, i is based upon the ready solubility of argentic 
chloride in a solution of sodic hyposulphite (Na,8,0,), a 
quality first observed and communicated in a paper by Dr. 
Percy in 1848. The extraction of silver by this method, 
like the wet methods already described, involves four distinct 
operations, viz.:— 1°. Roasting of the ore in a particular 
manner, for the conversion of the silver wholly into argentic 
chloride. 2°. Lixiviation of the roasted mass in a solution of 
sodic hyposulphite. 3°. Precinitation of the metal as argentie 
sulphide by the cautious addition of sodinm sulphide. 4°. 
Reduction and refining of the argeutic sulphide produced in 
the last operation. 

The ores we-ked by this pe ocess are reinarkably rich, con- 
taining an average >f frum 2 per cent. to 3 per cent of silver, 
while some varicties yield as much as 12 per cent. or 14 per 
cent. of the precious metal, the associates consisting of copper, 
iron, nickel, cobalt, lead, bismuth, sulphur, oxygen, arsenic, 
and antimony, the process being cspecially applicable to the 
treatment of rich ores containing nickel and cobalt, which it 
is desired to scparate and utilise. 

The ore is first picked for the separation of the poorer 
portions, then reduced to powder and roasted in two stages. 
The first stage is conducted upon charges of about 4 cwt. 
placed upon the bed of a reverberatory furnace, of somewhat 
peculiar construction. and over which a current of steam 
passes during the roasting. Instead of the long hearth usually 
adopted in reverberatory furnaces, the furnace here employed 
has a hearth measuring about 6 ft. from the fire-bridge to the 
flue end, while from back to front it measures from 9 to 10 ft. ; 
the fireplace also is only some 6 or 9 inches wide, but extends 
from back to front for nearly the fall depth of the hearth, by 
which means a broad shect of flame is maintained on the 
hearth, producing a very uniform temperature over every 
portion of its surface. The fire-bridge, again, is tubular and 
narrow, and so absorbs little heat; while a number of open- 
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ings are made from it on to the hearth, so that steam supplied 
to the bridge by a special boiler is distributed over the roast- 
ing mass, The bridge is frequently constructed of an iron 
tube coated with clay, and perforated with a number of 
openings on the side towards the hearth. 

After the introduction of the charge into the furnace, 
the heat is gradually raised until the mass attains a red 
heat, when the steam is admitted to the hearth, and the 
temperature maintained as high as possible without clotting 
the ore. This stage lasts about 4 hours, when the ore is 
withdrawn, and after cooling is ground to powder and mixed 
with from 6 per cent. to 12 per cent. of sodic chloride, with 
2 per cent. to 3 per cent. of ferrous sulphate, and returned 
to the furnace, when the temperature is gradually raised as 
before, and steam admitted when redness has been attained; 
the roasting being continued, accompanicd with frequent 
rabbling or stirring of the mass during from 8 to 14 hours, 
according to the richness of the ore. During this sevonu 
stage, or “goc7 roasting,” the ferrous sulphate added, as also 
the sulphates of iron, copper, etc., produced in the first roast- 
ing, suffer decomposition, the sulphuric anhydride (8O,) 
evolved attacking the common salt, which, in the prescnce 
of steam, yields hydrochloric acid and sodic sulphate, thus— 


2NaCl+S0, +H,0=HCl+Na,80,, 


the former (hydrochloric acid) in its turn decomposing the 
argentic sulphide with the production of argentic chloride. 
The steam in addition serves also, by its condensation in the 
condensing chambers through which the vapours pass in their 
course to the stack, to collect therein a considerable amount 
of silver, which would otherwise escape in a fine state of 
division into the atmosphere and be lost. 

The roasted ore from the last operation is now subjected 
to the second operation or lixiviation, for which purpose a 
charge of about 4 cwt. is introduced into a row of wooden 
tubs or vats, each provided with a filter or false bottom. 
The contents of the vais are now exposed to the action of 
hot water, so long as a precipitate is formed in the escaping 
liquid, on the addition of sodic sulphide (Na,S8). By this 
treatment any sulphates or chlorides of copper, iron, nickel, 
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cobalt, zine, etc., that may be present are dissolved out, with 
possibly a small proportion of silver salts; the metals of this 
solution being precipitated by the addition of lime-water, and 
subsequently smelted for their reduction. 

The washed ore, after cooling, is transferred in quantities 
of about 2 cwt. to each of another series of tubs or vats, re- 
sembling in construction those described on p. 259, fig. 55, 
when a cold solution of sodic hyposulphite (Na,8,O,) is 
conveyed from a reservoir and allowed to slowly percolate 
through the mass of materials, whereby it takes up the 
argentic chloride, producing a soluble double salt of sodium 
and silver, which filters through the bottom of the vessel 
into a trough, ar] is conveyed to the precipitating vats. 
The lixiviation with sodic hyposulphite generally lasts from 
12 to 14 hours, according to the richness of the ore, being 
continued so long as a solution c* sodic sulphide (Na,§$) 
shows the presence of silver in the filtrace. 

The precipitation of the silver as argentic sulpLide is con- 
ducted in vats holding from 40 to 80 gallons of the solution, 
and the precipitant (sodic sulphide), prepared by calcining a 
mixture of soda (soda-ash) und s.lphur, and sub. zquently 
boiling the product with flowers of sulphur, is conveyed to 
the vats in stone jars, which are emptied into the vats, while 
@ vigorous stirring is maintained during the addition. And 
it is necessary for the success of the process that sufficient 
sodic sulphide be added to separate the whole of the silver, 
while avoiding an excess of the precipitant, since the liquid 
filtered from this precipitate is aguin used in a sybsequent 
lixiviation, and any excess of sodic sulphide present would 
cause a precipitate of argentic sulphide with a corresponding 
loss of silver. To determine the neutrality of the solution, 
small quantities are removed in test-tubes and tried with 
sodic sulphide and silver solutions respectively, a black pre- 
cipitate by the former indicating a deficiency of sodic sul- 
phide; while the absence of a precipitate, on the addition of 
the last named (sodic sulphide), with the production of a 
precipitate by the silver solution, added to a fresh trial, in- 
dicates that an excess of sodic sulphide has been added; to 
neutralise which, a further portion of the argentiferous liquid 
is added, until exact neutrality is attained, 
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The precipitated argentic sulphide is allowed to settle, and 
the supernatant liquid syphoned off and used again in the 
lixiviation of a subsequent charge of the roasted ore; while 
the dark brown precipitate collected on the bottoms of the 
vessels is washed with water for the separation of sodic sul- 
phide, etc., then introduced into bags and pressed as dry as 
possible, when, after again washing and drying, it is ready for 
reduction. 

The reduction of the dried argentic sulphide is effected by 
heating it in a muffle, when this compound suffers decom- 
position with the elimination of its sulphur; and the silver 
so separated only requires refining by fusion. For this pur- 
pose it is fused in graphite crucibles, ale~g with metallic iron, 
by which treatment a regulus of iron rises to the surface 
and is ski: ~med off, the com~'ste absorption of the regulus 
being effected by preiecting u. .nixture of bone-ash and wood 
ashes on to ~be snrface of the metal, and then skimming off 
the scum, a‘ mich the silver remains of « fineness of from 
980 to 985 oarts in 100° > nd is cast into ingots for tke use 
of the Mint. 

126. Sulphuric Av‘d Process for Separating Gold and 
Silver from Copper.—This process has largely superseded 
the old method of liquation for the treatment of argentiferous 
copper-matts, or black-copper. For this treatment, the metal, 
containing an average of about -16 per cent. of silver, is 
first granulated and then introduced into a trough or tank 
lined with lead. ‘The metal, introduced into the tank to a 
depth of about 3 feet, is now moistened by the addition of 
a small quantity of warm dilute sulphuric acid, and then 
exposed for a short time to atmospheric oxidation, by which 
the copper is oxidized and converted into cupric sulphate, 
while the gold and silver remain in the residue. After a 
short period of exposure, during which the copper loses its 
metallic lustre, a further quantity of warm dilute acid is 
added, until the surface of the metal again assumes its 
metallic appearance from the solution of the oxide previously 
formed on its surface, upon which it is again exposed to 
oxidation, followed by the further addition of dilute acid, 
and so on to the conclusion of the operation; the liquid run- 
ning off through a hole in the bottom of the vats into troughs 
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lined with lead, in which, as the liquid cools, cupric sulphate 
separates by crystallization; while the gold and silver carried 
away in suspension, by the escaping liquids, is deposited in 
the bottom of the trough as a kind of mud. 

The separation of the cupric sulphate from the mother 
liquor is further promoted by heating the liquid in leaden 
pans, heated by steam, when the acid liquor remaining is re- 
turned to the tank containing the copper, and used again for 
the solution of a further quantity of copper. 

The mud collected from the gutters, as also from the boiling 
pans employed in the recrystallization of the cupric sulphate, 
and which contains the silver, along with any gold, is col- 
lected at intervals, and mixed with a proportion of litharge, 
so that the mixture on smelting will yield a lead contain- 
ing about 2 per cent. of silver; which lead is then directly 
cupelled, and generally affords a silver containing from 1:5 to 
1-7 per cent. of gold. 

127. Claudet’s Process for the Extraction of Silver.— 
This process has been recently applied to the extraction of 
the very small proportion of silver present in the copper 
liquors obtained in the treatment of Spanish, Portuguese, 
and other cuprous pyrites, by the wet methods of extracting 
copper. 

The silver exists in these liquids as argentic chloride, dis- 
solved in the excess of sodic chloride, with which the burnt 
pyrites was roasted prior to its lixivation; and the silver is 
precipitated from this solution by the addition of a soluble 
todide, such as a solution of kelp, the proportion of the iodide 
to be added being determined by a previous estimation of the 
amount of silver present in the liquors to be operated upon. 
The precipitated argentic iodide is accompanied by plumbic 
sulphate and chloride, along with subsalts of copper; when, 
after freeing from the lust mentioned by treatment with 
dilute hydrochloric acid, the precipitate is treated with 
metallic zinc, by which the argentic iodide is decomposed, 
with the precipitation of the silver, along with some lead, 
etc., and the formation of zincic iodide, which salt may be sub- 
sequently employed to precipitate a fresh portion of argentic 
iodide from its chloride, | 
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METHODS OF EXTRACTING SILVER BY CONCENTRATION WITH 
LEAD, AND SUBSEQUENT SEPARATION BY CUPELLATION. 


The processes to be described under this head comprise the 
more ancient methods of extracting silver from argentiferous 
copper, cuprous products or copper ores from argentiferous 
blendes, native arsenic, nickel and cobalt ores, and would 
properly include the treatment of argentiferous galenas, 
the Pattinson process, etc.; but the considcration of these 
latter processes are more conveniently treated under the 
metallurgy of lead. The method of concentration in lead is 
also applied to the treatment of silver ores such as occur in 
Norway, etc., in which the metal exists largely in the metallic 
state, when, by fusing such an ore with its own weight of 
lead, a highly argentiferous product is obtained, from which 
the silver is extracted by cupcllation; also auriferous raw 
copper containing silver is unfit for treatment by the amalga- 
mation methods, since the gold would be mostly lost thereby, 
and such substances are accordingly bettcr adapted for treat- 
ment with lead. 

The argentiferous copper ores to be treated by the methods 
of concentration with lead, if rich in silver, but not contain- 
ing sufficient lead, are first smelted in conjunction with galena 
(PbS) or with lead products; and the argentiferous matt so 
produced is desilverised by fusion with lead, when an alloy 
of lead and silver separates above a regulus of the sulphides 
of lead and other metals. Poorer ores are first smelted alone 
in the ordinary manner for the production of a matt, which 
is then treated with lead; and, similarly, argentiferous native 
arsenic, argentiferous nickel and cobalt ores, are previously 
smelted for the production of speise before treating them with 
lead for the concentration of the silver. The argentiferous 
lead obtained by eithcr of these methods is either directly 
cupelled, or, if still too poor in silver, is further concentrated 
by the Pattinson process, and then subjected to cupellation. 

The residues after treatment with lead, if from a copper 
ore, are smelted for the production of black-copper according 
ta the practice of copper-smelting, when a further proportion 
of silver is sometimes extracted from the reduced copper by 
the iquation process. | 
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128. Extraction of Silver by Liquation.—The method of 
concentration constituting the process known as “ liquation” 
depends upon the fact that if argentiferous cuprous products 
be fused with lead or certain other easily fusible metals, then 
allowed to cool, and subsequently heated to a temperature 
above the melting point of lead, but below that of copper, 
then the lead alloyed with almost the whole of the silver 
will liquate or sweat out from the mass, and thus an argen- 
tiferous lead is obtained in which the silver may he, if neces- 
sary, still further concentrated by processes to be subsequently 
described, and from which the silver may be readily separated 
and refined by the process of cupellation; whilst there is left 
behind after liquation a mass of impure copper, retaining from 
“0008 per cent. to *003 per cent. of silver. 

The process of liquation still pursued in the Hartz has, 
however, generally been superseded by one or other of the 
the various wet methods of extraction, or by the European 
method of amalgamation. The copper cancentrated to the 
condition of black or coarse copper 1s capable of profitable 
treatment by the method of liquation, only if it contain not 
less than about -03 per cent of silver. The black copper 
for liquation is reduced to fragments by breaking or ham- 
mering while hot, or it is crushed between rolls, and is 
then melted in a small 
cupola furnace with lead 
or argentiferous litharge, 
in the proportion of 3 
parts of copper.to 10 or 
12 parts of lead, these 
being the ratios which 
give the best result. The 
alloy is then run from 
the furnace into iron 
moulds, forming it into 
discs of some 18 to 24 
Fig. 58.—Liquation Heartn Empioyep inches in diameter, and 

IN THE HARtz. from 3 to 34 inches in 
thickness. These discs are then subjected to liquation by 
placing them as shown upon the liguation hearth, fig. 58, 
consisting of two walls a, a, inclining towards a median line, 
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each wall being surmounted by an iron plate 8, 5, leaving 
between their edges a longitudinal space of some 2 or 3 inches 
in width along the centre of the hearth. Between the two 
walls and beneath the longitudinal opening is a channel c¢, 
running the full length of the hearth, which collects the 
argentiferous lead as it liquates from the cakes, and conveys 
it to the receptacle or basin d. The discs of plumbiferous 
copper are placed as shown, resting in the angle formed by 
the two inclined planes 6 b, the spaces around and between 
the cakes being filled with charcoal. The sides of the cakes 
are now closed in, by placing iron plates against them, when a 
log of wood is introduced into the space ¢, between the walls, 
and ignited, by which, in forty or fifty minutes, the temper- 
ature has become sufficient to cause the rich lead to liquate 
from the cakes; and it continues thus to liquate and collect 
in the basin d during about two hours longer. The tempera- 
ture is kept very moderate at first, until the largest propor- 
tion of the alloy has liquated out, when it becomes necessary 
to increase the heat by withdrawing the damper in the flue f, 
and adding more wood to the fire in e 

When lead ceases to flow from the cakes the fire is allowed 
to die out, and there remains a porous or spongy mass of 
copper, retaining usually from 10 to 20 or 25 per cent. of lead, 
with about ‘005 per cent of silver. If richer than this it is 
again fused with lead and liquated for the extraction of a 
further proportion of the silver; or it is treated at once in a 
closed furnace containing a number of channels, and in which 
a, higher temperature can be obtained than is attained on 
the liquafion hearth; when the lead, largely oxidized to the 
state of litharge, and containing the silver along with oxide 
of copper, collects in the channels and is returned to the 
cupola with the next charge for the preparation of the discs 
or cakes for liquation. The copper after liquation is freed 
from lead, by the method of oxidation, upon the German 
hearth, fig. 12, as already described under copper; while the 
silver is extracted from the rich lead by cupellation. 

129, Cupellation—When lead is fused in an oxidizing 
atmosphere it is rapidly converted into the fusible plumbic 
oxide or litharge (PbO); and the fused litharge has further 
the property of rapidly dissolving oxides of other metals, as 
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copper, antimony, bismuth, zinc, tin, etc., some of which, as the 
two latter, are either infusible, or fusible only with difficulty 
when treated alone; while silver is not oxidized by the treat- 
ment, either when heated alone or when melted in conjunc- . 
tion with Icad. So that in this manner, if an alloy of silver 
with lead and smaller proportions of other metals be suitably 
heated to fusion in a blast of atmospheric air, the lead and 
other oxidizable metals are converted into fluid oxides, which, 
as being lighter than the molten metal, float on its surface 
and collect around the edges of the fused metal, from whence 
they are removed, and are again and again replaced until the 
whole of the baser metals have been thus removed, when the 
silver is left freed from the greater portion of its impurities. 
This process of separating oxidizable metals from silver by 
the joint action of heat and air constitutes the process of 
cupellation, which, on the large scale, is conducted upon the 
hearth of a kind of reverberatory furnace, of which the bed 
is formed of a material as bune-ash, marl, or other like sub- 
stance which is not corroded undcr the influence of molten 
litharge; such a bed or hearth being known in England as a 
test or cupel. And from the surface of the test the molten 
litharge is run off into receptacles placed to receive it. 

Cupellation on the large scale is nostly conducted after one 
of two methods, known as the £nglish and German methods 
respectively, which differ only in the details of the con- 
struction of the furnace employed and mode of charging the 
argentiferous lead. In the first named the hearth or ¢est is 
formed of bone-ashes, is movable, of smaller capacity than the 
German hearth, aud the charge of Icad is only added in 
successive portions after that previously added has been 
converted into litharge, and the roof of the furnace zs jfimwed ; 
while the hearth of the German furnace is constructed of a 
calcareous marl, and unlike the English furnace has a mov- 
able roof and » fixed bed of considorably larger dimensions 
than is adopted in England; whilst the charge of lead is 
often, though not always, wholly added at the commencement 
of the operation. 

180. English Method of Cupellation or Refining of 
Silver.—This process is conducted, as alrcady stated, in a 
kind of reverberatory furnace, figs, 59 and 60. The movable 
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hearth or test a, is formed of an ellipsoidal ring }, of wrought 
iron, of from 2 feet 6 inches to 5.fect in major diameter, and 
from 1 foot 6 inches to 3 feet in minor diameter, to the lower 
edge of which is rivetted four or more flat bars of iron as 
shown, fig. 61. Into this open frame is rammed a quantity 
of finely-powdered bone-ashes moistened with a solution of 
pearl-ashes sufficient to make the powder slightly cohesive; 
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Fig. 59. — VenticAL SECTION oF The Eneauisu CUPrLLATION 
FURNACE, 





Tig. 60.—Honizontau SEcTION or PLAN oF THE ENGLISH 
CUPELLATION FURNACE. 
and the cavity c of the form shown, fig. 62, is then scooped 
out so as to incline gently from all parts towards the centre, 
where it is only about one inch in thickness; and by drilling 
a hole from the under side the enriched lead may be thereby. 
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tapped out. The test so prepared is introduced from beneath, 
placed in contact with the compass ring d, fig. 59, of wrought 
iron, and supported in this position by the four iron wedges 
é, é, driven in between the bottoin of the tcst and the two 
iron bars f, f, placed across the chamber beneath the test, 
and built into the side walls; while in other furnaces the 
test 1s supported against the compass-ring upon a carriage or 
tram by which it com be run in and out. The front portion 
(7) of the test, fies. 62 and 63, is 
known as the éreast, and in it 
7 , is made a channel /, communi- 
wut cating with the hollow of the 
ho test and a hole passing through 
the breast, by which means the 
melted litharge is drawn off 
irom tho test diving the pro- 
cess; while, as this channel be- 
comes corroded, and too much 
increased in size thereby, it is 
stopped and another one is 
made at 2’, which in its turn is 
replaced by 4”. The flue end of 
the hearth or test communicates 
by two openings with the down- 
ward flue 4, which leads by an 
underground culvert to a high 
stack. The atmospheric blast, 
Fig. 63.—Vertican Section oF driven in either by a fan or by 
Test. a steam jet, is introduced to the 
surface of the molten metal at /, and at each side of the twyer 
opening are apertures, m, m, which scrve for the introduction 
of the pigs of lead as the operation proceeds. A jet of steam is 
introduced into the flue z, to condense any fume passing over 
from the hearth. 

The process of cupellation comprises two stages. In the 
first or concentration stage the operation is continued until 
the lead contains from 200 oz. to 250 oz. of silver per ton 
of metal, when it is tapped out, and the operation subse- 
quently resumed upon this concentrated metal, for the separ- 
ation of the lead, etc., as completely as possible, 
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Before commencing to cupel upon a new test, the latter is 
thoroughly dried by some weeks of exposure to the warm 
atmosphere of the furnace-room; and, after fixing in its posi- 
tion, the fire is lighted, and the temperature very gradually 
raised so as not to crack the cupel. When the heat approaches 
to dark redness, the argentiferous Jead previously melted in a 
kettle attached to the furnace is Indled on to the hearth or 
test, and the temperature is increased to bright redness, or’a 
little above the melting point of litharge, when the blast is 
let on and oxidation proceeds regularly and rapidly. The 
litharge, as it collects, passes by the channel h to the hole 
already anentioned through the breast of the test, and so 
from the surface of the test into the pot placed for its recep- 
tion in the vault beneath. As the operation procecds, 
attended with the removal of the lead as litharge, more pigs 
of lead are introduced through the openings m2, m, 80 as to 
maintain a charge of from 500 to 600 Ibs. always upon the 
hearth, until the whole charge ranging from 5 to 15 tons, 
according to the size of the test, has been introduced, the 
process being then continucd, until in about twenty hours 
from the commencement, the charge of lead upon the test 
has acquired the degree of concentration above stated, when 
a hole is drilled through the bottom of the test at its lowest 
point, and the charge drawn off into a cast-iron pot placed 
upon wheels in the vault beneath, from which it ig ladled out 
into pigs. The hole is then plugged up with bone-ash, and 
the process of concentration resumed upon another charge. 

The sgcond stage of the process, which might be designated 
as the refining, is conducted on afresh test, and operates upon 
the concentrated lead of the Jast operation after the manner 
described for the previous stage, except that the charge of 
concentrated lead worked off at cach charge is only from 24 
to 3 tons, and that the litharge from this step should be 
kept separate, as being more highly argentiferous than that 
produced in the first stage; whilst the temperature towards 
the close of the operation should be increased so as to prevent 
the solidification of the silver before the whole of the lead 
has been removed in the form of litharge. The operation is 
continued until, whcn on slightly lowering the temperature 
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of the furnace, impurities cease to rise to the surface of the 
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molten silver, thus indicating that the metal has attained the 
necessary degree of fineness, which, on the average, will be 
about 998 parts of silver per 1000. The cake of silver is 
then allowed to cool and solidify on the test; when, as the 
surface of the metal solidifies, the phenomenon of spitting 
occurs, by which the surface is thrown up into a number of 
protuberances or crater-like asperitics, due to the escape of 
occluded oxygen, and which, without care in the cooling, would 
be attended with considerable loss of silver. The cake when 
cold will weigh from 5000 to 7000 oz. It is readily de- 
tached from the bottom of the test, and after cleaning from 
adherent matter, it is cut up, remelted, and cast into ingots. 

The substance of the test absorbs a considerable proportion 
of litharge, for the recovery of which it is broken up and 
introduced along with the other matcrials of the furnace 
charge in the process of lead smelting. 

The loss of lead in the English method of cupellation 
amounts to about 5 per cent. 

131. German Method of Cupellation.—This process, the 
product of which is an impure silver called “ Blicksilber,” 
containing about 94 per cent. of silver, accompanied chiefly 
by lead and smaller proportions of copper, nickel, cobalt, 
arsenic, etc., is conducted in a kind of reverberatory furnace, 
but without stack or chimney, the products of combustion 
escaping through an opening g, opposite the fire-bridge, which 
opening serves also for the introduction of the lead; while the 
fireplace is much smaller in proportion to the hearth than in 
the English furnace. The roof is usually formed of a movable 
iron cover a, made of plates rivetted together, and coated over 
its interior with clay, or with loam and hair. The roof may be 
lifted off and swung around by a crane at the side of the fur- 
nace, so as to allow of the withdrawal of the cake of silver and 
the cooling or repair of the hearth. At onc side of the hearth 
‘Is situated a pair of inclined twyers, 6, 6, controlled by 
suitable valves, and which direct the blast towards the middle 
of the hearth, so as to cause the litharge to flow from the 
surface of the metal towards an opening c, in the angle near 
the fireplace, through which the litharge is withdrawn, and 
the progress of the cupellation observed. The hearth itself, 
which is here fixed, while in the English furnace it is made 
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movable, is circular, of some 8 or 10 feet in diameter, and 
composed of a natural calcareous marl, or, when such cannot 
be obtained, then a mixture of calcic carbonate and clay with 
a little ferric oxide is substituted. The bottom is usually 
formed by first introducing upon the brickwork a layer (d) 





Fig, 65.—VERTICAL SECTION OF THE GERMAN CUPELLATION 
FURNACE. 


of slags from the lead-smelting furnace, upon which is laid a 
concave brick bottom ¢; and upon this latter the moistened 
marl, f, is well rammed, the marl being prepared by stamp- 
ing or grinding it toa fine powder, passing it through a sieve 
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and then mixing it with a proportion of old hearths also 
ground and sifted; after which the mixture is allowed to 
stand some time, and then is thoroughly kneaded until it will 
cohere well together when squeezed in the hand, in which con- 
dition it is well rammed into the hearth to the proper form 
required, considerable importance being attached to the degree 
of concavity given to the bed as influencing the rapidity and 
completeness of the cupellation. The layer of marl requires 
repairing or renewing after the cupellation of each charge. 
The masonry of the furnace is well cramped together by iron 
tie-rods, and is traversed by passages for conveying away the 
moisture produced during the cupellation. 

After the preparation of the hearth, pigs of the argentiferous 
lead, to the extent of about one-third of the total charge, are 
carefully introduced on to the hearth; a former practice, now 
generally discontinued, being to place a layer of straw beneath 
them to prevent injury to the hearth. ‘The lead having been 
thus introduced, a wood fire is made upon them, and the 
cover of the furnace swung by the crane into its position and 
luted down, after which a fire, burning wood as the fuel, is 
made upon the grate, and the temperature raised so as to 
melt the lead and maintain it only at about a dull or dark 
red heat. During this period, or melting down, constituting 
the first stage of the operation, a dark coloured, heterogeneous, 
pasty mixture of the oxides of lead, copper, iron, zinc, anti- 
mony, and other foreign metals, with sulphides of these metals, 
accompanied by carthy matters and some metallic lead, rises 
to the surface, constituting a scum called by the Germans 
“Abzug.” As the abzug collects, it is raked out at the door 
¢e, in the corner of the hearth near the fire-bridge. This stage 
usually lasts from three to four hours; but much depends upon 
the purity of the lead operated upon. Towards the conclusion 
of this stage the metallic bath exhibits a clear metallic surface, 
upon which the temperature is raised and the blast let full 
on, when in from one to two hours afterwards, the bath of 
metal has acquired a peculiar circular movement, and there 
rises to the surface a more fiuid and purer product than 
the abzug. This product, known as “ Abstrich,” is an impure 
litharge, containing from 60 to 90 per cent. of plumbie oxide 
(PbO), the remainder consisting of the oxides of antimony, 
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arsenic, copper, iron, and zine in varying proportions, with 
occasionally also considerable proportions of earthy matters 
derived from the bottom of the cupel. The abstrich is allowed 
to flow through channels cut across the breast in the corner 
of the furnace in the manner already described under the Eng- 
lish method of cupellation, the heat being raised sufficiently 
high to maintain the fluidity of the abstrich that it may flow 
away from the hearth readily. The formation of abstrich 
constitutes the second stage of the process. 

Of late only refined and purer leads are treated in the 
cupellation, and then no abstrich is formed (Plattner), but 
only a small proportion of abzug, which is succeeded by the 
litharge proper, which constitutes the third stage in the order 
named above. 

It is after the third or Litharge stage has commenced. that 
the remainder of the charge of lead is gradually added to the 
furnace, the pigs of Jead being so placed in the furnace that the 
lead liquates from them, and flows down into the bath of metal 
on the hearth, leaving a more refractory abzug above, unmixed 
with the metal. The litharge, as it forms, is run off through the 
channels in the breast already mentioned, new ones being made 
as the previous ones becoine too deep, or become stopped 
through any cause, and the litharge is collected in large 
vessels and allowed tv cool slowly; when, with the exception 
of that portion collected towards the end of the process, and 
which is richer in silver, requiring a separate reduction and 
cupellation for its extraction, the litharge so obtained 1s sent 
into commerce as red or yellow litharge, varieties chiefly 
depenfling vpon its mode of cooling. 

As the litharge period approaches completion, the tempe- 
rature requires to be raised to maintain the fluidity of the 
silver as the lead is gradually removed; and the layer of 
litharge on the surface of the metal becomes gradually thinner, 
appearing in the latter stages only as a cloud, and eventually 
clearing off and exposing the bright metallic surface of the 
silver, a phenomenon constituting the “ blick” of the Germans; 
at the same time the metal which was previously in motion has 
become motionless. The blast is now turned off, and water is 
thrown upon the fire and on to the hearth in order to harden 
the cake of “ Blicksilber,” which is subsequently withdrawn 
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from the furnace and freed from marl, litharge, and other 
adherent matters, when it is ready for refining in small 
reverberatory furnaces for the production of fine, or accord- 
ing to the Germans, “‘ Brandstlber.” 

In a furnace of the dimensions described, from 10 to 15 
tons of lead may be treated during one cupcllation, lasting 
from seventy-five to eighty hours; while the loss of lead 
amounts to from 8 to 10 per cent. 

‘The German furnace, as adapted to the consumption of 
coal instead of wood, does not difler materially from the 
furnace last described, except that the hood is made some- 
what higher; and, as employed at Tarnowitz in Upper 
Silesia, the bed is formed of a mixture of dolomite (carbonate 
of lime and magnesia) and fire-clay, rammed as before into 
the form of a concave bed, while the vapours or fumes froin 
the bed either escape directly into a stack at the end of the 
bed opposite the grate, or are first directed, according to the 
stage of the operation, through a series of subterrancan con- 
densing chambers before entering the stack; and the blast is 
supplied through one semicircular twyer nozzle; but the 
process is otherwise essentially the same as that already 
described. 

The rich lead produced by smelting galenu in the Swedish 
blast or ore furnace contains an average of about 280 oz. of 
silver per ton, and is accordingly at once cupelled according 
to the German method, an operation at first attended with 
the production of a black litharge, containing antimony, zinc, 
copper, etc., which is succecded by a purer yellow litharge; 
while the resulting cake of metal obtained still retains some 
lend and is refined as described in the subsequent article, in 
a smaller furnace supplicd with blast by a pair of twycrs, 
the hearth or test of which also contains, in addition to lime- 
stone and clay, a certain proportion of bone-ashes. 


REFINING OF SILVER. 


The metal, as produced by the various plans of amalga* 
mation, by precipitation (the wet methods), or by the con- 
centration methods last -described, usually retains sensible 
proportions of foreign bodies, as copper, lead, antimony, 
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arsenic, bismuth, nickel, zinc, or sulphur, according to the 
mode of its extraction, all of which, with the exception of 
copper, materially impair the malleability of the silver, and 
render it unfit for the purposes of coinage or other uses to 
which it is applied; and for the further and more complete 
elimination of these elements, the silver is submitted to the 
refining operation—a process conducted either upon a test or 
large cupel formed of a material like bone-ash, which is 
capable of absorbing molten litharge while resisting its cor- 
rosive action, and which test forms the bottom or hearth of 
a reverberatory furnace—or the refining is effected by fusing 
the silver in crucibles. Whichever method is pursued, the 
object is to oxidize the impurities by exposing them at a 
temperature above the melting point of silver, to a blast of 
atmospheric air exactly as described under the process of 
cupellation, except that, instead of removing and collecting 
the litharge and other oxidized products from the surface of 
the fused metal, the material of the hearth is such as to 
absorb these substances as they are formed. 

132. Refining Silver upon a Test or Cupel._—This process 
is exactly analogous to the English process of cupellation, 
except that smaller quantities are operated upon, whereby an 
economy in fuel is effected, and the process is also conducted 
without blast; while, as above, the litharge 1s wholly absorbed 
by the substance of the cupel, instead of being drawn off over 
the breast of the furnace. 

For the purification of the “ Blichsilber” produced in tho 
Germar cupellation, the refining is effected upon a test 
formed of marl and supported in an iron bowl, the operation 
being the same in principle as the original cupellation. The 
blicksilber is introduced into the test, which is heated by 
charcoal placed around it, and the blast is turned on, when 
in from one and a half to two hours the metal is fused; and 
from time to time afterwards the fluid metal is stirred with 
an iron rod so as to more thoroughly expose all portions to 
the oxidizing influence of the air, the litharge as it forms 
being absorbed by the material of the test. The operation is 
continued until a drop of the mctal, withdrawn on the end 
of an iron rod, presents a surface free from spots,* while on 

* Percy.} Vol. IIT. ° 
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cooling it assumes the pure white colour of silver, and also 
presents, as the metal solidifies, the phenomenon known as 
spitting. The process continues altogether from three to four 
hours, when the fire is withdrawn and the silver either 
allowed to cool very gradually, or is solidified by projecting 
Warm water upon its surface, when it is extracted, and 
requires only to be freed from mechanically adhering impuri- 
ties to prepare it for sale. 

Brandsilber, or fine silver, could be produced at once in 
the first cupellation for blicksilber; but it is found more 
economical to subject it to this second cupellation or refining 
on a smaller hearth, since the large size of the hearth employed 
in the first process, and the rather high temperature required 
for the latter stages of the refining, involve a considerable 
increase in the consumption of fucl; while also the litharge 
produced in. the final stage carries with it a considerable 
proportion of silver, and it is accordingly desirable to collect 
this and smelt it separatcly for the recovery of the silver. 


CHAPTER VI. 
GOLD, 


138. Physical and Chemical Qualities.—Gold, as seen in 
the mass, is the only yellow metal; but as viewed by trans- 
mitted light, after reducing the metal to extreme thinness, it 
appears to possess a grecnish tint, changing to red when 
heated (Faraday); while when in a fine state of division, as 
when precipitated from its solution by the addition of ferrous 
suphate, or hy the metals iron, zinc, copper, etc., it has a 
dull brown colour, and is void of metallic lustre; but the 
particles of the pulverulent metal can be wek/ed together in 
the cold by the application of pressure, with subsequent 
hammering, or by hammering at a dull red heat, when the 
solidified metal is capable of receiving a high polish. The 
native metal crystallises m cubes and other forms of the 
monometric system, and specimens of the metal can also be 
obtained crystallised after fusion, Gold is malleable and 
ductile in the highest degrec, leaves of the metal being pro- 
duced not excceding sg3';g,th part of an inch im thickness, 
or such that an area of 56 square inches of the leaf will only 
weigh | grain; whilst its ductility is such that a wire can be 
drawn so that a length of 500 feet does not exceed 1 grain 
in weight; but the malleability and ductility of the anetal 
are materially influenced by the presence of only small pro- 
portions of foreign metals, as antimony, arsenic, tin, lcad, etc., 
ag noted under the alloys of the metal. It is a good con- 
ductor of heat and electricity, though in these respects it is 
much inferior to silver. 

Pure gold is almost as soft as lead, being inferior to either 
copper or silver in hardness; and hence the necessity of 
hardening this metal by alloying it with copper, etc., for the 
purposes of coinage, jewellery, and other uses where it is 
exposed to much wear. It is not acted upon by atmospheric 
air, either at ordinary temperatures or when strongly heated; 
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neither is it tarnished by exposure to the action of sulphu- 
retted hydrogen. The melting point of this metal is given 
by Pouillet as 1200°C. (219 OoF), while Daniel gives it as 
1425° C. (2596° F.). It expands considerably on fusion, and 
though practically fixed it is slightly volatilised at very high 
temperatures, as in the focus of a powerful lens; also, when 
alloyed with silver, a small proportion of gold along with 
the silver is volatilised by continued exposure to furnace tem- 
peratures. Tho specific gravity of gold ranges from 19-25 to 
19°5, according to the mechanical treatment it has received. 
A gold plate prepared from fine gold, precipitated from its 
chloride by means of oxalic acid, had a specific gravity of 
19°2945,* which becaine, afier once passing through the rolls, 
19°2982 (Rigg), and with the exception of platinum it forms 
the heaviest known body. Its specitic heat is 324 (Regnault). 

Gold is not acted upon by nitric, hydrochloric, sulphuric, or 
any singlé acid except the selenic, but it is dissolved by 
chlorine, or an acid mixture as the nitro-hydrochlorie acid 
(aqua-r egia), which evolves chlorine, yielding under these 
circumstances a solution of auric chloride (AuCl,). Bromine 
also attacks gold even‘in the cold, whilst iodine has an exceed- 
ingly feeble action upon it. Sulphur is without action upon 
gold at any temperature, although double sulphides of gold 
and the alkalies are readily produced by fusing the metal 
with an alkaline sulphide. The oxides and sulphides of 
gold are reduced to the metallic state by the simple appli- 
cation of heat, and the metal is precipitated from its chlo- 
ride by phosphorus, sulphur, sulphurous anhydride, ferrous 
salts, arsenvuretted or antimoniuretted hydrogen, arsenious 
and antimonious chlorides; by most metals, as iron, copper, 
sinc, bismuth, etc., and many vegetable or animal substances. 
The method of precipitating gold from its pure cliloride by the 
addition of sulphurous anhydride, oxalic acid, or ferrous sul- 
phate, is employed for the preparation of pure or standard 
gold; and for this purpose the pure gold, as extracted by the 
ordinary metallurgical methods, is dissolved in nitric acid, eva- 
porated slowly to expel all excess of nitric acid, then largely 
diluted with wate: and allowed to stand or settle for about a 
week, by which any argentic or argentous chloride will sub- 

* Journal, Chemical Society, 1874, 
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side; then to the clear decanted or filtered liquid, one of 
the last named reagents, preferably sulphurous anhydride or 
oxalic acid, is added. If sulphurous anhydride be employed, 
the gas is passed through the solution kept cold until satura- 
tion, when metallic gold is precipitated slowly— 


2AuCl, +6H,0 +380, —GHC1+ 3H,80,+2Au;3 


and after boiling in pure hydrochloric acid, with again wash- 
ing and drying, it is fused with hydric-dipotassic sulphate and 
borax, when gold having a fineness of 9998 parts in 10,000, 
will be obtained. 

Gold imparts to glass a beautiful ruby red colour, the 
metal existing in the inctallic state in glass so coloured. The 
atomic weight of gold is 196°6, and its chemical symbol is Au. 

Commercial gold is never absolutely pure, but the degree of 
its purity or stundurd is very uniform for the metal derived 
from the same locality; while the standard of gold imported 
from the various gold mining districts varics much, as also does 
the nature of some of the foreign metals accompanying it; but 
silver is invariably present in the commercial metal. Califor- 
nian gold is thus of much lower standard than thatderived from 
Aus stralia ; for whereas the former ranges between 865 to 930 
parts of gold per 1000, or more usually between 865 and 890 
parts per 1000, the standard of Australian gold is from 930 to 
980 parts per 1000; and both varicties are usually associated 
with copper and iron, whilst Australian gold is freyuently ren- 
dered brittle from the presence of small] proportions of lead 
and antimony. The following analyses show the composition 
of natgve gold received from different mining districts 
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134. Carat and Standard.—Fine or perfectly pure gold 
is described as 24 carat fine, the pound or 1000 parts being 
divided into 24 carats, and different alloys of gold are spoken 
of as being so many carats and grains fine, according to the 
amount of gold present in them (4 carat grains being equal to 
1 carat). The English gold coinage, or standard gold, con- 
sisting of 11 parts of gold to 1 of copper, or in 24 parts 
containing 22 of gold with 2 of copper, is accordingly 
described as 22 carat fine. The standard still employed by 
goldsmiths, however, though of 22 carat fine, contains in 
the 24 carats 22 of gold with 1 of copper and 1 of silver. 
Thus the statement that an alloy is better or worse by so 
many carats and grains, expresses that the given alloy con- 
tains so many carats and grains, more or less respectively, 
than the standard, which, as already stated, is 22 carat fine. 

The fineness of any specimen of gold or gold alloy can only 
be accurately determined by a properly conducted analysis, 
or as it is termed assay, in which the gold is separated in an 
absolutely pure state, and then careftlly weighed; but for 
many purposes of commerce, where copper forms the chief 
alloying metal, recourse was formerly had to the more quick 
and ready, yet with good judgment, fairly accurate method 
of the touchstone, by which an approximation to the fineness 
of the alloy was determined by the comparison of streak pro- 
duced by the alloy, with that produced by specimens (needles) 
of definite and known composition, a further comparison of 
the streak being made by treating them with nitric acid. 

The touchstone is a dark basaltic stone, originally obtained 
from Lydia, but now obtained from Bohemia, Saxony, Silesia, 
etc., its surface being prepared and left so that it will just 
abrade the metal from a sharp angle of the alloy, when such 
is drawn over the stone; and for the purposes of assay, a num- 
ber of needles of alloys of definite composition are prepared, and 
comparison between these and the alloy under examination is 
made by drawing each of them across the stone once or twice, 
and then treating the streak or abraded metal so left on the 
stone, with nitric acid of a specific gravity of about 1:2, 
when the streak from the less pure alloy will be more readily 
acted upon, with the production of a more or Jess green 
colour, according to the proportion of copper present; and 
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the valuation is made by determining to which of the test- 
samples the streak most nearly corresponds, when the fineness 
is reported accordingly. This process, although abandoned 
for accurate assays, is still used occasionally for the approxi- 
mate assay of small articles of jewellery, from which spcci- 
mens cannot be taken for a correct assay, and also it is of 
use to the assayer in determining the approximate fineness 
of the gold, that he may more readily regulate the amount 
of lead required in the cupellation of the alloy. 

135. Gold-beating.—For the manufacture of the gold leaf 
used for gilding and other purposes, the metal is first fused 
under borax and cast into small ingots, each weighing about 
2 oz., and which are then hammered to a thickness of th of 
an inch, after which the metal is rolled, until a ribbon is pro- 
duced having a thickness of about x} ,th of an inch, the gold 
requiring frequent annealing during this operation. The 
ribbon is then cut into portions of 1 inch square, about 150 
of which are placed upon the top of each other, with a thick- 
ness of a specially prepared tough paper, placed between each 
pair of small plates, and the whole is made into a packet by 
two bands of parchment passed around the pile; the packet 
so prepared being hammered for about thirty minutes upon 
a solidly fixed marble block or anvil with a hammer having 
a slightly convex face, and weighing about 15 lbs., by which 
treatment the sheets are increased from 1 inch square to 
about 4 inches square, or sixtecn times the original area. 
These sheets or leaves, in their turn, are each cut into four, 
and the pieces so obtained placed together into a packet, 
us before, except that, instead of paper, a layer of a fine 
membrane known as gold-beater’s skin, prepared from tho 
peritoneal or serous coat of the intestines of the ox, is placed 
between each shect, and the packet is enclosed in parchment, 
the beating being continued as before, under hammers not 
quite so heavy as the former; when, after two hours’ hammer- 
ing, the sheets are again cut up into squares, rearranged as 
before, and the opcration of beating repeated, until the leaves 
have acquired the degree of tenuity required for the purposes 
to which they are to be applied; and which tenuity can be 
carried to the limit previously noted, or so that a sheet of gold 
leaf of 4 inches square will scarcely exceed 1 grain in weight, 

19——I1. T 
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186. Gold and Oxygen.—Tho affinity between these 
elements is only very feeble; and the oxides formed by their 
union are very unstable, undergoing decomposition under the 
influence of heat alone, or by exposure to sunlight, while they 
have but little tendency to combine with oxygen acids, being 
rather chlorous than basylous in their chemical relations, 

Aurous oxide (Au,O) is an unstable body, precipitated as 
a dark-green precipitate on the addition of a dilute cold solu- 
tion of potash to a solution of auric chloride, being careful 
to keep the latter in excess. It is decomposed in an excess 
of potash, with the production of auric oxide and metallic 
gold; hydrochloric acid likewise converts it into auric chlo- 
ride and metallic gold. 

Auric oxide (Au,O 3) is obtained by first treating a solu- 
tion of auric chloride with an excess of potash solution, by 
which the aurous oxide and oxychloride first precipitated are 
redissolved in the alkaline solution; then by boiling this 
brown solution for about fifteen minutes a potassic aurate 
results, and the solution becomes yellow in colour. It is 
now treated with sulphiric acid in slight excess, by which 
auric oxide is precipitated, which requires careful washing to 
separate the last traces of sulphuric acid; besides which it 
retains small traces of potash, and for the separation of the 
latter it requires treatment with a strong solution of nitric 
acid. Auric oxide, after dessication at a temperature of 
100°C., exists either as a brownish-black powder, or as a 
brown mass possessing a conchoidal fracture. It is decom- 
posed, as already noted, with the separation of metallic gold, 
upon the application of a red heat, or by exposure to sun- 
light. It is dissolved by hydrochloric, nitric, or sulphuric 
acid ; but its solutions in the two latter acids are decomposed 
on the addition of water, with the reprecipitation of the 
auric oxide; and with alkaline bases it yields a class of 
colourless salts known as aurates. 

137. Gold and Sulphur.—The union of these elements 
cannot be effected by the influence of heat, and it is doubtful 
whether any combination of these elements exists native; 
but two sulphides corresponding to the oxides can be formed 
by wet methods. 

Aurous sulphide (Au,S) is precipitated as a dark brown 
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or black precipitate, when sulphuretted hydrogen (SH,) is 
passed into a boiling solution of auric chloride (AuCl,). 

Auric sulphide (Au,S,) is deposited as a flocculent yellow 
precipitate when sulphuretted hydrogen is passed through a 
cold dilute solution of auric chloride, its colour becoming 
deeper on dessication. It is soluble in alkaline sulphides, 
especially the polysulphides; and it suffers decomposition 
with loss of its sulphur, if heated to dull redness, upon which 
property is based one of the wet methods, to be subsequently 
described, for the extraction of the metal, according to which 
the gold is extracted from the ore by treating it with chlorine 
water, and the metal precipitated from this solution by sul- 
phuretted hydrogen, when the auric sulphide is subsequently 
decomposed by heat. 

188. Gold and Chlorine.—Chlorine constitutes the best 
solvent for gold, with which it forms two compounds, the 
most important of which, auric chloride (AuCl,), results when 
gold is treated with nitro-hydrochloric acid, when it yields 
a yellow acid solution, which, if neutral, becomes of a deep 
red colour; the latter being obtained on evaporating the acid 
solution until chlorine begins to be evolved, when a dark red 
crystalline mass, dcliquescent in the air, results. ‘The neutral 
auric chloride also results when aurous chloride (AuCl) is 
decomposed by water. The acid solution of this salt (auric 
chloride) slowly deposits metallic gold when exposed to sun- 
light; metallic gold is also precipitated from this solution by 
phosphorus, ferrous salts, arsenious and antimonious acids, 
by mgny metals, by potassic oxalate, many vegetable and 
animal substances, tincture of galls, etc. Stannous chloride 
forms a most delicate test for auric chloride, sufficing to 
detect 1 part of gold dissolved in’ over 60,000 parts of liquid, 
this reagent precipitating the purple or brown coloured pre- 
cipitate (purple of Cassius) according to the strength of the 
solutions, etc.; while for the production of the purple preci- 
pitate a mixture of stannous and stannic chlorides is prefer- 
able, since pure stannous chloride always precipitates the 
brown compound. 

The peculiar compound, “ Purple of Cassius,” containing 
oxide of tin and metallic gold, is of doubtful and uncertain 
composition. It is unacted upon by hydrochloric acid; but 
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boiling nitric or sulphuric acid improves its colour, and dis- 
solves out any stannic oxide. It is also insoluble in solu- 
tions of potash or soda; but the unignited product is soluble 
in ammonia, yielding a purple liquid from which the colour- 
ing matter very slowly but gradually separates. It is largely 
employed as a material for imparting tints, varying from flesh 
to a deep or ruby red colour, to porcelain and glass goods; 
and the product has become, accordingly, an object of manu- 
facture in the arts, for which purpose it can be obtained in 
a variety of ways, as by the addition of a carefully prepared 
mixture of stannons and stannic chlorides to a solution of 
auric chloride, made as neutral as possible. Another method 
(Makin) consists in the preparation of the tin solution by 
adding to a dilute solution of ferric chloride (Fe,Cl,) the 
solution of stannous chloride, until the former changes from 
yellow to green, or from a ferric to a ferrous salt, when the 
solution is diluted to twice its bulk (the ferrous salt does not 
interfere with the process). This solution is then added to 
a solution of the neutral auric clioride, containing about | 
part of gold in 360 of water, the mixture being well stirred 
during the addition of the stannous salt and the precipita- 
tion of the purple of Cassius; the latter now only requires 
to be washed quickly by decantation and then carefully 
dried to fit it for use. This purple compound can be 
produced in the dry way by melting together 24 parts of 
gold with 34 of tin and 15 parts of silver, the whole being 
fused under borax to prevent the oxidation of the tin; when 
the product so obtained, after treatment with nitric rcid to 
dissolve out the silver, leaves the purple compound contain- 
ing gold and tin. 

1389. Gold and Phosphorus. — Gold and phosphorus 
unite readily under tke influence of heat, yielding a yellow 
phosphide more fusible than gold. In the wet methods, 
phosphuretted hydrogen passed into a solution of a salt of 
gold precipitates metallic gold; but on continuing to pass 
the gas the precipitate changes to a black non-metallic mass 
containing phosphorus. 

140. Alloys of Gold.—Pure gold is too soft for direct 
application to the purposes of jewellery, coinage, etc., and 
accordingly for these purposes it is alloyed with variable 
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proportions of copper and silver; its alloys with these metals 
constituting its most important applications, although gold 
is capable of alloying with almost any of the metals. 

Copper increases the hardness and brightens the colour of 
the gold with which it is alloyed, the maximum of hardness 
being attained when the copper constitutes one-eighth of the 
alloy. ‘The alloys have a greater volume than that of the 
constituents, and are more fusible than pure gold. If pure 
copper be employed in the mixture, the malleability of the 
ulloy is scarcely inferior to that of pure gold; but traces of 
antimony, arsenic, tin, or lead in the copper impairs materi- 
ally both the ductility and malleability of the metal, and 
even renders it quite brittle; while the presence of silver 
together with copper impairs in a lesser degree the mallea- 
bility of the alloy. Goldsmiths in England adopt two 
standards for these alloys of copper and gold, the lower one, 
known as the 18 carat standard, is used for jewellery, except 
wedding-rings; whilst the higher one, or 22 carat standard, 
established by Henry VIII, is the one employed for the 
British coinage, and corresponds to 11 parts of gold with 1 
of alloy, or in 1000 parts of 916-66 of gold to 83°33 of alloy. 
In France and the United States the standard for gold 
coinage consists of 900 parts of gold with 100 of copper. 

The solder employed for uniting the different parts of orna- 
mental gold articles consists of 5 parts of gold and 1 of 
copper; or sometimes silver is added in addition, when the 
proportions are 4 parts of gold, 1 of silver, and 1 of copper, 
the effect of silver being to impart a lighter colour to alloys 
of gold and copper. 

The various shades in colour of the gold leaf, Dutch leaf, 
and other foils occurring in commerce, are obtained by 
alloying gold with varying proportions of copper, or of copper 
and silver. Thus, with from 30 to 32 per cent. of copper, 
the leaf has a reddish colour; while silver produces @ series 
of pale-green shades, until, with about 50 per cent. of this 
metal, the alloy is almost white, and intermediate shades of 
colour are obtained by alloying the gold with from 25 to 40 
per cent. of copper, and 12 to 16 per cent. of silver. 

Gold and silver unite in all proportions when melted 
together, the resulting alloys ranging in colour from almost 
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the whiteness of silver, through greenish-white, greenish- 
yellow, and orange, to the yellow colour of pure gold, one- 
twentieth of silver added to gold materially affecting its 
colour; thus the alloy, consisting of equal parts of the two 
metals, possesses an almost silver whiteness; while 3 parts 
of silver to 7 of gold produces an alloy of a green coloyr. 
The effect of silver is to harden the gold without impairing 
its malleability, while sensibly reducing the melting point of 
the metal. All native gold, especially Californian varieties, 
contains more or less silver; and the alloy added to the 
pure gold in the manufacture of the old English guineas 
consisted of equal parts of copper and silver, the result being 
an alloy possessed of very considerable hardness. 

Gold and mercury unite readily, with the formation of a 
white amalgam, from which the mercury can be again separ- 
ated by distillation. If the gold be in a fine state of division 
it is quickly dissolved by mercury even in the cold; but if 
the mixture be slightly heated, the amalgamation is much 
more rapid, the mercury taking up a considerable proportion 
of gold without losing its liquidity. The amalgam of two 
parts of gold to one of mercury is white in colour and of a 
pasty consistency; and a solid amalgam, having a composi- 
tion represented by the formula Au,Hg, obtained in four- 
sided prisms, has been described by Henry. 

Gold and lead alloy readily; but small proportions of lead 
suffice to impair the ductility of gold, even rendering it quite 
brittle, and generally useless for any of the applications to 
which gold is applied; even ;,3,, of lead renders gold less 
ductile, and impairs its coining qualities (Hatchet). 

Antimony is particularly destructive to the malleability of 
gold, quantities not exceeding ‘05 per cent. impairing its 
malleability; while ‘5 per cent. of antimony in gold renders 
it brittle. 

Gold and tin form alloys which, if the tin be quite pure, 
are malleable, of a paler colour than gold, while their 
Bpecific gravities are in excess of the mean of their con- 
stituents. 

Zine may be alloyed with gold, yielding products which 
are paler in colour than gold, and possess a greenish tint if 
the zinc be in considerable proportions; but the alloys are 
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more or less brittle, and have a specific gravity above the 
mean of their constituents. 

Gold with copper and zinc constitutes an alloy used for 
pencils,‘ chains, etc., the zinc, however, rendering the gold 
paler in colour, besides inducing brittleness in the alloy. 

Platinum frequently occurs in small quantitics in com- 
mefcial gold, especially that dcrived from Russia; since the 
ordinary refining operations, as applied to gold, do not effect 
the elimination of this metal; it docs not, however, impair 
the malleability of the gold. 

Palladium, like platinum, is only separated from the gold 
with which it occurs with considerable difficulty; and hence 
it occasionally occurs in gold derived from Brazil, etc., and 
but small proportions of this metal render the gold brittle. 

The gold from California is frequently contaminated with 
traces of an osmium widia alloy; probably not, however, 
truly alloyed with the gold, but only dispersed in scales or 
grains throughout its mass, rendering the gold brittle and 
hard in the coining-press. 

141. Occurrence of Gold.—CGold occurs very widcly dis- 
tributed in nature, and alinost always, but not invariably, in 
the native state; the native metal being found in the crystal- 
line, metamorphic, and trachytic rocks, as in veins or lodes of 
quartz traversing slaty deposits, and less abundantly in granite 
rocks. But by far the most prolific deposits hitherto have 
been the alluvial deposits, resulting from the disintegration by 
the weathering action of the atmosphere and running waters 
upon the ancient gold-bearing strata, constituting the sand, 
gravel§, clay, and detritus known as drift-beds or “ streams,” 
which have been carried down and deposited by rivers flow- 
ing from the mountainous regions of the primitive rocks; in 
the latter case the metal being most abundantly accumulated 
at the bends in the beds of such streams. 

Native gold occurs invariably associated with more or less 
of silver, while copper and iron are also frequently present 
in smal] proportions; and the native meta] from particular 
sources is also remarkable from the presence of small quanti- 
. ties of other rarer metals. Thus, a telluric gold occurs in 
Hungary and Transylvania; platinum is frequently associ- 
ated in small quantities with gold from the Urals; traces of 
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palladium occur in Brazilian gold, and so on. But some of 
the purest specimens of native gold, containing 99 per cent. 
of the latter, have been derived from the Ural district, while 
other specimens of the vative metal from other sources will 
not contain more than 60 per cent. of gold, the residue con- 
sisting chiefly of silver, with variable proportions of copper 
and iron. Native gold occurs in filiform, granular, reticu- 
lated, arborescent, and occasionally in crystalline forms, also 
in thin lamine and flattened grains traversing or distributed 
through the quartz or other anriferous rock, its dissemina- 
tion frequently being so fine that a rock presenting to the 
eye no evidence of the presence of gold, will yet prove highly 
productive of the metal; while in gravel and sand detritus 
the metal occurs in rounded or nodular masses more or less 
mixed with quartz, and also in the form of very fine grains 
or dust; the masses when of any considerable size being 
designated as ‘“‘suggets,” such occasionally occurring of from 
a few pounds to as much as 2 cwts. in weight; and the metal 
is sometimes also found crystallised in forms of the regular 
system. Veins of iron and copper pyrites, galcna, argentic 
sulphide, etc., traversing crystalline rocks are frequently 
sufliciently auriferous to permit of the profitable extraction 
of the gold, although the latter may be present in insuflicient 
quantity to render it visible before smelting. 

Native gold occurs in almost all parts of the globe. In 
Europe the mines of Hungary and Transylvania yield the 
largest proportion; though Piedmont, Spain, Switzerland, 
France, Silesia, Sweden, the sands of the Rhine and Aar 
yield small portions of the metal, but they are mosfly non- 
remunerative sources. It occurs occasionally in the rivers 
and streams of Cornwall, in North Wales, Ireland in the 
vicinity of Wicklow, and in the Lead-hills of Scotland. Asia 
supplies numerous gold-producing districts, chiefly in the 
Urals and Siberia, where its mining is conducted both in 
deep mines of the quartz rock itself, as also in alluvial 
deposits; and gold is also found in China, Japan, Hindostan, 
and the East India Isles. Africa again furnishes gold chiefly 
in the form of dust obtained by the washing of alluvial 
deposits, the sands on the coast of Caffraria opposite Mada- 
gascar being reputed to be of great richness, Gold dust also 
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occurs south of the Great Sahara between the river Senegal 

and Cape Palmas. In South America the chief gold-mining 

districts are in Brazil, New Granada, Venezuela, Peru, and ' 
Chili; and the gold-bearing districts of North America are 
Mexico, the Southern United States (viz., Virginia, North 
and South Carolina, and Georgia), British Columbia, Nova 
Scotia, but most abundantly in the more modern gold-mining 
district of California, where the gold occurs chiefly in the 
alluvial deposits of quartz and granite detritns deposited by 
the Sacramento and other rivers, and is largely alloyed with 
silver. Australia has furnished and continues to yield very 
large quantities of gold, the gold- mining districts being 
chiefly westward of Bathurst and in the Victoria Colony; 
here it occurs associated with quartz, and though formerly 
most of the gold was obtained by surface work, at the present 
time deep quartz mining is extensively carried on, yet gold 
dust and nuggets continue to be found in alluvial deposits, 
formed by the crumbling down of the rocks under atmos- 
pheric influences. Gold is extensively obtained from New 
Zealand and Van Dicmen’s Land, where it is derived chiefly 
from alluvial soils and river workings, although quartz 
mining is also carried on. 

Nagyagite is a native telluride of gold and lead, which 
occurs associated with aurifcrous blende, manganous silicate, 
and sometimes antimony ores, at Nagyag and Offenbanya in 
Transylvania, as also in Virginia. ‘This mineral is a soft 
opaque mineral, black or Jead-grey in colour, and possessing 
a metajlic lustre, occurring sometimes lamellar, at other times 
granular. It melts easily before the blowpipe, leaving a 
button of metallic gold. Nagyagite contains about 30 por 
cent. of tellurium, 50 per cent. of lead, with from 6 to 10 
per cent. of gold, along with sulphur, and small proportions 
of silver, copper, and sometimes antimony. 

142, Gold Mining.—Formerly almost the whole of the 
gold was extracted from stream works or surface workings, 
and the operations uscd for its separation were largely of the 
mechanical nature required for the separation of earthy 
matters, clay, sand, etc., with which the metal was méchani- 
cally mixed; but in more recent operations the work has 
assumed a more systematic mining character, and the amount 
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of gold obtained by quartz mining now exceeds that produced 
from the alluvial workings. The quartz rock itself, containing 
the gold in minute particles, and generally mingled with pyrites, 
zinc blende, and other minerals, being worked to considerable 
depths; for which purpose the quartz is crushed, stamped, etc., 
and the gold subsequently extracted by washing operations 
suitably conducted, by amalgamation, or by treatment by one 
of the other processes to be mentioned for the extraction of 
the gold; while any copper the gold contains is separated by 
cupellation, and the silver by a process of parting. 

In surface workings for the extraction of gold from 
alluvial deposits, sands of rivers, etc., the gold diggers or gold 
washers first commence operations by “prospecting” the soil, 
in which opcration specimens of the ground are introduced 
into a shallow basin or bowl of about 12 inches in diameter, 
in which the material or dirt is washed with water aftcr the 
manner subsequently carricd out on the large scale, and by 
which the lighter earthy portions of the soil are carried 
away, leaving in the pan any metallic residue which was 
contained in the specimen under trial; and from this pre- 
liminary assay it is determined whether the soil of the 
locality is sufficiently auriferous for profitable working. 
It may be necessary to remove or excavate'a certain depth 
of soil, peat, sand, or gravel from the surface before attaining 
to the auriferous alluvium, such a covering in the Russian 
stream works of the Ural Mountains attaining to a thickness 
of 70 feet before the drift-deposit or “ pay-dirt” containing the 
gold is attained, but such is the greatest thickness of cover 
yet met with; while in other localities the gold will occur 
almost upon the surface of the ground. 

The locality having been thus approved by prospecting, 
the operations are continued, the diggers working indepen- 
dently, or more usually in gangs of about four men each; 
and the washing of the soil is conducted either in the zinc 
or iron pan just mentioned, and which is chiefly used in 
South America; or long shallow troughs are employed, the 
bottoms of which are lined with a material as baize, blanket, 
or tanned skins retaining the hair, which coverings serve to 
further resist the tendency of the water to carry away the 
finer particles of the gold along the bottom of the trough; or 
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as yet more extensively employed in the diggings of Australia 
and California, is the “cradle” or “rocker,” of about 7 feet 
in length and 2 feet in width, the top end being raised about 
4 inches higher than the foot, while the foot is perforated 
with a number of holes for the escape of water and fine 
earthy matters, and at the upper or head-end of the cradle 
is placed a sieve which separates the larger stones, which 
are then removed by hand. The current of water poured 
by one of the men on to the materials in the sieve, carries 
the finer and lighter particles through and along the bottom 
of the cradle, so that the heavier metallic portions collect 
in the bottom of the trough, the progress of the heavier 
portions along the length of the trough being still further 
impeded by a number of cross-ribs or riffle-bars placed on 
the bottom, and the man keeps the whole in a constant state 
of agitation or motion upon the rockers of the cradle. In 
this manner the heavy metallic particles, with small quan- 
tities of earthy matters, are collected on the bottom in front 
of each cross-bar or rib of the cradle bottom, and the material 
so obtained is then dricd in the sun. The lighter earthy par- 
ticles, black sand, etc., still associated with the metal are blown 
away by bellows, and the metal is then ready for fusion; but if 
the gangue of the materials operated upon contain much stiff 
clay, then it is first subjected to disintegration before washing 
upon the cradle, the disintegration being effected by placing 
the materials in a suitable vessel or tub, and thoroughly agitat- 
ing it with water, either by means of spades or revolving arms. 

The operation of “evashing in the pan,” already noted, is 
conducted by first filling the pan about three-fourths full of 
the auriferous dirt, when the pan is placed beneath the 
surface of water, and held in a somewhat inclined position, 
so that, by shaking and agitating the contents of the pan in 
this position, the clayey and lighter particles are continually 
washed over the edge of the pan, the miner resting the pan 
upon the bottom at intervals, so as to break up with his 
fingers any portions which may be imperfectly wetted. There 
is, in this manner, left in the pan only the particles of gold, 
together with a quantity of black sand, etc., which is removed 
as before by drying, and then blowing away by a gentle blast 

alr. 
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The apparatus known as the “sluice” has most generally 
superseded the older forms of cradle and tom in all extensive 
workings of pay-drift. This apparatus consists of a long 
wooden trough, or rather series of smaller troughs of some 
10 or 12 feet in length, and made somewhat taper, so that 
the smaller end of one enters and fits into the wider end of 
the next, and so on, the whole constituting a trough of several 
hundred feet in length, and varying from 1 foot 6 inches to 
as much a. 6 feet in width. This trough is generally sup- 
ported upon trestles at a variable height above the ground, and 
so that it is inclined at the rate of from 1 inch to 1} inches in 
the foot. Along the bottom ot the sluice are placed a number 
of bars, or as they are called, “rifles,” arrange ', according to 
circumstances, either lengthwise, crosswise, at an angle, or so 
as to direct the water in a zig-zag cuurse along the sluice, 
whereby the heavier particles of the ground materials are col- 
lected in front of these bars; while in other localities a serics 
of rectangular recesses are formed in the bottom of the sluice 
for the purpose of collecting the gold, amalgam, and mercury. 
The drift is thrown in by shovels at the head of the sluice, 
through which a current of water is maintained, whereby, 
as in the previously described apparatus, the finer and lighter 
particles of earthy matters are carried to a greater distance 
along the sluice; while the riffle bars also serve further to 
check the onward course of metallic particles. Mercury is 
supplied near the head of the sluice, or at some distance 
below, according to the condition in which the gold exists in 
the drift; if wholly as fine particles, the mercury ig allowed 
to drop slowly on to the sluice at its head; while, if a portion 
exist as coarser particles, which separate near the head, then 
the mercury is introduced lower down, so as to amalgamate 
with and collect the fine particles collected on the bottom 
and along the edges of the riffles, etc.; while it is a frequent 
device adopted for the collection of the very fine dust 
escaping with the water from the foot of the sluice, to intro- 
duce at this’ point an amalgamated copper plate (that is, a 
copper plate whose surface is amalgamated with mercury, by 
applying the latter to the clean surface of the former) ; such a 
plate collecting upon itself (mercury being added at intervals) 
the finer particles of gold, while its surface is preserved from 
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the wear and scratching that would be produced by sand and 
pebbles passing over it by the introduction of a riddle above 
the plate, which thus prevents the passage of the heavier 
particles over the plate; and in this manner there escapes 
from the last trough of the series only a slime or mud practi- 
cally free from gold. 

The separation and collection of the gold amalgam and 
mercury, from the sand and gravel collected upon the bottom 
of the sluice, is effected at intervals of eight or ten days; for 
which purpose, having ceased to throw in the drift, a number 
of the riffe-tars near the head of the sluice are removed, and 
the metal, amalgam, and sand collected between them is then 
further washed for the bettcr separatior of the non-metallic 
portions; while the heavier metallic portions collect between 
the lower riffle-bars, from which it is then scooped out. A 
series of riffic-bars lower down is then treated in a like 
manner, and so on until the whole are removed, and the gold, 
amalgam, and mercury collected, the whole operation being 
known as “ cleaning up.” 

The amalgam thus obtained is pressed through canvas 
bags for the separation of the excess of mercury, after which 
the mercury is distilled off from the auriferous amalgam so 
obtained. 

The above methods of washing apply chiefly to the separ- 
ation of gold dust from surface alluviums and sands; but if 
the auriferous rock or gold quartz be the subject of operation, 
it requires to be extracted from the mineral vein in the 
manner ef ordinary mining operations, and afterwards to be 
crushed or stamped and ground to powder preparatory to its 
metallurgical treatment proper. The crushing of the ore is 
effected in a variety of ways; but a useful machine consists 
of a pair of rollers of cast-iron kept in contact by a weighted 
lever, which thus applies the necessary pressure to the rollers 
to enable them to break up the bulk of the ore, and is yet 
sufficiently elastic to permit of the separation of the rollers 
for the passage of specially hard pieces without interfering 
with its general working; while the ground ore from the 
rollers is received into the top of an inclined, perforated, and 
yevolving cylinder, so that, as the ore moves towards the 
lower end, the finer particles pass through the meshes on to 
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the floor, while the coarser portions are accumulated at the 
bottom end of the cylinder. 

Stamping of the ore reduces it to a finer state of division 
than is accomplished in the crushing rolls; and is the method 
now most generally employed for the treatment of auriferous 
quartz. The operation is conducted in a stamping-mill, con- 
sisting of a range of large vertical wooden beams or pestles 
shod with iron, and weighing from 5 to 8 cwts. each. About 
five of these are arranged in one machine, and are worked 
either by a cam actuated by animal, steam, or water power; by 
an endless chain, or by any other contrivance for raising the 
pestles vertically, and then allowing them to fall in regular 
sequence upon the ore contained in a trough resting upon a 
hard foundation of iron or of beaten stone; while a current 
of water passes through the mill and carries the powdered 
ore on to a sluice, similar to that already described. If the 
ore or gold-bearing rock requires to be reduced to a finer 
powder than is effected by the stamps, it is then subjected to 
the operation of grinding in a mill or arrastra, consisting of 
iron or granite edge stones driven by animal or other power, 
beneath which the powdered ore is ground, and where also 
the washing of the ore and its amalgamation are sometimes 
commenced. The quartz rock thus reduced to a fine powder, 
is usually subjected to a more or less carefully conducted 
washing for the separation of the lighter non-auriferous por- 
tions, so as to reduce the quantity of materials to be operated 
upon in the amalgamation process. 

The washing operations are conducted upon various 
arrangements of a series of slightly inclined troughs, along 
which a gentle stream of water is maintained, as in the 
method of “ sluicewashing” above described. In another 
arrangement the washing is conducted upon cloth-covered 
tables, or upon blankets stretched upon frames, the mode of 
operation being the same as in the last case, except that the 
workman facilitates the removal of the earthy matters by 
agitating the materials by means of brooms of heather, or by a 
kind of hoe moved gently in a direction opposed to the current 
of water. The largest proportion of the gold or auriferous 
schlich thus collects upon the first blanket; and after certain 
intervals these blankets are removed, and washed in tanks to 
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free them from the grey or black auriferous schlich with 
which they have become covered; after which the blanket 
is again ready for a repetition of the process. Or, instead 
of removing the blankets or cloth-covered tables, in Transyl- 
vania, etc., two or more traps are placed in the length of the 
washing apparatus, into which the different qualities of 
schlich collected upon the woollen coverings are swept or 
raked at intervals, and in these undergo a further separation 
by subsidence. In a further arrangement used in the Ural 
districts, etc., the water is pumped into a tank at the head 
of the washing tables, from which it is delivered into the two 
ends of a revolving, conical, and perforated cylinder of sheet- 
iron, placed on a horizontal axis above the head of the 
tables. Into the smaller end of this cylinder is also delivered 
the auriferous powder; and, as the cylinder revolves, the 
materials will thus pass from the smaller to the wider end; 
the water and finer particles at the same time passing through 
the perforated cylinder on to the washing table beneath, where 
the fine particles collect as in the previous arrangement, while 
the water or schlich, escaping from the end of the table before 
finally running away, is passed through tyes or tanks at the 
foot of these tables, and in which the schlich is thoroughly 
agitated for the further separation by subsidence of any small 
proportion of metallic matters which it might still retain; 
while the pieces of gold or quartz which are too large to pass 
through the meshes of the cylinder, pass out at its wide end 
on toa table, where the particles of gold, after rubbing against 
each other in their passage through the cylinder, have become 
burnished and are readily discernible; when such pieces are 
then picked out from the larger pieces of unproductive quartz, 
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The operations hitherto described of separating the gold 
from the sand, clay, or quartz with which it occurs mechani- 
cally mixed, serve only to prepare the mineral for its metal- 
lurgical treatment proper; for whether the metal be obtained 
as gold dust from surface workings, or from the quartz rock, 
it still requires a further treatment for its concentration and 
purification; for which purposes several methods are pursued, 
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amongst which may be noted—1°, the amalgamation method 
for the treatment of auriferous quartz, pyrites, etc.; 2°, the 
methods of extraction by direct smeliiny operations, with the 
use of lead as a means of collecting and concentrating the 
gold from auriferous quartz and pyrites; 3°, the proposed 
methods of Longmaid and Anossow, in which tron is employed 
as a medium for the separation of the gold from gold quartz 
or sands in the smelting of thse latter; 4°, Plattner’s process 
of extraction by treatment with chlorine; and 5°, the melt- 
ing of gold dust. The particular method adopted is largely 
influenced by the nature and amount of the foreign matters 
with which the gold ore delivered to the metallurgist is still 
associated; and of the foreign matters thus occurring in 
auriferous minerals may be noted: silica, as quartz or common 
sand ; earthy matters, as clay, magnetic and other oxides of 
iron; iron pyrites, galena (PbS), blende (ZnS), one or more 
of which is usually retained in mechanical mixture by the 
metal prior to its fusion; while certain complicated ores, as 
those of South America, besides containing almost the whole 
of these, are frequently contaminated with arsenic and anti- 
mony in addition. 

143. Amalgamation of Auriferous Quartz.—The method 
of amalgamation is especially applicable to the treatment of 
auriferous quartz, or other ores in which the gold is dissem- 
inated throughout the gangue in an exceedingly fine state of 
division, and in which it is therefore difficult to separate and 
collect the whole of the gold by washing operations alone; 
and for the latter reason amalgamation is also frequently 
applied to the treatment of auriferous sands and soils, after 
they have been concentrated to a certain extent by washing, 
and the larger portions and grains of the metal have thus 
been separated, when, as the metal can be more completely 
extracted by amalgamation than by any method of washing, 
the concentrated material is then treated with mercury. In 
the treatment of gold quartz or other hard ores it is not 
unusual to roast them prior to amalgamation, by which 
sulphides and arsenides are converted into the lighter oxides, 
which are then readily washed away; while the rock is at 
the same time rendered much more friable and easy to break 
up under the stamps. 
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The amalgamation of the ore, ground in the manner 
already described, is effected in amalgamating mills of various 
constructions, but all possessing a certain amount of grinding 
action upon the charge of mercury and auriferous materials 
to be acted upon, with the necessary specd to stir well, or 
keep the charge well agitated. Such a mill employed in 
Piedmont, where the ore is chiefly an auriferous pyrites, is 
represented in vertical section by fig. 66, and consists of a 
series of amalgamating machines arranged in tiers; so that 
the charge, as it overflows the first, is delivercd into the 
second, and so on to the third and fourth, each machine 
being like its prede- 
cessor, except that the 
table upon which it 
is supported is lower 
than the one preced- 
ing it in the series, in 
order to adimit of the 
flow of the charge from 
the higher tothe lower, 
as already mentioned. 
Each machine consists 
of a cast-iron dish a, 
bolted to the top of its 
table, and through the 
bottom of which passes 
the vertical shaft car- 
rying g spur - wheel, 
which gears with a 
similar wheel on the 
ext machine in the 
series; while on the 
top of the vertical Fig. 66,—VerticaL Srcrion oF THE 
shaft or axis is sup- Mrz ror AMALGAMATING AURIFEROUS 
ported a cross-head, PyYrrrss. 
from which is suspended, by a pair of iron rods, the large - 
muller e, e, of hard wood, and furnished with a number 
of iron ribs on its under surface, which come almost into 
contact with the inner surface of the cast-iron dish a; 
while the body of the muller leaves a space of about half 
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an inch between it and the surface of the dish. The upper 
surface of the muller is hollowed out as shown, forming 
a kind of funnel for charging the machine. About half a 
hundredweight of mercury, forming a depth of about half an 
inch on the bottom of the dish a, is first introduced into each 
machine, which is then set in motion at the rate of some 
twenty revolutions per minute; and the ground ore is delivered 
from a spout by a stream of water passing through the grinding 
apparatus into the cavity of the muller, from which it passes 
out at its centre or apex, into the space between the muller and 
the outer cast-iron pan in which is contained the mercury; 
and where, by the rotation of the muller with the iron ribs 
on its lower face, the materials are thoroughly incorporated 
and passed gradually towards the periphery of the machine, 
the fine particles of gold being rapidly attacked and dissolved 
by the mercury; whilc, as the first machine overflows by the 
continual introduction of fresh materials, the charge flows 
out by the spout 4, and is delivered into the concavity of the 
muller of the second : apparatus, and so on to the end of the 
series, whereby the particles of gold escaping amal gamation 
in the first machine are thus arrested in the second, ‘third, or 
fourth vessel. The working is continued for a variable time, 
according to the richness of the materials operated upon, 
recharging with mercury only taking place when that already 
introduced begins to lose its liquidity, which it does when it 
has taken up about one-third of its weight of gold; and it is 
further necessary that the rotation be not continued too long, 

otherwise a loss of mercury arises from fluuwring, and paobably 
also from the formation of a sulphide of mercury, which is 
then washed away by the stream of water from the heavier 
amalgam left in the machine. When the amalgamation is 
thus judged to be completed, the amalgam is drawn off, 
washed, and strained through leather bags, by which any 
excess of mercury passes out, and there remains a semi-solid 
amalgam containing about 35 per cent. of gold, which is 
moulded into balls, and from which the mercury is separ- 
ated by distillation in an iron retort, with the condensation 
of the mercury in water. The metal thus separated is after- 
wards fused in black lead crucibles beneatha layer of borax, and 
then cast into ingots by pouring it into open cast-iron moulds. 
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Attwood’s machine, as used in California,* for amalgamat- 
ing the washed aurifcrous ore, consists of an inclined plane, 
at the head of which is a trough in which works a pair of 
wooden rollers, upon the circumferenco of which is fixed a 
number of slips of iron. Thus when the rollers are set in 
motion by band and pulley connections, the ore delivered 
into the trough from a hopper placed above, along with 
a stream of warm water admitted at the same time, are 
thoroughly incorporated with the mercury contained in the 
trough, and in which the gold is dissolved; the mixture of 
amalgam, mercury, and other materials then passes from 
the trough over the inclined plane, the latter being divided 
into channels, and provided with amalgamated copper plates 
for the collection of the auriferous amalgam, whilst any 
excess of mercury flows off and may be again used. 

In the Alps, etc., the amalgamation is effected by deliver- 
ing the ground ore from a hopper into a horizontal hollow 
eylinder, in which a millstone revolves, and where the ore is 
mixed with water into a kind of slime, x quantity of common 
sult (NaCl) being also sometimes added. This slime is then 
washed by a current of water into three iron cylinders, in 
which the amalgamating mills revolve, and here the auriferous 
slimes are thoroughly agitated with the mercury, whereby the 
gold is dissolved; after which the mixture from the mills is 
subjected as before to a further washing for the separation of 
amalgam, mercury, and gangue. 

Ag in the methods described for the amalgamation of silver, 
it is n@cessary to properly proportion the quantities of ore, 
water, and mercury operated upon in the amalgamation pro- 
cess, otherwise an unnecessary loss of mercury and gold is 
entailed. Owing to an altcration of the surface of the gold 
from various causes, as from the presence of arsenic, sulphur, 
etc., in the ore, it is sometimes difficult to make the mercury 
adhere to, or wet its surface, and the metal thus escapes 
amalgamation; and to overcome this difficulty, it has been 
proposed to add to the mercury about 1 per cent. of an 
amalgam of mercury containing from 3 to 4 per cent. of 
sodium, instead of using mercury alone, under which circum- 
stances the surface of the gold is readily attacked under 

* Phillips’ Metallurgy of Gold and Silver. 
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all conditions; while Crookes also proposes to add to the 
sodium amalgam a proportion of zine, or of zine and tin, in 
addition. 

The amalgam obtained from the amalgamating apparatus, 
of whatever form, is separated by washing and pressure from 
any excess of mercury, and the semi-solid amalgam remaining 
is then pressed into masses, which are introduced into iron 
retorts for the separation of the mercury from the amalgam. 
The necks of the retorts are connected with pipes leading to 
a vessel of water, in which the mercury is condensed and 
collected as the temperature of the retort is gradually raised 
to the degree required for the distillation of mercury; care 
being taken not to raise the temperature too quickly nor 
yet too high, otherwise the porous, spongy, metallic mass 
remaining in the retorts at the conclusion of the distillation, 
is apt to retain portions of mercury, as also to adhere to the 
sides of the retort. The spongy metal thus obtained still 
contains silver, and perhaps copper or other non-volatile alloys 
extracted from the quartz, which it is necessary to remove in 
the subsequent fusion of the metal. 

144, Smelting of Auriferous Quartz.— Numerous methods 
have been pr oposed for the extraction of gold from auriferous 
quartz and pyrites, by smelting operations ; but it is obvious 
from the small proportion of metal present in the quartz, that 
simple heating in a furnace will not suftice to collect the metal 
from the mass of «fusible quartz. Accordingly, advantage 
is taken of the aflinity, at high temperatures, of lead for 
gold; and this metal, its sulphide (galena), oxide (li¢harge), 
lead slags, or other material, which inixed with carbonaceous 
matters, scrap iron, or other suitable reducing agents, is capable 
of yielding metallic lead in the fur nace, 1s vadded to the futr- 
nace charges, thereby increasing the amount of metallic matter 
in the charge, and at the same time of collecting the finely» 
disseminated gold; the lead thus discharging, at the high 
temperature of the furnace, the same function which mercury 
performs at ordinary temperatures in the amalgamating pre- 
cess. Further, to allow of the more ready separation of tlie 
gold, it is necessary to add a material as lime, lime and clay, 
fluor-spar, or oxide of iron, which at a sufficiently high 
temperature combines with the quartz or silica, with tho 


TREATMENT OF AURIFEROUS PYRITES., 309 


formation of a fusible slag or flux, from which the gold, or 
alloy of gold and lead, with any silver that may be present 
in the ore, readily separates and collects in the hearth of the 
furnace beneath the fused slag. The alloy so collected is 
then to be cupelled for the separation of its lead, copper, etc., 
in the cupellation furnacc, exactly in the same manner as 
described when treating of the cupellation of silver (p. 274), 
except that, instead of a cake of silver remaining, the pro- 
duct is essentially an alloy of gold with variable proportions 
of silver, from which alloy the silver is subsequently separated 
by one of the methods of “parting,” described on page 313. 

145. Treatment of Auriferous Pyrites.—The method of 
smelting is also applicable to the treatment of certain poor 
ores, as auriferous pyrites, in which it is necessary, before 
treating with lead, to concentrate the gold in a smaller bulk 
of a ferriferous regulus or matt; and for which purpose the 
ore is first imperfectly roasted or calcined, an operation that 
may be effected in a special furnace, or in heaps in the open 
air; the ignition of the sulphur in the ore being effected by 
placing the latter upon a layer of brushwood or other fuel, 
when the combustion is continucd to the desired extent by 
the oxidation of the sulphur in the ore, and thus the iron 
is partially converted into oxide, with the elimination of a 
certain amount of sulphur. But since the object in the sub- 
sequent fusion is to obtain a regulus or matt, it 1s necessary 
that this roasting be not carried too far, but that sufficient 
sulphur be Jeft in the ore to combine with the metallic 
elements, and so produce the desired regulus. 

The roasted ore is then treated in the blast furnace, with 
an admixture of Jime, when the quartz (silica), lime, and 
oxide of iron combine, with the production of a fusible slag 
or flux, beneath which collects a regulus or matt of ferrous 
sulphide, containing also the gold, silver, etc., of the ore. 
This auriferous regulus is then the subject of a further con- 
centration, by a repetition of the partial roasting and subse- 
quent fusion as before; or the regulus is mixed with a fresh 
portion of calcined ore, along with a little lime, and the fusion. 
repeated, by which a furthcr proportion of gold is thus added 
to the first regulus. These operations of alternate calcina- 
tion and fusion are repeated until the regulus is considered to 
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have acquired the necessary degree of concentration; when 
the regulus is fused with lead, or a plumbiferous ore, for the 
collection of the gold, by which an alloy of lead, containing 
the whole of the gold and silver, collects in the bottom of the 
furnace, beneath a layer of regulus consisting of ferric sul- 
phide, etc. 

The auriferous lead so obtained is then treated as in the 
previous method, according to the English or German methods 
of cupellation, and the gold subsequently separated, by the 
operation known as “parting,” from the alloy of gold and 
silver thus obtained. 

146. Longmaid’s Process.—This is a patented process for 
separating the gold from quartz or other silicious ores by 
means of tron. For this purpose the ore is finely crushed, 
then mixed with roasted pyrites or ferric oxide, along with 
limestone, and sometimes also fluor-spar, the whole being 
melted upon the hearth of a reverberatory furnace, when a 
regulus containing the greater portion of the gold, separates 
beneath the layer of slag or flux, though small proportions 
of the gold are said to be retained in the flux. Into the 
melted mass on the hearth of the furnace, plates of wrought 
iron are introduced, and upon the withdrawal of these they 
are found to be coated with a film of gold, which is then 
removed by immersing the red-hot plate into a bath of molten 
lead, the operation being thus repeated so long as the plates 
continue to collect any gold from the charge in the furnace. 
In this manner an auriferous lead is obtaincd, as in the 
previous process, and only requires to be cupelled- for the 
recovery of the alloy of gold and silver, with subSequent 
parting for the separation of the silver therefrom. This pro- 
cess has not, however, come into extensive use, since, although 
the gold would entirely collect upon the surface of the iron 
plates, could contact between the two metals be ensured, yet 
much gold escapes contact by getting into cracks, etc., of the 
furnace bed, and so escapes withdrawal by the iron plates. 

147, Anossow’s Process,—This smelting process, in which 
iron is again made the medium for collecting the gold, was 
proposed for the treatment of the auriferous sands of the 
Ural, but it has not succeeded in being brought into success- 
ful application. In this process, the sands were to be smelted 
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with iron (cast-iron would answer) in a blast furnace, when 
the gold would be obtained in combination with iron; and 
for its separation from the latter the alloy was to be treated 
with sulphuric acid, upon which the iron is dissolved, while 
the gold is left in the insoluble residue, or the gold might be 
largely separated from its alloy with iron by remelting with 
lead, with the subsequent scparation of the gold from the 
lead by the process of cupellation. 

148, Plattner’s Process.—This proccss has been applicd 
to the treatment of an arsenical pyrites, worked for its arscnic 
at the Reichenstcin mines in Silesia, and which contains only 
about 200 grains of gold per ton of ore; as also in California 
for the treatment of auriferous pyriles. The ore for treat- 
ment is roasted in a reverberatory furnace, above which is 
a condensing chamber, in which the arsenious anhydride 
(As,O,) is condensed and collected as it is volatilised from the 
furnace charge; while there remains on the hearth a residue 
of oxide of iron, etc., with a little arsenic, and the whole of 
the gold; but it is specially desirous to continue the roasting 
until the sulphur, antimony, and arsenic are expelled as com- 
pletely as possible, and the iron at the same time converted 
into ferric oxide. This residue is the subject of the chlorine 
process of Plattner, and for this purpose, after moistening 
with water, it is exposed in large wooden tubs or other suitable 
vessels to a current of chlorine gas, which latter should be as 
free as possible from hydrochloric acid. The chlorine attacks 
the iron and gold, with the production of their respective chlo- 
rides, which, after allowing the charge to remain at rest for 
from P2 to 15 hours, are then dissolved out by the addition of 
a definite amount of water; and from this solution, previously 
made acid by the addition of a little hydrochloric acid, whereby 
the simultaneous precipitation of the iron is prevented, the 
gold is then precipitated in Silesia by sulphuretted hydrogen, 
while a little sulphur from the precipitant will be deposited 
along with the auric sulphide; but in California the gold is 
precipitated as a brownish-black: deposit by the addition of 
ferrous sulphate. Tho precipitate is then collected, washed, 
dried, and heated in an open porcelain crucible, by which the 
sulphur is expelled, while the gold is finally extracted by 
fusion with borax in black-lead crucibles. 
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In ores free from sulphur, antimony, and arsenic, the gold 
may be extracted by passing dry chlorine gas over the slightly 
moistened ore, when, if the operation be carefully conducted, 
about 97 por cent. of the gold may be thus separated. * 

Calvert has also proposed a chlorine process for the treat- 
ment of auriferous quartz, in which he proposed to subject the 
finely-powdered ore, mixed with about 1 per cent. of man- 
vanous oxide, to the action of a current of chlorine, continued 
during some twelve hours, after which water was added and 
allowed to percolate through the mass of ore, draining through 
the false bottom of the apparatus upon which the chlorinised 
ore was supported, the saine water being, by these means, 
returned and passed several times over the same amount of 
ore, so as to thoroughly dissolve out the soluble salts, consist- 
ing chiefly of the chlorides of copper, iron, and gold, in the 
least possible amount of water. The copper is afterwards pre- 
cipitated from this solution by the addition of metallic iron, 
and the gold subsequently thrown down in the finely-divided 
state by means of ferrous si /phate. 

If the ore contains silver in addition, then Calvert proposed 
to evolve the chlorine by mixing common sult, black oxide 
of manganese, and sulphuric acid, with the ore, when the 
argentic chloride produced under these circumstances is dis- 
solved out in the solution of common salt, the latter being 
always kept in excess for this purpose. From the solution 
of mixed chlorides thus obtained, it is necessary to separate 
the silver, prior to the precipitation of the copper and gold 
by iron and ferrous sulphate respectively. 

149. Melting of Gold Dust, ete.—The gold dst as 
received from the gold washers, as also the spongy metal left 
after the distillation of the amalgam obtained im the amalga- 
mation method of extraction, requires careful fusion to sepa- 
rate the gold more thoroughly from smaller quantities of 
mechanically mixed earthy impurities with which it is still 
associated; and at the same time, with the exercise of care 
during the fusion, much of the tin, antimony, lead, etc., that 
may be present in smaller quantities in the metal, rendering 
it unfit for direct application to the arts, will be removed, 
whereby the gold will be left after this melting in such a 

* Chemisches Centralblatt (1873) page 633. 
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condition that any further refining operations are unneces- 
sary. 

The fusion is effected in thick plumbago crucibles, which 
require careful annealing before use; and with this object 
they are first inserted in the furnace with the mouth down- 
wards, the fire being then gradually raised until the pots attain 
a red heat, when they are removed and reinserted in the fur- 
nace in their proper position, or mouth upwards. The charge 
of gold dust, mixed with a little dried borax, is transferred 
from a copper scoop to the crucible, and the heat then very 
gradually raised to the fusing point, upon which a scum or 
scorix of the mechanical impuritics rises to the surface. 
This scorix, also serves to absorb any oxides of lead, bismuth, 
etc., which sometimes occur in the metal, and, after thicken- 
ing by the addition of a little bone-ash, the scoria is skinmed 
off and the metal carefully stirred so as to expose it to the 
air; while if the presence of antimony or tin be suspected in 
the gold, the addition to the charge of a little nitre is fre- 
quently made for their oxidation. 

Au old practice was to add to the melted metal a small 
proportion of mercuric chloride, by which a kind of effer- 
vescence was set up in the metal, which, it was considered, 
tended to a more thorough separation of the mechanical 
impurities; while at the same time eliminating small propor- 
tions of such metals as antimony and lead. 

The surface of the melted metal having been cleared of 
the scum, and thoroughly cleansed from fluid oxides, ete., by 
bone-ash, in the manner above noted, the Huid metal is then 
cast infé bars by pouring it into warmed and greased open 
iron ingot moulds. 
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The gold as obtained by any of the methods described in 
the previous pages, always contains a larger or smaller pro- 
portion of silver which it is desirable to extract, since, in the 
sale of the metal, such silver is only reckoned as alloy and 
paid for as copper; and the gold is, besides, frequently alloyed 
with small quantities of copper, iron, and other metals. If 
the gold be required for certain applications in the arts 


$14 METALLURGY. 


where these metals would interfere, it becomes necessary to 
Bubject the metal to a process of “refining,” or, as it is 
termed, “parting,” for the separation of these metals, but 
notably of silver. The operations of parting are conducted 
either according to one or other of the “wet methods,” where 
nitric or sulphuric acid constitutes the more general agent 
employed for effecting the separation; or according to certain 
“dry methods,” in which litharge, sulphur, chlorine, or certain 
cement powders consisting of common salt and brick dust 
are employed as the agents, the use of the last-mentioned 
mixture constituting the cementation method; but these 
latter methods are of more local and limitcd application than 
are the wet methods first mentioned. 

“ Wet refining,” “parting,” “quartation or inquartation,” 
are the terms at present or formerly employed to designate 
the operation by which gold is refined, or separated from 
silver, and at the same time from any small quantities of 
copper, antimony, etc., by means of nitric or sulphuric acid; 
the latter, as being more economical, is preferred where the 
process is carried on continuously, and where large quantitics 
of metal are to be dealt with; while the former, or nitric 
acid process, is generally preferred where much antimony, 
tin, or other readily oxidizable metal is associated with the 
alloy; as also for the purposes of small assays, though, as a 
rule, unless special care be exercised, it docs not effect the 
separation of the silver so thoroughly as the sulphuric acid 
process; whilst the last-mentioned process is so economical, 
that in France it has been found profitable to extract the 
gold from old coins which did not contain more than from 
one to two thousandths of gold, and now silver containing 
only one-half a thousandth of gold may have the latter profit- 
ably extracted by this method.* 

The terms guartaiion or inquartation, formerly applied to 
these processes, have reference to the proportions of silver 
with which it is necessary to alloy the metal before “ part- 
ing;” for, previous to the treatment with acids of the gold to 
be refined, it is necessary to alloy it with about twice its 
weight of silver, otherwise, on boiling with the acid, the 
silver would only be dissolved from the surface of the alloy, 
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the large proportion and density of the gold preventing the 
action of the acid throughout the mass. Formerly, the required 
proportions were considered to be 3 parts of silver to 1 of 
gold, and hence the term “ quartation.” 

_ 150. Wet Methods of Gold Parting.—The first operation 
In these processes is the making of a proliminary assay, or 
determination of the relative proportions of gold and silver 
present in the alloy to be treated, in order that an amount 
of silver may be added, sufficient to make up the required 
proportion of two or three parts of silver to one of gold. 
The metals are then alloyed in the required proportions by 
fusing them in plumbago crucibles; and after thoroughly 
incorporating the constituents, the alloy is run or teemed into 
cold water, by which the metal is obtained in a finely-granu- 
lated and flakey condition, readily acted upon by the acid; 
while, to aid in this granulation, in some cases the crucibles 
are fitted with lids, through which a fine continuous stream 
of metal can be delivered into the water. This granulated 
metal is then treated with nitric or sulphuric acid, according 
to the method adopted in the parting. 

- In the “nitric acid process” the granulated alloy, prepared 
as above, is introduced into platinum vessels or digesters; but 
prior to the introduction of platinum for this purpose, vessels 
of glass, porcelain, or earthenware were in use; and yet, 
despite the very considerable first cost of platinum digesters, 
they are found to be more economical than those previously 
in use, owing to the considerable loss of gold and silver, ctc., 
entailed by the frequent fracture of the glass or earthen- 
ware Véssels, The platinum digesters are each placed upon 
a sand-bath heated by its own fire, and cach vessel is likewise 
fitted with a lid, from which proceeds a long stoneware pipe 
for the condensation and collection of any acid that may be 
volatilised or carried over with the large volume of gases 
(nitrous anhydride N.,O,, and nitric oxide N,O,) which are 
evolved during the opcration, from the decomposition of the 
nitric acid by the silver and copper respectively in the alloy, 
thus— — 

GHNO, +4Ag=4AgNO, +N205+3H,0 


and which’ pipe also serves for conveying the non-condensible 
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gases out into the atmosphere. For each pound of the granu- - 
lated alloy introduced into the digester, from 1} to 1} Ib. 
of nitric acid (specific gravity 1°32) is added, it being neces- 
sary that the acid be free from chlorine and not too strong; 
for the presence of traces of chlorine is attended with the 
solution and loss of a portion of the gold; while if the acid 
is too highly concentrated, there is a tendency to lose metal 
by its projection from the digester owing to the violence of 
the action that is set up. When the charge of metal and 
acid has heen introduced, the joints of the apparatus are 
carefully luted up, upon which the temperature is very gently 
and carefully raised, when the action becomes very violent; 
but towards the end the contents of the digester become more 
and more tranquil until all action ceases, when the apparatus 
is cooled and the liquid decanted. A second charge of acid 
is now introduced upon the residue of gold, with a repetition 
of the boiling; and when all gases again cease to be evolved, 
the silver has ceased to be dissolved, and the operation is 
completed. 

The residue of gold left in the digester is then washed, dried, 
melted, and either run into bars, or granulated as required 
for weighing out to jewellers; while the decanted liquid 
consisting of argentic nitrate, with an excess of nitric acid, 
is either crystallised from its solution and sold for photo- 
graphic purposes; or the silver may be precipitated as 
argentic chloride by the addition of hydrochloric acid or of 
cominon salt. 

If the method of precipitation with hydrochloric acid be 
employed for the recovery of the silver, and the preciffitation 
is conducted carefully, so as to avoid any excess of hydro- 
chloric acid by leaving a sinall proportion of argentic nitrate 
still undecomposed in the solution, the resulting solution of 
nitric acid (AgNO,+ HCl=AgCl+ HNO.) may be again 
used for a repetition of the parting process; while the silver 
may be extracted from its precipitated chloride by washing the 
precipitate, then moistening with sulphuric acid, and intro- 
ducing into the precipitate a number of bars of metallic zinc, 
by which finely-divided silver is deposited, and zincic chlo- 
ride passes into solution. When the separation of the silver 
is complete the zinc is withdrawn, and the fineiy-divided 
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silver treated with a little dilute sulphuric acid, to dissolve 
out any particles of zinc; after which it is washed with water, 
dried, melted, and cast into bars. Another method employed 
for the separation of the silver is at once to treat the solution 
of argentic nitrate with metallic copper, when the metallic 
silver is at once deposited; while the copper enters into 
solution as cupric nitrate. 

The method of parting by sulphuric acid is most exten- 
sively and generally adopted on the Continent for the separa- 
tion of gold and silver upon the large scale, the process 
being, as already noted, more economical than the nitric acid 
process, whereby it can be economically applied to the refining 
of silver containing only ‘0005 per cent. of gold; but the metal 
for treatment requires in practice, however, to be alloyed with 
a somewhat larger proportion of silver than is required in 
the treatment by nitric acid, and although Pettenkofer has 
shown that the operation can be conducted by this method 
when the silver amounts to 1:75 times the amount of the 
gold, yet, for the ready and perfect separation of the silver, 
the gold should be alloyed with some four times its weight 
of silver; whilst the amount of copper in the alloy should be 
under 10 per cent. of the whole, otherwise an excess of 
cupric sulphate is produced, which is insoluble in strong sul- 
phurie acid, and accordingly encrusts the granulated metal, 
preventing contact of the metal with the acid, and so stopping 
the action. Hence, if the copper exceed this limit, before 
subjecting the alloy to the parting process it is first granu- 
lated and roasted on the hearth of a flat-bottomed reverbe- 
ratory furnace; after which the cupric oxide so formed 1s 
dissolved by treating the roasted product with dilute sulphuric 
acid, when, if necessary, the operations are repeated until the 
amount of copper has thus been reduced below the limit of 
10 per cent. 

The metal having been alloyed with the required propor- 
tion of silver by melting the metals in plumbago or wrought 
iron crucibles, it is then granulated by pouring it into water 
as in the previous case, and afterwards introduced into the 
digester with about 2} times its weight of concentrated sul- 
phurie acid (formerly 34 parts of acid were used); and it is 


necessary that the acid be always maintained in excess, in 
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order to retain the argentic sulphate produced in the process 
always in solution. 

The digesters were formerly vessels resembling stills, each 
one being set in a frame of wrought iron, and provided 
with a spout, together with a lid or head, connected by a 
platinum tube or neck with a Jong leaden condensing pipe 
running between two rows of digesters, and which pipe 
served to convey the liquid condensed products, consisting 
of sulphuric acid with a little argentic sulphate carried over 
mechanically, to a reservoir placed for their reception. The 
condensation pipe is so placed that the particles of argentic 
sulphate, ctc., collecting in it may he washed out into the 
receiver by a little sulphuiic acid; while the gascous pro- 
ducts—sulphurous anbydride—were conveyed forward into 
a leaden chamber of some 30) fect in length, in which the 
sulphurous anhydride is reconverted by appropriate methods 
into sulphuric acid, which is then again used in the process; 
and finally, before reaching the atmosphere, any gases pass- 
ing from the condensing chiumbers are conveyed into a drum 
containing calcic hydraice. 

These platinum digesters are, however, replaced in the 
larger refineries by vessels of cast-tvon, white or mottled iron 
being preferred, it being found that these vessels are unacted 
upon by the at.ong acid employed in the operation, since the 
surface of the vessel becomes conted with a thin layer of 
metallic silver. Two of these vessels are heated over the 
same fire, and charges of about 10 ewt. of metal can be heated 
at once, while about 80 Ibs. is the charge of a platinumevessel. 

The granulated alloy and the auid having Leen introduced 
into the digester, its temperature is then raised to boiling, 
during which sulphurous anhydride (SO,) is copiously evolved, 
with the conversion of the silver and copper into argentic 
and cupric sulphates respectively, according to the following 
equations :— 


2H,80; + Cu=CuS80, +2H,0+S80,, 
2H SO, +2Ag—Ag,S0, +9H,0+80,, 


the sulphurous anhydride being conveyed, as already noted, 
through a condensing apparatus for its collection and utiliza- 
tion, The chemical action continues during from three to 
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four hours, after which the acid liquid is withdrawn, and a 
fresh but smaller portion of acid added to the residue in the 
digester. The boiling is then renewed for a short time, after 
which the contents of the digester are allowed to remain at 
rest for some time to allow of the subsidence of the gold; and 
this forms one of the difficulties of the process; for, during the 
period of rest, bul,vles of gas continue to rise at intervals, 
raising with them and again diffusing the particles of gold 
throughout the liquid. When the metal has subsided, the acid 
liquid is again decanted into vessels lined with lead, where it 
is considerably diluted, while the gold left in the apparatus 
requires very careful und continued washing with hot water 
to free it from argentic and cupric sulphate, the latter being 
soluble only with difficulty in the acid liquid. After most 
careful washing, the metal is zenerally boiled i a platinum 
vessel, for a second short period, along with a further propor- 
tion of sulphuric acid, after which the washing is repeated, 
and the gold is dried, melted, an‘ cast into bars. 

The acid liquors containing argentic, and some cupric 
sulphat, are then treated for the recovery of the silver. The 
liquid contained in a v’~sel lined with lead 1s diluted con- 
siderably, and then heated by passing steam from a boiler 
through perforated leaden vipes into the solution, when the 
argentic sulphate is dissolved in the builmg water, and the 
silver precipitated. theretrom by the introduction of copper 
shavings, scrap, ctc., the r.uction } sing continued until the 
solution ccases to give a white -rdy precipitate with sodic 
chloridg, upon which the fnely-dividee grey powder of metallic 
silver ‘s allowed to subside, and the solution of cupric sul- 
phate is decanted or rvn off‘ into auother vessel. The deposited 
silver is then collected, well washed, drained, and afterwards 
pressed by hydraulic pressure for the expulsion of water, when 
the cakes, after drying, are melted in plumbago crucibles and 
cast into bars. : 

The solution containing cupric sulphate is evaporated in 
leaden pans until crystals form, and in this manner the whole 
of the copper is extracted as cupric sulphate; after which the 
excess of acid emaining in the pans, and known as “black 
acid” from its black colour, due to admixture with dust, dirt, 
ete., mechanically mixed with it, is further concentrated and 
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either used for manufacturing purposes or utilised in a repe- 
tition of the parting process. 

The process of parting by sulphuric acid thus involves the 
following series of operations:—-1°. Alloying with the proper 
proportion of silver and granulation of this alloy. 2°. Boil- 
ing of the alloy with an excess of sulphuric acid (from two to 
three times the weight of the alloy) in cast-iron or platinum 
vessels. 3°. Subsidence of the gold and decantation of the 
acid solution containing argentic and cupric sulphate. 4°. 
Further treatment with acid, and decantation of the liquid 
as before. 5°. After washing the gold, again boiling with 
sulphuric acid in platinum vessels. 6°. Wash, dry, melt, and 
cast the gold into ingots or bars. In addition, there are two 
subsidiary operations for the extraction of the silver from the 
decanted acid liquors, viz.:—1°. Precipitation of the silver 
by copper plates or turnings introduced into the solution. 
2°. To wash well, dry, melt, and cast the deposited silver 
into bars. 

The gold refined by the sulphuric acid process has been found 
to contain small quantities of plumbic sulphate, and traces of 
auric sulphide, when lead or auric sulphide has been present 
in the original gold. Hence, if this method of refining or 
parting is to be applied, it is necessary, if the metal contain 
lead, tin, or auric sulphide, to remove the sulphur and the 
first-mentioned metals before treating it with the acid; and for 
this purpose recourse 1s usually had to cupellation for the 
elimination of the lead, while the tin and sulphur are removed 
by fusion with sodic carbonate and nitre. And in the mints 
employing the sulphuric acid process, the gold is frequently 
made a little finer by treating it after parting with sodic 
sulphate and sulphuric acid, either in iron pans or upon the 
hearth of a small furnace, by which means a little more silver 
can usually be extracted, due to the higher temperature that 
can be attained under these conditions without vapourising 
the acid. 

151. Dry Methods of Gold Parting—-Of the various-dry 
methods employed for the separation of silver, etc., from gold, 
the “chlorine process,” introduced by Mr. F. B. Miller, has been 
for some time in use in Australia and New Zealand, for the 

treatment of gold containing not more than about 10 per cent, 
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of silver, and from whence favourable reports of its success 
have been received. It has also been successfully employed 
_for the toughening of brittle gold in thé English mint. The 
chlorine process obviates the expensive necessity of alloying 
the gold with two or three times its weight of silver, for no 
other purpose but to ensure success in the process of parting; 
while for treatment with chlorine the gold is simply melted in 
a clay crucible, often enclosed for the sake of safety in a second 
or black-lead crucible. The clay crucible is fitted with a lid, 
in which is an aperture for the introduction of a clay pipe, 
by which the chlorine generated in a suitable apparatus is 
conveyed to the bottom of the melted mass of gold, the sur- 
face of the latter being covered with a layer of borax, which 
thus acts as a cover for preventing the loss of metal by vola- 
tilization; while the crucibles are also frequently saturated 
with a solution of the same salt, so as to render them non- 
absorbent or impermeable to the fused argentic chloride pro- 
duced in the process, and which it is one object to collect for 
the extraction of its silver. The chlorine thus conveyed 
beneath the molten gold is for a period absorbed as quickly 
as it is introduced, attended with the conversion of the metals 
—arsenic, antimony, bismuth, lead, and zinc, which may be 
associated with the gold—into their respective chlorides, 
which are volatilised at the temperature employed; whilst 
the silver cullects in a fused state as argentic chloride. 

The first stage is marked by the escape of white vapours, 
consisting chiefly of the chlorides of the baser metals; but 
after a time orange-coloured vapours begin to appear above the 
metal, indicating that the process is completed, after which, if 
the current of chlorine be continued longer, a portion of the 
gold will be attacked and give rise to a small loss, although 
auric chloride is again decomposed at a temperature of about 
420°F. (216°C.), Accordingly, on the appearance of coloured 
vapours, the crucible is withdrawn from the fire and allowed 
to rest for a period of about 10 minutes, or until the fused 
gold has set, when the still fluid argentic chloride is poured. 
out into a flat mould, forming a slab of a convenient form 
for its subsequent reduction, and separation of the small pro- 
portion of gold which it still frequently retains. The refined. 
gold is now remelted and cast into bars in the usual oe 
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The slab of argentic chloride is either at once treated for 
its silver by placing it between a pair of wrought-iron plates, 
and immersing the whole for about twenty-four hours into a 
dilute solution of sulphuric acid, by which treatment the silver 
is wholly reduced; or, since the argentic chloride obtained as 
above frequently retains small quantities of gold, Miller pro- 
poses to first fuse the chloride with a little potassic carbonate, 
by which a small quantity of the silver is reduced, which, in 
separating from the mass and collecting in the bottom, takes 
up and alloys with the whole of the gold. After this treat- 
ment the silver is reduced from the argentic chloride in the 
manner indicated, while the gold originally contained in it 
has been thus concentrated in a small button of metal. 

The method of separating gold and silver by means of litharge 
and sulphur, sometimes employed in the treatment of alloys 
poor in gold, is, however, only a method for the concentration 
of the gold in,a smaller quantity of silver, which alloy then re- 
quires treatment by one of the “wet methods” for the separa- 
tion of the two metals. For concentration according to this 
method, the granulated alloy is fused with three-tenths of its 
weight of sulphur, and a little litharge is then added. In 
this manner sulphurous anhydride is evolved, and a regulus 
of plumbic sulphide, containing also silver, separates and 
floats above a metallic product consisting of a portion of the 
silver with almost the whole of the gold; and, on cooling, the 
metallic portion is readily detached from the reguline mass 
above, by simply breaking up the mass. Thus, by repeating 
the treatment upon the concentrated alloy of silver and gold so 
obtained, a further increase in the proportion of gold present 
in the metallic portion may be effected, and the operation is 
thus repeated until the gold constitutes about one-fourth of 
the alloy, from which the gold is finally separated by either the 
sulphuric or nitric acid process of parting; whilst the reguline 
portion first separated upon fusion with litharge, yields a 
further quantity of silver, which stills retains a small propor- 
tion of gold. 

Another dry method for the separation of these two metals 
consists in fusing the auriferous alloy with twice its weight 
of antimonic sulphide, with constant stirring of the crucible 
charge; while if the proportion of silver exceeds 60 per cent, 
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of the alloy, then a little sulphur is also added to the charge. 
By these means an argentic sulphide, retaining a small propor- 
tion of gold, is formed, and collects as an upper stratum in 
the crucible; while the separated antimony alloys with the 
greater portion of the gold, and forms a lower layer in the 
crucible. The fusion is repeated upon the argentic sulphide, 
with the addition of a further proportion of antimonic sul- 
phide, by which a further quantity of gold is collected as 
before, as an alloy of antimony and gold. The gold is then 
separated from this alloy by the oxidation of the antimony, 
effected either by treating the alloy in a muffle, by fusing 
the alloy and oxidizing the antimony by directing a blast 
of atmospheric air upon it, or the oxidation is effected by 
fusing the alloy with three times its weight of nitre. 

A dry method known as the “ cementation” plan is adopted 
in America, according to which process the granulated alloy is 
interstratified in crucibles or pots of porous clay, with a 
“cement powder” consisting of 1 part of common salt (NaCl) 
with 2 of brick-dust (burnt clay), The pots thus charged 
contain from 10 to 15 Ibs. of the alloy with the necessary 
amount of cement powder, when they are covered with lids 
and introduced into wood fires, where they are heated to red- 
ness, and the heat maintained for from 24 to 36 hours, during 
which time a large proportion of water is produced by the com- 
bustion of the wood, a portion of which obtains access to the 
contents of the crucibles through their porous walls. In this 
manner common salt (NaCl), silica, and water, are brought 
into contact at a red heat, when the sodium of the common 
salt derives oxygen from the water with the production of 
soda, Which immediately combines with the silica, producing 
sodic silicate; while at the same time the chlorine from the 
sodic chloride joins the hydrogen of the water, with the pro- 
duction of hydrochloric acid, and the last mentioned at this 
temperature attacks the silver with the formation of argentic 
chloride and the evolution of hydrogen; whilst the argentic 
chloride is itself fused and absorbed by the brick-dust, leaving 
thereby a fresh portion of the alloy to be acted upon by a 
repetition of the same cycle of operations, 50 that in this 
manner, by an action of cementation, the gold can be obtained 
nearly free from silver, or from 21 to 23 carat fine, 
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152. Sweep Refining. —Gold sweep is the name applied 
to the dust of jewellers’ and gold or silversmiths’ workshops, 
which is collected and refined by melting it in a reverberatory 
furnace with a mixture of coal-slack, and the finely-ground 
lead slags produced in the ore hearth or other furnace, whereby 
metallic lead is liberated, and serves to collect the particles of 
metallic gold contained in the sweep; while to prevent loss of 
silver in the slag, scrap-tron is occasionally introduced, which 
separates and combines with any sulphur contained in the 
slag, preventing thereby the escape of the silver, which thus 
separates in combination with the alloy of gold and lead. 
These metals are afterwards separated according to the methods 
already described of cupellation and parting. 


CHAPTER VII. 


NICKEL. 

NIcKEL is always associated with, and is very closely allied 
to cobalt in its chemical qualities and affinities, rendering 
their separation a matter of some considerable difficulty ; and 
the methods pursued for this purpose are rather chemical 
than strictly metallurgical processes, since, of the various 
methods for the preparation of nickel, they all necessitate 
recourse to a series of wet processes for the final separation 
of the cobalt, etc., and the production of an oxide of nickel, 
which processes form an intermediate stage between the 
concentration of the nickel in a nickeliferous regulus, and the 
final reduction of the metal by charcoal from its oxide. The - 
price of this metal has much increased of late years, owing 
to the increased demand arising from its introduction into 
the fractional currency of Belgium, Switzerland, and Ger- 
many; and the increased consumption of its alloys, such as 
German silver, etc., in the production of numerous articles 
in imitation of sterling silver, and also as a medium for the 
receptiofi of electro-plate. This metal, alloyed with iron, forms 
a principal ingredient of those remarkable bodies known as 
meteoric stones or aérolites. 

153. Physical and Chemical Qualities.—Nickel is grey, 
approaching almost to a silver whiteness in colour; it is 
ductile, malleable, weldable, and very tenacious, in which 
latter quality it rivals iron. But its malleability is impaired 
by the presence of copper, while the same metal increases its 
fusibility, pure nickel requiring a very high temperature for. 
its fusion, thought it is somewhat more fusible than wrought 
iron; while nickel containing small quantities of carbon 
ig more fusible than the pure metal. The presence of a 
little cobalt is said to increase the ductility of the metal. 


326 METALLURGY. 


Nickel in the massive state does not readily tarnish by 
exposure to the atmosphere; but in the finely-pulverulent 
state, as obtained by the reduction of its oxide by hydrogen, 
it is spontaneously inflammable, and.if heated and then 
immersed in oxygen, it burns like iron, with the production 
of oxide of nickel. This metal is magnetic at ordinary tem- 
peratures, but loses its magnetism by heating to 250°C. 
(482° F.), again recovering the quality upon cooling. Its 
specific gravity ranges from 8-6 to 8°8 according to the 
mechanical treatment it has received. At high temperatures 
it is reduced from its oxide by carbon, carbonic oxide, or 
hydrogen; and it is soluble in nitric or nitro-hydrochloric 
acid, the solutions of its salts having a green colour. With 
arsenic it forms an important natural and artificial product 
known as “speise.” Nickel is of somewhat extensive appli- 
cation for the manufacture of white malleable alloys with 
copper, zine, ete., constituting nickel or German silver, etc. 
The chemical symbol of nickel is Ni, and its atomic weight 
is 58°8. 

Commercial nickel is rarely pure, but often contains only 
from 56 to 86 per cent. of nickel, as indicated by the follow- 
ing analyses of Lassaigne— 
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154. Nickel and Oxygen.—Nickel combines iti two pro- 
portions with oxygen, yielding thereby a protoxide or nickel- 
ous oxide (NiO), and a sesquioxide or nickelic oxide (Ni,O,). 

Nickelous cade (NiO) is an olive or greyish-green powder, 
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produced. by igniting nickelous nitrate or carbonate in closed 
crucibles. It is non-magnetic, does not absorb oxygen from 
the atmosphere, and it constitutes the base of the salts of 
nickel. It is reduced by hydrogen at a red heat, and by 
charcoal at a white heat, the latter decomposition forming 
one of the stages employed in the preparation of metallic 
nickel; according to which a nickelous oxide is first separated, 
and this is heated with charcoal in clay cylinders for the 
reduction of the metal. 

The hydrate of this oxide is precipitated as a pale apple- 
green precipitate, when caustic potash is added to a solution 
of a soluble salt of nickel, Nickclous hydrate is soluble in 
acids and also in ammonia; and on the application of heat it 
parts with water and yields, if the temperature be not too 
high, the higher or nickelic oxide. 

Nickelte oxide (Ni,O,) is obtained upon the calcination of 
nickelous nitrate or carbonate at a red heat, when it forms a 
black powder, which, at a higher temperature, is resolved 
into nickelous oxide and oxygen. 

155. Nickel and Sulphur.— Nickel unites with sulphur 
in three proportions, yielding thereby a di-nickclous sulphide 
(Ni,S), a protosulphide or nickelous sulphide (NiS), and 
nickelic disulphide (NiS,). 

Di-nickelous sulphide (Ni,S) forms a pale yellow, britéle, 
magnetic, and readily fusible body, produced when the 
sulphate of nickel is reduced in a current of hydrogen gas. 

The grotosulphide of nickel or nickelous sulphide (NiS) 
constitutes the most important combination of these elements, 
occurring native as nickel pyrites or capillary pyrites described 
under the ores of nickel. It also results when sulphur 1s 
fused with finely-divided nickel, likewise when sulphur acts 
upon oxides of nickel heated to redness, or when nickelous 
oxide is ignited and reduced by a current of sulphuretted 
hydrogen. An impure variety also results upon the reduc- 
tion of nickelous sulphate by carbon. The direct union of 
nickel and sulphur is attended with the production of light, 
the combination taking place with considerable violence, and 
at a temperature below the melting point of sulphur. This 
sulphide is a brass-yellow body, with a metallic lustre 3 Ib is 
decomposed by ignition in air or when heated in chlorine 
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gas, but not by hydrogen at a red heat; and it is not so 
readily fusible as the sulphide first described. 

A hydrated nickelous sulphide is precipitated as a dark 
brown or black precipitate upon the addition of ammonic 
sulphide to a neutral solution of any salt of nickel; but it 
oxidizes by exposure to the atmosphere, with the production 
of a soluble sulphate, and it is also sparingly soluble in an 
excess of ammonic sulphide. If heated out of contact with 
the air the hydrated sulphide parts with its water and yields 
the anhydrous sulphide. 

Nuckelic disulphide (Ni8,) forms a steel-grey powder when a 
mixture of nickelous carbonate , potassic carbonate, and sulphur 
is heated to dull redness. It is decomposed by chlorine with 
the production of the chlorides of nickel and sulphur. 

156. Nickel and Arsenic. —A combination of these 
elements occurs native; one of the principal ores of the metal 
——“copper nickel or kupfernickel”—being an arsenide of 
nickel, and other ores as Cloanthite, Rammelsbergite, etc., are 
essentially arsenides of nickel; while the artificial product 
known as “ speise,” from which the metal is largely ex- 
tracted, contains nickel chiefly as arsenide. Union of nickel 
and arsenic occurs when finely-divided nickel is heated in a 
closed vessel with an excess of arsenic; and arsenic is made 
the vehicle for concentrating and separating nickel from most 
of the other metals (except cobalt), with which it occurs 
associated, arsenic thus playing a similar part in the metal- 
lurgy of nickel and cobalt that sulphur does in copper smelt- 
ing. Small quantities of arsenic suffice to rendef nickel 
readily fusible. 

Four compounds of nickel with arsenic, corresponding to 
the formule Ni gAs,Ni,As,,NiAs,NiAs., are described as 
occurring native or as being capable of production artificially, 
the first-mentioned forming a brittle, non-magnetic body 
when nickel and arsenic are heated together in the manner 
stated above, or when arsenate of nickel is heated to white- 
ness in a crucible lined with charcoal; while the second 
formula corresponds to a crystallised speise sometimes occur- 
ring in smalt works; and the remaining two varieties occur 
as native products, constituting ores of nickel of more or less 
importance. 
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157. Nickel Speise.— This is a brittle, metallic-looking 
body, consisting essentially of a mixture of the arsenides 
cts uae and occasionally also antimonides of nickel, iron, 
and copper, which collects in the bottom of the pot in the 
preparation of smadts by the fusion of the roasted arsenides 
and sulphursenides of these metals with certain fluxes, after 
the manner detailed on page 342, which product (speise) is 
then employed as a source of nickel. The composition of 
this body is indicated by the following analyses— 
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If an arsenide of nickel, cobalt, and iron be roasted or sub- 
jected to the joint influence of heat and air, the iron first 
suffers oxidation, leaving the nickel and cobalt in combina- 
tion with the arsenic; so that, on the fusion of such a com- 
pousd with silicions matters, after previously roasting it to 
a degree only sufficient to oxidize the iron, then the oxidized 
product (iron) is slagged off, leaving a speise of the arsenides 
of nickel and cobalt; while, if the roasting be again repeated 
upon the last-mentioned product, the cobalt first suffers xida- 
tion, and then fusion of the imperfectly roasted materials with 
silicious matters yields a slag or glass of cobalt, whilst the 
nickel remains in combination with the arsenic. Iron, cobalt, 
and nickel are in descending order of oxidability, and would 
accordingly be slagged off in this order, as above indicated, 
by alternately imperfectly roasting and fusing with successive 

rtions of silica, quartz, or other silicious matters. 

158. Ores of Nickel.—Of the ores of nickel the most 
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important, and those from which the nickel of commerce is 
largely obtained, are kupfernickel and nickel speise; while the 
other more important of its ores are nickeliferous pyrites, 
nickel glance, arsenical nickel, etc. The ores of nickel occur 
in most parts of the world where other metalliferous deposits 
exist; but the most abundant supplies are found chiefly in 
Norway, Sweden, Hungary, and South America. 

Kunfernickel, false copper or copper nickel, is an arsenide 
of nickel (NiAs,), constituting the principal ore of the metal. 
It occurs as a coppery-red, opaque, brittle body, sometimes 
crystallised in hexagonal forms, at others in massive, reni- 
form, columnar, or arborescent forms. Its specific gravity 
varies between 7°3 and 7:5, and its hardness is 5:5. Tis 
streak is pale brownish-red; it possesses a metallic lustre, 
and exhibits a grey or blackish colour when tarnished. Ana- 
lyses of this mineral show it to contain from 35 to 45 per 
cent. of nickel, the residue being chiefly arsenic, with only 
small proportions of sulphur, iron, etc., but occasionally anti- 
_™mony is present in not inconsiderable amount. This mineral 
occurs in Bohemia, Thuringia, Hesse, Styria, Saxony, Nor- 
way, Westphalia, Hungary, France, Cornwall, Connecticut, 
etc., usually associated with ores of cobalt, silver, and copper. 
and occurring in gnciss, mica-slate, clay-slate, quartz, syenite, 
etc. Other arsenides of nickel occurring native are Cloan- 
thite, Lammelsbergite, etc. 

Nickeliferous pyrites or capillary pyrites (NiS) is a native 
sulphide of nickel which occurs as a brass-yellow, brittle, 
opaque solid, having a metallic lustre, with a hardness of 
from 3 to 3:5, and often occurring in rhombohedral crystals, 
although most frequently occurring in strings or threads along 
with other minerals. It is found in Bohemia, Przibram, 
Andreasberg, Johanngeorgenstadt, Riechelsdorf, etc., in Corn- 
wall, and in Pennsylvania. 

Nickel glance is a silver-white or steel-grey brittle mineral, 
with a metallic lustre, a greyish-black streak, and a hardness 
of from 5 to 5:5. It occurs massive or crystallised in mono- 
metric or cubic forms. Jt varies much in composition, but 
contains usually from 25 to 30 per cent. of nickel, with from 
40 to 45 per cent. of arsenic, and from 15 to 20 per cent. of 
pulpbur; while other varieties contain from 40 to 50 per 
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cent, of antimony, and smaller proportions of arsenic. Tt 
occurs in Sweden, Westphalia, Thuringia, Hartz, Styria, 
Hungary, ete. 

Amongst other minerals containing nickel in large propor- 
tions may be noted millerite, a native nickelous sulphide; 
emerald nickel, a native nickelous hydrocarbonate; anna- 
bergite or nickel bloom is an arseniate of nickel. 

159. Extraction of Nickel.— Works for the extgaction of 
nickel, or for the preparation of the nickeliferous regulus, 
speise, etc., from which the metal is extracted, exist at 
Swansea, Birmingham, in Belgium, Westphalia, Silesia, 
Saxony, Austria, Hungary, Sweden, Norway, and the 
United States. As alrcady noted the metal is chiefly ex- 
tracted from kupfernickel, or from a concentrated nickel- 
verous regulus, speise, etc., the latter consisting of an arsenide 
of nickel, etc., as indicated by the analyses on page 329, and 
prepared in the smalt works in the manner described, page 
342. But besides these, other ores are treated for the pro- 
duction of a regulus or nickel speise; thus in the Grand 
Duchy of Baden there occurs a magnetic pyrites with copper 
pyrites, which contains from 2°5 to 5 per cent., and sometimes 
even 10 per cent. of nickel, and this ore is smelted in blast 
furnaces for a regulus which is calcined, remelted, and at last 
retined so as to yield a metal containing from 60 to 63 per 
cent. of nickel, 24 to 27 per cent. of copper, and only ‘03 to 
‘05 per cent. of iron, which product is then sold to the nickel 
refingrs for the extraction of the nickel. Again, in Norway 
the ore is a magnetic pyrites containing usually from 1:‘5 to 
3 per cent. of nickel, although occasionally reaching to 5 or 
7 per cent. of this metal. This ore is first calcined in large 
heaps, then smelted with coke in blast furnaces to obtain a 
regulus, coarse-metal, or speise, containing from 15 to 17 per 
cent, of nickel. This product is again roasted in kilns and 
smelted for a second regulus containing from 30 to 35 per cent. 
’ of nickel, which is then remelted with coke in an open hearth 
under the oxidizing influence of a strong blast, by which 
nearly the whole of the iron, with a portion of the sulphur, is 
oxidized,’ and an alloy, white metal or rich speise, containing 
from 50 to 60 per cent. of nickel, with from 25 to 30 per 
cent. of copper, and 24 to 26 per cent. of sulphur, is obtained ; 
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and this rich speise is subsequently treated by chemical 
means, at the nickel refineries, for the separation of the 
nickel. 

The exact methods of procedure observed in the extraction 
of nickel are kept as secret as possible; yet several methods 
have been published by various authors, from which the 
following are collected. If kupfernickel or speise be the sub- 
ject of operation, the product is reduced to powder, and after 
sifting, it'is carefully roasted at a gentle heat, for the expul- 
sion of the greater portion of the arsenic, whilst the nickel 
and cobalt are oxidized; but the process requires to be re- 
peated with an admixture of charcoal dust, so as to decom- 
pose any arseniate of nickel] formed in the first roasting, and 
these operations are repeated until the ore ceases to evolve any 
arsenical vapours, or is perfectly sweet. Or instead of directly 
roasting the powdered speise, it is a practice at Birmingham 
to first fuse the speise with chalk and fluor-spar in a rever- 
beratory furnace, then throw away the slag so obtained and 
grind the fused product, after which it is roasted as before 
in a reverberatory furnace for about 12 hours, or until 
arsenical fumes cease to be evolved. After this roasting the 
product contains principally nickel, cobalt, iron, copper, small 
quantities of arsenic and possibly of bismuth, and it is then 
subjected to a series of wet operations for the extraction of 
nickelous oxide free from arsenic and the other metals, and 
it is the exact mode of procedure observed in these opera- 
tions that are generally considered as trade secrets, and not 
therefore usually divulged, yet, as before mentioned, numerous 
methods have been published, from which the following may 
be cited. 

According to a method pursued at Birmingham, as pub- 
lished by Louyet, the roasted ore is to be digested with hydro- 
chloric acid, the solution being heated by steam, when the 
acid thus dissolves almost the whole of the ore or regulus, 
and the solution so obtained contains the chlorides of nickel, 
cobalt, copper, iron, and possibly of bismuth, along with traces 
of arsenic acid; the solution is then largely diluted with 
water, by which bismuth, if present, is largely precipitated 
as oxychloride, and bleaching powder (chloride of lime) is 
then added to peroxidize the iron; while, should there bo 
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an absence of iron in the solution, then ferric chloride 
must be added in order to precipitate the arsenic acid in 
the form of a basic arseniate of iron, after which the solu- 
tion is neutralised by the addition of milk of lime, which 
precipitates as ferric oxide the residue of iron remaining in 
the solution. The precipitate, after well washing with water, 
is thrown away, and the filtrate then contains the nickel, 
cobalt, copper, and perhaps traces of lead and bismuth; the 
iron, arsenic, and most of the bismuth having been removed 
in the precipitate, and the copper along with any lead or 
bismuth remaining, are now separated by passing a current 
of sulphuretted hydrogen through the liquid until the filtrate 
gives a black precipitate on the addition of ammonia, show- 
ing that the sulphuretted hydrogen is present in excess, and 
that the whole of the copper has been precipitated. The 
solution is then filtered from the precipitate of cuprous sul- 
phide, etc., the latter being washed with water, and the 
washings added to the filtrate; the solution so obtained, and 
which now contains only the metals, nickel and cobalt, is 
boiled to expel the excess of sulphuretted hydrogen, after 
which it is neutralised by lime, and then chloride of lime 
is added to precipitate any cobalt, which precipitate after 
ignition, is sent into the market for sale as cobaltous oxide; 
while the nickel is subsequently precipitated from the filtrate 
as hydrated oxide by the addition of milk of lime, and after 
washing is dried and subsequently reduced to the metallic 
state by strongly heating with powdered charcoal, in the 
manner to be subsequently described. 

Aemethod of separating the oxide of nickel described by 
Berthier, consists in first mixing the roasted speise or kup- 
fernickel with an amount of iron, determined by a previous 
experiment as being necessary for combination with the arsenic 
acid, whereby the latter may be removed as ferric arseniate. 
The mixture of roasted materials and iron is then dissolved 
with the aid of heat in nitro-hydrochloric acid (aqua regia), 
containing an excess of nitric acid; this solution is then 
evaporated to dryness, and the product treated with water, 
by which much of the ferric arseniate is left as an insoluble 
residue, while the little that is taken up in solution is pre- 
cipitated along with any cupric oxide by the addition of sodic 


334 METALLURGY. 


carbonate to the filtrate, continuing the addition of the sodic 
carbonate with constant stirring of the solution until the 
precipitate shows a green tint. The precipitate thus thrown 
down rapidly changes upon exposure to the atmosphere, from 
white to brown, and if this change does not occur, it indi- 
cates an insufficiency of ferric oxide in the solution, and it 
becomes necessary to add ferric chloride to the solution ; whilst 
any excess of ferric chloride. so introduced is subsequently 
precipitated by the cautious addition of sodic carbonate. To 
the filtrate is then added sulphuretted hydrogen, by which 
the remainder of the copper is precipitated; and the nickel 
and cobalt present in the filtrate are then completely pre- 
cipitated at a boiling temperature by the addition of sodic 
carbonate. The precipitate, consisting of the carbonates 
of nickel and cobalt, is now thoroughly washed, and then 
diffused through water into which chlorine gas is passed so 
long as it is absorbed, after which the solution is exposed to 
the atmosphere for the evaporation of the excess of chlorine 
so introduced, and then filtered, upon which the nickel freed 
from cobalt passes into the filtrate as the soluble nickelous 
chloride, whilst the precipitate remaining on the filter con- 
sists of cobaltous oxide containing also a little oxide of nickel. 
The oxide of nickel is afterwards precipitated from the solu- 
tion by the addition of an alkali, and when washed and dried 
is then reduced by charcoal. 

Several other wet processes have been described for the 
separation of the oxides of nickel and cobalt from the roasted 
speise, kupfernickel, or other nickeliferous product, but the 
above suffice to indicate the general method pursued jn the 
preparation of nickelous oxide from which the metal is 
reduced. 

Metallic nickel is always extracted on the large scale from 
its oxide, prepared by the above or similar methods, its re- 
duction being effected by very strongly heating the oxide with 
charcoal, For this purpose the dried nickelous oxide is broken 
ap into small pieces, and mixed with powdered charcoal; 
this mixture being introduced into a series of fire-clay cylin- 
ders, open at their upper extremity, while their lower end is 
conical in form, and contains an aperture for withdrawing 
the charge. These cylinders are set vertically in a fire-grate 
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or furnace, the conical end of their lower extremities passing 
beneath the fire-bars, whilst their upper ends are left open 
for the introduction of the charge. The mixture of oxide 
and charcoal having been introduced, the fire is then urged 
strongly, when the metal reduced by the ascending current of 
carbonic oxide collects in the bottom of the cylinders in a 
very imperfectly fused state, the lumps of metal so obtained 
still retaining the original form of the pieces of oxide intro- 
duced, thus indicating that the reduction is effected by a species 
of cementation, the reduction proceeding from the exterior 
towards the intcrior without absolute fusion. The reduced 
metal is withdrawn at intervals through the apertures in the 
bottoms of the cylinders, and fresh portions of the charging 
mixture are added from time to time at the mouth of the 
cylinders, so as to render the process continuous during the 
whole time of the reduction, or until it is necessary to stop 
the process for repairs, etc. If the metal be required in 
ingots, it is necessary to fuse the lumps obtained in the last 
stage, for which purpose the strongest head of a wind furnace 
or forge fire is required. 

160. Alloys of Nickel.—The chief application of nickel to 
the arts is in the manufacture of the various white malleable 
alloys, coustituting German or nickel silver, packfong, elec- 
trum, and tutenag, formed by alloying it with varying pro- 
portions of copper and zinc; thus German silver is an alloy 
of 5 parts of copper, with from 2 to 3 parts of nickel, accord- 
ing to its quality and intended use, and 3'5 parts of zinc; 
while in electrwm, to 8 parts of copper and 3:5 of zinc, from 
4 to 6 parts of nickel are added, and the Chinese tutenag 
contaizw about 8 parts of copper to 3 of nickel, and 6°0 of 
zinc. 

161. Nickel Silver or German Silver.—This alloy, now 
prepared largely as a basis for electro-plating upon, and as @ 
substitute for silver, consists of copper, zinc, and nickel, In 
proportions varying with the purpose for which it is intended. 
The alloy, composed of 5 parts of copper with 3 of zinc and 
9 of nickel, is employed for electro-plating upon; while for 
use in the manufacture of table-forks, spoons, ete., a better 
alloy, consisting of equal parts of nickel and zinc, with 2 of 
copper, 18 employed, and for rolling purposes an addition of 
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about 2 per cent. of lead is made; whilst for casting 50 
parts of copper, 20 of zinc, and 25 of the best pulverised 
‘nickel, forms a good alloy. The addition of a small quantity 
of iron or steel increases the hardness and brittleness of the 
alloy, and at the same time renders it whiter in colour. The 
following analyses are given by Dr. Lamborn— 


ANALYSES OF GERMAN SILVER. 


Copper. | Nickel. | Zine. 











English German Silver, . .  % ‘ 61°3 | 191 | 19°] 
Sheffield German Silver, . : . . 57°0 | 24:0} 13:0 


Owing to the high temperature required for the fusion of 
the nickel, and the low melting point and ready oxidability 
of zinc, the preparation of this alloy is attended with a con- 
siderable loss of zinc, and special care is accordingly required 
in its production. In the manufacture of nickel silver, three 
methods are pursued: either the copper and nickel are melted 
together in a separate crucible, and the heated zinc added to 
the bath in small pieces; or the zinc is first melted with one- 
half of the copper, and the alloy so formed cast into thin plates. 
so as to be easily broken, whilst the nickel is melted with the 
second portion of the copper in another crucible, to which, 
after thorough mixture, the first alloy is added in small 
pieces until the necessary composition has been attained; or 
thirdly, the constituent metals are arranged in layers in the 
crucible, with copper forming the lowest and uppermost, layer, 
and the surface is then well covered with charcoal, when the 
crucible is heated in an air furnace with a strong draught so as 
to rapidly melt the metals, which are stirred continuously to 
ensure their thorough incorporation, especially of the diffi- 
cultly fusible nickel. 

German or nickel silver is greyer in colour and harder 
than silver, and is capable of receiving a high polish; its 
fracture after casting is strongly crystalline, and the alloy 
requires, in the first instance, careful annealing before rolling 
or hammering; but after the crystalline character has been 
thus overcome, the metal may be hammered and rolled into 
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a variety of forms, while some specimens possess considerable 
elasticity. German silver acquires a yellow tarnish when 
exposed to the atmosphere, and in acid solutions, as vinegar, 
with access of air, it becomes coated with a layer of green 
verdigris; heated to bright redness in the atmosphere, the 
alloy fuses whilst a proportion of the zinc burns away. 

An alloy possessing many of the qualities of German silver 
may be prepared by alloying together copper and manganese, 
or copper, zinc, and manganese, thus substituting manganese, 
for nickel is the original German silver, and an alloy of this 
character is described at page 17. 
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CHAPTER VIIL 
COBALT. 


Tis metal is chiefly employed in the arts in the form of 
oxide, silicate, or other chemical combination, constituting 
the basis of a large number of pigments, and a material largely 
employed for imparting a blue colour to glass, enamels, etc. 
In these forms it appears to have been known from an early 
date, but it was not until 1733 that Brandt determined its 
metallic character, and succeeded in preparing the impure 
metal. 

162. Chemical and Physical Qualities. — Cobalt is a 
greyish-white metal possessing a reddish tinge, and capable 
of receiving a high polish, It breaks with a granular or 
crystalline fracture, and requires a very high temperature for 
its fusion, though somewhat lower than is required to melt 
iron. Its specific gravity after fusion is 8°7; but its mean 
specific gravity is given by Rammelsberg as 8-957. It is 
strongly magnetic, although this quality may arise from the 
almost invariable presence of traces of nickel in the metal. 
It is possessed of great tenacity—a wire of cobalt supporting 
twice the weight required to break the same wire formed of 
iron; and Deville considers it to be the most malleable of 
the metals. Cobalt is not sensibly oxidized by exposure to 
air and moisture at ordinary temperatures, but it oxidizes at 
a red heat, and, when in a fine state of division, takes fire 
if strongly heated, burning with a reddish flame, and as 
reduced from its oxide by hydrogen it is pyrophoric. It 
decomposes the vapour of water at a red heat. Cobalt is 
slowly dissolved by the mineral acids on the application of 
heat, yielding thereby solutions of salts of cobalt, and if 
hydrochloric or sulphuric acid be the solvent employed, then 
hydrogen is also evolved. Cobaltous salts are pink or rose 
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coloured when hydrated, and blue when anhydrous, from which 
quality they are used as sympathetic inks: characters written. 
with the solution of salts of cobalt being almost invisible, 
but on applying heat the salt is rendered anhydrous, and the 
characters appear of a blue colour. The atomic weight of 
cobalt is 58°7, and its chemical symbol is Co. 

168. Oxides of Cobalt.—Cobalt forms two definite oxides: 
cobaltous oxide (Co,O) and cobaltic oxide (Co,O,), and these 
by combination with cach other, give rise to three inter- 
mediate oxides. The oxides of cobalt are the object of a 
regular manufacture, being employed alike by enamellers, 
porcelain painters, glassmakers, etc., for imparting to their 
wares the blue colour known as “ cobalt blue.” 

Cobaltous oaide results when its hydrate or carbonate is 
ignited in closed vessels; and it is also produced along with 
cobaltic oxide, when finely-divided cobalt burns in the 
atmosphere. The first method yiclds the oxide as a greenish- 
grey powder, while, as prepared by the latter method, it is 
obtained as a blackish powder. 

The hydrate of this oxide (cobaltous hydrate) is precipi- 
tated when potash is added to a solution of a cobaltous salt, 
but it loses water at 100°C., when it is converted into the 
anhydrous oxide if air be excluded, or into cobaltic oxide 
(Co,O,) if exposed to the atmosphere. 

Cobaltous oxide is reduced to the metallic state by hydro- 
gen, carbon, or carbonic oxide at a red heat; and if heated 
with sulphur it yiclds sulphide of cobalt and sulphurous 
anhydyide. 

' Cobaltic oxide (Co,O,) is a black body, produced when 
chlorine is passed through water holding cobaltous hydrate 
in suspension, or when an alkaline hypochlorite 1s added to 
a salt of cobalt. 

These oxides, as already noted, are manufactured on the 
large scale (chiefly by the Birmingham nickel refiners) for 
use in the potteries and by glassmakers, enamellers, ete. In 
their production as commercial commodities, the regulus or 
speise obtained in the smelting of ores of nickel and cobalt, for 
the extraction of nickel, are first calcined; then the roasted 
product, containing oxides of nickel, cobalt, iron, copper, and 
probably bismuth, along with some arsenic in the form of 
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arsenic acid and basic arseniates, is dissolved in strong hydro- 
chloric acid. The acid liquid is now neutralised with milk 
of lime and diluted, upon which iron, arsenic, and bismuth 
are precipitated, when after allowing the precipitate to settle, 
the supernatant liquid is drawn off into vats, made acid with 
hydrochloric acid, and a current of sulphuretted hydrogen is 
then passed through the solution, whereby copper, etc., are 
thrown down as sulphides, while the solution still contains 
the nickel and cobalt. When the precipitate has subsided, 
the solution is again drawn off, and the hydrated oxide of 
cobalt is precipitated by the addition of hypochlorite of lime 
or bleaching powder. The hydrated oxide so obtained, after 
heating to redness, constitutes the commercial “blue oxide 
of cobalt,” or if heated to whiteness, 1b is known as “ pre- 
pared oxide.” 

The impurities likely to occur in the commercial oxide are 
the oxides of nickel, iron, copper, lead, zinc, arsenic, anti- 
mony, bismuth, aluminum, silicon, magnesium, and calcium; 
it is also occasionally adulterated by the addition of chalk. 
If these impurities amount in the aggregate to more than 
2 per cent. of the whole, the oxide is totally unsaleable in 
the potteries, except for exceptionally inferior purposes. 

164, Phosphate of Cobalt.—This compound is precipi- 
tated asa deep violet-coloured precipitate, when a solution 
of sodic or potassic phosphate is added to a soluble salt of 
cobalt. The precipitate is used in the pigment “ Zhenard’s 
blue.” 

165. Sulphides of Cobalt. — Cobalt forms compounds 
with sulphur, analogous to the oxides, the more important 
being cobaltous sulphide (Co,8), and cobaltic sulphide (Co,8,). 
The former occurs native, but also results as a grey semi- 
metallic looking mass, when sulphur is projected upon the 
heated metal; or when cobaltous sulphate is heated to white- 
ness with charcoal. Cobaltic sulphide is a dark-grey body, 
obtained by the ignition of cobaltous oxide with sulphur and 
an alkali. 

166. Cobalt and Arsenic.— The combinations of these 
elements give rise to easily fusible compounds, obtained as 
iron-grey, brittle products, when arsenic and cobalt are fused 
together. The arsenides of cobalt also occur native, consti- 
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tuting the chief ores of this metal, as will be indicated subse- 

quently. The arsenides occurring native are, however, never 

quite pure, the cobalt being more or less replaced by nickel 

tae iron, and accompanied by smaller quantities of other 
odies. 

167. Alloys of Cobalt.—With tin, cobalt forms a violet- 
coloured alloy, which is somewhat ductile. The presence of 
cobalt in only small quantities suffices to induce brittleness 
in gold and silver, and with iron it yiclds a very hard alloy. 
The amalgam of cobalt with mercury is silver white, and 
is attracted by the magnet. 

168. Ores of Cobalt.—The chief ores of cobalt are the 
arsenides and sulpharsenides, and their commercial value 
depends not only upon the amount of cobalt present in the 
ores, but also upon their freedom from other metals, with the 
exception of nickel, which should be present in suflicient 
quantity to render its separation profitable. 

Arsenical cobalt, tin-white cobalt or Smaltine (CoAs), is the 
most abundant ore of cobalt; it is tin-white in colour, inclin- 
ing in the massive form to steel-grey. It crystallises in the 
regular system, has a greyish-black streak, is brittle, breaking 
with a granular, uneven fracture, and tarnishes by exposure 
to the atmosphere; before the blowpipe it emits copious 
arsenical fumes, and fuses but with difficulty. This ore 
occurs in the primitive rocks at Freiberg, Schneeberg, and 
Annaberg in Saxony; at Joachimsthal in Bohemia, Reichels- 
dorf in Hessia, and Tunaberg in Sweden; in which localities 
it acwpmpanies silver, bismuth, and copper ores, it also occurs 
in Cornwall. This mineral always contains nickel or iron, 
or both, and it receives various names according as the pro- 
portions of nickel or iron are present in considerable propor- 
tion or otherwise. 

A. higher arsenide of cobalt (Co,As,), known as “ Jfo- 
dumite,” also occurs native in Norway. a 

Cobalt glance, silver-white cobalt, or cobaltine, is a native 
sulpharsenide of cobalt (Co,Ass), corresponding in composi- 
tion to the analogous ore of iron, known as mispickel. 
Cobaltine is silver-white in colour, but possessing a reddish 
hue; it has a metallic lustre, is brittle, and its streak 1s 
ereyish-black; it occurs crystallised in the regular or cubic 
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system, and also massive, granular, or compact. Before the 
blowpipe it emits arsenical fumes, and fuses much more readily 
than smaltine. This ore occurs at Tunaberg, Hokansbié, Wehna, 
etc., in Sweden; at Modum and Skutterud in Norway; also 
in Silesia, Westphalia, and some localities of Cornwall. The 
smalts of commerce are largely prepared from this ore. 

Cobalt pyrites or linneite is a sulphide of cobalt, having a 
steel-grey or white colour, but with a yellowish tinge. It 
occurs in Sweden and in Prussia. 

Earthy cobalt is a variety of “wad” or carthy manganese 
ore, but which contains cobult. 

Cobalt bloom, erythrine, or cobalé mica, isan hydrated arsenate 
of cobalt (Co,AsO, + 4H.,0), which occurs of various shades 
of red, grey, and green, with a peach-blossom coloured streak. 
The earthy variety is peach-blossom coluur, and is an arsenate 
of cobalt containing free arsenious acid. ‘This ore occurs 
in compact reniform masses, or as an incrustation on other 
minerals, and is generally associated with lead, silver, and 
other cobalt ores. Cobalt bloom occurs at Schneeberg, in 
Thuringia, Hessia, Baden, Norway, Bohemia, Cornwall, Cum- 
berland, and in the district of Lake Superior. 

169. Extraction of Cobalt.—Cobalt is not employed in 
the metallic state in the arts, and its extraction is not there- 
fore conducted on the large scale, its compounds with oxygen 
and silica forming the chief commercial forms in which the 
metal occurs. The extraction of the pure metal in the 
metallic state is attended with great difficulty; but it may 
be obtained by intensely igniting the oxalate in a.coeered 
crucible, by the reduction of its oxides with hydrogen at a 
red heat, or by the ignition of the oxide with charcoal. In 
the latter case, however, the metal is contaminated with 
carbon. ‘The metal is also obtained as a fused regulus, when 
the mixture of cobaltous oxide and charcoal is heated in a 
blast furnace, the surface of the product being covered with 
a layer of glass, free from oxides reducible by carbon. 

170. Smalt.—This is a blue pigment or glass consisting 
essentially of potash, oxide of cobalt, and silica, or is a silicate 
of potash (potash glass) coloured by oxide of cobalt; and the 
manufacture of this substance forms almost the only metal- 
lurgic operation in connection with cobalt ores, 
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; The manufacture of smalts comprises two stages, first, roast- 
img or calcination of the ores for the oxidation of the iron, 
etc., and the more or less perfect volatilization of their sul- 
phur and arsenic; secondly, fusion of the roasted product in 
crucibles along with silica (in the form of powdered quartz, 
technically known as sand) and pearl-ashes (carbonate of 
potash), also sometimes a little nitre is added. | 

The ores are first carefully assorted, and the purer portions 
separated; when, after washing to separate the matrix and 
such other portions as allow of separation by these means, 
they are stamped, ground fine, and passed through a fine sieve. 
If the ore contain bismuth, it must be first subjected to a 
process of liquation for the separation of this metal; after 
which treatment, if any bismuth still remain after this pro- 
cess, the greater portion of it will be found forming a layer 
bencath the speise to be presently described. 

The ores, thus freed as thoroughly as possible by mechani- 
cal means from gangue and foreign metals, are then roasted, 
and this forms the most important stage of the manufacture. 
The roasting is conducted on the bed of a roverberatory fur- 
nace, connected with flucs and poison-chambers for the con- 
densation of the large quantities of arsenious acid volatilised 
during the process. The charge of about 4 cwt. of the pasty 
ore is introduced through the front door of the furnace, and 
spread to a depth of 5 or 6 inches over the surface of the 
hearth, the latter, like the roof, being built of fire-stone, fire- 
brick, or tiles. The flame, along with the volatile products of 
the walcination, sulphurous anhydride (SO,), and arsenious 
anhydride (As,O,), are conveyed along a flue, which returns 
around the fireplace before entering into the large chamber 
through which the products pass in their course to the stack, 
and where the arsenious anhydride is condensed and collected, 
the condensation of this product forming an important auxil- 
liary process in the manufucture of smalts. The ore on the fur- 
nace hearth is turned over after two hours cxposure, and is 
stirred at intervals of half an hour until the roasting has 
attained the desired point; the extent to which the roasting 1s 
continued depending upon the freedom of the ore from other 
metals, especially iron, Ifthe ore be free from nickel and other 
foreign metals, that is, if it contains only arsenic and cobalt, 
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then it may be roasted as sweet as possible; when the arsenic 
is to a large extent sublimed as arsenious anhydride, and there 
remains only the oxide of cobalt, with more or less basic arsen- 
ate of cobalt, of which the arsenic acid in the latter is expelled 
as arsenious anhydride and oxygen, on treatment with silica 
at the high temperature required in the subsequent fusion. 
If the ore be. poorer and contain nickel in addition, then the 
roasting is continued only so far as will leave sufficient 
arsenic in the .mass, in the state of arsenide, as is required to 
combine with the nickel in the subsequent fusion, when the 
nickel will be separated as a speise, forming a distinct layer in 
‘the crucible or pot beneath the blue glass of cobalt. If, how- 
ever, both iron and nickel be contained in the ore, it will be 
necessary to regulate the roasting so as to introduce suflicient 
oxygen to oxidize the whole of the iron present, and to leave a 
little more arsenic in the product in the form of arsenides than 
will suffice to combine with the whole of the nickel; when, on 
fusion, the iron, copper, and other readily oxidizable metals 
will pass out in the slag, while the nickel with a little cobalt 
will separate as arsenides constituting the regulus or speise, 
which forms the lowest stratum in the melting crucible; and 
the cobalt will be concentrated in the smalt or blue glass, 
forming the third product. 

The above reactions depend upon the superior oxidability 
of iron over cobalt and nickel, and the decreasing affinity for 
arsenic exercised by nickel, cobalt, and iron respectively, 
in virtue of which cobalt may be separated from an iron slag 
containing it by fusing the slag with arsenide of iron, when 
the cobalt will separate as a cobalt speise or arsenide, while 
the iron passes out in the slag. 

The determination of the duration of the roasting process, 
as also the amount of silica to be added in the subsequent 
fusion, is determined experimentally for each lot of ore; for 
which purpose a small portion of the ore is roasted and 
treated as in the manufacturing process, and the operation is 
repeated until the required tint is obtained, when the product 
80 produced is imitated on the large scale. 

The roasted ore, which is of a brownish-grey colour, and 
sometimes called “ safior,” is then mixed in the proportion 
of about 4 parts of roasted ore to 10 parts by weight of 
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silica and 5 of potassic carbonate, the exact proportions differ- 
ing, however, according to the tint required, and which have 
been previously determined experimentally. Also a quantity 
of the crude arsenious anhydride from the poison-chambers 
is added in order to neutralise the tint produced by any small 
quantities of iron that may be present in the product, but 
the exact proportion of the arsenious acid is not material, 
since any excess is volatilised at the temperature of the fusion. 
The ingredients, in quantity sufficient to supply the crucibles 
for one week, are mixed in long wooden troughs, the silica 
being employed in the form of quartz which has been heated 
to redness, reduced to fine powder in a stamping-mill, and 
then washed to free it from earthy and ferruginous matters, 
after which it is dried and heated to redness, when it consti- 
tutes the sand employed in the process. To expel moisture 
from the potassic carbonate (which should be free from any 
sodic carbonate or chloride, as also from magnesia, potassic 
sulphate, etc.), and to render it more easily mixable with the 
sand and roasted ore, it is calcined before use in a reverber- 
atory furnace. The mixture of roasted ore, sand, and calcined 
potassic carbonate, is then introduced into the red-hot earthen 
pots or crucibles a, «, measuring about 2 feet in diameter at 
the mouth, and each holding about 80 lbs. of the mixture; 
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Fig. 67.—Furnace EMPLOYED IN THE PRODUCTION OF SMALT. 
and eight of these pts are arranged in a vaulted chamber or 
furnace, fig. 67, resembling an ordinary glass furnace, con- 

urnace, fig. Of, g ee 
structed so as to consume either wood or coal as tue 
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In from six to eight hours after charging the pots the fusion 
commences, when the workman breaks the crust that forms on 
the surface, and afterwards stirs the mixture from time to 
time. When the furnace has attained a white heat the stirring 
is discontinued to allow of the separation of the speise from 
the blue glass, and the melting is judged to be complete when 
the glass adheres to a rod inserted into it, and may be drawn 
out into fine threads, The epeise collected in the bottom of 
the pot is tapped out through the aperture in the side of the 
crucible, and the scum from the surface is skimmed off; after 
which the smalt, blue glass, or metal, as it is called, is degraded, 
that is, it is ladled from the pots by a large iron ladle and 
poured into cold water, whereby it is disintegrated, rendered 
brittle, and more easily reduced to powder; and, when all 
the pots are emptied, recharging commences. 

If nickel be present in the cobaltiferous ores, there 1s pro- 
duced in the crucibles speise, blue glass, and glass gall, each 
forming a distinct layer, the glass gall constituting the upper- 
most stratum or scum; the blue glass constitutes the middle 
layer, and lowermost occurs the speise. The speise is a 
semi-metallic looking body, which is subsequently used for 
the extraction of nickel; it has a variable composition, but 
is essentially an arsenide of nickel, containing also small 
quantities of other metals, as indicated by the accompanying 
anal yses— 
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_ The smalt thus disintegrated by pouring it into cold water, 
18 then stamped or crushed between rollers, after which it is 
ground to a very fine powder or impalpable pulp between a 
pair of granite stones, working beneath the surface of water 
contained in a wooden trough. After some hours grinding, 
the contents of the trough are drawn out into tanks, where 
the purest and darkest coloured smalt quickly subsides to 
the bottom, when the waiter, still holding in suspension a 
considerable proportion of solid matters, ig drawn off into a 
second series of troughs, where a less pure product is allowed 
to subside; while the operation of letting out and again allow- 
ing to settle is repeated for the separation of still inferior 
qualities of the product, the time allowed for subsidence in 
each trough increasing in cach from the first; thus a few 
minutes will suffice for the separation of the first quality, 
while about an hour is allowed for tho second subsidence, 
and so on. Instead of drawing off the water from each tank 
in the manner just described, the process may be conducted 
by grinding the blue glass in a tank through which a gentle 
stream of water is continually flowing, when the water, carry- 
ing the smalt in suspension, is made to pass through a series 
of depositing vessels or tanks, so arranged that the overflow 
from the one passes to the next below it in the series, and’ each 
one is made larger than its predecessor, so as to hold the 
water for a longer time, as required for the separation of the 
finer particles with which the water is charged as it gets 
further away from the grinding apparatus; while the colour of 
the product at the same time diminishes in intensity in each 
tank from the first to the lowest of the series. The different 
qualities of the product thus obtained are each again sub- 
jected to a further levigation, and for this purpose the smalt 
is broken up, introduced into troughs, and thoroughly agitated 
by the workmen, when, after a few minutes of rest, the water 
holding in suspension the finer particles of smalt, with the 
impurities, glass gall, etc., is run out into other troughs for 
further subsidence, and so on with each quality; this break- 
ing up and washing being repeated several times upon each 
quality of the product, with the allowance, af ter each wash- 
ing, of a longer period for the subsidence, the time extending 
to 20 or 24 hours in the last stage of the washing operations, 
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The various qualities of the product thus thoroughly washed, 
after drying, which may be performed either in stoves or by 
atmospheric influence, are ground to a fine meal between 
rollers or other appliances, and is then carefully sifted through 
a fine hair sieve, and the smalt or azure is then ready for the 
market. 

Various other more purely chemical methods have been 
adopted at different works for the preparation of smalt, 
according to which processes, the ore, after careful roasting, 
is treated with sulphuric acid, or fused with potassic sulphate; 
when the sulphates produced by either method are treated 
with water, after which potassic carbonate is added to the 
solution, whereby the iron is first precipitated and removed, 
when, if the addition of potassic carbonate were repeated, 
the cobalt would be precipitated as cobaltous carbonate, which 
could be used for the production of smalts by fusion with 
silica, etc.; or, in another modification, the potassic carbonate 
is added to the solution of the mixed sulphates, only until 
the cobalt begins to he precipitated, as evidenced by the 
colour of the precipitate, when the liquid containing cobalt 
in solution is decanted, and a solution of a soluble silicate of 
potash added to it, by which a silicate of cobalt is precipi- 
tated that may be used for painting purposes. These methods 
are practised in Prussia and in Sweden. 

Cobalt glass or smalé is, as previously noted, essentially a 
mixture of different silicates, which are, however, referable to 
two classes: the one containing an excess of potash is soluble 
in water, while the other contains an excess of basic si#icate 
of cobalt, and is insoluble in water; and this difference in 
solubility may possibly account for the different tints pro- 
duced in the series of levigations to which it is subjected. 

The various qualities of the smalt or azure, obtained by 
the series of levigations above described, are marked in com- 
merce, commencing with the highest quality, FFFFC, FFFC, 
FFC, FC, C and O, respectively; whilst other products from 
the process, and which are employed for the production of 
grey tints, also receive in the trade special marks indicating 
their quality. 

The value of the smalt depends upon its purity of colour, 
and it hence becomes necessary that great care be exercised 
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in the selection of the materials to be employed, since a pure 
tint Is never obtained from ores containi 


ing large quantities 
of other metals, traces of which find their way into the smalt 


with a corresponding deterioration of the colour; and hence 
pure ores are in request for this manufacture. Sodic carbonate 
cannot be substituted for the potash salt without loss of purity 
and lustre of the colour; lime, magnesia, and alumina, if 
introduced with the charge, have a similar effect ; and small 
quantities of copper or nickel impair its quality, the former 
imparting a red or green tint to the smalt, while the latter 
gives a violet tint to the product, and the presence of zinc has 
likewise the effect of giving a greenish tint to the product. 

The adulterations or wmpurities most likely to be found in 
commercial smults are: oxides of nickel, iron, copper, zine, 
arsenic, lead, antimony, bismuth, magnesium, calcium, alu- 
minium, and silicon, with sometimes also an addition of chalk 
(calcic carbonate). 

Smalt or azure is used for painting and colouring glass, 
porcelain, pottery, and earthenware, though for this latter a 
mixture described below, and known as “zaffre,” is largely 
employed. Smalt is also employed to neutralise the yellow 
tint of paper by the paper manufacturer, and for a similar pur- 
pose by the bleacher in finishing linen and fine cotton goods. 

171. Zaffre or Sapphire.—These terms are sometimes used 
as synonymous with smalt, but they aro commercially applied 
to a distinct product. Zaffre is a mixture of roasted cobalt 
ores along with silica (flint powder) in sufficient quantity to 
viet when fused with potassic carbonate to the amount of 
one-fourth of the weight of ore and sand together, a smalt of 
the desired tint. As in the production of smalt, the neces- 
sary amount of silica to be added to the roasted ore for the 
production of the desired tint, when fused with the constant 
amount of potassic carbonate, is determined by a previous 
experiment, or repetition of the process on a small scale. : 

The substance known in the potteries as “‘ Printer’s blue, 
and used for painting or printing the ordinary blue colour 
upon pottery-ware, china, etc., 18 formed by fritting, that is, 
heating to a point below perfect fusion, a mixture of silica and 
oxide of cobalt in proper proportions, along with a little nitre 
and a little baric sulphate (BaSO,). 
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172, Thenard’s Blue.—This pigment is a compound of oxide 
of cobalt and alumina, prepared by adding to a solution of a 
cobaltous salt, a solution of hydric-dipotassic phosphate, and 
precipitating thereby a cobaltic phosphate, when to 2 parts of 
this precipitate are added 16 parts of the gelatinous alumina 
precipitated by the addition of sodic carbonate to a solution 
of alum. The ingredients are well mixed, dried, and ignited 
at a dull red heat, in covered crucibles, any access of the 
products of combustion to the contents of the crucibles being 
avoided os carefully as possible, since the reducing action 
exercised by these gases materially impairs the colour of the 
product. To further prevent the action of the gases upon 
the product, an addition of mercuric oxide is frequently made 
to the charge, whereby an atmosphere of oxygen is maintained 
in the crucible, while the mercury is entirely volatilised; or 
1 part of arsenate of cobalt is added in lieu of the latter, in 
the preparation of this pigment. The product, or Thenard’s 
blue, is used largely for printing on pottery-ware. 

173. Rinman’s Green.—- This is another cobalt pigment 
Inown also as cobalt green, and is a mixture of cobaltic and 
zincie oxides. It is prepared by precipitating a mixed solu- 
tion of zincic and cobaltous sulphate with sodic carbonate, 
and igniting in a porcelain crucible, the well-washed preci- 
pitate so obtained; or a solution of cobaltous nitrate, mixed 
with zincic oxide (ZnO) or zincic nitrate, yiclds, on evapora- 
tion and subsequent ignition, the same product. 


CHAPTER IX. 
ALUMINIUM. 


i174. Physical and Chemical Qualities.— Aluminium is a 
white metal tinged with blue, and whose surface is capable of 
receiving a high polish. It is very malleable and ductile, 
permitting of being hammered into thin sheets and drawn 
into fine wire, though in these operations, and especially the 
latter, it becomes brittle, and requires frequent annealing. 
Tt is about cqual to silver in tenacity and elasticity, and is 
highly sonorous. It is a very light metal, its specitic gravity 
ranging from 25 to 2°7 only, according to its previous 
mechanical treatment, and this quality has led to its application 
for the manufacture of very small weights, etc. Its melting 
point is above that of zinc, but below that of silver, and it may 
be readily cast after fusion in metallic or sand moulds; while 
if cooled slowly after fusion, it exhibits a crystalline steucture 
upon fracture. Pure aluminium is not acted upon by exposure 
to the atmosphere at ordinary temperatures, and this quality, 
together with its white colour and the facility with which it 
may be polished, have led to its introduction for the purposes 
of jevtllery, the mountings of philosophical instruments, ete. 
It slowly decomposes steam at a red heat; it is unacted upon 
by sulphuretted hydrogen or ammonium sulphide, thus pre- 
serving its lustre unimpaired in atmospheres contaminated 
with these gases, and it only combines with sulphur when 
heated along with it to a very high temperature. Aluminium 
does not exhibit any tendency to volatilise when. heated in 
closed vessels. It is a very good conductor of both heat and 
electricity, in which respect it ranks about equal to es " 

Aluminium is not acted upon by dilute or seragaachcl CO. : 
nitric acid, and only slowly by the boiling acid ; a a i 
affected by dilute sulphuric acid, while the vegetable acids, as 
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acetic and tartaric acid, are also without sensible action upon 
it; but hydrochloric acid forms its best solvent, readily dis- 
solving the metal accompanied by the evolution of hydrogen. 
Potassic or sodic hydrates in a state of fusion do not attack 
the metal, although their solutions dissolve it readily with 
the evolution of hydrogen and formation of potassic or sodic 
aluminates respectively. It may be fused with nitre at a 
moderate heat without undergoing oxidation; but at a tem- 
perature sufficient to decompose the nitric acid and evolve 
nitrogen, then the metal is attacked, and a potassic aluminate 
is again formed. The chemical symbol of aluminium is AJ, 
and its atomic weight is 27:5. 

175. Oxide of Aluminium.—Alumina, or the sesquioxide 
of aluminium (A1,0,), constitutes the only known oxide of 
aluminium; and this occurs almost pure in the gems sapphire, 
ruby, oriental topaz, and the oriental amethyst, the two former 
owing their colour to the presence of a little chromic oxide; 
while as a more impure native product, it constitutes the 
brownish red variety of corundum known as emery, and thus 
in its native forms it occurs as one of the hardest substances 
known. 

Alumina can be prepared artificially by heating the finely- 
divided metal in air or oxygen, when this oxide results, 
although in the massive form, the metal, as already noted, is 
not oxidized even at a much higher temperature. Other and 
more convenient methods, though not affording an absolutely 
pure product, consist in igniting ammonia alum (the double sul- 
phate of aluminium and ammonium), when this oxide remains ; 
or boiling a solution of common alum with ammonic carbonate, 
washing with water the precipitate so obtained, and after- 
wards igniting it to expel the combined water; or alumina 
may be prepared from clays, felspathic rocks, cryolite, etc., by 
digesting these with potash or soda, so as to produce an alka- 
line aluminate, which is then decomposed by carbonic acid. 

Artificially prepared alumina is a white body, which is 
infusible except in the oxyhydrogen flame. When the heat 
employed in its preparation has not exceeded redness, it forms 
a very light and soft powder, but after strongly igniting, it 
becomes intensely hard and gritty. The anhydrous oxide 
is insoluble in water, and after strong ignition is likewise 
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insoluble in most mineral acids, except concentrated hydro- 
chloric or sulphuric acid, which effect its solution. 

Alumina forms three hydrates, of which the trihydrate 
falls as a white gelatinous precipitate when ammonia or an 
alkaline carbonate is added to a solution of alum, etc., in 
which form the hydrate is readily soluble in acids. From 
the strong affinity of this compound for organic colouring 
matters, it is extensively employed as a mordant in calico 
printing and dyeing, as also in the preparation of the pig- 
ments known as lakes. 

176. Aluminic Silicates.—The silicates of alumina con- 
stitute a very large and important class of natural and arti- 
ficial products. Thus silicate of aluminium forms the basis of 
all clays, while the individual and special character of the clay 
depends chiefly upon the nature and amount of the foreign 
matters present, and of the other silicates often associated 
with the silicate of aluminium in its composition; thus kaolin, 
porcelain or china-clay, from which the finer kinds of porce- 
lain are manufactured, is almost a pure hydrated aluminic 
silicate, whose composition is approximately represented by 
the formula Al,0,28i0, + 2H,0; Potter's clay, used in the 
production of the coarser kinds of earthenware, contains in 
addition about 7 per cent. of iron, and 2 per cent. of lime. 
The blue clays are frequently coloured by organic matters, 
which on ignition are burnt out, and the burnt clay becomes 
white, or of a reddish tint if also containing iron. ore 
various jire-clays are also hydrated silicates of alumina, 
owing their plastic property to their combined water. 

Wicates of aluminium, in combination with potassic and 
sodic silicates, constitute the varieties of felspathie an 
which, by their sosseigi arte ne een under 

heric influences, etc., yie e various : 
ae peeides constituting the bulk of certain rock ry and 
clays, these silicates also occur under slightly ariee a — 
in a large series of minerals, each recelving ri 1c are ’ 
but whoseconsideration constitutes the province ee oy. 

177. Occurrence of Aluminium.—This meta ans 

t variety of forms, and its combinations altogether con- 
caeate it one of the most widely distributed elements upon 
* Vol. L, page 15. P 
19—I11. 
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the earth’s crust; in the form of oxide (alumina) it occurs 
anhydrous and hydrated, often associated with ferric oxide 
constituting bauxite, with magnesic oxide as spinelle, and also 
with zincic and other oxides; while as silicate it constitutes, 
as above noted, the base of all clays and soils; and in com- 
bination with fluorine, as a double fluoride of aluminium and 
sodium, it occurs as “cryolite” (3NaF, Al,F), the mineral from 
which the metal is largely obtained commercially. 

178. Preparation of Aluminium.—This metal was formerly 
obtained by the decomposition of aluminic chloride by means 
of potassium, and it is still the practice to effect the decom: 
position of the aluminium compound by potassium or sodium, 
but preferably by the latter, since it is considerably cheaper 
and less violent in its action, whilst its lower atomic weight 
enables it to decompose a larger quantity of the compound of 
aluminium than is effected by the same weight of potassium, 
The method of preparation still pursued is the same in prin- 
ciple as that employed by Wohler in 1828, when he succeeded 
in separating the metal as a grey powder intermixed with 
globules of metal, by igniting the chloride or fluoride of 
aluminium with sodium. 

Saint-Claire Deville and others have since, however, suc- 
ceeded in preparing the metal in much larger quantities. 
The method first employed by Deville consisted in passing 
the vapour of aluminic chloride (AI,Cl,) over metallic sodium 
maintained at a red heat in a copper or iron tube suitably 
arranged. In this manner the metal was separated and re- 
mained in the tube, mixed with sodic chloride and undecom- 

osed aluminic chloride, these latter compounds being then 
dissolved out by washing with hot water; or the product was 
again fused in an atmosphere of hydrogen, and subsequently 
refused in a crucible, when the metal largely subsided as a 
button beneath the layer of the mixed chlorides. 

On the large scale the decomposition is effected upon the bed 
of a reverberatory furnace, in which case the metal is reduced 
either from a double chloride of aluminium and sodium pre- 
pared from the mineral ‘‘bauxite,” or directly from the mineral 
“eryolite” (a double fluoride of aluminum and sodium). In 
the former case the bauxite is first employed for the prepa- 
ration of gelalinous alumina, which product is then mixed 
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with sodic chloride and charcoal, formed into balls, and in- 
troduced into earthen retorts, where they are now heated to 
redness, while a current of chlorine is passed through the 
apparatus, when the volatile double chloride of aluminium and 
sodium distils over. In the manufactory of Messrs. Bell* of 
Newcastle, 10 parts of the double chloride so obtained is mixed 
with 5 parts of cryolite or fluor-spar, both in a state of fine 
powder, and to this mixture is then added 2 parts of sodium 
in small ingots or pieces, each piece being well dried and freed 
from naptha before using. The whole is now introduced on 
to the hearth of a reverberatory furnace previously heated to 
the required degree, when a violent reaction ensucs, during 
which the dampers are closed, and all parts of the furnace 
kept as close as possible to prevent access of air; the whole 
mass is thus almost completely fused, and when the action 
subsides and the decomposition is completed, the furnace ia 
tapped, and the metal with its accompanying slag is received 
in proper moulds; where the aluminium collects largely in 
the bottom, above which occurs two strata of slag, the upper- 
most consisting largely of sodic chloride, beneath which is the 
second layer, less fusible than the uppermost, and consist- 
ing for the most part of fluoride of aluminium, in which is 
mechanically held a further proportion of the reduced metal, 
which is recovered by pulverization and sifting of the slag. 
This process has been patented in France and England by 
M. M. Rousseau Fréres, and M. Paul Morin. ; 

A less pure quality of aluminium, contaminated with 
silicon or iron according as earthen or iron crucibles are em- 
ploy@d in its preparation, is obtained by the direct decom- 
position of the mineral cryolite (3NaF, Al,F,) as originally 
practised by H. Rose in Berlin, and by Dr. Percy and Mr. A. 
Dick in England, is still pursued in France, which process 
possesses the advantage of avoiding the necessity ‘of the preli- 
minary and troublesome process necessary for the preparation 
of the double chloride of aluminium and sodium required in 
the previous process, For this treatment the cryolite 1s finely 
powdered and mixed with half of its weight of sodic chloride, 
and the mixture is then introduced into earthen or iron 
crucibles in alternate layers with the sodium, 2 parts of 

* Makin. Metallurgy. 
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sodium being introduced to 5 parts of cryolite, a layer of 
cryolite forming the top layer, when the whole is covered 
with a layer of sodic chloride. The crucible and contents 
are now rapidly heated, under which treatment the mixture 
enters into fusion, when the charge is well stirred with an 
iron rod and then left to cool. Upon breaking the crucible 
the aluminium usually occurs in large globules, which are 
subsequently remelted for casting into ingots. 

179. Alloys of Aluminium.— Aluminium readily alloys 
with most of the metals, it thus unites with zinc and tin, 
yielding brittle alloys, and with iron also it unites in all pro- 
portions, affording hard and brittle alloys of no practical 
application to the arts. With silver, aluminium may also be 
alloyed, but the metal loses tlrereby in malleability, while 
when containing only 3 per cent. of silver, the resulting alloy 
has the colour of silver, and is not tarnished by sulphuretted 
hydrogen ; yet of the several alloys of aluminium, the most 
important are its combinations with copper, producing thereby 
the commercial alloy known as “aluminium bronze.” 

Aluminium bronze is an alloy of copper with from 3 to 10 
per cent. of aluminium, and is in many respects an important 
and remarkable body. The alloy containing from 3 to 5 per 
cent. of aluminium has a yellow colour almost like gold, it 
is hard though malleable, and is capable of receiving a high 
polish. With 10 per cent. of aluminium, its colour is more 
like brass,:and specimens of this composition have been tested 
by Dr. J. Anderson, C.E., and found to possess a tensile 
strength of 43 tons to the square inch, but this remarkable 
tenacity is not possessed by all specimens, and the very“wide 
differences thus afforded by similar alloys have prevented its 
introduction as a constructive material, and the chief appli- 
cations of this alloy have accordingly been for the production 
of ornamental articles. Aluminium bronze may be prepared 
by heating a mixture of alumina and oxide of copper* with 
chareoal; or a mixture of alumina and charcoal with granu- 
Jated copper may be substituted, maintaining the charcoal in 
all cases slightly in excess of that required for atomic pro- 
portions. 

* Watts’ Dictionary of Chemistry. 
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Augustin and Ziervogel process, 265. 
Auric chloride, 286, 291. 

», oxide, 290. 

» sulphide, 291. 
Aurziferous pyrites, 804, 305, 309. 


+ treatment of, 305, 
809. 
Auriferous quartz, 298, 801, 304, 303. 
o amalgamation of, 604, 
6. 


Pe smelting of, 308. 
Aurous oxide, 290. 

sulphide, 290. 
Australian gold, 287. 
Azure, 848, "349, 
Azurite, 20. 


Bankart’s process for extracting copper, 
62. 


Pailla, 19. 
Darrel process of amalgamation, 239, 246. 


Pe of amalgamation, ores 
treated by, 246. 

ss advition of mercury in, 
250. 

re iyi seem ent of barrels in, 

‘5 com parison with the Mexi- 
can methods, 246. 

aa filtration of amalgam, 251. 

a logs of mercury in, 253. 


” »» Silver, 254, 
iia’ during roasting, 
4 
roasting with salt, 247. 
Basic ferrous silicate, lead smeltingxyith, 


122, 
Bath metal, 183. 
Bauxite, 354. 
Bavarian furnace for the extraction of 
mercury, 217. 
“Bear” in Swedish blast furnace, etc., 
51, 63, 61. 
Bean-shot copper, 12, 42. 
Beating of gold, 289. 
Belgian process for the extraction of zinc, 
171, 172, 176, 
loas of zinc ‘In, 175, 176. 
aca niethod of extracting aluminium, 


Bell orn 16. 
Berthier, method of separating oxide of 
nickel by iron, 883. 
analysis of spuise, 346. 
Best-selected copper, 11, 12, 15, 86, 44. 
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Bina ‘a process of extracting copper, 


Birmingham, eal ia of, 831, 832. 
Bismath, Tr an 
** Black noid 819. 
Black copper, 22, 8, 59, 61. 
fasion for, 52. 
refining of, 54, 60. 
Black litharge, 282. 
mercury, 216. 
oxide of copper, 20. 
+ jack, 163, 166. 
+ blag, 139, 
Blast furnace, air-reduction process in, 
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« deare” i in, 58, 
employed in copper emelt- 
ing, 49. 
for smelting Mansfeld cop- 
per schist, 57. 
for smelting litharge, 135. 
for smelting lead, 127. 
loss of copper in, 70. 
Rachette, 122. 
Silesian, 127, 
Swedish, 61. 
Bleiberg farnace, 105. 
» process of lead smelting, 104 
Blende, 163, 166. 
‘** Blick,” 281, 
Blicksilber, 278, 283, 283. 
refining of, 283. 
Blister copper, 24, 33, 38, 40, 50, 
9 roasting for, a8, 


‘3 analysis of, 40. 
Blue-giass, 846. 
“* Blue-lead,” 89. 
Blue-metal, 24, 36, 37. 
i copper in, 37. 
blue vitr iol in, 15. 
Boliche or Spanish furnace, 103. 
Bone ash, 283. 
ee (copper), 12, 35, 45. 
Bownonite 
Beclansente, 91. 
** Bouse,” 109, 111. 
Brandsilber, 282, 284. 
Brandt, determination of metallic char- 
acter of cobalt, 335. 
Bese, 16, 164,183, 185. 
calamine, 185. 
ey manufacture of, 185. 
x composition of, 183. 
», direct preparation of, 186. 
Breast of cupel, 276. 
Brittany furnace, lead smelting in, 101. 
Brittle mlver glance, 235, 
learn Hy 230. 
Bronze, 16, 164. 
~ coinage, 105. 
“Brown blaze” in zinc smelting, 170. 
Browse,” 112, 138. 
Bullets, rods of lead for making, 158. 
Burning boss 244, 
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Cake copper, 11. 
Cast-iron digesters for gold par ting, 818. 
Calamine, 165, 
electric, 165, 166. 
rags, 186. 
»» manufacture of, 185. 
| Caleination of copper ores, 23, 26. 
coarse-metal, 24, 34, 
‘aleined coarse-metal, 24, 34. 
_ Cu leiner, 25. 
» vertical section of, 25. 
is lan of, 26, 
os heffield’s modification of, 27. 
>»  Spence's, 20. 
Gerstenhoffer’s, 29. 
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Californian gold, 287, 294, 295, 


Jaledonite, 92. 
' Calomel, 197. 
Calvert's chlorine process for extracting 
gold, 312. 


oy, ean 244, 
arat,” 287, 


Carbon ‘and copper, 15. 
Carinthia, Parkes’ process at, 154. 
Carinthian process of extracting zine, 179. 
lead smelting, 104. 
Cask employed in European method of 
amalgamation, 248. 
Castillian furnace, 123, 131, 139. 
Cast-lead for rolling, 158. 
” sheet lead, 158. 
‘* Cave” of English zinc furnace, 169. 
Cement copper, 11, 66, 
powder, 823, 
»»  Bilver, 261. 
Cementation method for production of 
brass, 185 
Cementation process of separating gold 
and silver, 323. 
“ Ceruse,” 84, 
Cerussite, 91. 
Chessylite, 20. 
China clay, 353. 
Chilidn copper, 18. 
Chlorine process for extracting gold, 304, 
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Chrysocolla, 16, 21. 

Cinnabar, 194, 196, 201, 208, 

Clausthal, lead smelting at, 121. 
Claudet’s method of extracting silver, 270. 
Clean slag, 119. 

‘Cleaning up” in gold washing, 301. 
Cloanthite, 328, 330. 

Coarse-metal, 23, 32. 

analysis of, 33, 

a fusion for, "30, 
Coarse solder, 87. 
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alloys of, 341. 
arsenic and, 340, 
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Cobalt, pecbetar ha 842, 
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$5 oiame 348, 

» malleabdility of, 338, 

»» Mica, 842, 

yw «ores, 84. 

‘s oxide, 839. 

»» phosphate, 840. 

a pyrites, 842. 

a nepereuen of, in copper smelting, 


»» Silicate, 848. 
» sulphides, 840. 
»» tenacity of, 338. 


uses of, 838. 
Cobaltic oxide, 839. 
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im puritiesin commercial, 
240. 


phosphate, $40. ° 
Cobtitine, 841. 
Cobaltous hydrate, 339. 
xs oxide, 833, 334, 839, 
salts, 338. 
Cobre ores (copper), 21, 62. 
Coinnge, 17. 
» American, 293. 
»  dvronze, 165. 
» __ Silver, 17, 231. 
» French, 17, 232. 
Prussian, 17. 
at Colorados,” 241. 
Colouring oven for red-lead making, 


Commercial nickel, 326. 

Commern, smeltiug the ores of, 131 

Comparison of the different zinc smelting 
processes, 171, 175, 176. 

Compass ring, 276. 

Condensation of lead-fume, 140. 

ee for collecting lead fume, 141, 

Condensers, Stagg’s, 1438. 

Stokoe’s, 143. 

Conductivity of copper for heat and elec- 
tricity, 10. 

Conductivity of gold for heat and elec- 
tricity, 285. 

Conductivity of lead for heat and elec- 


city, 72. 
Conductivity of silver for heat and elec- 
tricity, 222 
Consumed merowry in the amalgamation 
of ailver ores, 245. 
Copper, 9. 
»» addition of lead to, 11, 45. 
»» alloys of, 16, 
+ +  anaaaatia 17, 


with ‘antimony, 11. 
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i with arsenio, 11, 16. 

~ ‘ with bismuth, 11. 

as ve with gold, 17, 293, 294. 
” » With iron, 11, 

” a with lead, 86. 
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Copper, alloys of, » with manganese, 17, 


és » ~ with silver, 16, 230. 
ie with zinc, 164, 183. 

i amalgam of, 199, 200. 

+> annealing of, 9, 

7» atomic weight of, 

>» © best selected,” “1 1, 15, 44. 
» black, 59-61. 

5 black oxide of, 20. 

»> blister, 59. 

»» cake, 11. 

1» carbonate of, 20. 

» commercial, 11. 

», conductivity for heat, etc., 10. 
» ary, 11, 25, 41, 42, 

», ductility of, 9. 

» effects of acids upon, 10. 

os »» atmosphere upon, 10. 
ee »» | pressure upon, 10, 

‘i erection of, at Alderley Edge, 


» fume, : 
»  galena and, 81. 
» grey ore, 21. 
»» impurities in commercial, 11. 
»» lead and, 11. 
»> loss of, in copper smelting, 70. 
» manganese and, 17, 337. 
» melting point of, 10. 
»» native, 13, 19. 
»» ores of, 19. 
- overpoled, 10, 15, 16, 42. 
». oxides of, 13, 
= phosphorus and, 16. 
» poling of, 41, 42. 
»» presence of lead i in, 87. 
S in blue- metal, 8Y. 
= properties of, 9. 
» refining of, 24, 40, 54, G1. 
»» Russian, 13. 
»» Sheet, 11. 
» silicon and, 16, 
» Specific gravity of, 10,11. © 
»,  snlphate of, 15. 
» sulphur and, 1d. 
» tin and, 17. 
», tile, 11, 18, 86, 45. 
»  tough-cake, 11, 12, 25, 40, 42. 
» toughening of, 40. 
»»  tough-pitch, 11, 12, 42, 
»  wundorpoled, 10, 41, 42. 
=e methods of extraction, 62. 
Copperas, 1 
Gener bicen. 13. 
» glance, 14, 20. 
» nickel, 328, 330. 
- pyrites, 20. 
» rain, 55, 70. 
ia regulus, amalgamation of, 254, 
» sand, 19. 
smoke, 28, 29. 
Copper smelting, 22, 
ss calcination of the oro, 23, 
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Copper smelting, chases for, 23. 
we PA - dry methods, 22. 

ps elimination of foreign 
metals in, 46. 

” fusion for conree-metal, 

fine metal, 

7 24, 85. 

‘se in blast furnaces, 22, 49. 

33 in eight operations, 44. 

a in Japan, 56 

> in Russia, 60. 

ve in Sweden, 49. 

oe loss of copper in, 70. 

a method of Rivot and 
Phillips, 4 

Sy Napier’s ead 48, 

ce reactions in, 28, 33, 36, 
39, 

3 Welsh method, 22, 95, 
108. 


wet methods of, 22. 
Cornish process for lead smelting, 107. 
Corrosive sublimate, 198. 
Cradle employed in gold washing, 299, 
Cryolite, 354. 
Culm, 107, 109. 
Cupel, 274, 283. 
Capellation, 238, 278. 
a difference hetween English 
and German, 274. 
as English method of, 274. 
x German method of, 274, 278, 
‘3 German method of, with use 
of coal, 282. 
as loas of lead in, 278, 282. 
as of gold, 298, 309, 310. 
of silver, 273, 274, 278, 282. 
Cupeliation furnace, ‘O74, ‘O78. 
Cuprous oxide, 13 
», sulphide, 14, 
Cupric oxide, 14. 
» sulphate, 15, 21. 
sulphide, 14. 
CupMfe erous pig-iron, 60, 61. 
Cuprite, 19, 


DEADENING of mercury, 190. 
pecompcsiticn ‘ cuprous sulphate by 
iron, 
Decomporition of plumbic sulphide by 
iron, 80. 
Derbyshire, lead ores of, 90, 182. 
lead smelting i in, 100, 
Desilverization of lead, 144. 


” by capellation, 278, 
, by A ai method, 
165 
‘5 by aad process, 
is by Pattinson’s pro- 
cess, 144. 
‘ by wine 144 1R9 
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Deu preparation of alumiuium by, 


“Dipping liqnid,” 184. 
Distillation of argentiferous amalgam, 
244, 249, 251, 253, 256. 
Distillation of gold ‘amalgam, 806, 308. 
5 zinc, per ascensum, 167. 


a »» per deceuswit,167, 179. 
Dolomite, 282. 


Doppler’s reflector metal, 233, 

Drawn slag, produced in lead amelting,101, 

Drift beds, 295. 

Dross from softening of hard Jead, 157. 

Drossing oven for the preparation of red- 
lead, 77. 

Dry copper, 11, 25, 41, 42. 

Dry methods for the reduction of copper, 
22. 

Ductility of aluminium, 351, 


¥ copper, 9. 

gold, 286. 

ne lead, 71. 

- nickel, 325, 
silver, 221. 


Dustit ng, in pr eparation of red-Jead, 73. 

Dutch metal, 184, 

Dutch leaf, 298, 

Dutch metbod for the preparation of 
white-lead, 84. 


Earruy cobalt, 342, 

Electric calamine, 165, 166, 

Electricity, conductivity of copper for, 10. 
‘i gold for, 285. 


ws silver for, 222, 
Electrum, 335. 
Elimination of foreign metals in copper 
smelting, 46. 
Emerald nickel, 331. 
Emery, 352. . 
English guineas, 294. 
English method of copper smelting, 22. 
ds cupellation, 274. 
si ‘6 loss of leac 
in, 278. 
extracting zinc, 167, 
English cupellation furnace, 275, 
» Zine furnace, 168, 
slag hearth, 136. 
Erythrine, 342, 
Escnlle’s wet process of extracting copper 
64, 
European method of amalgamation, 246. 
Extraction of cobalt, 342. 
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Extraction of sino, 166. 
ee of et , Hoglish method of, 


‘5 of zinc, Belgian method of 
172, 


9 of ane Silesian method of, 
nf silver from lead, 144. 
** Eye,” furnace, 118. 


Fauerz, 21, 214, 236. 
Fahl-ore, 21, 214, 236. 
Fablan, copper smelting at, 56. 
Feathered shot copper, 12, 42. 
Ferric oxide, with plumbic oxide, 7 
Ferrous sulphate, precipitation i "old 
by, 286, 311. 
Fine-metal (copper), 24, 34, 35. 
Fine silver, 229. 
Fire-clay, 358. 
Finch’s methad of dosilverising lead, 154. 
Flake white, 83, $4. 
Flintshire furnace, 94, 95. 
és process of lead smelting, 95. 

‘a rocess, action of lime in, 99. 
Flouring of mercury, 200, 245, 306. 
Flowing furnace, 108. 

lead smelting in, 107. 
Flues for “condensing lead fume, 141, 
“* Fourneau-a-manche,” 136, 
Franklinite, 165. 
Fracture of copper, 9. 
slab blast furnace, 126. 
lead ores, 123. 
» method of cnpellation, 278. 
»  methodof lead amelting, 123, 124, 
»  meothod of lead smelting, reac- 
tions in, 125, 126. 
» method of amalgamation, 246. 
softening of lead at, 157. 
Freibergite 2386. 
French ary Ca 17, 282, 293. 
Fritting, 849. 
Frosted silver, 222, 
Falminating silver, 224. 


Fame, copper, 29, 70 
yeaa, 140, 
ns » condensation of, 140. 
+ vino, 174, 180. 
Furnace, Almaden, 204, 
»  &ludel, 204. 
» American ore hearth, 115. 
» Bavarian, for extracting mer- 
. oury, 217. 
» Belgian zino, 178. 
»  Dlast, copper, 49, 51, 53. 
lead, 117, 121, 126, 135, 
136, 189. 
» Bleidberg, 105. 
parhhaceay 2 se 
»  Cupper calcining, 
- cupaltation, 275, 278. 
»  emploved in roasting silver ores 
for Von Patera’s process, 266, 
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Furnaoe, Rogiien alag-hearth, 186, 
» English zinc, 168. 
» Freiberg blast, 126. 
» Flowing, 108. 
>» Flintshire, 95. 
»  fordistillation of sine 244, 
249, 251, 258, 256. 
» for production ‘of smalts, 345. 
» German cupellation, 278, 
ue gullery, 215. 
»»  Hahners, 209. 
s» Hungarian, 247. 
»,  Idrian, 207. 
»,  Krummofen, 186, 
»,  Jiquation, 153, 272. 
>» Mansfeld blast, 57, 58. 
» ore, 31. 
nt ore-hearth, 109. 
» ore, Swedish, 51. 
»,  Rachette, 120, 
» refining for black copper, 59. 
»» Silesian zinc, 177. 
3 9 blast, 117. 
» softening, 166. 
» Spanish boliche, 103. 
p> Spanish, 103, 135, 139, 
Swedish blast, 51, 53, 
“Furnace eye,” 118, 4 
Fasible metal, 88. 
Fusibility of aluminium, $51. 
a cobalt, 338. 
+ copper, 10, 
bs gold, 286. 


5 lead, 72. 
_ nickel, 325, 
zinc, 160. 
Faaion for black copper, 52. 
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»» occurrence of, 90. 
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Guses from ore calciner, 29. 
Gedge’s metal, 183, 
Geocronite, 91, 
Germau cupellation furnace, 278. 
» _ hearth for refining copper, 59. 
» method of cupellation, 274, 278. 
» method of onpellation, loss of 
lead in, 282. 
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» gmalgamation of, 800, 804. 
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Gold washing in the cradle, 299. 
in the pan, 299, 
in the rovker, 299. 
oF 7 in the sluice, 300. 
», welding of, 284. 
Good roasting in Von Patera’ s process, 267. 
Gossage, Wet method of extracting copper, 
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Granulation of coarse-metal, 80, 
i copper ore, 21, 
- slags, 98, 100, 102, 104. 
analvsis af, 100. 
Guineas, English, 294, 
Gun metal, 16, 


HAHNER’s mercury furnace, 209. 
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“ Hall sacks " 182. 
Ifard lead, 122, 127, 155, 
vg softening of, 155. 
dross from, 157. 
liqnation of, 181. 
Hard metal, 46. 
Hardness of lead, 122, 189, 155, 157. 
Hartz, Jead smelting in, 98, 119. 
», liquation hearth, 272. 
+ Hauetion process as pursued in, 


»  Rachette furnace in the, 120. 
Tfearths, slag, 133, 136, 139. 
Heat, influence of, upon malleability of 
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Heat, conductivity of copper for, 10. 
gold for, 285. 
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¥ silver for, 222. 
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silver by, 221. 
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THorn-quicksilver, | 202. 
Horn silver, 227, 237. 
Hot amalgamation, 255, 
Hungarian furnuce, 247. 


IpRtA, mercury reduction at, 206. 
Idrian furnace, 207. 
Improving of lead, 155. 

3 hard lead, 155. 
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Lanes, 358. 
Lana philosophioa, 162. 
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» action of airand moisture upon plae 
» action of acids upon, 72, 73. 
» alloys with antimony, 86. 
arsenio, 6. 
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- ae furnace, 94, 107, 

‘i in ore hearth, 109, 

i in the Hartz, an 

is methods of, 9 

os reactions in, 30, 94, 98, 
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Lead smelting in Scotch furnace, 109. 
» in Silesia, 117. 
- in enn boliche, $4, 103. 
i in English slag hearth, 136. 
= in Spanish slag hearth, 140. 
a in Sweden, 129. 
2 in the ore hearth, 109. 
“ in American ore hearth, 113. 
Le Play’s analysis of blister copper, 40. 


‘s blue-metal, 87. 
coarse-metal, 33. 

- metal slag, 87. 

‘i ore-furnace slag, 34, 
io refinery slag, 44. 

i roaster slag, 40. 


- white-metal, 37. 
Lime glass, 86. 
Lime and mercuric sulphide, 215. 
Linnasite, 342, 
*“*Linnets,” 132, 
Liquation of cupriferous lead, 273. 
- hard lead, 181, 
Liquation hearth, 272. 
Liquation process for the extraction of 
silver, 272. 
Litharge, 74, 151. 
9 action of heat upon, 74. 
re black, 282. 
»  fluxing qualities of, 75, 
re reduction of, 75, 133, 
ae slag, 134. 
Litharge from German cupellation, 250, 
281, 282, 284. 
s Pattinson process, 133, 
145, 151. 
Lianelly, Parkes’ process at, 152. 
Twongmaid’s process for extracting cop- 
per, 64. 
Longmaid’s process for extracting gold, 
304, 310. 
Loss in copper smelting, 70. 
»» Of lead in Pattinson’s process, 151. 
English method of cupel- 
lation, 278. 
1@ = German cupellation fur- 
nace, 282, 
Loss of mercury in amalgamation cf 
silver ores, 245, 253. 
Loss of silver in amalgamation o” silver 
ores, 246, 254, 265. 
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re in Augustin’s process, 261, 
265. 
1 in Ziervogel’s process, 265, 


Louyet’s method of extracting nickel, 332. 
** Lunar caustic,” 227. 
Maaistral, 242. ‘ 

2 substitute for, 246. 
Malachite, 20. 
Malleability of copper, 9. 


- cobalt, 838, 
va gold, 285. 
ds Jead, 71. 

Pr silver, 221, 


Malleability of zinc, 160. 
Manganese and copper, 17, 887. 
Mauheim gold, 16, 183. 
Mansfeld copper schist, 56. 


a roasting of, 57, 
= furnace used in 
smelting, 57, 53. 


Manufacture of red-lead, 77. 
aa i the 149, 
Marl for bed of cupellation of furnace, 274, 
Maszaicot, 74, 76, 78. 
manufacture of, 74. 
Melting of calcined coarse-metal, 35, 
», for fine-metal (copper), 24, 
» Of gold dust, 312. 
Melting point of aluniinium, 351, 


re copper, 10. 

* cobalt, 888. 

35 gold, 286, 

‘a lead, 71. 

a merenry, 189, 
re nickel, 325. 
es silver, 22], 


2 zinc, 160, 
Mendipite, 92. 
Mercurie chloride, 198. 
es oxide, 194. 
a »  udulterations of, 104, 
» sulphide, 196. 
es $s and lime, 215, 
Mercurial soot, 208, 214, 
Mercurous chloride, 197, 202. 
a oxide, 198, 
Mercury, 189 
»» action of acids upon, 190. 
3 Alberti furnace, 212, 
», Almaden furnace, 204. 
ss Aludel furnace, 203, 204. 
_ amalgain with silver, 233, 
53 atomic weight, 191. 
- chlorine and, 197, 
» deadening of, 190. 
i co of impurities in, 190, 
» extraction of, at Almaden, 202, 
204 


y»  extraction of, at Idrin, 202, 206. 
” 9 by fah]-ore pro- 


cess, 214, 
3 extraction of, in gallery fur- 


nace, 215, 

» extraction of, in Hahner’s fur- 
nace, 210. 

», extraction of, at Huancavelica, 
203. 


» extraction of, at Landsberg, 216. 
gold and, 294. 

3 mae in commercial, 191, 
» dead and, 87. 

», methods of extraction, 202, 

» native, 201. 

» ores of, 200. 

3 oxygen and, 193, 
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Morcury, oxides of, 193. 
‘i properties of, 189. 
+ purification of, 218. 
» reduction of, ‘with iron, 197, 
215, .16, 218 
sulphides of, 194, 201. 
uses of, 191. 
zinc and, 164. 
Metal slag (copper), 24, 86. 
Methods-of amelting lead ores, 93. 
Mexican amalgamation for extraction of 
silver, 239, 240. 
Mexican silver ores, 233, 240. 
Miargyrite, 238. 
Miller's process of refining gold, $20 
Millerite, 31. 
Mimetesite, 92. 
Mining of gold quartz, 298, 301. 
Minium, 76. 
Mirrors, silvering of, 19°. 
Mispickel, 238. 
Mixture of ores for copper smelting, 22, 
Modumite, 341. 
Montefiori furnaos, 180. 
Mordant, 858, 
Moanic gold, 16. 
Muonte’s metal, 16, 183, 187. 
mantfacture of, 187. 


$9 
td 


” ” at Swan- 
aea, 188. 
Nacyaairte, 297, 
Napier’s reduction of copper, 48. 


Native amalgam, 201. 
copper, 18, 19, 
s ‘silver in, 18, 
gold, 287, 294, 805. 
» mereury, 201, 
» Silver, 204. 
ss zine, 165, 
Naumannite, 238. 
New Almaden, extraction of mercury at, 


209. 
Nickel, 325. 
alloys, 835. 
alloys with silver, 235. 
arsenic and, 323. 
concentration in Bpeise, 32S, 329, 
831, $4. 
extraction of, 331, 334. 
lance, 330. 
ouyet's method of extracting, 
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ores of, 828, 329. 

oxides of, 326. 

preparation, 325. 

properties, 925. 

Be ion of, in copper smelt- 
ng, 47. 

silver, 335. 

apeise, 829, 880, 331, 334, 344. 
” action of heat upon, 329. 

sulphides, 327, 

tenacity of, 825, 
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Nickel, uses of, $25. 

zinc and, 164, 
Nickelic oxide, 827. 

» sulphide, 328, 
Nickelous oxide, 826. 
sulphide, 827. 

Nickeliferous ‘pyrites, 830. 
Nitric acid, action upon copper, 10, 
lead, 72. 
mercury, 190. 


3? 
3° 9? 
ey 9 silver, 228, 
- " zinc, 161. 
process of parting gold, 315. 
Nose, in blast furnace, 118, 125, 126. 
“‘ Nuggets” of gold, 296, 207, 


OCCLUSION of gases by silver, 222, 
Occurrence of aluminium, 353. 
copper ores, 19, 
gold, 295, 


te 


Ochre, 67. 
Odour of copper, 9. 
Orange lead, $4. 
Ores treated in copper smelting by the 
Welsh process, 22, 
Ore furnace, 30, 
horizontal section of, 31. 
method of charging, ’30. 
Swedish, 51. 
dene section of, 30. 
Ore-furnace slag, 24. 
composition of, s4. 
Ore-hearth, American, 118. 
browde, 112, 113. 
North of England, 109, 
smelting in, 112. 
os slag from, 113. 
Ores of aluminum, 353, 
cobalt, 840. 
copper, 19, 
lead, 89. 
mercury, 200. 
nickel, 328, 329. 
silver, 233. 
zinc, 165. 
Orichaleum, ; 
Oriental sinaltiset $52. 
az, 352. 
Osmium abt iridium with gold, 295. 
Overpoled copper, 10, 15, 16, 42. 
Cenaty of nickel, cobalt, and iron, 
44 

Oxidized silver, 203. 
Oxygen and aluminium, 852, - 
cobalt, 839, 

0 old be. 18, 


fend. 78. 
mercury, 193, 
nickel, $26. 
ailver, 224, 
zinc, 162, 
Oven, colouring. 79. 
drossing, 78, 


9 
”? 
» 


33 
” 
%” 


33 


” 
99 
»? 
”? 
te 
3? 
? 


INDEX, 


Pacxrona, $35. 
Palladium and silver, 233. 
gold, "995. 
Pan, gold washing in, 299. 
Parkes" process for the desilverization of 
lead, 88, 152. 
Parkes’ process at Lianelly, 152. 


i as employed in, 
162. 

ss dezincification of lead, 
164, 155. 


logs of lead i in, 154. 
Parting ‘of gold, $14, 815, 317, 320, U22, 323, 
3 by nitric acid, 815. 
+3 by sulphuric acid, 317. 
by chlorine, 320. 
Patio process for the extraction of silver, 
240. 


2 distillation cfamalgam, 244. 
Pe filtration of the amalgam, 


244. 
si loss of silver in, 246, 254. 
reactions in, 245. 
Pattingon proceas, 1, 144. 
‘“ by method of thirds, 150. 
“ 5 eighths, 150. 
loss of lead in, 151. 
Pattinson’s apparatus, 145, 146. 
arrangement of, 147. 
Pattinson's ‘orystallising ladle, 147. 
Pava, 136. 
** Pay dirt,” 298. 
Pent, use of, in fead amelting, 111. 
Pewter, 86, 87. 
Percy, Dr., on action of silica and cupric 


oxide, 14. 

‘i on classitication of lead smelt- 
ing processes, 93, 

+ on occurrence of copper in 
blne-metal, 38. 

3 on occlusion of gases by ail- 
ver, 2.2. 

% on plumbic silicates, 85. 

“9 si preparation ofaluminium, 
55. 


% on use of sodie hyposulphite 
in extracting silver, 260. 
Phillips’ and Rivot’s method of copper 
srnelting, 49. 
Philosophers’ wool, 162. 
Phosphate of cobalt, $40, 
Phosphor bronze, 17. 
aaa of, 18. 

Phosphorised copper, 1 
Phosphorous and copper, 16, 


ss gold, 292. 
ve Jead, 82. 
zinc, 163. 


Pimple copper . E panie: -metal, 
Pinchbeck, 16, 

Piping, lead, ta 

Platinum and gold, 295, 
Plattner, analysis of slag from American 


24, 36, 
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Plattnerite, 77. 

Plattner’s process of extracting gold, 304, 
811. 

Plumber's solder, 86, 87. 

Plum bous oxide, 73. 

Plumbic acid, 77. 


- arseniate, 92, 
- carbonate, 83, 91. 
* », smelting of, 132, 
a chloride, 76, 92. 
3 hydrate, '75. 
ee oxide, 74, 
ne i and aulphur, 75. 
rf peroxide, 77. 
ys re action of heat 
upon, 77. 
ns phosphate, 82, 92, 
Bilicntes, 85, 
- sulphate, 81, 91. 
- ‘ reduction by hy- 
drogen, etc,, 82. 
= sulphide, 79, 89, 
- ‘i action of acids 
upon, 81, 
Plnmbic sniphide, action a heat and air 
upon 
iy and Nimble sulphate, 
a decomposition of, by 
iron, 81. 


Poling of copper, 25, 41, 42. 

es ead, 102. 

Polyargyrite, 238, 

Polybasite, 237, 

LPolytellite, 236, 

Pontgibaud, lead smelting at, 130, 140. 
lead tume at, 141, 

Porcelain clay, 353, 

Potash glass, &6, 

Potter's clay, 353. 

Precipitation of copper by iron, 11. 


” gold, 286, B11, 312. 
» » by ferrous sulphate, 
286, 3 


Prepared oxide of cobalt, "910. 
Prince’s metal, 16, 183, 

Printer’s blue, 349. 

* Prospecting” in gold mining, 298. 
Proustite, 236. 

Prussian coinage, 17, 

Puce oxide of lead, 77. 

ee of cummercial mereury, 
Purple copper, 2 

** Purple eC rea ” 291, 
Pyrargyrite, 236. 

Pyrites, copper, 20. 

Pyromorphite, 83, 92, 


QUARTATION, $14. 
Queen’s motal, SG. 
Quicksilver, 189. 

: native, 201, 
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RAMMELSDERG, lead gh dane 120, 121. 
Rammelsbergite, 828 
Rachette furnace, re a2. 
“ Raw smelting,” 129. 
Reactions in amalgamation of silver ores, 
226, 240, 245, 250, 251. 
distiliation of cinnabar with 
lime, 215, 
Preiberg blast furnace, 126, 
i lead smelting, 80, 94. 
is at Pontgibaud, 
ete., 13] 
ore furnace, 94, 113, 
Patio process, 240, 


reparation of smalts, 344. 
Red- lead, 76. More 
n, 76, 


auction of heat u 
hydroc mene 


” 


99 . 
” ” acid 
‘s mn iphoo « acid upon, 


analterauine in, 79. 
manufacture of, 76, 77. 

ovens, 78, 79. 

Red oxide of co per, 19, 

Red silver ore, 236, 

Red zine ore, 165. 

Redruthite, MM, 20. 

Reduction of lithargo, 133. 

at Tarnowitz, 134. 
at Freiberg, 135. 
Reduction of plumbic silicate by iron, 85. 
i of a ig by ‘‘ wet processes,” 


a 


is of By on calamine, 168, 
» in Carinthia, 179. 
Refinery slag, 24, 43. 
Refining or oupellation of lead, 273. 
» hearth, 54, 
” » for rary copper, 59, 
Refining of copper, 24, 40 
gold by chlorine, $04, 311. 

» by dry methods, 314, 320, 
si » by wet methods, 314, 815, 
»» gold sweep, 3823. 

. , 155. 
» of black copper, 54, 61. 
»  ofsilver or eupellation, 274, 


Lad 
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277, 282. 
Regnlas, from Freiberg blast furnace,127. 
Regule, 4 


» 8 Bey: 45. 
Retorte Hy Landsberg for the extraction 
of mercury, 216. ‘ 
Retorta in zinc works, 172, 176. 
» for distillation of amalgam, 253. 
Reverberatory furnaces used in lead 
smelting, 93, 94, 116, 123, 182. 
Roverberatory, furnac.s for reduction of 
litharge 


Repasso, 42, 
Rich lead, 146. 
Pich speiae 831 
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Rinman’s green, 350. 

Rivot and Phillips’ method of copper 
smelting, 48. 

Roaster slag, 24, 89, 40. 

Roasting for blister copper, 38. 

of copper ore at Mansfeld, 57 

in Sweden, 60. 
ore-furnace regulus in Sweden, 
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Rocker employed i in gold washing, 299, 
‘* Rohstein,” 58. 
Toasting of, 58. 
Rolled sheet lead, 157. 
Rolling of zine, 160. 
Rosette copper, 12, 55, 60. 
Rough lead, 140. 
», zine, 172, 175. 

Ruby, 352. 
“Run slag” produced in lead smelting, 

101, 107. 
Russia, copper smelting in, 60. 
Russian copper, 13. 


SaFFLOR, 344. 
Sapphire, 849, 352. 
Saxon ( Ruropean) method of amalgamat- 
ing silver ores, 246. 
Scotch ore hearth, 109. 
Selbite, 238. 
Selenides of mercury, 202. 
Separation of gold from silver and cop- 
per, 313. 
of lead from zinc, 154, 181. 
Separation of gold and silver by litharge 
and sulphur, 322. 
Separation of gold and silver by anti- 
monic sulphide, 322, 
Sharp’s slag, 87. 
Shefileld’s modification of ore calciner, 27. 
Sheet copper, 11. 
Sheet lead, 157. 
3 rolling of, 158. 
Sheet zinc, 18), 162. 
Shot, alloy for ‘making, 83, 86. 
Siemens’ furnace applied to copper gmelt- 
| ing, 28. 
furnace applied to Silesian ziuc 
furnace, 176. 
Silesia, lead amelting in, 117. 
Silesian blast furnace, 117. 
furnace, description of, 177. 
process of extracting zinc, 171, 
175, 176. 
Silica and lead, 85. 
Silicates of lead, 85, 
"reduction of, by iron, 85. 
Silicates of zine, 162, 175. 
Silicon and copper, 16 
Silver, 221. 
absorption of oxygen by, 222. 
action of acc upon, 223. 


alies, 228. 
alkaline chlorides upon, 
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Bilver alloy with 


INDEX. 


co , 17, 280. 
gel, 32, 203. - 
ead, 88, 282, 
$3 nickel, 238, 
amalgam, 238, 
x native, 233. 
amalgamation of, 238, 240. 
Mexican plan of, 
224, 240. 
Saxon or Freiberg 
method of, 246, © 
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bromide, 237. 
coinage, 17, 231. 
cupellation. of, 273, 
chloride, 227, 287. 
extraction of, 238. 
by amalgamation, a 
by Mexican method o 
amalgamation, 239. 
by Freiberg method of 
amalgamation, 246. 
by concentration 
lead, 239. 
by wet methods, 64, 239, 
256. 
of, by wet method of 
Augustin, 239, 257. 
extraction of, by the wet method 
of Ziervogel, 239, 257, 262. 
extraction of, by the wet method 
of Von Patera, 239, 257, 266. 
extraction of, by the wet method 
of Claudet, "270. 
extraction from lead by cupella- 
tion, 239, 273. 
extraction from lead by Pattinson 
process, 91, 144. 
extraction from lead by Parkes’ 
process, SS, 162. 
Fahlerz, 236. 
frosted, 222. 
fulminating, 224. 
glance, 224, 234. 
hypoalphite, 226, 
impurities in unrefined, 282. 


3 
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in 


Sodide, 229. 


joss of during extraction, 246, 254, 
261, 265, 266. 

native, 234. - 

» 4wumalgam, 233, 237. 

nitrate, 226. 

ores, 233 

oxides, 224, 

parting of, 314, 315, 317, 320, 322, 
323. 

properties, 221. 

refining of, 282, 

spitting of, 222. 

sulphate, 223, 226. 

sulphide, 204. 


Silvering of mirrors, 192. 
Silver-white cobalt, $41. 
Slag, clean, 119. 
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drawn, 101. 
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Slag, grey s 98, 100. 
metal, 87, 
ore-furnace, 24, 34, 
ore-hearth, 113. 


run, 101, 107. 
sharp, 37, 
Slag nose, 118. 
Slags from ore hearth, 113. 
» American ore hearth, 115, 
ss slag hearth, 139. 
softening furnace, 157. 
Slag hearth, English, 136. 
See, 133, 139, 
Slag lead, 189, 155. 
"softening of, 189, 155, 
Slag’ pot, 137, 
Slag prolongation or nose, 118, 125, 196. 
Sluice per in gold washing, 300, 302, 


Slurry, 10: 
Smoke, copper, 29. 
Smalt furnace, 315. 
Smalts, 342, 348. 
preparation of, 342, 
Smuzltine, 341, 
Smelting of auriferous quartz, 30S. 
pyrites, 309, 
Smelting of the Mansfeld copper echist, 56, 
ores of Commern, 131, 
oxidized ores of lead, 132, 
Smelting of A aaa carbonate, 132, 
Soda glass, 86 
Sodic hyposuiphite, use of, in Von Pateru’s 
process, 266 
Sodium amalgam, 200, 307. 
Softening of hard lead, 155, 156, 
| Softening or improving furnace, 156. 
Solder, coarse, 87 
common, 87. 
fine, 87. 
for gold, 293. 
» plumbers, 86, 87. 
South American process of extracting 
mercury, 203. 
Spanish slag hearth, 133, 139, 
; boliche, 103. 
Specific gravity of alumininm, 351. 
copper, 
cobalt, 338, 
gold, 286. 
lend, 71. 
nicke}, 326, 
mercury, 139. 
silver, 221, 
zinc, 160. ‘ 
Specific heat of ie per, 10. 
old, 286. 
Tend. 71. 
mercury, 189, 
silver, 221. 
Speculum metal, 17. 
Speigeleisen from franklinite, 166. 
Speise, als 826, 328, 329, are 332, $46 
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Bpeiae, concentration of nickel and cobalt 
in, 

offect of heat upon, 329 

amalgamation of argentiferous, 


as 
AF) 


Spelter, 160, 
Spence’s improved calciner, 29. 
Spinelle, 354. 
ta or vegetation of silver, 


‘*Spurstein,” 58. 
Squirting of lead, 71, 155. 
Stage’s condenser, 142, 
Stamps employ ed for crushing gold 
quartz, 302. 
Standard applied to copper ores, 21. 
gold, 286, 287, 288, 293. 
Ps silver, 231. 
Stannic oxide with plumbic oxide, 75. 
Stephonite, 295, 
Sterling silver, 221]. 
Sterro-metal, ‘ss 
Stream beds, gold bearing strata, 295. 
», works of Ural, etc., 29S. 
Btromeyerite, 235. 
Stokoe’s condenser, 143. 
Saere: zino condensers at, 179. 
Strength of aluminium bronze, 350. 
Stripping liquor, 226. 
Sulphur and cobalt, 340. 


rer, 14, 
go gold, 


225, 278, 
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200. 

ad, 79. 

meroury, 194. 

silver, 223, 

zine, 163, 

Sulphuric acid, Parting of gold and silver 


> 


process for separating gold 
and silver from copper, 269, $14. 
Swansea, Ziervogel’s ‘apparatus at, 261, 
Sweep, refining of, 323, 
. Sweeps,” 172, 176. 
Swedish blast furnace for copper smelt- 
ing, 61. 
copper ores, 50. 
method of copper smelting, 49. 
method of copper smelting, loss 
of copper in, 70. 
x». | method of emelting galena, 129, 
Sympathetio inks, 339. 


a 
ro) 
a3 


TARNOWI1TZ, Pattinson process at, 150 
» reduction of litharge at, 1u3. 


cupellation at, 282, 
Tahona, 241. 


Telluric silver, 238. 
» gold, 295, 297. 
Tenacity of aluminium bronze, 356, 
3 pila 
» cop 
es nickel, 996. 
2 phosphor bronze, 18. 
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“Test” of cupellation furnace, 274. 
»  vrefining furnace, 283. 
Test frame, 276. 
Tetrahedrite, 236. 
Thénard’s blue, 340, 350. 
Ticketing (copper ores), 21. 
Tile copper, 11, 13, 86, 45. 
Tin and copper, 16. 
» gold, 294, 
»» lead, 87, 
Tin in commercial lead, 73. 
Tin, separation of, in ‘‘ selecting process” 
(copper), 46. 
,» separation of, in copper smelting, 45. 
Tin and zine, 164 
Tin-white cohalt, 341. 
Tipping for matches, 77. 
Tombac, 16, 104, 183, 
Torta, 242, 
Touchstone, 28S, 
Tough-cake copper, 12, 25, 40, 42. 
Tough-pitch copper, 11, 12, 25. 
Toughening of copper, 24, 40. 
rosette copper, 55, 
| Treatment of argentiferous cuprous pro- 
ducts, etc., with lead, 271 
Troatment of argentiferons speise, ait. 
Tub employed in Augustin’s process, 200. 
Tutenag, 335. 
Type metal, 86. 


UNDERPOLED copper, 16, 41, 42. 
Vats employed in Susanne lixivation, 
in Augustin’s lixivation, 


arrangement of, 260. 
in Ziervogel’s process, 
264, 
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Verdigris, 10, 
Vermillion, 195. 
poe method of preparation, 


3) 


is Chinese method of y.epara- 
tion, 196. 

Vieille Montagne, 166, 172, 175. 

Vivian, Mr., process for separating nickel 
and cobalt in copper smelting, 47. 

Volatilization of zinc, 160, 166, 

Von Patera’s wet method of extracting 
silver, 239, 257, 266. 

Von Patera’s wet method of extracting 
silver, ores treated by this process, 266. 

Von Patera’s wet method of extracting 
silver, roasting of the ore for, 267. 


Wats, lead smelting in, 22, 95, 108. 
Washing and amalgamati ion of gold in 
the sluice, 300. 

Tet ailnanated cocrer nie gold, use 
copper e, 800, 

Washing, gold, 299, 800. 

Water, ita action on lead, 72. 

Water gilding, 191. 
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Welding of lead, 72. 
lead and tin, 72. 
as gold, 285. 
Welsh process of copper smelting, 22, 95, 
108, 


o> 


of copper smelting, mix- 
ture of ores for, 23. 
of copper smelting, loss 


%9 
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in, 70. 

Wet methods for the extraction of copper, 
22,62; Birkmyre’s, 64, 66; Escalle’s, 64; 
Goussage’s, 64; Hahner’s, 64; [lender- 
son’s, 64. 

Wet methods for the extraction of silver, 
239, 256; Augustin’s, 257; Claudet’s, 
270; Von Patera’s, 266; Ziervoyel’s, 262. 

Wet methods of gold parting, 315. 

White-lead, 83. 

Dutch method of prepara- 
tion, $4. 

German method of preparn- 
tion, 85. 

ja impuritics in, So, 

White-metal, 24, 36. 

Willemite, 166. 

Wohler, preparation of aluminium, 351. 
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XANTHOCONE, 238. 


YELLow metal, or sheathing, 187. 


Ziervogel’s process for the extraction of 
silver, 239, 257, 202. 

Ziervogel’s arrangement of apparatus, 
260, 204: arrangement of apparatus at 
Swansea, 261; loss of silver in, 261, 265; 
deoum positions during roasting, 263. 

Ziervogel and Augustin method com- 
bined, 266, 

Zine, 160, 
action of atmosphere upon, 160. 
alloys of, 183, 233. 

@alloys with copper, 164, 185. 

gold, 204, 295. 

jron, 101, 

Jead, 88, 162, 164. 

mercury, 164. 

nickel, 164. 

silver, 133, 

a. tin, 164. 

amalgam, 164. 

applications of, 161. 
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Zine, arsenic and, 164, 
atomic weight of, 161. 
Belgian process for extracting, 172, 
carhonate of, 165. 
combustion of, 160, 162. 
commercial, 160, 161. 
desil Iverization of lead by, 144, 152. 
154, 
nglish method of extracting, 167. 
extraction of, 166, 172, 170, 170, 180. 
» flowers of, 162, 
»- ftume, 174, 180. 
», treatment of, 180. 
frunaces, Belgian, 17:3. 
Enghsh, 168, 
e Silesian, 177, 
impurities in, 161. 
iron and, 161. 
.. lead and, $8, 162, 104, 
. malleabdility of, 160. 
» Melting point of, 160. 
4. Native, 165. 
ores of, 165, 
: » occurrence of, 165, 
oxides of, 162, 
phosphorus and, 103. 
properties, 160. 
»» red oxide of, 162. 
», reduction of metallic oxides by, 161 
sac vas anhydride by, 
Re 
remelting of, 172, 175. 
rolliug Gf, 160. 
separation of, from lead, 181, 
sheet, 181. 
Silesian method of extraction, 176, 
nilicate, Gc. 
specific gravity of, 160. 
sulphur and, 162, 103, 
Bymbol of, 161, 
, volatility of, 160. 
>», white, 162, 163. 
41ucic oxide, 75, 160, 165. 
asa pigment, 162, 
reduction uf by carbon o 
carbonic oxide, 161, 162. 
Zincie sulphide, 163, 105, 166. 
difficult to roast sweet, 165 
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3 decomposed by iron, 163. 
Zincic su)phate, 163, 
»» carbonate, 175, 
Zincite, 162, 165. 
Ziuc-white, 162, 163. 
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DAVID MUNN, F.R.8.E. 


NOTICES OF THE PRESS. 


| **Huclid has been edited with a threefold object of facilitating 
and inducing the study of Geometry, of rendering it more suggestive 
than it is usually made, and of introducing such improvements as 
should tend to remove the objections of the modern school of geo- 
metricians. The editors have been, in the main, successful. The 
improvements to which they call attention are worthy of much 
| praise. We notice a very neat proof of Euclid I. 24, which, in the 
original, is a pretty example of petitio principii, and a warning to 
; the theorems relating to rectangles have span ba great 
simplifications; the Third and the Sixth Books have been made 
| conveniently short without any omission of the theorems in former 
| editions; the Fifth Book is treated algebraically, and, as will be 
{| readily believed by those who have read Mr. Munn’s admirable 
Theory of Arithmetic, in a very lucid manner. There are some 
good examples of geometrical analysis, explanatory yer of 
great value to the beginner, and numerous exercises for the more 
advanced pupil.” —Hxaminer. 

“It would take more space than we have at command to state 
the changes which the compilers have made in Euclid’s Elements. 
Generally speaking, the broad lines which Euclid has laid down 
they follow; but not with a blind or slavish obedience. Proposition 
is compared with proposition; one proposition where it has relation 
to another is quoted, and the relationship pointed out. What we 
can say for this work is this, that pupils learning Geometry from this 
text-book would have a more intelligent iknow ledae of the subject, 
and yet would be able to quote propositions in the same order, and 
proois given in substantially the same way (stripped of cirgumlocu- 
tion and verbiage) as if they had studied from the edition of Yotts or 
Simpson.”——National Schoolmaster. 
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